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Preface 



The 7th International Conference on Principles of Distributed Systems 
(OPODIS 2003) was held during December 10-13, 2003 at La Martinique, French 
West Indies, and was co-organized by the Universite des Antilles et de la Guyane, 
La Martinique, French West Indies and by Chalmers University of Technol- 
ogy, Sweden. It continued a tradition of successful conferences with friendly 
and pleasant atmospheres. The earlier organizations of OPODIS were held in 
Luzarches (1997), Amiens (1998), Hanoi (1999), Paris (2000), Mexico (2001) 
and Reims (2002). 

OPODIS is an open forum for the exchange of state-of-the-art knowledge on 
distributed computing and systems among researchers from around the world. 
Following the tradition of the previous organizations, its program is composed of 
high-quality contributed and invited papers by experts of international caliber 
in this scientific area. The topics of interest are theory, specifications, design and 
implementation of distributed systems, including distributed and multiproces- 
sor algorithms; communication and synchronization protocols; coordination and 
consistency protocols; stabilization, reliability and fault-tolerance of distributed 
systems; performance analysis of distributed algorithms and systems; specifica- 
tion and verification of distributed systems; security issues in distributed com- 
puting and systems; and applications of distributed computing, such as embed- 
ded distributed systems, real-time distributed systems, distributed collaborative 
environments, peer-to-peer systems, cluster and grid computing. 

In response to the call for papers for OPODIS 2003, 61 papers in these 
areas were submitted. The Program Committee, following a peer-review pro- 
cess, selected 19 out of these for presentation at the conference. Each paper, 
reviewed by at least 4 reviewers, was judged according to scientific and presen- 
tation quality, originality and relevance to the conference topics. The distribution 
of the accepted (respectively, submitted) papers per geographic region was: Asia- 
Australia, 3 papers accepted (out of 14 submitted); Europe, 11 papers accepted 
(out of 34 submitted); Central and North America, 5 papers accepted (out of 13 
submitted). 

Besides the technical contributed papers, the program included invited 
keynote talks. We were happy that three distinguished experts accepted our 
invitation to share with us their views of various aspects of the field: Jo Ebergen 
(Sun Microsystems Laboratories), who gave the luncheon speech on circuits with- 
out clocks, Neil Gerslrenfeld (MIT Center for Bits and Atoms), who talked about 
physical error correction in building reliable systems out of unreliable compo- 
nents, and Maarten van Steen (Vrije Universiteit Amsterdam), who talked about 
very large, self-managing distributed systems. Abstracts of the contents of the 
keynote talks are included in this volume. 

Apart from the technical program, OPODIS 2003 also offered a set of 
satellite events in the form of tutorials, with the themes: Self-stabilization, by 
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Joffroy Beauquier (Universite de Paris 11); Distributed Computing and Informa- 
tion Security, by Roberto Gomez Cardenas (ITESM-CEM); and Non-blocking 
Synchronization, by Philippas Tsigas (Chalmers University of Technology). 

It is impossible to organize a successful program without the help of many 
individuals. We would like to express our appreciation to the authors of the 
submitted papers, and to the program committee members and external 
referees, who provided useful reviews. Furthermore, we would also like to thank 
the OPODIS steering committee members, who supervise and support the 
continuation of the event. We owe special thanks to Yi Zhang for his assistance 
with the electronic submissions and reviewing system. Finally, one more special 
thanks to all the other organizing committee members for their precious efforts 
that contributed to making OPODIS 2003 a successful conference. 



Marina Papatriantafilou 
Philippe Hunel 
OPODIS 2003 Program Co-chairs 
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Distributing Bits and Atoms 



Neil Gershenfeld 



Director 

MIT Center for Bits and Atoms 
Cambridge, MA 02139, USA 



Abstract. The principles used today for developing distributed systems 
will not scale to the limit of thermodynamically complex engineered sys- 
tems. The great insight of statistical mechanics is that it is possible to 
make precise statements about the macroscopic behavior of a system 
based on knowledge of its microscopic governing equations, without re- 
quiring a specification of its internal confirguration. A scalable theory 
of distributed system design must likewise be able to allocate available 
local degrees of freedom to accomplish a global goal, without demanding 
a detailed description of their configuration. Towards that end, I dis- 
cuss the role of physical error correction in building reliable systems out 
of unreliable components, and the use of principles from mathematical 
programming as a language for expressing algorithms in this statistical- 
mechanical limit. 
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Circuits Without Clocks: What Makes Them 

Tick? 



Jo Ebergen 



Asynchronous Design Group 
Sun Microsystems Laboratories 
Mountain View CA 94043, USA 
j o . ebergenOsun . com 

http : //research. sun. com/projects/ async/ 



Abstract. Most digital circuits have a global clock that dictates when 
all circuit components execute their basic computation steps. The clock 
is a convenience for the designer, because the clock synchronizes all basic 
computations to its ticks. On the other hand, the clock can be a serious 
inconvenience with respect to speed, power consumption, modularity of 
design, and reduced electro-magnetic radiation. A clockless circuit is es- 
sentially a distributed system in-the-small, where the main challenge is 
the coordination of all basic computations in a fast and energy-efficient 
manner. A growing research community is exploring the benefits of cir- 
cuits without clocks. In this talk I will give a brief overview of clockless 
circuits, illustrate their potential by means of some ‘live’ demos, and 
discuss current challenges. 



Papatriantafilou and P. Hunel (Eds.): OPODIS 2003, LNCS 3144, p. 2, 2004. 
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Towards Very Large, Self-Managing Distributed Systems 

Extended Abstract 



Maarten van Steen 
Vrije Universiteit Amsterdam 



1 Introduction 

As distributed systems tend to grow in the number of components and in their geograph- 
ical dispersion, deployment and management are increasingly becoming problematic. 
For long, there has been a tradition of developing architectures for managing networked 
and distributed systems [2], These architectures tend to be complex, unwieldy, and in- 
deed, difficult to manage. We need to explore alternative avenues if we want to construct 
a next generation of distributed systems. 

Recently, solutions have been sought to develop self-managing systems. The basic 
idea here, is that a distributed system can continuously monitor its own behavior and 
take corrective action when needed. As with many new, or newly introduced, concepts, 
it is often difficult to separate hype from real content. In the case of self-management 
(or other forms of self-*-ness ), the low signal-to-noise ratio can be partly explained by 
our poor understanding of what self-management actually means. 

2 A Self-Managing User-Centric CDN 

In our own research on large-scale distributed systems at the Vrije Universiteit Amster- 
dam, we have been somewhat avoiding the problem of systems management. However, 
one of the lessons we learned from building Globe [8], is that supporting easy deploy- 
ment and management is essential. Partly based on our experience with Globe, we are 
currently developing a user-centric Content Delivery Network to further explore facil- 
ities for self-management. This CDN, called Globule, is designed to handle millions 
of users, each providing Web content by means of a specially configured Apache Web 
server. 

An important aspect of Globule is that a server can automatically replicate its Web 
documents to other servers. For each document, a server evaluates several replication 
strategies, and selects the best one on a per-document basis. This approach allows for 
near-optimal performance in terms of client-perceived delays as well as total consumed 
bandwidth [6] . In a recent study, we have also demonstrated that continuous re-evaluation 
of selected strategies is needed, and that this can be done efficiently [7], The approach we 
follow is to regularly perform trace-driven simulations for a specific document, where 
each simulation entails a single replication strategy. Using a linear cost function defined 
over performance metrics such as client-perceived latency and consumed bandwidth, we 
can then compare the effects of applying different strategies. These simulations take in 
the order of tens of milliseconds in order to select the best strategy for a given document. 



M. Papatriantafilou and P. Hunel (Eds.): OPODIS 2003, LNCS 3144, pp. 3-6, 2004. 
(c) Springer- Verlag Berlin Heidelberg 2004 
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Clearly, Globule should be able to manage itself when it comes to replicating documents, 
and as far as static content is concerned, such self-management appears to be feasible. 

However, much more is needed to develop a CDN such as Globule. For one thing, 
if we are to replicate documents to where they are needed, it is mandatory that we can 
locate clients and replica servers in the proximity of those clients. One problem that 
needs to be solved is letting a Web server determine how close two arbitrary nodes in 
the system actually are. Fortunately, it turns out that if we consider latency as a distance 
metric, we can represent the nodes of a widely dispersed distributed system in an TV- 
dimensional Euclidean space [4,5]. In this way, estimating latency is nothing more than 
a simple computation. In contrast to existing systems, latency estimations in Globule 
can be obtained in a fully decentralized manner, which, in turn, simplifies overall system 
management. 

By introducing locations and easy-to-compute distances, it becomes feasible to au- 
tomatically partition the set of nodes comprising a distributed system into manageable 
parts. For example, by grouping nodes into geographical zones (where the geography 
is fully determined by the Euclidean space mentioned before), we can assign special 
nodes to zones in order to manage services, resources, etc. These special nodes, called 
brokers in Globule, are elected as super peers from all available nodes, and together 
form a separate overlay network using their own routing protocol. Whenever a node in 
zone A requires services from a zone B (such as, for example, a list of potential replica 
servers) it simply sends a request to a broker in A which will then forward the request 
to a broker for B. In Globule, a zone is defined implicitly: it consists of the servers that 
are closest to a given broker. As a consequence, zones do not overlap. Moreover, adding 
and removing servers, be they brokers or not, is fully decentralized. 

There are many variations on this theme, but it should be clear that grouping nodes 
into zones and electing brokers for zones are things that can be done in a fully de- 
centralized fashion. There is no need for manual intervention, although there are many 
unresolved details concerning how this organization can be automatically done. 



3 Epidemic-Based Solutions 



One could argue that the description of a self-managing system given so far is largely 
dictated by automating tasks that are currently handled manually. In this sense, self- 
management is just a next step in the evolution of distributed systems. The question 
comes to mind if there are radically different alternatives. We are currently exploring 
epidemic-based systems for management tasks. 

In an epidemic-based system, we are generally concerned with reaching eventual 
consistency: in the absence of any further updates, all nodes should eventually reach 
the same state. Data are spread by letting each node regularly contact an arbitrary other 
node, after which the two exchange updates [1], The problem with this approach for 
very large systems, is that, in principle, every node should know the entire set of nodes 
in order to guarantee random selection of a peer. One solution is to maintain, per node, 
a small list of peers that represents a random sample from all nodes. Maintaining this 
list is now the key to successfully applying epidemics in very large systems. 
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In the Newscast system, we take a simple approach. Every node maintains a fixed- 
size list of length c of news items. A news item contains data, the address of its source, 
and the time when it was published. Once every AT time units, each node executes the 
following steps [3]: 

1 . Add a fresh (node-specific) news item to the local list. 

2. Randomly select a peer from those found in the list. 

3. Send all entries to the selected peer, and, in turn, receive all that peer’s list entries. 

4. Out of the (up to) 2c cache entries, keep the c newest ones, and discard the rest. 

The selected peer from step 2 executes the last two steps as well, so that after the exchange 
both nodes have the same list. Note that as soon as any of these two nodes executes the 
protocol again, their respective lists will most likely be different again. 

The lists induce a communication graph with a link from node a to b if b is contained 
in the list of a. As it turns out, for even a relatively small list size (c = 20), we can 
show that communication graphs are strongly connected for up to hundred thousands 
of nodes, and by simply increasing c, very large overlay networks of millions of nodes 
can be accommodated. These networks exhibit properties common to what are known 
as small worlds [9], We have discovered that these networks are extremely robust: in 
general, only after the removal of at least 70% of the nodes (and much more for c > 20), 
the network is partitioned into one giant cluster and several (very) small clusters. Most 
important, however, is that there is no need for centralized control — Newscast networks 
are completely self-managing. 

To illustrate this point, consider how membership is managed in Newscast. First, 
nodes that want to leave can simply stop communication: they do not initiate a list 
exchange, nor do they react to exchange requests. This behavior is exactly the same as 
that of a failing node, and indeed. Newscast treats these two cases identically. 




Fig. 1 . The effect of continuously adding nodes that contact the same initial node. 
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Second, when a node wishes to join the network, it need only know the address of 
one node, with whom it then seeks contact by executing the list exchange protocol (note 
that its own list is empty). To see to what extent the selection of the initial contact node 
affects overall behavior, we conducted a series of experiments in which all joining nodes 
contact the same initial node. Clearly, this is a worst-case scenario. Figure 1 shows the 
effect on the average path length while continuously adding 50 nodes until 5000 nodes 
have joined. Compared to the “ideal” case, in which each new node contacts another, 
randomly selected node, we see that soon after nodes are no longer added, the average 
path length converges to that of the random case. Again, we see self-management at 
work. 

We have used Newscast for various system monitoring tasks, such as estimating the 
size of the network, load balancing, and broadcasting alarms. In all cases, only a few list 
exchanges per node are required to reach consistency. As such, it forms a powerful tool 
for management of large distributed systems, notably because the protocol itself barely 
requires any management at all. 

4 Conclusions 

Self-managing systems are in many cases not well understood and as a consequence 
there is often much ado about nothing. However, it is also clear that we need concepts 
such as self-management, self-healing, self-organization, and so on, in order to arrive 
at a next generation of very large distributed systems. Fortunately, self-* matters can be 
made concrete and show to form a promising field that warrants further research. 
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Abstract. Awareness of the need for robustness in distributed systems 
increases as distributed systems become an integral part of day-to-day 
systems. Tolerating Byzantine faults and possessing self-stabilizing fea- 
tures are sensible and important requirements of distributed systems in 
general, and of a fundamental task such as clock synchronization in par- 
ticular. There are efficient solutions for Byzantine non-stabilizing clock 
synchronization as well as for non-Byzantine self-stabilizing clock syn- 
chronization. In contrast, current Byzantine self-stabilizing clock syn- 
chronization algorithms have exponential convergence time and are thus 
impractical. We present a linear time Byzantine self-stabilizing clock syn- 
chronization algorithm, which thus makes this task feasible. Our deter- 
ministic clock synchronization algorithm is based on the observation that 
all clock synchronization algorithms require events for re-synchronizing 
the clock values. These events usually need to happen synchronously at 
the different nodes. In these solutions this is fulfilled or aided by having 
the clocks initially close to each other and thus the actual clock values 
can be used for synchronizing the events. This implies that clock values 
cannot differ arbitrarily, which necessarily renders these solutions to be 
non-stabilizing. Our scheme suggests using a tight pulse synchronization 
that is uncorrelated to the actual clock values. The synchronized pulses 
are used as the events for re-synchronizing the clock values. 



1 Introduction 

Overcoming failures that are not predictable in advance is most suitably ad- 
dressed by tolerating Byzantine faults. It is the preferred fault model in order 
to seal off unexpected behavior within limitations on the number of concur- 
rent faults. Most distributed tasks require the number of Byzantine faults, /, to 
abide by the ratio of 3/ < n, where n is the network size. See [14] for impossibil- 
ity results on several consensus related problems such as clock synchronization. 
Additionally, it makes sense to require such systems to resume operation after 
serious unpredictable events without the need for an outside intervention and/or 
a restart of the system from scratch. E.g. systems may occasionally experience 
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short periods in which more than a third of the nodes are faulty or messages sent 
by all nodes may be lost for some time. Such transient violations of the basic 
fault assumptions may leave the system in an arbitrary state from which the 
protocol is required to resume in realizing its task. Typically, Byzantine algo- 
rithms do not ensure convergence in such cases, as they sometimes make strong 
assumptions on the initial state and they focus on preventing Byzantine faults 
from notably shifting the system state away from the goal. A self-stabilizing 
algorithm bypasses this limitation by being designed to converge within finite 
time to a desired state from any initial state. Thus, even if the system loses its 
consistency due to a transient violation of the basic fault assumptions (e.g. more 
than a third of the nodes being faulty, network disconnected, etc.), then once the 
system is back within the assumption boundaries the protocol will successfully 
realize the task, irrespective of the resumed state of the system. For a short 
survey of self-stabilization see [4], for an extensive study see [11]. 

The current paper addresses the problem of synchronizing clocks in a dis- 
tributed system. There are several efficient algorithms for self-stabilizing clock 
synchronization withstanding crash faults (see [13,18,10] or other variants of the 
problem [2,15]). There are many efficient classic Byzantine clock synchronization 
algorithms (for a performance evaluation of clock synchronization algorithms 
see [1]), however strong assumptions on the initial state of the nodes are typi- 
cally made, such as assuming all clocks are initially synchronized ([1,9,21]) and 
thus are not self-stabilizing. On the other hand, self-stabilizing clock synchro- 
nization algorithms, which can initiate with arbitrary clock values, typically have 
a cost in the convergence times or in the severity of the faults contained. Evi- 
dently, there are very few self-stabilizing solutions facing Byzantine faults ([12]), 
all with unpractical convergence times. Note that self-stabilizing clock synchro- 
nization has an inherent difficulty in estimating real-time without an external 
time reference due to the fact that non-faulty nodes may initialize with arbi- 
trary clock values. Thus, self-stabilizing clock synchronization aims at reaching 
a stable state from which clocks proceed synchronously at the rate of real-time 
(assuming that nodes have access to physical timers which rate is close to real- 
time) and not necessarily at estimating real-time. Many applications utilizing 
the synchronization of clocks do not really require the exact real-time notion 
(see [16]). In such applications, agreeing on a common clock reading is sufficient 
as long as the clocks progress within a linear envelope of any real-time interval. 

We present a Byzantine self-stabilizing clock synchronization protocol with 
the following property: should the system initialize or recover from any transient 
faults with arbitrary clock values then the clocks of the correct nodes proceed 
synchronously at real-time rate. Should the clocks of the correct nodes hold val- 
ues that are close to real-time, then the correct clocks proceed synchronously 
with high real-time accuracy. Thus, the protocol we present significantly im- 
proves upon existing Byzantine self-stabilizing clock synchronization algorithms 
by reducing the time complexity from expected exponential ([12]) to determin- 
istic 0{f). Our protocol improves upon existing Byzantine non-stabilizing clock 
synchronization algorithms by providing self-stabilization while requiring similar 
complexity measures. The self-stabilization and comparably low complexity is 
achieved through a deterministic Byzantine self-stabilizing algorithm for pulse 
synchronization. The synchronized pulse intervals allow for the execution of a 
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Byzantine Strong Consensus protocol on the clock values in between pulses, thus 
attaining and maintaining a common clock reading. 

Having access to an outside source of real-time is useful. In such case our 
approach provides a consistent system state when the outside source fails. 

A special challenge in self-stabilizing clock synchronization is the clock wrap 
around. In non-stabilizing algorithms having a large enough integer eliminates 
the problem for any practical concern. In self-stabilizing schemes a transient 
failure can cause clocks to hold arbitrary large values, surfacing the issue of clock 
bounds. Our clock synchronization scheme handles wrap around difficulties. 



2 Model and Problem Definition 

The environment is a network of processors (nodes) that communicate by ex- 
changing messages. Individual nodes have no access to a central clock and there 
is no global pulse system. The hardware clocks (referred to as the physical timers) 
of correct nodes have a bounded drift rate, p, from real-time. The communication 
network does not guarantee any order on messages. 

The network and/or all the nodes can behave arbitrarily, though eventually 
the network performs within the assumption boundaries defined below. 

Definition 1. The network assumption boundaries are: 

1. Message passing allowing for an authenticated identity of the senders. 

2. At most f of the nodes are faulty. 

3. Any message sent by any non-faulty node will eventually reach every non- 
faulty node within 6 time units. 

Definition 2. A node is correct at times that it complies with the following: 

1. Obeys a global constant 0 < p « 1 (typically p « 10~ 6 ), such that for every 
real-time interval [it, u] : 

(1 — p)(v — u) < ‘ physical timer ’(v ) — ‘physical timer’fu) < (1 + p)(v — it). 

2. Operates according to the instructed protocol. 

A node is considered faulty if it violates one or more of the above. A faulty 
node recovers from its faulty behavior if it resumes obeying the conditions of a 
correct node. For consistency reasons the recovery is not immediate, but rather 
takes a certain amount of time during which the node is still considered faulty 
although it behaves correctly 1 . The system performs within the network as- 
sumption boundaries only following some amount of time of continuous ad- 
herence to the network assumption boundaries. 

Basic notations: 

We use the following notations though nodes do not need to maintain all of 
them as variables. 

— Clocki, the clock of node i, is a real value in the range 0 to M — 1. Thus M— 1 
is the maximal value a clock can hold. Its progression rate is a function of 
node pf s physical timer. The clock is incremented every time unit. Clockiff) 
denotes the value of the clock of node pi at real-time t. 

1 For example, a node may recover during the Byzantine Consensus procedure and 
violate the validity condition if considered correct immediately. 
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— A “pulse” is an internal event for the re-synclrronization of the clocks, ideally 
every Cycle time units. A cycle is the actual (effective) time interval between 
two successive pulses that a node invokes. 

— a represents the upper bound on the real-time between the invocations of 
the pulses of different correct nodes ( tightness of pulse synchronization). 

— 7 is the target upper bound on the difference of clock readings of any two 
correct clocks at any real-time. Our protocol achieves 7 = 3 d + 0{p). 

— Let a, b,g,h € R + be constants that define the linear envelope bound of the 
correct clock progression rate during any real-time interval. 

— is the amount of clock time elapsed on the clock of node p t during a 
real-time interval [£i, £ 2 ] within which pi was continuously correct. The value 
of E is not affected by any wrap around of clocks during that period. 

— d = S + 7r, where 7 r is the upper bound on message processing time, d is an 
upper bound on the elapsed real-time from the sending of a message by any 
non-faulty node until it is received and processed by every non- faulty node. 

Using the above notations, a recovered node can be considered correct once it 
goes through a complete synchronization process, which is guaranteed to happen 
within one cycle + consensus -time of correct behavior, where consensus -time 
represents the time to complete the chosen Byzantine Consensus algorithm. 

Basic definitions: 

— The clock.state of the system at real-time t is given by: 

clock stateft) = ( clockoft ), . . . , clock n -i(t)) . 

— The systems is in a synchronized clock_state at real-time t if 
V correct Pi,Pj , 

(| clocki(t) — clockj(t)\ < 7) V ( \clocki(t ) — clockjift) \ > M — 7). 2 

Definition 3. The Self- Stabilizing Clock Synchronization Problem 

As long as the system is within the assumption boundaries: 

Convergence: Starting from an arbitrary state, s, the system reaches a syn- 
chronized clockstate after a finite time. 

Closure: If s is a synchronized clockstate of the system at real-time to then 
'ireal time t> to, 

1. clockstate(t) is a synchronized clockstate, 

2. “Linear Envelope for every correct node, Pi, 

a ■ [t — to] + b < t) < 5 • [£ - £ 0 ] + h. 



3 Self-Stabilizing Byzantine Clock Synchronization 

A major challenge of self-stabilizing clock synchronization is to ensure clock syn- 
chronization even when nodes may initialize with arbitrary clock values. This, 
as mentioned before, requires handling the wrap around of clock values. The 

2 The second condition is a result of dealing with bounded clock variables. 
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algorithm we present employs as a building block an underlying Byzantine self- 
stabilizing pulse synchronization procedure. In the pulse synchronization prob- 
lem nodes invoke pulses regularly, ideally every Cycle time units, and the goal is 
to do so in tight synchrony. To synchronize their clocks, nodes execute at every 
pulse Strong Byzantine Consensus on the clock value to be associated with the 
next pulse event 3 . When pulses are synchronized, then the consensus results in 
synchronized clocks. The basic algorithm uses strong consensus to ensure that 
once correct clocks are synchronized at a certain pulse and thus enter the consen- 
sus procedure with identical values, then they terminate with the same identical 
values and keep the progression of clocks continuous and synchronized 4 . 



3.1 The Basic Algorithm 

The basic algorithm is essentially a self-stabilizing version of the Byzantine clock 
synchronization algorithm in [9]. We call it PBSS-Clock-Synclr (for Pulse-Based 
Byzantine Self-Stabilizing Clock Synchronization). The agreed clock time of the 
next synchronization is denoted by ET (for Expected Time, as in [9]). Synchro- 
nization of clocks is targeted to happen every Cycle time units, unless the pulse 
is invoked earlier 5 . 

PBSS-Clock-Synch 

at “pulse” event /* received the internal pulse event */ 

begin 

Clock = ET; 

Abort possible running instance of PBSS-Clock-Synch and Reset all 
buffers; 

Wait <t( 1 + p) time units; 

Next-ET = Strong-Byz-Consensus((£T + Cycle) mod M); 

Clock = ( Clock + Next-ET — (ET + Cycle)) mod M; /* posterior adj. 
ET = Next-ET ; 

end 

The internal pulse event is delivered by the pulse synchronization procedure 
(presented in Section 4). This event aborts any possible on-going invocation of 
PBSS-Clock-Synch and thus any on-going consensus and resets all buffers. The 
synchronization of the pulses ensures that the PBSS-Clock-Synch procedure is 
invoked within er real-time units 6 of its invocation at all other correct nodes. 

The “Wait” intends to make sure that all correct nodes enter the Byzantine 
Consensus after the pulse has been invoked at all others, without remnants of 
past invocations. Past remnants may exist only during or immediately following 
periods in which the system deviates from its assumption boundaries. 

3 It is assumed that the time between successive pulses is sufficient for a Byzantine 
Consensus algorithm to initiate and terminate in between. 

4 The Pulse Synchronization building block does not use the value of the clock to 
determine its progress, but rather intervals measured on the physical timer. 

5 Cycle has the same function as PER in [9], 

6 The pulse synchronization presented achieves cr = 2d. 
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A correct node joins a Byzantine Consensus only concomitant to an internal 
pulse event, as instructed by the PBSS-Clock-Synclr. The Strong-Byzantine- 
Consensus intends to reach consensus on the next value of ET. One can use a 
synchronous agreement algorithm with rounds of size (a + d)(l + 2p) or asyn- 
chronous style agreement in which a node waits to get n — f messages of the 
previous round before moving to the next round. We assume the use of a Strong 
Byzantine Consensus algorithm tolerating / faults when n > 3/ + 1. 

The posterior clock adjustment (subsequent to the consensus) adds to the 
clock value the difference between the agreed time at the next pulse and the 
node’s initial estimate for the time at the next pulse (the value which it entered 
the consensus with) . This is equivalent to adding the elapsed time from the pulse 
and until the end of the consensus, to the value of ET the node was supposed 
to hold at the pulse according to the agreed Next-ET. This intends to expedite 
the time for holding synchronized clocks to the moment following consensus 
termination rather than to the next pulse event. Take notice that in the case 
that all correct nodes hold the same ET value at the pulse, then the posterior 
clock adjustment adds a zero increment to the clock value. 

Note that when the system is back within the assumption boundaries fol- 
lowing a chaotic state, pulses may arrive to different nodes at arbitrary times, 
and the ET values and clocks of different nodes may differ arbitrarily. At that 
time not all correct nodes will join the Byzantine Consensus and no consistent 
resultant value can be guaranteed. Once the pulses synchronize (guaranteed by 
the pulse synchronization procedure to happen within a single cycle) all correct 
nodes will join the same execution of the Byzantine Consensus and will agree on 
the clock value of the next synchronization. From that time on, as long as the 
system stays within the assumption boundaries the clocks remain synchronized. 

The Strong Byzantine Consensus also ensures that the wrap around of clocks 
happens at all correct nodes smoothly and at the same cycle. 

Note that instead of simply setting the clock value to ET we could use some 
Clock- Adjust procedure (cf. [9]), which receives a parameter indicating the target 
value of the clock. The procedure runs in the background, it speeds up or slows 
down the clock rate to reach the adjusted value within a specified period of time. 
The procedure handles clock wrap around. 

Theorem 1 . PBSS- Clock- Synch solves the Self- Stabilizing Clock Synchroniza- 
tion Problem in the presence of at most f Byzantine nodes, where n> 3/ + 1. 

Proofs of the theorems and more details of the protocols can be found in [6] . 

3.2 An Additional Self-Stabilizing Clock Synchronization Algorithm 

We end the section by suggesting a simple additional Byzantine self-stabilizing 
clock synchronization algorithm using pulse synchronization as a building block. 

Our second algorithm resets the clock at every pulse ' . This approach has 
the advantage that the nodes never need to synchronize their clock values. This 
version is useful for example, when M is relatively small. The algorithm has the 
disadvantage that for a large value of M, a large Cycle value is required. This 

' This approach has been suggested by Shlomi Dolev as well. 
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enhances the effect of the clock skew, negatively affecting the precision and the 
accuracy at the end of the cycle. 



NOADJUST-CS 

at “ pulse ” event 

begin 

Clock = 0; 

end 



/* received the internal pulse event */ 



4 Self-Stabilizing Byzantine Pulse Synchronization 

The nodes execute this procedure in the background. The procedure ensures 
that different nodes invoke pulses in a close time proximity (cr) of each other. 
Pulses should be invoked regularly, with a frequency within a linear envelope of 
any real-time interval and bounds on intervals between two successive pulses. 

Basic notations: 

In addition to the definitions of Section 2 we use the following notations, though 
nodes do not need to maintain them as variables. 

— ipi(ti , £ 2 ) is the number of pulses a correct node pi invoked during a real-time 
interval [C , tf within which pi was continuously correct. 

— Let a',b',g',h' £ R + be constants that define the linear envelope bound on 
the ratio between all real-time intervals and every i/), in those intervals. 

— 4>i{t) £ R + U { 00 }, 0 < i < n, denotes the elapsed real-time since the last 
time node pi invoked a pulse. For a node, pj, that has not invoked a pulse 
since the initialization of the system, <fj(t) = 00 . 

Basic definitions: 

— The pulse_state of the system at real-time t is given by: 

pulsestate = (</>o(t), ■ • • , 4> n -\(t)). 

— Let G be the set of all possible pulse_states of a system S. 

— A set of nodes, N, are called pulse-synchronized at real-time t if 

Vpi,Pj £ N, \<pi(t) - (j)j(t ) | < cr. 

— s £ G is a synchronized pulse state of the system at real-time t if the set 
of correct nodes are pulse-synchronized at some real-time t syn £ [t,t + a\. 

Definition 4. The Self- Stabilizing Pulse Synchronization Problem 

As long as the system is within the assumption boundaries: 

Convergence: Starting from an arbitrary state, s , the system reaches a syn- 
chronized pulsestate after a finite time. 

Closure: If s is a synchronized pulsestate of the system at real-time to then 
Vreal time t > to, 
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1. pulsestate(t) is a synchronized pulsestate, 

2. “Linear Envelope for every correct node, pi , 

a' ■ [t - t 0 ] + b' < ipi(t , t 0 ) <g'-[t- t 0 ] + h' . 

3. 3 cycle m i n < effective cycle < cycle max such that: 

(t t 0 ^ Cyclemin => ipi(t,t 0 ) < 1) /\(t -to> cycle max =4- ipi{t,t 0 ) > 1). 
The third condition intends to bound the effective cycle length. 



4.1 The Mode of Operation of the Pulse Synchronization Procedure 

The Byzantine self-stabilizing pulse synchronization procedure presented is 
called BSS-Pulse-Synclr (for Byzantine Self- Stabilizing Pulse Synchronization). 
A cycle is the time interval between two successive pulses that a node invokes. 
The input value Cycle is the ideal length of the cycle. The actual real-time length 
of a cycle may slightly deviate from the value Cycle in consequence of the clock 
drifts, uncertain message delays and behavior of faulty nodes. In the proof of 
Theorem 2 (see [6]) the extent of this deviation is explicitly presented, and the 
bounds on the linear envelope are calculated. 

Toward the end of its cycle, every correct node targets at synchronizing its 
forthcoming pulse invocation with the pulse of the other nodes. It does so by 
sending an endogenous Propose-Pulse message to all nodes. These messages (or 
just a reference to the sending node) are accumulated at each correct node until 
it invokes a pulse and deletes these messages (or references). We say that two 
Propose-Pulse messages are distinct if they were sent by different nodes. When 
a node accumulates at least / + 1 distinct Propose-Pulse messages it also triggers 
a Propose-Pulse message. Once a node accumulates n — / distinct Propose-Pulse 
messages it invokes the pulse. The input to the procedure is Cycle, n and /. 

BSS-Pulse-Synch(C'j/cle, n, /) 

if ( cycle-countdownzisl )) then /* endogenous message*/ 

send “Propose-Pulse” message to all; 
cycl e ^countdown As I) = ' False ’ : 

if received / + 1 distinct “Propose-Pulse” messages then /* triggered 

message */ 

send “Propose-Pulse” message to all; 

if received n — f distinct “Propose-Pulse” messages then /* pulse invocation*/ 
invoke “pulse” event; 
cycle-countdown = Cycle ; 
flush “Propose-Pulse” message counter; 
ignore “Propose-Pulse” messages for 2d(l + 2 p) time units; 



We assume that a background process continuously reduces cycle-countdown, 
intended to make the node count approximately Cycle time units on its physical 
timer. On reaching 0, the background process resets the value back to Cycle 
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and invokes BSS-Pulse-Synclr by setting cycle countdown is 0 to ‘True’. A reset 
is also done if cycle-countdown holds a value not between 0 and Cycle. The 
value is reset to Cycle in the algorithm, once the “pulse” is invoked, in order 
to prevent the system from blocking because of initializing with a wrong value 
in the cycle-countdown or the program counters. Note that on a premature 
execution of BSS-Pulse-Synclr nodes do not flush the message counter, this can 
speed up initial synchronization. Observe that nodes typically send more than 
one messages in a cycle, to prevent cases in which the system may be invoked 
in a deadlocked state. Note that Cycle, n and / are constants and thus correct 
nodes do not initialize with arbitrary values of these constants. 

Theorem 2. BSS-Pulse-Synch solves the Self-Stabilizing Pulse Synchronization 
Problem in the presence of at most f Byzantine nodes, where n> 3/ + 1. 

5 The Self-Stabilizing Byzantine Consensus Algorithm 

The Strong Byzantine Consensus module can use many of the classical Byzantine 
Consensus algorithms. The self-stabilization requirement does not introduce a 
major obstacle, because the algorithms terminate in a small number of rounds, 
and Cycle can be set so the termination is before the next pulse and thus before 
the next invocation of the algorithm. The only delicate point is to make sure 
that an arbitrary initialization of the algorithm cannot cause the nodes to block 
or deadlock. Below we specify show how to update the early stopping Byzantine 
Algorithm of Toueg, Perry and Srikantlr [20] to address our needs. The nodes 
invoke the algorithm with their value of the next ET. 

In our environment the nodes advance the phases according to the elapsed 
time since their pulse. When nodes invoke the procedure they consider also all 
messages in their buffers that were accepted prior to the invocation. 

We use the following notations in the description of the consensus algorithm: 

— A phase is a duration of (a + d)(l + 2 p) clock units on a node’s clock. 

— A round is a duration of two phases. 

— A broadcast primitive is the primitive defined in [20] (see [6]). Nodes issue 
an accept within the broadcast primitive. 

The main differences from the original protocol of [20] are: 

— Instead of the General use an imaginary node whose value is the clock values 
of the individual nodes. 

— Agree on whether n — f of the values are identical. 

— The fact that the general is not counted as a faulty node requires running 
the protocol an extra round. 

Strong-Byz- Consensus (7i'7’j invoked at node p: 
initialize the broadcast primitive; 
broadcasters := 0; v = 0; 
phase = 1 : 

send(.ET, 0) to all participating nodes; 

phase = 2 : 

if received n — f distinct (ET' , 0) messages by the end of phase 1 then 
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send (echo, Iq, ET' , 0) to all; 

if received n — / distinct (echo, Iq,v/,0) messages by the end of phase 2 

then 

invoke broadcast^, v/, 2); 
stop and return(n/). 
round r for r = 2tor=/ + 2 do: 
if v ^ 0 then 

invoke broadcast^, v, r); 
stop and return(u). 
by the end of round r: 

if in rounds rf < r accepted (Iq, v, 0) and (qi,vr, i ) for allz, 2 < i < r, 
where all qi distinct then v := i>/; 
if | broadcasters \ < r — 1 then stop and return(O); 
stop and return(u). 

Nodes stop participating in the Strong-Byz-Consensus protocol when they 
are instructed to do so. They stop participating in its broadcast primitive by 
the end of the round in which they stop the Strong-Byz-Consensus. The only 
exception is when they stop in the 2nd phase of the algorithm. In this case they 
stop participation in the broadcast primitive by the end of the 2nd round. 

The main feature of the protocol is that when all correct nodes begin with 
the same value of ET, all stop within 1 round (2 phases) . This early stopping 
feature brings to a fast convergence during normal operation of the system, even 
when faulty nodes are present. One can employ standard optimization to save 
in the number of messages, and to save a couple of phases. 

Theorem 3. The Strong-Byz-Consensus satisfies the following properties: 
Termination: The protocol terminates in a finite time. 

If the system is in the assumption boundaries, n > 3/, and all correct nodes 
invoke the protocol within o of each other, and messages of correct nodes are 
received and processed by participating correct nodes then: 

Agreement: The protocol returns the same value at all correct nodes. 
Validity: If all correct nodes invoke the protocol with the same value, then 
the protocol returns that value, and 

Early-stopping: in such a case all correct nodes stop within 1 round. 

6 Analysis and Comparison to Other Clock 
Synchronization Algorithms 

Our algorithms require reaching consensus in every cycle. This implies that the 
cycle should be long enough to allow for the consensus to terminate at all correct 
nodes. This implies having Cycle > 2cr + 3(2/-|-4)d, assuming that the consensus 
algorithm takes (/ + 2) rounds of 3d each. For simplicity we also assume M to 
be large enough so that it takes at least a cycle for the clocks to wrap around. 

The convergence and closure of PBSS-Clock-Synch follows from the self- 
stabilization of the pulse synchronization procedure and from the self- 
stabilization and termination of the Byzantine Consensus algorithm. 
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Table 1. Comparison of Clock Synchronization Algorithms (e is the uncertainty of 
the message delay). The convergence time is in pulses for the algorithms utilizing a 
global pulse system and in network rounds for the other semi-synchronous protocols. 
PT-SYNC assumes the use of shared memory and thus the “message complexity” is of 
the “equivalent messages”. 



Algorithm 


Self- 

Stabilizing 

/Byzantine 


Precision 

7 


Accuracy 


Convergence 

Time 


Messages 


PBSS-Clock-Synch 
NOADJUST-CS 
DHSS [9] 
LL-APPROX [21] 
DW-SYNCH [12] 
DW-BYZ-SS [12] 
PT-SYNC [18] 


SS+BYZ 

SS+BYZ 

BYZ 

BYZ 

SS+BYZ 

SS+BYZ 

SS 


3 d + O(p) 

2d + O(p) 
d + O(p) 

5e + 0{p) 

0 (global pulse) 
4 (n - f)e + 0{p) 
0 (global pulse) 


3 d + O(p) 

3 d + 0{p) 

(/ + X)d + O(p) 
e + O(p) 

0 (global pulse) 
(n - f)e + 0{p) 
0 (global pulse) 


Cycle + 3(2/ + 5 )d 
Cycle 
2{f + l)d 
d + O(e) 

M2 2(n-f) 

0(n) 0< " ) 

4n 2 


0(nn 

0(n 2 ) 

0(n 2 ) 

0(n 2 ) 

n 2 M2 2( „-/) 

0(n) 0(n> 

0(n 2 ) 



Note that If), defined in Section 2, represents the actual deviation of an 
individual correct clock (p, ,) from a real-time interval. The accuracy of the clocks 
is the bound on the deviation of correct clocks from a real-time interval. The 
clocks are repeatedly adjusted in order to minimize the accuracy. Following a 
synchronization of the clock values, that is targeted to occur once in a cycle, 
correct clocks can be adjusted by at most ADJ , where 

-3d(l + p) - 2p° yd ^ < ADJ < 2d(l - p) + 2 p°^-. 

1 ~P 1 + P 

Should the initial clock values reflect real-time and their initial states consistent, 
then this determines the accuracy of the clocks with respect to real-time (and 
not only in terms of a real-time interval), as long as the system stays within the 
assumption boundaries and clocks do not wrap around. 

The precision, 7, that is guaranteed by Theorem 1 becomes 

7 > 3d(l + p) + 2 p^— — \- a p = 3d + O(p). 

1 ~ P 

The only Byzantine self-stabilizing clock synchronization algorithms, to the 
best of our knowledge, are published in [11,12]. Two randomized self-stabilizing 
Byzantine clock synchronization algorithms are presented, designed for fully con- 
nected communication graphs, use message passing which allow faulty nodes to 
send differing values to different nodes, allow transient and permanent faults dur- 
ing convergence and require at least 3/ + 1 processors. The clocks wrap around, 
where M is the upper bound on the clock values held by individual processors. 
The first algorithm assumes a common global pulse system and synchronizes in 
expected M ■ 2 2 (" - ^ global pulses. The second algorithm in [12] does not use a 
global pulse system and is thus partially synchronous similar to our model. The 
convergence time of the latter algorithm is in expected 0((n — f)n 6 ^ n ~^) time. 
Both algorithms thus have drastically higher convergence times than ours. 

In Table 1 we compare the parameters of our protocols to previous clas- 
sic Byzantine clock synchronization algorithms, to non-Byzantine self-stabilizing 
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clock synchronization algorithms and to the prior Byzantine self-stabilizing clock 
synchronization algorithms. It shows that our algorithm achieves precision, ac- 
curacy, message complexity and convergence time similar to non-stabilizing al- 
gorithms, while being self-stabilizing. The 0(nf 2 ) message complexity as well 
as the convergence time come from the Byzantine Consensus algorithm used. 

Note that the use of global clock ticks does not make the synchronization 
problem trivial as the nodes will still miss a common point in time where the 
new clock value is agreed and the clocks adjusted accordingly (see [12]). 

Note that if instead of using the pulse synchronization procedure of Section 4, 
one uses the pulse synchronization of [5] then the precision can improve, but the 
convergence time would drastically increase. 
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Abstract. In this paper, we give an efficient algorithm to determine 
whether a locally stable predicate has become true in an underlying 
computation. Examples of locally stable predicates include termination 
and deadlock. Our algorithm does not require application messages to be 
modified to carry control information ( e.g ., vector timestamps), nor does 
it inhibit events (or actions) of the underlying computation. Once the 
predicate becomes true, the detection latency (or delay) of our algorithm 
is proportional to the time-complexity of computing a (possibly incon- 
sistent) snapshot of the system. Moreover, only 0(n) control messages 
are required to detect the predicate once it holds, where n is the number 
of processes. 



1 Introduction 

Two important problems in distributed systems are detecting termination of a 
distributed computation and detecting deadlock in a distributed database sys- 
tem. Termination and deadlock are examples of stable properties. A property is 
stable if it never becomes false once it becomes true. For example, once a subset 
of processes are involved in a deadlock, they continue to stay in a deadlocked 
state. An algorithm to detect a general stable property involves collecting the 
relevant states of processes and channels that are consistent with each other and 
testing to determine whether the property holds over the collected state. By 
repeatedly taking such consistent snapshots of the computation and evaluating 
the property over the collected state, it is possible to eventually detect a stable 
property once it becomes true. 

Several algorithms have been proposed in the literature for computing a 
consistent snapshot of a computation [1,2, 3, 4, 5] . These algorithms can be broadly 
classified into four categories. They either require sending a control message 
along every channel in the system [1] or rely on piggybacking control information 
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on application messages [2] or assume that messages are delivered in causal 
order [4,5] or are inhibitory in nature [3]. As a result, consistent snapshots of 
a computation are expensive to compute. More efficient algorithms have been 
developed for termination and deadlock that do not require taking consistent 
snapshots of the computation (e.g., [6,7,8,9,10,11,12,13,14,15,16]). 

Termination and deadlock are examples of stable properties that can be for- 
mulated as locally stable predicates [17]. A predicate is locally stable if no process 
involved in the predicate can change its state relative to the predicate once the 
predicate holds. In this paper, we show that it is possible to detect any locally 
stable predicate by repeatedly taking possibly inconsistent snapshots of the com- 
putation in a certain manner. Since snapshots are not required to be consistent, 
it is not necessary to send a control message along every channel of the system. 
Our algorithm does not inhibit any event of the underlying computation nor 
does it require channels to be FIFO. Unlike Marzullo and Sabel’s algorithm for 
detecting a locally stable predicate [17], no control information is required to 
be piggybacked on application messages and therefore application messages do 
not need to be modified at all. Once the predicate becomes true, the detection 
latency (or delay) of our algorithm is proportional to the time-complexity of 
the fastest snapshot protocol. Furthermore, since our approach does not require 
snapshots to be consistent, it is not necessary to send a control message along 
every channel of the system when a snapshot is taken. 

Our algorithm also unifies several known algorithms for detecting termination 
and deadlock [6,8,9,10,11]. Some of the examples include Safra’s color-based 
algorithm [9], Mattern’s four counter algorithm [8] and Mattern et aV s sticky- 
flag algorithm [10] for termination detection, and Ho and Ramamoorthy’s two- 
phase algorithm [6] for deadlock detection. All of these algorithms can be derived 
as special cases of the algorithm given in this paper. Note that the two-plrase 
deadlock detection algorithm as described in [6] is actually flawed but can be 
easily fixed using the ideas given in this paper. Therefore this paper presents a 
unifying framework for understanding and describing various termination and 
deadlock detection algorithms. 

Although our algorithm does not require application messages to be modified 
to assist the detection algorithm, it does assume the ability to monitor changes 
in the values of the relevant variables. This may require modification of the 
application program. Most of the algorithms for predicate detection make the 
same assumption and, therefore, may require the application program to be 
modified to aid in the detection process (e.g., [6,8,10,11,12,16]). 

The paper is organized as follows. Section 2 describes the system model and 
the notation used in this paper. An algorithm for detecting a locally stable 
predicate is discussed in Section 3. Due to the lack of space, proofs of lemmas 
and theorems have been omitted. In Section 4, we analyze the performance of the 
algorithm. We discuss the related work in Section 5. Finally, Section 6 concludes 
the paper and also outlines directions for future research. 
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2 Model and Notation 

2.1 Distributed Computations 

We assume an asynchronous distributed system comprising of multiple processes 
which communicate with each other by sending messages over a set of channels. 
There is no global clock or shared memory. Processes are non-faulty and chan- 
nels are reliable. Channels may be non-FIFO. Message delays are finite but 
unbounded. 

Processes execute events and change their states. A local state of a process, 
therefore, is given by the sequence of events it has executed so far starting from 
the initial state. Events are either internal or external. An external event could 
be a send event or a receive event or both. An event causes the local state of a 
process to be updated. In addition, a send event causes a message or a set of 
messages to be sent and a receive event causes a message or a set of messages to 
be received. The event executed immediately before e on the same process (as 
e) is called the predecessor event of e and is denoted by pred(e). The successor 
event of e, denoted by succ(e), can be defined in a similar fashion. 

Although it is possible to determine the exact order in which events were 
executed on a single process, it is, in general, not possible to do so for events 
executed on different processes. As a result, an execution of a distributed system, 
referred to as distributed computation (or simply a computation), is modeled by 
an (irreflexive) partial order on a set of events. The partial order, denoted by 
— >, is given by the Lamport’s happened-before relation (also known as causality 
relation ) [18] which is defined as the smallest transitive relation satisfying the 
following properties: 

1. if events e and / occur on the same process, and e occurred before / in real 
time then e happened-before /, and 

2. if events e and / correspond to the send and receive, respectively, of a mes- 
sage then e happened-before /. 

Intuitively, the Lamport’s happened-before relation captures the maximum 
amount of information that can be deduced about ordering of events when the 
system is characterized by unpredictable message delays and unbounded relative 
processor speeds. 



2.2 Cuts, Consistent Cuts, and Frontiers 

A state of a distributed system, referred to as global state, is the collective state 
of processes and channels. (A channel state is given by the set of messages in 
transit.) If every process maintains a log of all the messages it has sent and 
received so far, then a channel state can be determined by examining the state 
of the two processes connected by the channel. Therefore, in this paper, we view a 
global state as a collection of local states. The equivalent notion based on events 
is called cut. A cut is a collection of events closed under predecessor relation. In 
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other words, a cut is a set of events such that if an event is in the set, then its 
predecessor, if it exists, also belongs to the set. Formally, 

C is a cut = (V e, / :: (e = pred(f)) A (/ £ C) => e £ C) 

The frontier of a cut consists of those events of the cut whose successors do 
not belong to the cut. Formally, 

frontier(C ) = { e £ C | succ(e) exists succ(e) ef C } 

Not every cut corresponds to a valid state of the system. A cut is said 
to be consistent if it contains an event only if it also contains all events that 
lrappened-before it. Formally, 

C is a consistent cut = (V e, / :: (e — > f) A (/ £ C) =>■ e £ C) 

Observe that if a cut is not consistent then it contains an event such that 
one or more events that happened-before it do not belong to the cut. Such a 
scenario, clearly, cannot occur in a real world. Consequently, if a cut is not 
consistent then it is not possible for the system to be in a global state given by 
the cut. In other words, only those cuts which are consistent can possibly occur 
during an execution. 



2.3 Global Predicates 

A global predicate (or simply a predicate ) is defined as a boolean- valued function 
on variables of one or more processes. In other words, a predicate maps every 
consistent cut of a computation to either true or false. Given a consistent cut, a 
predicate is evaluated with respect to the values of the relevant variables in the 
state resulting after executing all events in the cut. If a predicate b evaluates 
to true for a cut C, we say that C satisfies b or, equivalently, 6(C) = true. 
Hereafter, we abbreviate expressions 6(C) = true and 6(C) = false by 6(C) and 
^6(C), respectively. Also, we denote the value of a variable x resulting after 
executing all events in a cut C by x(C). 

In this paper, we focus on a special but important class of predicates called 
locally stable predicates [17]. A predicate is stable if once the system reaches a 
global state where the predicate holds, the predicate holds in all future global 
states as well. 

Definition 1 (stable predicate) . A predicate 6 is stable if it stays true once 
it becomes true. Formally, 6 is stable if for all consistent cuts C and D, 

6(C) A (CCD) => 6(D) 

An example of a stable predicate is termination (of a distributed compu- 
tation) which is expressed as: “all processes are passive” and “all channels are 
empty” . Another important example of a stable predicate is deadlock which oc- 
curs when two or more processes are involved in some sort of “circular” wait. 
(Deadlock is stable under all request models.) A stable predicate is said to be 
locally stable if once the predicate becomes true, no variable involved in the 
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predicate changes its value thereafter. For a predicate b , let vars(b) denote the 
set of variables on which b depends. 

Definition 2 (locally stable predicate [17]). A stable predicate b is locally 
stable if no process involved in the predicate can change its state relative to b 
once b holds. Formally, b is locally stable if for all consistent cuts C and D, 

b(C) A (C C D) => (Va o € vars(b) :: x{C) = x(D)) 

Intuitively, once a locally stable predicate becomes true, not only does the 
value of the predicate stay the same — which is true, but the values of all variables 
involved in the predicate stay the same as well. In this paper, we distinguish be- 
tween property and predicate. A predicate is a concrete formulation of a property 
in terms of program variables and processors states. In general, there is more 
than one way to formulate a property. For example, the mutual exclusion prop- 
erty, which states that there is at most one process in its critical section at any 
time, can be expressed in the following ways. 

1. /\ ( <csi V _l cSj), where cst is true if and only if process pi is in its 

critical section. 

n 

2. (y~[ cSi) ^ 1, where cs,; is 1 if and only if process pi is in its critical section 

i = 1 

and is 0 otherwise. 

Local stability, unlike stability, depends on the particular formulation of a 
property. It is possible that one formulation of a property is locally stable while 
the other is not. For instance, consider the property “the global virtual time of 
the system is at least fc”, which is abbreviated as GVT ^ k [19]. The property 
“ GVT ^ k ” is true if and only if the local virtual time of each processes is at 
least k and there is no message in transit with timestamp less than k. Let Ivti 
denote the local clock of process Pi. Also, let sent(i,j ; k ) denote the number of 
messages that process pi has sent to process pj so far whose timestamp is at 
most k. Likewise, let rcvd{i,j\ k ) denote the number of messages that process pi 
has received from process Pj so far whose timestamp is at most k. The property 
GVT ^ k can be expressed as: 

GVT Ss k = ( Ai lvt i > k ) A ( Ai sent(i, j;k) = rcvd(j, i\ k)j 

The above formulation of the property GVT ^ k is not locally stable because 
local clock of a process may change even after the predicate has become true. 
However, we can define an auxiliary variable a,; which is true if and only if 
lvti ^ k. An alternative formulation of the property GVT ^ k is: 

GVT ^ k = ( Ai a i ) A ( Ai sent(i, y, k) = rcvd(j, v, kfj 

Unlike the first formulation, the second formulation is actually locally sta- 
ble. We say that a property is locally stable if there is at least one predicate 
representing the property that is locally stable. The complexity of determining 
whether a locally stable formulation for a given stable property exists is an open 
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problem. Termination, deadlock of a subset of processes (under single, AND, OR 
and fc-out-of-n request models) and global virtual time exceeding a given value 
can all be expressed as locally stable predicates. 

3 The Algorithm 

In this section, we describe an on-line algorithm to detect a locally stable pred- 
icate, that is, to determine whether a locally stable predicate has become true 
in a computation in progress. A general algorithm for detecting a stable pred- 
icate is to repeatedly compute consistent snapshots (or consistent cuts) of the 
computation and evaluate the predicate for these snapshots until the predicate 
becomes true. More efficient algorithms have been developed for detecting spe- 
cial cases of stable predicates such as termination and deadlock. Specifically, it 
has been shown that to detect many stable predicates, including termination 
and deadlock, it is not necessary for snapshots to be consistent. In this paper, 
we show that any locally stable predicate can be detected by repeatedly taking 
possibly inconsistent snapshots of the underlying computation. 



3.1 The Main Idea 

The main idea is to take snapshots of the computation in such a manner that 
there is at least one consistent snapshot lying between any two consecutive snap- 
shots. To that end, we generalize the notion of consistent cut to the notion of 
consistent interval. 

Definition 3 (interval). An interval [C,D\ is a pair of possibly inconsistent 
cuts C and D such that CCD. 

An interval is said to be consistent if it contains at least one consistent cut. 

Definition 4 (consistent interval). An interval [C,D\ is said to be consistent 
if there exists a consistent cut G such that C CGCD. 

Note that an interval [ C , C ] is consistent if and only if C is a consistent 
cut. Next, we give the necessary and sufficient condition for an interval to be 
consistent. 

Theorem 1 . An interval [C, D] is consistent if and only if all events that 
happened-before some event in C belong to D. Formally, [C, D\ is consistent 
if and only if the following holds: 

(Ve,/:: (e — ► /) A (/ € (7) =► e C D) (1) 

Observe that when C = D, the necessary and sufficient condition for an 
interval to be consistent reduces to the definition of a consistent cut. Now, con- 
sider a consistent interval [C, D\ . Suppose there is no change in the value of 
any variable in vars(b) between C and D. We say that the interval [C,D] is 
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quiescent with respect to b. Clearly, in this case, for every variable x £ vars(b), 
x(C) = x(D) = x(G). This implies that b(G) = b(C) = b(D). In other words, in 
order to compute the value of the predicate b for the consistent cut G, we can 
instead evaluate b for either endpoint of the interval, that is, cut C or cut D. In 
case b is a stable predicate and b(D) evaluates to true, we can safely conclude 
that b has indeed become true in the underlying computation. Formally, 

Theorem 2. If an interval \C,D\ is consistent as well as quiescent with respect 
to a predicate b, then 

b{D) => (3 G : G is a consistent cut : b(G)) 

Based on the idea described above, an algorithm for detecting a locally stable 
predicate can be devised as follows. Repeatedly compute possibly inconsistent 
snapshots of the computation in such a way that every pair of consecutive snap- 
shots forms a consistent interval. After each snapshot is recorded, test whether 
any of the relevant variables — on which the predicate depends — has undergone 
a change since the last snapshot was taken. In case the answer is “no”, evaluate 
the predicate for the current snapshot. If the predicate evaluates to true, then, 
using Theorem 2, it can be deduced that the computation has reached a state in 
which the predicate holds, and the detection algorithm terminates with “yes”. 
Otherwise, repeat the above steps for the next snapshot and so on. 

Theorem 2 establishes that the algorithm is safe , that is, if the algorithm 
terminates with answer “yes” , then the predicate has indeed become true in the 
computation. We need to show that the algorithm is also live, that is, if the 
predicate has become true in the computation, then the algorithm terminates 
eventually with answer “yes”. To establish liveness, we use the fact that the 
predicate is locally stable, which was not required to prove safety. Suppose the 
predicate b , which is locally stable, has become true in the computation. There- 
fore there exists a consistent cut G of the computation that satisfies b. Let C 
and D with CCD be two snapshots of the computation taken after G. In other 
words, G C C C D. Since b is a locally stable predicate and b(G) holds, no 
variable in vars(b) undergoes a change in its value after G. This implies that the 
values of all the variables in vars(b) for D is same as that for G and therefore 
D satisfies b as well. Formally, 

Theorem 3. Given an interval [C, D\ , a locally stable predicate b and a consis- 
tent cut G such that G C C, 

b(G) => ([G,D\ is quiescent with respect to b) A b{D) 

Observe that if [ G , D] is quiescent with respect to b then so is [C, D] . The 
algorithm, on detecting that no relevant variable has undergone a change in the 
interval [C,D], evaluates b for D. In this case, b(D ) evaluates to true and, as a 
result, the algorithm terminates with answer “yes”. 




Detecting Locally Stable Predicates 



27 



3.2 Implementation 

To implement the detection algorithm described in the previous section, two 
issues need to be addressed. First, how to ensure that every pair of consecutive 
snapshots forms a consistent interval. Second, how to detect that no relevant 
variable has undergone a change in a given interval, that is, all relevant vari- 
ables have reached a state of quiescence. We next discuss solutions to both the 
problems. 



Ensuring Interval Consistency using Barrier Synchronization: First, 

we give a condition that is stronger than the condition (1) given in Theorem 1 
in the sense that it is sufficient but not necessary for a pair of cuts to form 
a consistent interval. The advantage of this condition is that it can be easily 
implemented using only control messages without altering messages generated 
by the underlying computation, hereafter referred to as application messages. To 
that end, we define the notion of barrier synchronized interval. Intuitively, an 
interval [C, D] is barrier synchronized if it is not possible to move beyond D on 
any process until all events in C have been executed. 

Definition 5 (barrier synchronized interval). An interval [C,D] is barrier 
synchronized if every event contained in C happened-before every event that does 
not belong to D. Formally, 

(Ve,/::(eeC)A(/^D) => e — ► /> (2) 

Next, we show that a barrier synchronized interval is also consistent. 

Lemma 4 (barrier synchronization =>■ consistency). If an interval is bar- 
rier synchronized then it is also consistent. 

It can be verified that when C = D, the notion of barrier synchronized inter- 
val reduces to the notion of barrier synchronized cut, also known as inevitable 
global state [20]. Now, to implement the algorithm described in the previous 
section, we use a monitor which periodically records snapshots of the underly- 
ing computation. One of the processes in the system can be chosen to act as a 
monitor. In order to ensure that every pair of consecutive snapshots is barrier 
synchronized, the monitor simply needs to ensure that the protocol for recording 
the next snapshot is initiated only after the protocol for recording the current 
snapshot has terminated. Recording a snapshot basically requires the monitor 
to collect local states of all processes. Many approaches can be used depending 
upon the communication topology and other factors. For instance, the monitor 
can broadcast a message to all processes requesting them to send their local 
states. A process, on receiving message from the monitor, sends its (current) 
local state to the monitor [6]. Alternatively, processes in the system can be 
arranged to form a logical ring. The monitor uses a token (sometimes call a 
probe) which circulates through the entire ring gathering local states on its way 
[9,10,17]. Another approach is to impose a spanning tree on the network with 
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the monitor acting as the root. In the first phase, starting from the root node, 
control messages move downward all the way to the leaf nodes. In the second 
phase, starting from leaf nodes, control messages move upward to the root node 
collecting local states on their way [19]. (The local states are recorded in the sec- 
ond phase and not in the first phase.) Hereafter, we refer to the three approaches 
discussed above as broadcast-based , ring-based and tree-based , respectively. In all 
the three approaches, recording of a local state can be done in a lazy manner [10] . 
In lazy recording, a process postpones recording its local state until its current 
local state is such that it does not preclude the (global) predicate from becoming 
true. For instance, in termination detection, a process which is currently active 
can postpone recording its local state until it becomes passive. 

Let a session correspond to taking a single snapshot of the computation. 
For the k th session, let S k refer to the snapshot computed in the session, and 
let startk and endk denote the events on the monitor that correspond to the 
beginning and end of the session. All the above approaches ensure the following: 

(V e : e £ frontier(S k ) '■ e —> endk ) A (V / : / £ frontier {Sk+ i) : startk+i f) 

Since sessions do not overlap, endk — t startk+i- This implies that: 

(V e, / :: (e £ frontier(S k )) A (/ £ frontier {S k + 1 )) => e -A /) (3) 

It can be easily verified that (3) implies (2). Note that non-overlapping of 
sessions is only a sufficient condition for interval consistency and not necessary. 
It is possible to ensure interval consistency even when sessions overlap. However, 
application messages need to be modified to carry control information. 



Detecting Interval Quiescence using Dirty Bits: To detect whether one 

or more variables have undergone a change in their values in a given interval, we 
use dirty bits. Specifically, we associate a dirty bit with each variable whose value 
the predicate depends on. Sometimes, it may be possible to associate a single 
dirty bit with a set of variables or even the entire local state. Initially, each dirty 
bit is in its clean state. Whenever there is a change in the value of a variable, 
the corresponding dirty bit is set to an unclean state. When a local snapshot is 
taken (that is, a local state is recorded), all dirty bits are also recorded along 
with the values of all the variables. After the recording, all dirty bits are reset to 
their clean states. Clearly, an interval [C, D\ is quiescent if and only if all dirty 
bits in D are in their clean states. 

In case multiple monitors are used to achieve fault-tolerance, a separate set 
of dirty bits has to be maintained for each monitor. This is to prevent snap- 
shots protocols initiated by different monitors from interfering with each other; 
otherwise dirty bits may be reset incorrectly. 



Combining the Two: To detect a locally stable predicate, the monitor exe- 
cutes the following steps. 
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1. Compute a snapshot of the computation. 

2. Test whether all dirty bits in the snapshot are in their clean states. If not, 
go to the first step. 

3. Evaluate the predicate for the snapshot. If the snapshot does not satisfy the 
predicate, then go to the first step. 

The basic algorithm can be further optimized. In the ring-based approach, 
the process currently holding the token can discard the token if the local states 
gathered so far indicate that the global predicate has not become true. For 
example, this can happen during termination detection when the token reaches a 
process with one or more dirty bits in their unclean states. The process discarding 
the token can either inform the monitor or become the new monitor itself and 
initiate the next session for recording a snapshot. When a session is aborted early 
in this manner, only a subset of processes would have recorded their local states 
and have their dirty bits reset. In this case, the global snapshot for a session, 
even if it is aborted early, can be taken to be the collection of last recorded local 
states on all processes. 

4 Performance Analysis 

We now analyze the performance of the three concrete variants of our detection 
algorithm, namely broadcast-based, ring-based and tree-based. We evaluate the 
three approaches with respect to the following criteria: 

— Message Complexity: It refers to the number of (control) messages gen- 
erated by the algorithm. These messages are in addition to the application 
messages generated by the underlying computation. 

— Message Overhead: It refers to the maximum size of a control message 
expressed in number of bits. 

— Detection Latency (or Delay): It refers to the time, measured as the 
number of message hops, elapsed between when the predicate becomes true 
to when the detection algorithm terminates. 

— Process Load: It refers to the number of control messages exchanged — sent 
or received by a process. 

Let the space-complexity of recording a local state be O(s) bits. 

Broadcast-based approach: For this approach, the message complexity per 
session is 2(n — 1), where n is the number of processes, and the message overhead 
for a control message is O(s). Once the predicate becomes true, the algorithm 
requires at most two more sessions to terminate after the current session has 
terminated. This is because, after the current session is over, the next session 
will reset all dirty bits and the session after that will detect the predicate. This 
translates into 0(1) message hops. The monitor is involved in 2(n — 1) message 
exchanges per session; it sends n — 1 messages and receives n — 1 messages. 
All other processes are involved in two message exchanges per session; each one 
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of them receives one message and sends one message. Therefore the broadcast- 
based approach is highly centralized in nature and as such is not suitable for 
large systems because the monitor may get swamped by messages from other 
processes. 

Ring-based approach: For this approach, the message complexity per session 
is n and the message overhead for a control message is 0(ns). Depending on the 
property being detected, however, the message overhead may be much lower. For 
example, for termination detection, it is not necessary to store the local state of 
each process that has been visited by the token separately. It is sufficient to have 
one bit to indicate whether all dirty bits seen so far are in their clean states, 
one bit to indicate whether all processes seen so far are passive, and one integer 
to store the message deficit — the number of messages sent minus the number 
of messages received summed over all processes visited so far [9] . The detection 
latency is two sessions after the current session terminates, which translates into 
O(n) message hops. This approach is attractive due to its distributed nature 
because each process is involved in two message exchanges per session; it receives 
one message and sends one message. 

Tree-based approach: This approach lies in between broadcast-based and ring- 
based approaches. The message complexity per session is 2(n— 1) and the message 
overhead for a control message is 0(ns). Again, depending on the predicate, 
the message overhead may be much lower. As in other two approaches, the 
detection latency is two sessions after the current session terminates. Therefore 
the detection latency in terms of message hops is 0(h .), where h is the height of 
the tree. For a process p, let degree(p) denote the number of neighbors of p in the 
spanning tree. For example, if p is a leaf node then degree(p) = 1. Clearly, process 
p exchanges 2 * degree (p) messages per session; it sends degree (p) messages and 
receives degree(p) messages. 



5 Discussion 

Marzullo and Sabel give an algorithm for detecting a locally stable predicate 
using the notion of weak vector clock [17]. A weak vector clock, unlike the 
Fidge/Mattern’s vector clock [21,22], is updated only when an event that is 
“relevant” with respect to the predicate is executed. Whenever a process sends 
a message, it piggybacks the current value of its local (weak) vector clock on the 
message. Thus Marzullo and Sabel’s algorithm requires application messages to 
be modified to carry a vector timestamp of size n, where n is the number of 
processes. We are not aware of any other approach specifically developed for 
detecting a locally stable predicate. 

Ho and Ramamoorthy give a two-plrase protocol to detect a deadlock in 
a distributed database system using AND request model [6[. Their two-plrase 
approach is similar to our (broadcast-based) approach in the sense that the 
snapshots computed in the two phases form a consistent interval. However, their 
methodology for detecting what part of a process state is quiescent (and what 
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is not) in an interval is flawed. Specifically, their quiescence detection approach 
works only if status tables maintain information about transactions (and not 
processes) and transactions follow two-plrase locking discipline. Using the results 
of this paper, their protocol can be easily fixed to work in a more general scenario. 

Termination detection algorithms by Safra [9] and Mattern et al [10] are 
similar to our ring-based approach. In Safra’s algorithm, a color is associated 
with every machine and the token. A machine turns black when it transitions 
from active to passive (Rule 3’). When a token visits a black machine, it also 
turns black (Rule 4) . A black machine holding the token turns white after sending 
the token to its neighbouring machine (Rule 7). Termination is detected when, 
after one full circulation, all machines were in their passive states, the message 
deficit is zero, and the token stays white. Mattern et al associate a sticky flag 
with every process. A sticky flag normally tracks the state of a process. However, 
when a process transitions from active to passive, the flag sticks to active until 
a control message “unsticks” it. Termination is detected when, after one full 
circulation, all processes along with their sticky flags were in their passive states, 
and the message deficit is zero. Color and sticky flag play the same role in the 
two algorithms as dirty bits in ours; both are used to detect if a process went 
through some activity since last recording its local state. Besides the above two 
examples, there are several other termination detection algorithms that can be 
viewed as special cases of our approach for detecting a locally stable predicate 
such as Mattern’s four counter algorithm [8] and Helary and Raynal’s algorithm 
based on ” continuously-passive” flag [11], 

Our work is different in the sense that our algorithm is more general and 
can be used to detect any locally stable predicate, and not just termination and 
deadlock. 

6 Conclusion and Future Work 

In this paper, we give an efficient algorithm to detect a locally stable predicate 
based on repeatedly taking (possibly inconsistent) snapshots of the computation 
in a certain manner. Our algorithm uses only control messages and thus appli- 
cation messages do not need to be modified to carry any control information. It 
also unifies several known algorithms for detecting two important locally stable 
predicates, namely termination and deadlock. 

At present, we assume that the system is not subject to any failures. In a 
real world, however, failures do occur and one or more processes may crash. We 
plan to modify our detection algorithm to work in a faulty environment when 
one or more processes can fail by crashing. Our algorithm also assumes that it 
is possible to monitor changes in the values of the relevant variables efficiently. 
This can be accomplished in two ways. In the first approach, application program 
is modified such that whenever a relevant variable is assigned a new value, the 
detection algorithm is informed of the change. In the second approach, which is 
more desirable, monitoring is done in a transparent manner without modifying 
the underlying program. While most debuggers such as gdb already have such 
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a capability, their approach is very inefficient. As future work, we plan to in- 
vestigate efficient ways for monitoring an application program in a transparent 
manner. 
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Abstract. The Rendezvous of anonymous mobile agents in a anonymous network 
is an intensively studied problem; it calls for k anonymous, mobile agents to gather 
in the same site. We study this problem when in the network there is a black hole: 
a stationary process located at a node that destroys any incoming agent without 
leaving any trace. The presence of the black hole makes it clearly impossible for all 
agents to rendezvous. So, the research concern is to determine how many agents 
can gather and under what conditions. 

In this paper we consider k anonymous, asynchronous mobile agents in an anony- 
mous ring of size n with a black hole; the agents are aware of the existence, but not 
of the location of such a danger. We study the rendezvous problem in this setting 
and establish a complete characterization of the conditions under which the prob- 
lem can be solved. In particular, we determine the maximum number of agents 
that can be guaranteed to gather in the same location depending on whether k or 
n is unknown (at least one must be known for any non-trivial rendezvous). These 
results are tight: in each case, rendezvous with one more agent is impossible. 

All our possibility proofs are constructive: we provide mobile agents protocols 
that allow the agents to rendezvous or near-gather under the specified conditions. 
The analysis of the time costs of these protocols show that they are optimal. 

Our rendezvous protocol for the case when k is unknown is also a solution for the 
black hole location problem. Interestingly, its bounded time complexity is &(n ); 
this is a significant improvement over the 0(n log n) bounded time complexity 
of the existing protocols for the same case. 

Keywords: Mobile Agents, Rendezvous, Gathering, Black Hole, Harmful Host, 
Ring Network. Asynchronous, Anonymous, Distributed Computing. 



1 Introduction 

In networked systems that support autonomous mobile agents, a main concern is how 
to develop efficient agent-based system protocols', that is, to design protocols that will 
allow a team of rather “simple” agents to cooperatively perform complex system tasks. A 
main approach to reach this goal is to break a complex task down into more elementary 
operations. Example of these primitive operations are wakeup, traversal, gathering, 
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election. The coordination of the agents necessary to perform these operations is not 
necessarily simple or easy to achieve. In fact, the computational problems related to these 
operations are definitely non trivial, and a great deal of theoretical research is devoted 
to the study of conditions for the solvability of these problems and to the discovery of 
efficient algorithmic solutions; e.g., see [ 1 ,2,3,4] . 

At an abstract level, these environments, which we shall call distributed mobile 
systems, can be described as a collection 8 of autonomous mobile entities located in a 
graph G. Depending on the context, the entities are sometimes called robots or agents', 
in the following, we use the latter. The agents have computing capabilities and bounded 
storage, execute the same protocol, and can move from node to neighboring node. They 
are asynchronous, in the sense that every action they perform takes a finite but otherwise 
unpredictable amount of time. Each node of the network, also called host, provides a 
storage area called whiteboard for incoming agents to communicate and compute, and 
its access is held in fair mutual exclusion. The research concern is on determining what 
tasks can be performed by such entities, under what conditions, and at what cost. 

In this paper, we focus on a fundamental task in distributed mobile computing, 
rendezvous in the simplest symmetric topology: the ring network. We will consider its 
solution in presence of a severe security threat: a black hole, a network site where a 
harmful process destroys all incoming agents without leaving a trace. 



1.1 Rendezvous 

The rendezvous problem consists in having all the agents gather at the same node; upon 
arriving there, each agent terminally sets its variable to arrived', there is no a priori 
restriction on which node will become the rendezvous point. 

This problem (sometimes called gathering, point-formation, or homing ) is a funda- 
mental one in distributed mobile computing both with agents in graphs and with robots 
in the plane. 

In the case of agents in the graph, the rendezvous problem has been extensively inves- 
tigated focusing on more limited settings (e.g., without whiteboards) with two agents; 
e.g., see [5,6,7,3,8,9, 1 0] . Almost from the start it became obvious that the possibility 
(and difficulty) of a solution is related to the possibility (and difficulty) to find or create 
an asymmetry in anonymous and symmetric settings, like the one considered here; to 
break symmetry in the problem, and thus ensure rendezvous solutions, researchers have 
used randomization (e.g., [6]), or different deterministic protocols for the two agents 
(e.g., [ 10]), or indistinguishable tokens [9], The case of more than two agents has been 
investigated in [11,12,13], with only [11] providing a fully deterministic solutions for 
anonymous ring networks. 

Let us stress that all these investigations assume synchronous agents and this as- 
sumption is crucial for the correctness of their solutions. 

In contrast, in our setting, both nodes and agents, besides being anonymous, are also 
fully asynchronous. The only known results for this setting are about the relationship be- 
tween sense of direction and possibility of rendezvous [3] ; interestingly, the link between 
rendezvous and symmetry-breaking is even more clear: rendezvous is in fact equivalent 
to the election problem [3], 
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1.2 Black Hole Location 

Among the severe security threats faced in systems supporting mobile agents, a particu- 
larly troublesome one is a harmful host ; that is, the presence at a network site of harmful 
stationary processes. The problem posed by the presence of a harmful host has been in- 
tensively studied from a programming point of view (e.g., see [14,15,16]), and recently 
also from an algorithmic prospective [17,18], Obviously, the first step in any solution 
to such a problem must be to identify, if possible, the harmful host; i.e., to determine 
and report its location. Depending on the nature of the danger, the task to identify the 
harmful host might be difficult, if not impossible, to perform. 

A particularly harmful host is a black hole: a host that disposes of visiting agents upon 
their arrival, leaving no obsen’able trace of such a destruction. The task is to develop a 
mobile agents protocol to determine and report the location of the black hole; the task 
is completed if, within finite time, at least one agent survives and knows the location 
of the black hole. The research concern is to determine under what conditions and at 
what cost mobile agents can successfully accomplish this task, called the black hole 
location problem. Note that this type of highly harmful host is not rare; for example, the 
undetectable crash failure of a site in a asynchronous network transforms that site into 
a black hole. 

The black hole location problem has been investigated focusing on identifying con- 
ditions for its solvability and determining the smallest number of agents needed for its 
solution [17,18,19]. In particular, a complete characterization has been provided for ring 
networks [17], 

1.3 Our Contributions 

In this paper we consider the rendezvous problem in a more difficult setting: k asyn- 
chronous anonymous agents dispersed in a totally symmetric ring network of n anony- 
mous sites, one of which is a black hole. 

Clearly it is impossible for all agents to gather since an adversary (i.e., a bad sched- 
uler) can immediately direct some agents towards the black hole. So, the research concern 
is to determine how many agents can gather. We study this problem and establish a com- 
plete characterization of the conditions under which the problem can be solved. The 
possibility results are summarized in the table shown in Figure 1 ; these results are tight: 
in each case, rendezvous with one more agent is impossible. It is interesting to observe 
that at least one of k and n must be known to the agents; however, knowledge of both is 
not necessary. 

Some of these results are unexpected. For example, in an oriented ring all but one 
agents can indeed rendezvous even if the ring size n is not known, a condition that 
makes black hole location impossible [17]. In an unoriented ring, at most k — 2 agents 
can rendezvous; surprisingly, if they cannot, there is no guarantee that more that (k— 2) /2 
will. It is however always possible to bring all k — 2 within distance 1 from each other. 

All our possibility proofs are constructive: we provide mobile agents protocols that 
allow the agents to rendezvous or near-gather under the specified conditions. 

Our rendezvous protocol, for the case when k is unknown, is also a solution for the 
black hole location problem. Interestingly, its bounded time complexity is O(n); this is 
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Fig. 1. Summary of possibility results. 



a significant improvement over the 0(n log n) bounded time complexity of the existing 
protocols for the same case [17]. 

Due to space limitation all the proofs are omitted, and can be found at 
http : / / sbrinz . di .unipi . it/~peppe/prencipeLNCSopodis03 .pdf. 



2 Definitions, Basic Properties, and Techniques 

2.1 The Framework 

The network environment is a ring 1Z of n anonymous (i.e., identical) nodes. Each node 
has two ports, labelled left and right ; if this labelling is globally consistent, the ring 
will be said to be oriented, unoriented otherwise. Each node has a bounded amount of 
storage, called whiteboard. 

In this network there is a set ai , . . . , au of k anonymous (i.e., identical) mobile agents. 
The agents can move from node to neighboring node in 1Z, have computing capabilities 
and bounded storage, obey the same set of behavioral rules (the “protocol”), and all their 
actions (e.g., computation, movement, etc) take a finite but otherwise unpredictable 
amount of time (i.e., they are asynchronous). Agents communicate by reading from and 
writing on the whiteboards; access to a whiteboard is done in mutual exclusion. The 
agents execute a protocol (the same for all agents) that specifies the computational and 
navigational steps. Initially, each agent is placed at a distinct node, called its homebase, 
and has a predefined state variable set to available. Let us denote by a,-, the homebase of 
agent a*. Each homebase is initially marked by the corresponding agent. 

The agents are aware of the fact that in the network there is a black hole (Bh); 
its location is however unknown. In this environment, we are going to consider the 
Rendezvous problem and the Near-Gathering problem defined below. 

The Rendezvous problem RV (p) consists in having at least p < k agents gathering in 
the same site. There is no a priori restriction on which node will become the rendezvous 
point. Upon recognizing the gathering point, an agent terminally sets its variable to 
arrived. We consider a solution algorithm terminated when at least p agents become 
arrived (explicit termination). 

The Near-Gathering problem G(p , d) consists in having at least p agents within 
distance d from each other. As for the Rendezvous problem we consider the algorithm 
terminated when at least p agents know that they are within distance d from each other 
and change their state to a terminal state. Clearly, G(p, 0) = RV (p) . 
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The efficiency of a solution protocol is obviously first and foremost measured in the 
size of the solution, i.e. the number of agents that the algorithm will make rendezvous 
at the same location. A secondary but important cost measure is the amount of time 
elapsed from the beginning to the termination of the algorithm. Since the agents are 
asynchronous, “real” time cannot be measured. We will use the traditional measure of 
bounded time, where it is assumed that the traversal of a link takes at most one time unit. 
During the computation some agents will disappear in the black hole, some will survive 
and eventually gather; for the purposes of bounded time complexity we will consider that 
the overall computation starts (i.e., we will start to count time) when the first surviving 
agent starts the algorithm. 

2.2 Cautious Walk 

In the following we describe a basic tool, first introduced in [17], that we will use in all 
our protocols to minimize the number of agents that disappear in the back hole. 

In our algorithms, the ports (corresponding to the incident links) of a node can be 
classified as (a) unexplored - if no agent has moved across this port, (b) safe - if an agent 
arrived via this port or (c) active - if an agent departed via this port, but no agent has 
arrived via it. Clearly, both unexplored and active links are dangerous in that they might 
lead to the black hole; the difference is that active links are being traversed, so there is in 
general no need for another agent to go through that link until the link is declared safe. 

The technique we use, called cautious walk, is defined by the following two rules: 
Rule 1. Whenever an agent moves from node u to node v via an unexplored port (turning 
it into active), upon its arrival to v and before proceeding somewhere else, it immediately 
returns to u (making the port safe), and then it goes back to v; Rule 2. no agent leaves 
via an active port. In the following, agents will either move only on safe links or move 
using cautious walk. 

2.3 Basic Results 

Theorem 1. In an anonymous ring with a black hole: 1. RV ( k ) is unsolvable; 2. If the 
ring is unoriented, then RV ( k — 1) is unsolvable. 

RV ( p ) is said to be non-trivial if p is a non-constant function of k. 

Theorem 2. Ifk is unknown, non-trivial rendezvous requires locating the black hole. 

In view of the fact that knowledge of n is necessary for locating a black hole [17], 
it follows that 

Theorem 3. Either k or n must be known for non-trivial rendezvous. 

3 Characterization and Tight Bounds 

3.1 Rendezvous When n Is Unknown 

An immediate consequence of the fact that n is unknown is that, by Theorem 3, k must be 
known for non-trivial rendezvous to occur. Hence, in the rest of this section we assume 
that k is known. Let us now examine under what conditions the problem can be solved 
and how. 
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Oriented Rings 

Theorem 4. RV ( k — 1) can be always solved, and this can be achieved in time at most 
3(n — 2). 

To prove this theorem, consider the following protocol GoRight!; agents are in two 
states: explorer and follower. 

PROTOCOL GoRight! 

1 . Initially, everybody is an explorer. 

2. An explorer moves right using cautious walk. If it enters a node visited by another 
agent, it becomes a follower. 

3. A follower moves right, traversing only safe links. 

4. If there are k — 1 followers in one node, the agents there terminate the execution of 
the protocol. 



Lemma 1. Protocol GoRight! solves 1 RV{k— 1) and terminates in time at most 3(n— 2) 
since the start of the leftmost agent. 

There are situations in which the 3(n — 2) time bound is indeed achieved: Consider a 
scenario where there are agents in the two sites neighboring the black hole. The leftmost 
(with respect to the Bh) agent wakes up first and all other agents join the execution only 
when an agent arrives to their node. Clearly, the left most agent must wake-up all other 
agents, and every edge must be traversed using cautious walk. 



Unoriented Rings. Since the ring is not oriented, by Theorem 1, RV(k — 1) can not 
be solved as two agents can immediately disappear in the black hole. Hence, the best 
we can hope for is RV (k - 2). The result we obtain is rather surprising. In fact, either 
k — 2 can gather or no more that (k — 2)/2 can, with nothing in between. 

Theorem 5. (1) If k is odd, RV (k — 2) can always be solved. (2) If k is even, RV ( p ) 
can not be solved for p > (k — 2)/2; however, RV((k — 2)/2) can always be solved. 
(3) G{k — 2, 1) can always be solved. 

To prove this theorem, we will logically partition the entities in two sets, “clockwise” 
(or blue) and “counterclockwise” (or red), where all entities in the same set have a 
common view of “right”. Notice that each agent, although anonymous, can easily detect 
whether a message on a whiteboard has been written by an agent in the same set or not 
(e.g, each message contains also an indication of which of the two local ports the writer 
considers to be “right”). Consider first the case when k is odd (recall k is known). 

1 The rendezvous site is not necessarily next to the black hole. 
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PROTOCOL GR-Odd. 

1 . The agents of each set first of all execute the rendezvous algorithm GoRight! for 
oriented rings, independently of and ignoring the agents of the other set, terminating 
as soon as (k — 1) /2 follower agents of the same set gather in the same node. (Notice: 
this will eventually happen, and only to one set, as there is only one set with at least 
( k + 1) /2 agents, and eventually only one of those agents will remain explorer). 
Without loss of generality, let this happens to the red agents. 

2. The node where the ( k — 1) /2 red followers have gathered becomes the collection 
point, and one of the followers is selected as left-collector. 

3. Every follower or blue explorer arriving at the collection point joins the group. 

4. The left-collector x travels (using cautious walk when necessary) left and tells every 
follower and red explorer it encounters to go to the collection point; it does so until 
it reaches the black hole or the last safe node explored by a blue explorer. In the 
latter case, the left-collector leaves a message for the blue explorer y informing it of 
the meeting point, and instructing it to become left-collector ; it then returns to the 
collection point. If/when the explorer y returns to that node, it finds the message, 
becomes left-collector and acts accordingly. 

5. A red explorer returning to the collection point during its cautious walk (notice: 
there is only one) becomes now a right-collector. 

6. The rules for the right-collector are exactly those for the left-collector, where “left” 
is replaced by “right”, and viceversa. 

Since k is odd, we get 

Lemma 2. There is only one collection point. 

By construction of algorithm GR-Odd we have 

Lemma 3. Every edge non-incident to the black hole will be traversed by a collector. 

Because of cautious walk, at most 2 agents will enter the black hole; this fact, 
combined with Lemma 3, yields the following: 

Lemma 4. k — 2 agents will gather in the collection point. 

Hence, by Lemmas 2 and 4, Point (1) of Theorem 5 holds. Before proceeding with the 
proof of the other parts of Theorem 5, let us examine the time costs of ProtocolGR-Odd. 

Theorem 6. Protocol GR-Odd terminates in time at most 5 (n — 2). 

Consider now the case when k is even (recall k is known). To prove part (2) of 
Theorem 5 we first observe that RV((k — 2)/2) can always be solved by trivially having 
each set execute the rendezvous algorithm GoRight! for oriented rings, and terminating 
it when at least k/ 2 — 1 follower agents of the same set gather in the same node. To 
complete the proof, we need to show that, when k is even, rendezvous of a greater number 
of agents can not be guaranteed. 

Lemma 5. Ifk is even then RV ( p ) can not be solved for p > (k — 2) /2. 
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We now show that, although we cannot guarantee that more than half of the surviving 
agents rendezvous, we can however guarantee that all the surviving agents gather 
within distance 1 from each other. To prove this, we use the following protocol GR-Even. 

First of all, each set executes the rendezvous algorithm GoRight! for oriented rings, 
independently of and ignoring the agents of the other sets, and terminate it when (at 
least) k/2 — 1 follower agents of the same set gather in the same node. Notice that it is 
possible that two (but no more than two) such gathering points will be formed; further 
notice that they could be both made of agents of the same color! 

Let us concentrate on one of them and assume, without loss of generalitazion, that it 
is formed of red agents. By definition, associated with it, there is a red explorer that will 
become a right-collector once it realizes the collection point has been formed; among the 
followers gathered there, a left-collector has also been selected. Both collectors behave 
as in GR-Odd except that, now, each of them could encounter a collector from the other 
group (if it exists). Therefore, we need to add the following rules: 

1 . a collector keeps the distance from its collection point. When passing the role of 
collector to an explorer, it passes also the distance information. 

2. when a collector meets another collector (notice: they must be from different groups; 
further notice, they might actually “jump” over each other): 

a) if they are of the same color, then they agree on a unique site (e.g., the rightmost 
of the two ones) as the final common collection point; 

b) if they are of different colors, if the distance between the collection points is odd, 
they agree on the middle node as the final common collection point; otherwise, 
each chooses the closest site incident on the middle edge as the final collection 
point of its group. 

c) each goes back to its group and notifies all the agents there of their final collection 
point. 



Lemma 6. Protocol GR-Even guarantees that ( k — 2) agents will either rendezvous in 
the same node or gather within distance 1. 

This completes the proof of Theorem 5. The time efficiency of Protocol GR-Even 
can be easily determined: 

Theorem 7. Protocol GR-Even terminates in time at most 5(n — 2). 



3.2 Rendezvous When k Is Unknown 

An immediate consequence of the fact that k is unknown is that, by Theorem 3, the ring 
size n must be known for any non-trivial rendezvous to be possible. 

Another consequence is that, by Theorem 2, if we want to rendezvous we must locate 
the black hole ! Let us examine under what conditions and how the problem can be solved. 
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Oriented Rings 

Theorem 8. Let k > 4. Then RV (k — 2) can always be solved. 

To prove this theorem we design a protocol, called Shadow , quite different from 
the ones used when k is known. We associate with each contiguous block of explored 
nodes a group of agents expanding that block until either ( 1 ) the explored block contains 
n — 1 nodes (in which case a final collection phase is initiated, collecting the agents 
into a designated collection point) or (2) the block merges with a neighboring explored 
block (in which case the corresponding groups of agents are combined into one group 
expanding the new, bigger block). 

The group of agents expanding a block consists of at least one and at most four 
agents. The agents associated with a block are of two kinds: explorers and shadows (at 
most one of each type for each direction). The task of the explorers is to expand the 
explored block in the opposite directions. The shadows travel between the explorers: 
their goal is to detect when the block contains n — 1 explored nodes. Each node keeps 
information on which types of agents have visited it so far. 

At the beginning, each explored block consists of a single node containing an agent 
starting as a right explorer. As the blocks grow, they eventually touch and their agents 
are combined forming one of the following block types. 

- A two-agent block (i.e., created by merging two one-agent blocks) has one right- 
and one left- explorer. 

- A three-agent block (i.e., created by merging a two-agents with one-agent block) 
has two explorers and a right shadow. 

- A four-agent block has two explorers and two shadows (one in each direction). 

When merging a fc-agents block with a j-agents block, if k + j> 4, then all additional 
agents in the block become passive. The activities performed by the agents are quite 
simple: 

explorer: It moves in its assigned direction using cautious walk until either it enters 
the black hole or it detects a neighbor block (by entering a node already visited by 
a different explorer). 

right (resp., left) shadow: It travels inside the explored block from the rightmost (resp., 
leftmost) safe node to the leftmost (resp., rightmost) safe node, and count the dis- 
tance. If the travelled distance is n — 1, it becomes a collector. If it the distance is 
less, it returns to the rightmost (resp., leftmost) safe node. If the right (resp., left) 
boundary of the block has moved in the meanwhile, it repeats the process; otherwise, 
it waits until a new rightmost (resp., leftmost) node is explored, 
collector: A collector agent traverses the explored part and collects all the agents on 
the way (if an agent meets a collector, it stops its activity and follows the collector). 
Once the whole explored part has been traversed (i.e., the collector counts n — 1 
links), all agents have been collected and have gathered at the same place. There is 
a technical detail: it can happen that both shadows can become collectors. In that 
case, the gathering point is the node where they meet (or, if they crossed each other 
on a link, the right endpoint of that link), 
passive: It waits to be collected by the collector. 
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Fig. 2. The Shadow Protocol, where the ring is assumed to be oriented clockwise. The empty 
circles represent active agents; the white squares are the explorers, the grey squares the shadows, 
and the black squares the passive agents. The fat line evidences the segments delimited by the 
explorers. The numbers are placed only to clarify how the agents move, and are not used at all 
during the computation. 



The main technical difficulty arises from the fact that the whole process is distributed 
and the agents are not immediately aware when their block collides with another block. 
In addition, both ends of a block might collide with neighboring blocks at about the 
same time, complicating the coordination between the agents of the block. First, let us 
examine how blocks can collide. There are only few possibilities: 

- A right explorer a arrives to a node already visited by a right explorer, but not by a 
left explorer. 

- A right and left explorer of different blocks arrive at the same node v, i.e. they find a 
mark of an explorer in the opposite direction. (Since cautious walk is used, this need 
not to occur simultaneously. Instead, the second explorer might arrive to v while the 
first is busy marking the last link as safe.) 

- A right and left explorers of different blocks cross each other over the link separating 
these blocks. 

In the first case, the right explorer a becomes the new left explorer; in the remaining 
cases, each of the collided explorers becomes a shadow in its original direction. However, 
this may result in having several left explorers in the block (e.g., in the first case, if the 
a’s block already had a left explorer) or several shadows for a given direction (e.g., if 
the joining blocks already had shadows). This is resolved in the following way: 

- A new left explorer travels to the left through the explored part until it either reaches 
an unexplored link (i.e., it is the leftmost left explorer of this block) or it reaches 
a node already visited by a left explorer. In the first case, the explorer starts the 
algorithm for left explorers, otherwise it becomes a new right shadow. 

- A new right shadow travels to the right until it reaches the rightmost safe node or a 
node already visited by a right shadow. In the first case, it starts the algorithm for 
right shadows; in the latter case, it becomes a new left shadow. 

- A new left shadow travels to the left until it reaches the leftmost safe node or a 
node already visited by a left shadow. In the first case, it starts the algorithm for left 
shadows, in second case, it becomes passive. 

Lemma 7. (1) Within finite time there will be only one right-explorer and one left- 
explorer, and they will both enter the black hole. (2) Within finite time there will be only 
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one right-shadow and one left-shadow. (3) At least one shadow will become collector, 
and a collector knows the location of the black hole. (4) Every edge non-incident to the 
Bh will be traversed by a collector. (5) There will be a unique collection point. (6) k — 2 
agents will gather in the collection point. 

This completes the proof of Theorem 8. Let us now examine the time costs of this 
protocol. 

Theorem 9 . The protocol Shadow terminates in at most 8 (n — 2) time steps since the 
wake-up of the leftmost agent. 

Let us stress that protocol Shadows solves the black hole location problem (by 
Point (3) in Lemma 7). This means that we have obtained a significant improvement 
over the 0(n log n) time complexity of the existing protocols for the black hole search 
in oriented rings [17]. 

Unoriented Rings. Interestingly, we discover for the unoriented case better conditions 
than those we have found when k was known instead of n. 

Theorem 10. (1) If k is odd or n even, RV (k — 2) can always be solved. (2) If k is even 
and n odd, RV (p) can not be solved for p > \_(k — 2) /2J ; however, RV ( [(k — 2) / 2J ) 
can always be solved. (3) G{k — 2, 1) can always be solved. 

We will again logically partition the entities in two sets, “clockwise” or blue and 
“counterclockwise” red , where all entities in the same sat have a common view of 
“right”. 

To prove Point (1) of Theorem 10 we consider protocol Blue-Red Shadows, obtained 
from protocol Shadows applying these modifications: 

- Each node now keeps information on which types of agents have visited it for both 
colors. 

- If a left explorer finds a mark of a right explorer of the opposite color, it becomes a 
right shadow. 

- If a left shadow find a mark of a right shadow of the opposite color, it becomes 
passive. 

- A shadow always tries to travel to the furthermost explored node, regardless of the 
color of the explorer that explored it. 

- An agent is collected by a collector, regardless of its color. 

- In all other cases, the agents of different color ignore each other. 

Note that if all agents are of the same color, the protocol Red-Blue Shadows behaves 
exactly as protocol Shadow and its correctness follows. Therefore, in the rest we assume 
there is at least one agent of each color. 

Lemma 8. (1) Within finite time there will be only one red and one blue right explorer 
and they will both enter the black hole. There will be no left explorer remaining. (2) 
Within finite time, there will be only two shadows remaining: Either two right shadows 
of different color, or a right and left shadow of the same color ( if one color has only one 
agent). (3) Points (3) and (4) in Lemma 7 hold also for protocol Blue-Red Shadows in 
unoriented rings. 




Multiple Agents Rendezvous in a Ring 



45 



Lemma 9. (1) If k is odd or n is even, there will be a unique collection point; further- 
more, k — 2 agents will gather in the collection point. (2) If k is even and n is odd then 
RV (p) can not be solved for p > (k — 2) /2; however, RV((k — 2)/2) can be achieved. 

We now show that, although we cannot guarantee that more than half of the surviving 
agents rendezvous, we can however guarantee that all the surviving agents gather within 
distance 1 from each other. 

Lemma 10. Protocol Blue-Red Shadows guarantees that [k — 2) agents will either 
rendezvous in the same node or gather within distance 1. 



Theorem 11. The modified protocol Shadow for unoriented rings terminates in at most 
8 (n — 2) time steps. 

4 Concluding Remarks 

In this paper we have established tight bounds on the number of anonymous agents 
that can rendezvous in an anonymous ring in presence of a black hole. Notice that, if 
there is no black hole in the network, the proposed protocols would not work; i.e., the 
agents do not rendezvous. This fact is hardly surprising since the rendezvous problem 
of anonymous agents in anonymous ring without black hole is generally unsolvable [3]. 
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Abstract. A splitter is a concurrent asynchronous non-blocking object 
that can partition a collection of contending tokens into smaller groups 
with certain properties. Splitters are natural objects used to solve a wide 
range of fundamental distributed computing problems, like renaming and 
resource allocation. This paper proposes a general definition of splitters, 
develops their theory, and investigates their implementation in shared 
memory systems. 

Keywords: splitters, shared objects, asynchronous communication, di- 
vide & conquer. 



1 Introduction 

Many fundamental problems in distributed computing can be solved efficiently 
using a divide and conquer strategy. For asynchronous systems, implementing a 
suitable divide and conquer strategy sometimes turns out to be a hard problem. 
To investigate the exact nature of this problem we are motivated to study existing 
concurrent objects called splitters, that have been used to solve this problem in 
the past, but never received an independent study. 

A splitter is a concurrent asynchronous non-blocking object that can partition 
a collection of contending tokens into smaller groups with certain properties. 
Conceptually, a splitter has a single input over which it receives incoming tokens, 
and two or more outputs over which tokens leave the splitter. Each token is 
assigned to exactly one of the outputs, depending on the contention on the input 
and the distribution of tokens at the output. The specification of the splitter 
defines how this assignment takes place. By choosing the right specification, 
a splitter can be used to partition processors in roughly equal sets, or even to 
count the number of currently contending processors. In fact, splitters have been 
used for specific purposes (either implicitly or explicitly) in several distributed 
algorithms through the years, like mutual exclusion [Lam87], renaming [MA95, 
AM94,BGHM95], and resource allocation [AHS94]. 

Because of their occurrence in a wide variety of algorithms, and their fun- 
damental divide-and-conquer nature, we wish to embark on a general study of 
these splitters in isolation, as a class of objects in their own right. Splitters are 
a generalisation of counting networks investigated by Aspnes et al. [AHS94], 
and encompass these as well as threshold networks, balancers and smoothing 
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networks. We refer to Sect. 3 for examples of how these (and other) objects can 
be defined as splitters. 

In this paper we report on our initial findings of our study of splitters. Our 
main contribution is twofold. First of all, we have developed a general model 
and notation for the description of and reasoning about splitters. This model 
and notation is described in Sect. 2. Using some natural properties and axioms, 
we manage to keep this general definition surprisingly simple: almost all splitters 
can be described by a series of simple inequalities bounding the output contention 
from above. In Sect. 3 we give some examples of splitter definitions corresponding 
to splitter like objects used in the literature. 

Some of these splitters have been implemented in the read/ write memory 
model; others were implemented using stronger primitives like read- modify- write. 
In this paper we focus on the implementation of splitters in the read/write shared 
memory model. As our second contribution, we investigate the implementation 
of splitters in the read/write shared memory model, showing both impossibility 
results and splitter constructions. We show for instance that in a read/ write 
memory model, splitters cannot distribute tokens over all their outputs evenly, 
and that it is unlikely that read/ write implementations of non-trivial 2-output 
splitters exist. These results are presented in Sect. 4. 

Finally, we summarise our conclusions and present topics for further research 
in Sect. 5. 



2 Model and Notation 

A splitter is a concurrent, asynchronous, non-blocking object shared among n 
processors 1 . Conceptually, a splitter has a single input x and one or more outputs 
j/i , . . . , y rn . The total number of outputs is denoted by to. Processors can send 
one token at a time to the input of a splitter, after which the splitter will assign 
an output over which the token leaves the splitter (within a bounded number of 
steps) to join the corresponding output token set. Splitters can either be one- 
shot - in which case tokens stay in the output set forever - or be long-lived - in 
which case tokens may leave the output set travelling back through the splitter 
to the input. 

The interface of a splitter consists of two operations: Enter (to enter a splitter 
and obtain an output) and Release (to return back to the input), where the 
Release operation is only defined for long-lived splitters. Tokens using 2 splitters 
can be in one of four states: idle, entering , assigned or releasing. Initially, tokens 
are idle. To enter a splitter S (during which it is in the entering state), an idle 
token invokes the operation y = Enter (S), returning the selected output for 
this token when it finishes. At this point a token becomes assigned to output y. 

1 Splitters can be realised both in the message passing as well as the shared memory 
model. In this paper we focus on the shared memory model. 

2 In the remainder of this paper we will assume that tokens are active objects, that 
maintain state and executes steps by themselves. This makes notation and discussion 
easier. 
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For long-lived splitters, an assigned token may invoke the Release(S) operation 
(during which it is in the releasing state), after which it becomes idle again. A 
token is contending if it is not idle. 

Next we define the state of a splitter. 

Definition 2.1. The state of a splitter is given by the states of all tokens that 
contend it, and is denote by a. For token t we write aft) for its state in a (where 
aft) = _L means t is idle, aft) =-® means t is entering, aft) = i means t is 
assigned to output yt, and aft) = means t is releasing). Similarly, we write 
aft) : v to denote the state equal to a except that t has state v. A state is called 
a steady state if all contending tokens are assigned to an output. 

The state of a splitter can alternatively be expressed using the contention at 
the input and the outputs of the splitter. Let 2 denote an input or an output of 
a splitter S. For z = x ’a token at z' means a token is contending S, while for 
2 = yi ’a token at z' means a token assigned to output y,. We distinguish the 
following four different contention measures. 

point contention 3*2 of S at time t: the number of tokens at 2 at time t. 
maximal point contention 5 l z of S at time t: the maximal number of tokens 
at 2 at any time t’ within the busy prefix of S at t. 
interval contention A t z of S at time t: the total number of different tokens 
(i.e., not counting doubles) at 2 in the busy prefix of S at t (this measure is 
also called interval contention in [AAF+99]). 
total contention V *2 of S at time t: the total number of tokens (counting 
doubles) at 2 in the busy prefix of S at t. 

Here, the busy prefix of S at t is defined as the time interval between t and the 
last t' <t where all tokens are idle on S. Note that if the same token contends 
more than once during a busy prefix, it contributes only once to the interval 
contention. 

We usually omit the superscript t. Note that Spi, Ay t and Vy, are measured 
over the busy prefix of S, and not over the busy prefix of y t itself. This means 
that if during the busy prefix of S only one token enters and leaves pi several 
times (say three), then Vy.j = 3. See also Fig. 1, which shows a particular run 
over a 2-output splitter being accessed by 4 different tokens a, b, c and d. Note 
that 3 < S < A < V, and equality always holds for one-shot splitters. 

The implementation of a splitter should be adaptive, meaning that the num- 
ber steps needed to enter or release a splitter depends solely on the number of 
contending tokens. Note that adaptive splitters are wait-free by default. 

The behaviour of a splitter S is defined by its invariant Inv(S'). Inv(5') is a 
predicate over the states cr of S. We write er |= P if predicate P holds in state 
a. An implementation of a splitter S must ensure that for each state a that can 
occur during an execution over S, a |= Inv(S') holds. Because we are interested 
in splitters as objects that can partition a collection of contending tokens into 
smaller groups, we restrict the invariant of a splitter to be a predicate over the 
input and output contentions of the splitter only. In other words, for splitter 
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Fig. 1 . A run over a long-lived splitter and the resulting contentions. 



S with m outputs, Inv(S') is a predicate over input contention dx and output 
contentions dyi, where the symbol d ranges over 3, <5, A or V. 

Tokens are only allowed to enter the splitter if that does not invalidate the 
invariant. A typical example is an invariant that restricts the maximal number 
of contending tokens to a constant. We only consider smooth long-lived splitters, 
where no such restriction is placed on the release operation: a token should 
always be able to release itself (see below). 



2.1 Properties and Axioms 

Splitters satisfy the following properties, and are further defined by the following 
axioms. 

Clearly, the contention is always greater or equal to 0. 

Property 2.2. For any state a and input or output 2 of a splitter S, we have 
dz >0,Sz> 0, Az > 0 and Vc > 0. 

As already stated earlier, the four contention measures form an increasing 
series. 

Property 2.3. For any state a and input or output 2 of a splitter S, we have 
< 8z < Az < X7z. Equality always holds if S is one-shot. 




Splitters: Objects for Online Partitioning 



51 



Proof. Follows from the fact that if a token contends at time t it also contends 
at the busy prefix of t, and the fact a token never contends with itself. Equality 
holds for one-shot splitters, because tokens never leave. □ 

Point contention on the outputs cannot exceed contention on the input. Similarly 
for total contention. 

Property 2-4 ■ For any state er of splitter S with m outputs, 3 Vi < 9a 1 and 
rr=i v^< Vx, with equality holding in the steady state. 

Proof. If a token is assigned to output yi at time t it is contending at time t. 
For point contention we also need the fact that, no token is assigned to two 
outputs simultaneously. For total contention, we use the fact that all duplicates 
are counted. Equality in the steady state follows from the fact that no tokens 
are unassigned in the steady state. □ 

Note that this property does not hold for the interval contention (or the maximal 
point contention) on the outputs. Suppose for an m output splitter, the first m 
tokens are spread evenly over all outputs and stay there. Then the in + 1-th 
token enters and leaves m times, which is assigned to a different output each 
time. Then during this interval Ax = m + 1 and Ayi = 2 so 'Yf'iLi = 2m. 

For a definition of a splitter to be meaningful, it must satisfy the following 
axioms. First, the initial state with no tokens contending must be a legal state. 

Axiom 2.5 Let a be the state of splitter S with all tokens idle. Then a |= Inv(S'). 

Second, if a token has entered, it must be able to legally obtain some output. 

Axiom 2.6 For all states a of a splitter S, if a |= Inv(S') and for some token t 

we have aft) =-@, then there is an i with 1 < i < m such that aft) : i |= Inv(S'). 

For long-lived splitters, similar axioms govern the behaviour of the splitter when 
tokens are released. 

A token must always be able to release itself. 

Axiom 2.7 For all states a of a splitter S, if a \= Inv(S') and for some token t 

we have aft) = i with 1 < i < m, then aft) : ©*|= Inv(S'). 

Moreover, a releasing token must be able to leave the splitter and return to the 
idle state. 

Axiom 2.8 For all states a of a splitter S, if a \= Inv(S') and for some token t 
we have aft) = ©» then aft) : T |= Inv(S'). 

We restrict our attention to smooth splitters that we define next. 

Definition 2.9. A splitter S with m outputs is called smooth if its invariant 
Inv(S') can be specified by a collection of m+ 1 inequalities of the form 

dox < fo(a) 

dipt < fi(a) for all i, 1 < i < m , 

where for each i with 0 < i < m, di is any of the four contention measures 3, <5, 
A or V . and each /; is a function mapping splitter states to integers. 
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We note that it does not make much sense to consider non-smooth splitters, 
because any implementation of a splitter must be smooth anyway: if the im- 
plementation assigns any number of tokens to a particular output, then each of 
these tokens can be delayed indefinitely until all other tokens appear on their 
outputs, after which the delayed tokens are released one by one. 

Note that circularity in the definition is not a problem, because the functions 
together specify a predicate that is either true or false in any specific state, 
depending on whether all inequalities are true or not in that state. 

A few more observations about the form of the invariant can be made. 

Because there is no difference in contention measures for one-shot splitters, 
we always use the total contention V in the description of the invariant for 
one-shot splitters. 

Observe that by feeding a splitter with a lot of tokens, and subsequently 
releasing all tokens except those at output j/,;, we get 3f/j = 3a;. This means we 
cannot even impose a condition like 3 j/j < 3a: — 1. Hence, 3a; is not commonly 
used in the definition of Inv(S'). 

Finally, note that for any constant c, if for all t we have 3 < c then also 6 < c. 
But this only holds for constants. Clearly 3 yi < 3x does not imply 8y t < 3a: 
(although 3j/j < Sx for all t does imply dy, < Sx). We conclude that also 3 y t is 
not commonly used in the definition of Inv(S'), because its role can be taken by 
Syi- 

3 Examples 

To give a feel for the class of smooth splitters, we present several splitters that 
have appeared in the literature (albeit under different names) using the notation 
we developed. We first consider one-shot splitters, and then present some long- 
lived splitters. 



3.1 One-Shot Splitters 



Aspnes et al. [AHS94] have defined several splitter-like objects in their treatment 
of counting networks, like a balancer , 



Va: 



A Vj/2 < 



Vyi < 

a counting network 

For all i, 1 < * < rn: Vy, < 



Va’ 



Va: — i + 1 
m 



and a k-smoothing network 

For all i, 1 < i < m: V;t/; < min {Vy ; - | j / i} + fc . 
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Note that equality in the first two invariants above is guaranteed to hold in 
the steady state due to Prop. 2.4. Our definition of the k smoothing network is 
atypical: the original definition states that in the steady state \Vyi — Vyj\ < k 
for all i,j. 

Analogous to the threshold networks defined by Aspnes et al. [AHS94], we 
can define a threshold network for threshold w with the invariant 



Vyi < 



Vx 

w 



A Vy 2 < Vx 



Vx 

w 



In the context of renaming, splitters have also been used extensively, like 
the one shot ” fast-path” renaming building block [MA95,Lam87] (where 2/1 cor- 
responds to stop , j /2 corresponds to right, and 2/3 corresponds to down as in 
[MA95]): 



Vy 1 < 1 A V 7/2 < Vx — 1 A V 2/3 < Vx — 1 



3.2 Long-Lived Splitters 

Long-lived splitters are necessary to implement long-lived renaming. Bulrrman et 
al. [BGHM95] used a long lived splitter in their initial phase of a fast long-lived 
renaming protocol that had the following invariant 

For all i, 1 < i < 3: Syi < max(l, Sx — 1) . 

Other splitters are for example the long lived ” fast-path” renaming building 
block of Afek et al. [AAF+99] 

Syi < 1 A Vy 2 < Vx — 1 A V1J3 < Vx — 1 , 

and the long lived ” fast-path” renaming building block of Moir et al. [MA95] 

Syi < 1 A Sy 2 < Sx — 1 A Sy 3 < Sx — 1 . 

Note that the Moir et al. splitter is more permissive than the Afek et al. splitter, 
and that in fact the implementation of the Moir et al. splitter given in [MA95] 
can reach the state Ay 2 = Sx in the following scenario. Token 1 enters and stops, 
i.e., is assigned to 2 / 1 - Then token 2 enters and goes right (i.e., is assigned to y 2 ), 
and subsequently leaves. The same happens to token 3. Then Sx = 2, Ay 2 — 2 
but Sy 2 = 1. 

We see that the difference between the Moir et al. splitter and the Afek et 
al. splitter (as discussed in [AAF+99]) is that the former is defined using the 
maximal point contention on the input, whereas the latter is defined using the 
total contention. 
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4 Constructions and Impossibility Results 

In this section we investigate the wait-free implementation of splitters in the 
shared memory model. We start with a few impossibility results. 

Splitters cannot distribute tokens over their outputs tightly (and evenly) if 
they are only implemented using read/ write atomicity. This is formalised in the 
following theorem. 

Theorem 4.1. Let S be a splitter with m > 1 outputs. Suppose for some con- 
stant c > 1 we can select constants C\, . . . ,c m such that for all states a of S with 
dx = c we have 



fi i a ) < Ci 



and 

to — 1 

Ci < c H — . 

Then a read/write implementation of S does not exists 

Proof. Consider the following construction for renaming c > 1 tokens, where 
splitter S is used in a one-shot fashion. W.l.o.g. then dx = X7x and dpi = X7pi 
(see Prop. 2.3). 

Let the c tokens enter S. The conditions of the theorem guarantee that no 
more than c,; tokens leave the splitter over output pi- Run at each output pi a 
renaming algorithm (e.g., [AFOO]) that renames the at most c, incoming tokens 
to at most 2c,; — 1 names. We must use distinct name-sets for each different 
output of the splitter. This is possible because ff(c r) is bounded a priori by c,. 

Then the total number of names assigned to the c incoming tokens is no 
larger than 

m m 

Y (2 Ci - 1 ) = 2 Y, - m 

i = 1 i=l 

Herlilry and Slravit [HS93] showed that wait-free renaming of c processes to less 
than 2c — 1 names cannot be implemented using read/ write atomicity. So this is 
the case if 2 c, — m < 2c — 1. □ 

Moreover, a splitter implemented using only reads and writes cannot partition 
a set of tokens into two non-empty sets. 

Theorem 4.2. Define M = {1, . . . , to}. Let S be a splitter with m > 1 outputs. 
Suppose there exists an index set I C M such that for all states a of S with 
dx > 0 we have 

fi( a ) < max (2, dx) and ^ fi(<r) < dx . 

i&I iaM—I 




Then a read/write implementation of S does not exist. 
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S i 



S k - 1 




loose 



loose 



loose 



Fig. 2. Construction used in the proof of Th. 4.2. 



Proof. We show that if both properties hold, we can build a test-and-set object 
of which we know no read/write implementations exist [LAA87,Her91]. The con- 
struction is sketched in Fig. 2. Again, splitter S is used in a one-shot fashion. 
W.l.o.g. then dx = Va: and dyi = Vy,; (see Prop. 2.3). 

Let there be k > 1 processors for which we wish to implement a test-and-set 
object. The processors first have to pass through a ’’door” implemented using 
a single multi-writer shared variable DOOR, initially open. To pass through the 
door, processors execute the following protocol. 

if DOOR = closed 
then return leave 
else DOOR t— closed 
return pass 

Only processors that pass enter the following setup of splitters, each with their 
own token. Note that at most k tokens enter, and that at least one processor 
finds the door open and enters with a token. 

Let some index set / satisfy the conditions of the theorem. Connect k — 1 
copies of the splitter S as follows. Tokens leaving splitter S t on an output y; 
with i £ I enter splitter Sj+i. Tokens leaving splitter Si on another output 
(with i ^ I) loose the test-and-set immediately. Tokens leaving splitter Sk - 1 on 
output yi with i £ I win the test-and-set. 

By the properties of the splitter, simple induction shows that at least one 
token and at most k — i tokens leave splitter Si on an output y, with i £ I 
(and hence enter splitter Si+ 1 ). Hence at splitter Sk-i there is exactly one token 
leaving splitter Sk on output y,; with i £ I and winning the test-and-set. 

This only leaves us to show that any processor loosing does not strictly 
precede the eventual winner [Hoe99,AGTV92]. This is guaranteed by the door 
placed before the first splitter: it is easy to see that no processor strictly precedes 
(in accessing the door) any processor that passes the door. □ 

Given this theorem, it is unlikely that read/write implementations for non-trivial 
splitters with 2 outputs exist. 





56 



J.-H. Hoepman 



Next, we investigate read/write implementations of splitters with 3 outputs. 
Given Th. 4.2, the best we can hope for is a splitter like 

Vyi < /i(cr) 

A Vy 2 < Va: - /i (a) 

A Vr/3 < Va: - /i(cr) 

where /i(cr) < |Vx. 

Theorem 4.3. Splitter S defined by 

Syi < -<5:r, f or 1 < * < 3. 

O 

/ias a read/write implementation. 

Proof. Use any optimal long-lived renaming algorithm (like [AFOO]) to rename 
the 5x incoming tokens to 2 Sx — 1 names. Map a token with name i to output 
2/(imod3)+i- Then 5y t < ffe. 

In a read-modify-write setting, any reasonable splitter can be implemented. 
Theorem 4.4. Let S be a splitter satisfying the axioms in Sect. 2.1 shared with 
n processors. This splitter can be implemented using a single n processor read- 
modify-write register. 

Proof. Observe that the state of a splitter as given in Def. 2.1, is a set of token 
states. We let the read-modify-write register store this set of states (in the most 
general case the size of the register must be unbounded). 

Initially, we let the register denote the empty set. Observe, that by Ax. 2.5, 
this initialisation of the register is proper. 

An entering token reads the register and selects any output yi of his choice 
that satisfies Inv(S') (such an output always exist by the Ax. 2.6). A leaving 
token reads the register and changes its own state to idle and writes it back. 
This is also a correct action, due to Ax. 2.7 and Ax. 2.8. □ 

5 Conclusions and Further Research 

We have presented a general definition of splitters as a concurrent asynchronous 
non-blocking object that can partition a collection of contending tokens into 
smaller groups. This general definition turns out to be surprisingly simple: almost 
all splitters can be described by a series of simple inequalities bounding the 
output contention from above. 

Any splitter can be constructed using read-modify-write registers. For the 
case where only read/ write registers can be used, we have presented some con- 
structions and some impossibility results. These results can be extended. In 
particular, there are still gaps between our upper and lower bounds. Moreover, 
it is an interesting question to give characterisations of splitters in terms of their 
place in Herlihy’s hierarchy [Her91]. 

Also, we would like to investigate the construction of larger splitters from 
smaller ones, similar to the way balancers are used to construct counting net- 
works [AHS94]. 
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Abstract. Clusters of workstations become more and more popular to power 
data server applications such as large scale Web sites or e-Commerce 
applications. There has been much research on scaling the front tiers (web 
servers and application servers) using clusters, but databases usually remain on 
large dedicated SMP machines. In this paper, we focus on the database tier 
using clusters of commodity hardware. Our approach consists of studying 
different replication strategies to achieve various degree of performance and 
fault tolerance. 

Redundant Array of Inexpensive Databases (RAIDb) is to databases what 
RAID is to disks. In this paper, we focus on RAIDb- 1 that offers full replication 
and RAIDb-2 that introduces partial replication, in which the user can define 
the degree of replication of each database table. 

We present a Java implementation of RAIDb called Clustered JDBC or C- 
JDBC. C-JDBC achieves both database performance scalability and high 
availability at the middleware level without changing existing applications. We 
show, using the TPC-W benchmark, that partial replication (RAIDb-2) can 
offer better performance scalability (up to 25%) than frill replication by 
allowing fine-grain control on replication. Distributing and restricting the 
replication of frequently written tables to a small set of backends reduces I/O 
usage and improves CPU utilization of each cluster node. 



1 Introduction 

Clusters of workstations are already an alternative to large parallel machines in 
scientific computing because of their unbeatable price/performance ratio. Clusters can 
also be used to provide both scalability and high availability in data server 
environments such as eCommerce application servers. When the database tier is 
running on commodity hardware, application performance becomes database bound 
[ 71 - 

Database replication has been used as a solution to improve availability and 
performance of distributed databases [2, 11]. Even if many protocols have been 
designed to provide data consistency and fault tolerance [4], few of them have been 
used in commercial databases [17]. Gray et al. [9] have pointed out the danger of 
replication and the scalability limit of this approach. However, database replication is 
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a viable approach if an appropriate replication algorithm is used [1, 12, 20], Most of 
these recent works only focus on full replication. In this paper, we propose a partial 
replication solution that offers fine-grain control over replication and compare it to 
full replication. 

Redundant Array of Inexpensive Databases (RAIDb) is an analogy to the existing 
RAID (Redundant Array of Inexpensive Disks) concept, that achieves scalability and 
high availability of disk subsystems at a low cost. RAIDb is the counterpart of RAID 
for databases. RAIDb aims at providing better performance and fault tolerance than a 
single database, at a low cost, by combining multiple database instances into an array 
of databases. RAIDb levels provide various performance/fault tolerance tradeoff [8], 
In this paper, we will only focus on RAIDb- 1 (full mirroring) and RAIDb-2 (partial 
replication). 

We propose C-JDBC, a Java middleware that implements the RAIDb concept. We 
evaluate the different replication techniques using the TPC-W benchmark [18]. C- 
JDBC proves that it is possible to achieve performance scalability and fault tolerance 
at the middleware level using partial replication. We show that partial replication 
offers a significant improvement (up to 25%) compared to full replication by reducing 
both the communication and the I/O on the backend nodes. 

The outline of the rest of this paper is as follows. Section 2 gives an overview of 
the RAIDb architecture. Section 3 presents C-JDBC, a Java implementation of 
RAIDb and section 4 details the various RAIDb levels implementations. Section 5 
describes the experimental platform and an analysis of the benchmark workloads. 
Experimental results are presented in section 6. Section 7 discusses related work and 
we conclude in section 8. 

2 Redundant Array of Inexpensive Databases 

One of the goals of RAIDb is to hide the distribution complexity and provide the 
database clients with the view of a single database like in a centralized architecture. 
As for RAID, a controller sits in front of the underlying resources. The clients send 
their requests directly to the RAIDb controller that distributes them among the set of 
RDBMS (Relational DataBase Management System) backends. The RAIDb 
controller gives the illusion of a single RDBMS to the clients. 

In general, RAIDb does not require any modification of the client application or 
the RDBMS. However, some precautions have to be taken care of, such as the fact 
that all requests to the databases must be sent through the RAIDb controller. It is not 
allowed to directly issue requests to a database backend as this might compromise the 
data synchronization between the backends. 

RAIDb defines levels providing various degree of replication that offer different 
performance/fault tolerance tradeoffs [8]. Note that RAIDb is just a conceptual 
analogy to RAID. Data distribution in RAIDb uses a logical unit which is a database 
table, whereas RAID uses a physical unit defined by a disk block. 

2.1 RAIDb-1: Full Replication 

RAIDb level 1 is similar to disk mirroring in RAID-1. Databases are fully replicated. 
RAIDb-1 requires each backend node to have enough storage capacity to hold all 
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database data. RAlDb-1 needs at least 2 database backends, but there is (theoretically) 
no limit to the number of RDBMS backends. 

The performance scalability is limited by the capacity of the RAlDb controller to 
efficiently broadcast the updates to all backends. 

RAlDb- 1 provides speedup for read queries because they can be balanced over the 
backends. Write queries are performed in parallel by all nodes, therefore they execute 
at the same speed as the one of a single node. However, RAlDb- 1 provides good fault 
tolerance, since it can continue to operate with a single backend node. 

2.2 RAIDb-2: Partial Replication 

RAlDb level 2 features partial replication. Unlike RAlDb- 1, RAIDb-2 does not 
require any single node to host a full copy of the database. This is essential when the 
full database is too large to be hosted on a node’s disks. Each database table must be 
replicated at least once to survive a single node failure. RAIDb-2 uses at least 3 
database backends (2 nodes would be a RAIDb-1 solution). 

As RAID-5, RAIDb-2 is a good tradeoff between cost, performance and data 
protection. 



3 C-JDBC: A RAlDb Software Implementation 

JDBC™, often referenced as Java Database Connectivity, is a Java API for accessing 
virtually any kind of tabular data [19]. We have implemented C-JDBC (Clustered 
JDBC), a Java middleware based on JDBC. C-JDBC works with any existing 
RDBMS that provides a JDBC driver. The client application does not need to be 
modified and transparently accesses a database cluster as if it were a centralized 
database. The RDBMS does not need any modification either, nor does it need to 
provide distributed database functionalities. 




MySQL MySQL Oracle 



Fig. 1 . C-JDBC overview 
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3.1 C-JDBC Overview 

Fig. 1 gives an overview of the different C-JDBC components. The client application 
uses the generic C-JDBC driver that replaces the database specific JDBC driver. The 
C-JDBC controller implements a RAlDb controller logic and exposes a single 
database view, called virtual database, to the driver. A controller can host multiple 
virtual databases. The drivers and the controller use sockets to communicate. 

The authentication manager establishes the mapping between the login/password 
provided by the client application and the login/password to be used on each database 
backend. All security checks can be performed by the authentication manager. It 
provides a uniform and centralized resource access control. 

Each virtual database has its own request manager that defines the request 
scheduling, caching and load balancing policies. The “real” databases are defined as 
database backends and are accessed through their native JDBC driver. If the native 
driver is not capable of connection pooling, a connection manager can be added to 
perform such a task. 

The C-JDBC controller also provides additional services such as monitoring and 
logging. The controller can be dynamically configured and administered using an 
administration console that uses XML files describing the controller configuration. 



3.2 C-JDBC Request Manager 

The request manager is a major component of the C-JDBC controller that implements 
the RAIDb logic. It is composed of a scheduler, a load balancer and a recovery log. 
Each of these components can be superseded by a user-specified implementation. 

When a request comes from a C-JDBC driver, it is routed to the request manager 
associated to the virtual database. The scheduler is responsible for ordering the 
requests according to the desired isolation level. Moreover, consecutive write queries 
may be aggregated in a batch update so that they perform better. According to the 
application consistency, some write queries can also be delayed to improve the cache 
hit rate. Once the request scheduler processing is done, the requests are sequentially 
ordered and sent to the load balancer. 

RAlDb-2 load balancers need to know the database schema of each backend. The 
schema information is dynamically gathered. When the backend is enabled, the 
appropriate methods are called on the JDBC DatabaseMetaData information of the 
backend native driver. Database schemas can also be statically specified by the way 
of the configuration file. This schema is updated dynamically on each create or drop 
SQL statement to reflect each backend schema. Among the backends that can treat the 
request (all of them in RAIDb- 1), one is selected according to the implemented 
algorithm. Currently implemented algorithms are round robin, weighted round robin 
and least pending requests first (the request is sent to the node that has the least 
pending queries). 

Once a backend has been selected, the request is sent to its native driver through a 
connection manager that can perform connection pooling. The ResultSet returned by 
the native driver is transformed into a serializable ResultSet that is returned to the 
client by means of the C-JDBC driver. 




62 



E. Cecchet, J. Marguerite, and W. Zwaenepoel 



3.3 C-JDBC Fault Tolerance 

C-JDBC implements a recovery log that records all write statements between 
checkpoints. The log can be used to recover from a failure by rolling forward requests 
from a previous checkpoint. It can also be used to add dynamically a node (when the 
system is online) by replaying all write requests since a known checkpoint that has 
been restored on the node. 

Horizontal scalability is what is needed to prevent the C-JDBC controller from 
being a single point of failure. We use the JGroups [3] group communication library 
to synchronize the schedulers of the virtual databases that are distributed in several 
controllers. Only write requests are multicasted using a total order to manage 
concurrency control and update caches at each controller site. 

4 RAIDb Level Implementations 

C-JDBC assumes that the underlying RDBMS provides ACID properties for 
transactions and that there is always at least one node that has the needed tables to 
execute a query. For instance, in dynamic content servers, one of the target 
environments for RAIDb clusters, we know a priori what queries are going to be 
issued. Therefore, it is always possible to distribute the tables in such a way that all 
queries can be satisfied (essentially by making sure that for each query there is at least 
one replica where we have all the tables for that query). 

4.1 RAIDb-1 

RAIDb- 1 usually does not require parsing the requests, since all backends have a full 
copy of the database and can therefore execute any query. When a client issues a 
CREATE TABLE statement, the table is created on every node. 

We have implemented optimistic and pessimistic transaction-level schedulers with 
deadlock detection. To detect the deadlocks, we need to know the database schema 
and parse the requests to check which tables are accessed by each query. A simple 
query level scheduler that let the backends resolve the deadlocks is also provided. 

One thread is dedicated to each backend to send write requests sequentially. The 
load balancer ensures 1-copy serializability [4] and post write queries in the same 
order in each thread queue. The user can define if he wants to send the result as soon 
as one, a majority or all backends complete the request. If one backend fails, but 
others succeed to execute the write request, then the failing backend is disabled, 
because it is no more coherent. Then the recovery log can be used to recover from this 
failure. 

Connections are started lazily when a backend is involved in a query. After a write 
query inside a transaction, one connection per backend has been allocated for the 
transaction. Transaction commit or rollback use the same principle as write queries. 
The user can define if he wants only one, a majority or all nodes to commit before 
returning. If one node fails to commit, but others succeed, the failing node is 
automatically disabled. 

Finally, read requests are executed on a backend according to a user defined 
algorithm. We have implemented round-robin (RR), weighted round-robin (WRR) 
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and least pending requests first (LPRF) which selects the node with the fewest 
pending queries (which should be approximately the less loaded node in an 
homogeneous environment). 

4.2 RAIDb-2 

RAIDb-2 has to maintain a representation of each backend database schema. The 
query has to be parsed to be routed to the right set of backends. We have implemented 
the same set of schedulers as RAIDb-1. Read and write queries are implemented 
almost the same way as in RAIDb-1 except that the requests can only be executed by 
the nodes hosting the needed tables. The set of nodes is computed for each request to 
take care of failed or disabled nodes. 

Unlike RAIDb-1, when a node fails to perform a write query or to commit/rollback 
a transaction, it is not disabled. In fact, only the tables that are no longer coherent are 
disabled (that is to say, removed from the backend schema). If a commit/rollback fails 
on one node, all tables written on this node during the transaction are disabled. This 
way, RAIDb-2 allows continued service by a backend, after a partial failure which 
leaves most of its tables up-to-date. 

Completion policy is also user definable and can be completely synchronous (wait 
for all nodes to complete) or more relaxed by waiting only for a majority or just the 
first node to complete. 

New database table creation policy can be defined to achieve any degree of 
replication for a table. The user can define a set of nodes where the table can possibly 
be created and a policy determining how to choose nodes in this set. The policy can 
range from all nodes to a fixed number of nodes (at least 2 nodes to ensure fault 
tolerance) chosen according to a selectable algorithm (currently random and round- 
robin). Those policies prove to be useful to distribute and limit the replication of 
created tables in the cluster. 

5 Experimental Environment 



5.1 TPC-W Benchmark 

The TPC-W specification [18] defines a transactional Web benchmark for evaluating 
e-Commerce systems. TPC-W simulates an online bookstore. We use the Java 
servlets implementation from University of Wisconsin [5] with the patches for 
MySQL databases. As MySQL does not support sub-selects, each such query is 
decomposed as follows: the result of the inner select is stored in a temporary table; 
then, the outer select performs its selection on the temporary table and drops it after 
completion. 

Of the 14 interactions specified in the TPC-W benchmark specification, six are 
read-only and eight have update queries that change the database state. TPC-W 
specifies three different workload mixes, differing in the ratio of read-only to read- 
write interactions. The browsing mix contains 95% read-only interactions, the 
shopping mix 80%, and the ordering mix 50%. The shopping mix is considered the 
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most representative mix for this benchmark. The database scaling parameters are 
10,000 items and 288,000 customers. This corresponds to a database size of 350MB. 

5.2 Configurations 

In this section, we describe the 3 main configurations evaluated in our experiments. 

5.2.1 SingleDB 

In this configuration, MySQL is directly accessed using the MySQL native JDBC 
driver on a single database backend without using C-JDBC. This reference 
measurement is referred to as SingleDB in the experimental reports. 

5.2.2 RAIDb-1 

There is no choice about data placement with RAIDb-1 since the whole database is 
replicated on each node. We present results using two different load balancing 
algorithms for read queries: RAIDb-1 RR uses a simple round-robin distribution 
whereas RAIDb-1 LPRF uses the least pending request first distribution defined in 
4.1. For the write queries, we choose a completion policy that returns the result as 
soon as one backend has completed the execution of the query. 



5.2.3 RAIDb-2 

Table 1 summarizes the table replication in the different RAIDb-2 configurations 
ranging from 3 to 6 nodes. Note that the temporary table that is used to implement 
sub-selects can only be created on the nodes having a copy of the needed tables. The 
customers, address, items, authors and countries tables are replicated on all nodes. 



Table 1 . Database table replication for RAIDb-2 configurations. 
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seller query occurs 4566, 2049 and 261 times for the browsing, shopping and ordering 
mixes, respectively. Restricting the orders table replication for the browsing mix 
induces a performance penalty and results in load imbalance. We have measured a 
performance drop of 42% when only half of the nodes can perform the best seller 
query. Therefore we choose to replicate all tables needed for the best seller query in 
the browsing mix only. 

Like for RAIDb-1, we present results using two different load balancing algorithms 
for read queries: RAIDb-2 RR uses a simple round-robin distribution whereas 
RAIDb-2 LPRF uses the least pending request first distribution defined in 4.1. Table 
creation policy uses 2 nodes chosen using a round-robin algorithm among the nodes 
having a copy of the orders table. 

5.3 Methodology 

For each workload, we use the appropriate load generator and record all SQL requests 
sent by the application server to the database. The resulting trace file contains all 
transactions received by the database during one hour. 

We have written a multithreaded trace player that replays the trace as if requests 
were generated by the application server. This way, we can test every configuration 
with the exact same set of queries. 

We always use a separate machine to generate the workload. The trace player 
emulates 150 concurrent client sessions. We first measure the throughput of a single 
database without C-JDBC. Then, we evaluate the various C-JDBC configurations 
using a dedicated machine to run the C-JDBC controller. 

5.4 Software Environment 

The TPC-W benchmark trace is generated using Apache v. 1.3. 22 as the Web server 
and Jakarta Tomcat v3.2.4 [10] as the servlet server. 

The Java Virtual Machine used for all experiments is IBM JDK 1.3.1 for Linux. 
We always use a pessimistic transaction level scheduler in C-JDBC controllers. We 
experiment two different load balancing algorithms: round-robin (RR) and least 
pending requests first (LPRF). All experiments are performed without query caching 
in the controller. 

We use MySQL v.4.0.8gamma [13] as our database server with the InnoDB 
transactional tables and the MM-MySQL v2.0.14 type 4 JDBC driver. 

All machines run the 2.4. 16 Linux kernel. 

5.5 Hardware Platform 

We use up to six database backends. Each machine has two Pll-450 MHz CPU with 
512MB RAM, and a 9GB SCSI disk drive. In our evaluation, we are not interested by 
the absolute performance values but rather by the relative performance of each 
configuration. Having slower machines allows us to reach the bottlenecks without 
requiring a large number of client machines to generate the necessary load. 

A number of 1.8GHz AMD Athlon machines run the trace player and the C-JDBC 
controllers. We make sure that the trace player does not become a bottleneck in any 
experiment. All machines are connected through a switched 100Mbps Ethernet LAN. 
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6 Experimental Results 

We measure the number of SQL requests performed per minute by each 
configuration. We only report the best result of three runs at the peak point for each 
configuration. In all experiments, the average CPU usage on the controller node was 
below 8% with very little variations between configurations. 

6.1 Browsing Mix 

Fig. 2 shows the throughput in requests per minute as a function of the number of 
nodes for each configuration using the browsing mix. The single database 
configuration saturates at 129 requests per minute. 

RAlDb-1 RR starts with a linear speedup with a throughput of 261 requests per 
minute with 2 nodes. The 6 nodes configuration reaches 542 requests per minute, 
representing a speedup of 4.2. RAlDb-1 LPRF achieves 628 requests per minute due 
to a better load balancing. However, the speedup remains below 5 with 6 nodes. This 
is due to the implementation of the best seller query. The temporary table needs to be 
created and dropped by all nodes whereas only one will perform the select on this 
table. This is a good example of the danger of replication. 




A Single DB 
— RAIDb-1 RR 
-B- RAIDb-1 LPRF 
-9- RAIDb-2 RR 
-9- RAIDb-2 LPRF 



Number of nodes 



Fig. 2. Maximum throughput in SQL requests per minute as a function of database backends 
using TPC-W browsing mix. 

RAIDb-2 configurations limit the temporary table creation to 2 nodes. The results 
show a better scalability with RAIDb-2 RR achieving 750 requests per minute with 6 
nodes (speedup of 5.8). RAIDb-2 LPRF improves RAIDb-1 LPRF performance by 
25% and achieves a small superlinear speedup of 6.1 at 784 requests per minute. We 
attribute this good performance to the better temporary table distribution and the 
limitation of the replication of the shopping cart related table. 



6.2 Shopping Mix 

Fig. 3 reports the throughput in requests per minute as a function of the number of 
nodes for the shopping mix, which is often considered as the most representative 
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workload. The single database without C-JDBC achieves 235 requests per minute at 
the peak point. 

RAlDb-1 RR scalability is similar to the one observed for the browsing mix with a 
peak at 996 requests per minute with 6 nodes. RAIDb-1 LPRF performs better mainly 
due to the reduction of the best seller queries compared to the browsing mix. RAIDb- 
1 LPRF achieves 1188 requests per minute with 6 nodes. 

RAlDb-2 RR gives the least scalable performance. We will explain the problem 
using the table replication distribution presented in table 1 with the 6 nodes 
configuration. When the load balancer wants to execute a query on the orders, 
order line and credit _info tables and its current index is positioned on node 1, 2 or 3, 
the index is moved to the next available node having these tables, namely node 4. The 
same phenomenon appears with any of the shopping cart tables that will be executed 
by node 1 if the index is currently on node 4, 5 or 6. We notice a ping-pong effect of 
the index between nodes 1 and 4. 

We can reduce this effect by alternating the table replication order. Instead of 
replicating shopping cart related tables on nodes 1, 2 and 3 we can replicate them on 
nodes 1, 3 and 5. Therefore, order related table replicas will be moved from nodes 4, 
5 and 6 to nodes 2, 4 and 6. With this new configuration, we obtain a throughput of 
887 requests per minute which is better than the previous RAIDb-2 RR configuration 
saturating at 820 requests per minute. But still, RAIDb-2 with a round robin load 
balancing algorithm remains the least scalable configuration (among the 
configurations using replication) due to its uneven load distribution. 
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Fig. 3. Maximum throughput in SQL requests per minute as a function of database backends 
using TPC-W shopping mix. 

RAIDb-2 LPRF shows the benefits of fine grain partial replication over full 
replication with 1367 requests per minute at the peak point with 6 nodes. With this 
dynamic load balancing algorithm, partial replication provides a linear speedup up to 
5 nodes. The 6 nodes setup achieves a speedup close to 5.9. 
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6.3 Ordering Mix 

Fig. 4 shows the results for the ordering mix for each configuration. 



A Single DB 
-t- RAIDb-1 RR 
-B- RAIDb-1 LPRF 
-9- RAIDb-2 RR 
RAIDb-2 LPRF 



0 1 2 3 4 5 6 

Number of nodes 

Fig. 4. Maximum throughput in SQL requests per minute as a function of database backends 
using TPC-W ordering mix. 

We observe that round robin load balancing gives poor performance for RAIDb-1 
and becomes a real bottleneck for RAIDb-2. Even when trying to reduce the ping- 
pong effect using the alternate distribution used for the shopping mix, we obtain a 
throughput of 1561 requests per minute with 6 nodes compared to 1152 requests per 
minute for the original RAIDb-2 RR configuration. 

The load imbalance of the round robin algorithm is accentuated when the workload 
becomes more write intensive. Simple algorithms such as Least Pending Request First 
alleviate this problem and give significantly better results. The improvement from 
RAIDb-1 RR to RAIDb-1 LPRF is 700 requests per minute, from 1923 to 2623 
requests per minute. RAIDb-2 LPRF achieves 2839 req/min with 6 nodes offering the 
best throughput of all tested configurations for this mix. 

7 Related Work 

Since the dangers of replication have been pointed out by Gray et al. [9], several 
works have investigated lazy replication techniques [15]. The limitations of these 
approaches are described in [11]. Ongoing efforts on eager replication have also been 
going on with the recent release of Postgres-R [12]. Several groups are focusing on 
group communications for asynchronous replication [20] or partial replication [16]. 
These works are performed at the database level whereas our approach is to 
implement replication techniques at the middleware level independently of the 
database engine. 

Commercial solutions such as Oracle Real Application Clusters [14] or IBM DB2 
Integrated Cluster Environment [6] are based on a shared storage system to achieve 
both performance scalability and fault tolerance. RAlDb targets shared nothing 
architectures build with commodity hardware. 
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Existing works in clusters of databases mainly use full replication. RAIDb also 
supports partitioning and partial replication. Postgres-R implements basic 
mechanisms for partial replication [11]. Updates are broadcasted to all nodes that 
decide whether they have to perform the update or not. RAIDb maintains a 
knowledge of each backend database schema and broadcast the updates only to the 
concerned nodes. To the best of our knowledge, our work is the first to evaluate 
partial replication tradeoffs and to compare its performance with other replication 
techniques. 

8 Conclusion 

We have presented C-JDBC, a RAIDb (Redundant Array of Inexpensive Databases) 
software implementation in Java. We have evaluated the performance of RAIDb- 1 
(full replication) and RAIDb-2 (partial replication) using the TPC-W benchmark on a 
6 nodes cluster. 

RAIDb- 1 performs well on read-mostly workloads where load can be easily 
balanced, however write performance limits scalability when increasing the number 
of replicas. RAIDb-2 allows us to tune and control the degree of replication of each 
table. By limiting the write broadcasts to smaller sets of backends, RAIDb-2 shows 
always better scalability (up to 25%) over full replication when using a dynamic load 
balancing algorithm such as Least Pending Request First. 

Round-robin load balancing provides poor performance scalability even using a 
cluster composed of homogeneous nodes. When tables are replicated on a small 
number of nodes, partial replication becomes very sensitive to load balancing. That is 
why round-robin is not well suited for partial replication and it becomes a bottleneck 
for workloads with a high write ratio. 

C-JDBC is an open-source project hosted by the ObjectWeb consortium. Source 
code and documentation are available for download from http://c-jdbc.objectweb.org. 
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Abstract. One of the problems of middleware for shared state is that 
they are designed, explicitly or implicitly, for symmetric networks. How- 
ever, since the Internet is not symmetric, end-to-end process connectivity 
cannot be guaranteed. Our solution to this is to provide the middle- 
ware with a network abstraction layer that masks the asymmetry of the 
network and provides the illusion of a symmetric network. We describe 
the communication service of our middleware, the Distribution Subsys- 
tem (DSS), which carefully separates connections to remote processes 
from the protocols that communicate over them. This separation is used 
to plug-in a peer-to-peer module to provide symmetric and persistent 
connectivity. The P2P module can provide both up-to-date addresses 
for mobile processes as well as route discovery to overcome asymmetric 
links. 



1 Introduction 

Development of distributed applications is greatly simplified by using program- 
ming systems that offer abstractions for shared state, e.g., distributed objects as 
in JavaRMI or CORBA. Considerable research and work has been done on proto- 
cols for shared state [1,2], mechanisms [3], and systems [4,5] to make them more 
transparent without sacrificing efficiency. The existing shared-state protocols 
have usually been, implicitly or explicitly, designed for connectivity-symmetric 
networks, e.g., LANs and clusters. By symmetric connectivity between two ma- 
chines we understand the fact that they both can connect to each other via the 
physical network. On the other hand, we speak about asymmetric connectivity 
between two machines when only one of them is able to connect to the other 
one. 

However, symmetry is not guaranteed on the Internet, in particular due to 
firewalls and Network Address Translators. Consequently, when the state-sharing 
protocols make use of messaging based on static IP addresses and assume sym- 
metric connectivity over the Internet, they fail to work properly. In the light of 
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this unfortunate fact, many take the view that shared-state abstractions are just 
not possible for asymmetric networks [6], or that new and completely different 
kinds of shared-state protocols are necessary. We do not share this opinion. In- 
stead, existing shared state protocols can be directly used on top of a network 
abstraction layer that masks the asymmetry of the physical network. 

The problem of asymmetric connectivity has been targeted at the networking 
layer using proxy-based architectures. Communication is routed through fixed 
way-points [7,8], thus a way-point, or proxy, guarantees connectivity. This solu- 
tion is static in its configuration, and requires an infrastructure for hosting the 
proxy. A more promising solution is to explicitly separate the name of a pro- 
cess from its identity [9,10]. Name-to-adclress resolution can then be performed 
at application/middleware level, allowing for customizable strategies. This ap- 
proach coincides with results from the peer-to-peer field. Organizing processes 
in peer-to-peer (P2P) infrastructures [11,12], or overlay networks, has in [13] 
been shown to efficiently solve process mobility. However, their solution requires 
potentially inefficient indirection of messages and does not provide a solution for 
asymmetric connectivity. 

The remainder of the paper is organized as follows. We continue by stating 
the contribution of this paper. Then, in Section 2 we introduce our middleware 
library. In Sections 3 and 4 we describe the design and the implementation of our 
abstract notion of remote processes. In Section 5 we present a P2P extension to 
increase connectivity for our middleware. The basic messaging performance of 
our middleware is evaluated in Section 6. We discuss related work in Section 7, 
and then conclude. 

1.1 Contribution 

This paper presents the design and implementation of an efficient, simple-to-use 
process abstraction, called a DSite. The abstraction separates the notion of a 
process name from its address and hides details of the underlying network by 
offering an end-to-end asynchronous and reliable messaging service. 

The implementation of the DSite allows for simple customization of strate- 
gies for failure detection and connection establishment. This is indicated by the 
second contribution of this paper: the usage of P2P techniques to overcome asym- 
metry when establishing connections. By organizing processes in a P2P network, 
DSites have access to a service that provides decentralized name-to-address res- 
olution and name-to-valid-route discovery. 

2 The Distribution Subsystem 

The Distribution Subsystem (DSS) is a middleware library, designed to provide 
distribution support for a programming systems [14]. A programming system 
connected to the DSS results in a distributed programming system 1 . Distribution 

1 The system is implemented in C-| — b as a library and it is available for download at 
http://dss.sics.se 
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support is on the level of language entities/data structures, over an interface of 
abstract entities. Associated with an abstract entity type is a consistency model, 
e.g., sequential consistency for shared objects. The DSS provides one or more 
consistency protocols for each supported abstract entity type. 




Fig. 1 . The structure of the DSS middleware library. The figure depicts two processes 
sharing data structures using the DSS. The distribution model for the two programming 
systems is on the level of shared data structures. Within the DSS, the protocol layer 
exchanges protocol operations with other protocol instances. The bottom layer of the 
DSS, the messaging layer, is responsible for passing the protocol operations to the 
correct process. 



Central in the DSS is the consistency protocol framework. This framework 
enables simplified development of protocols, indicated by the large suite of effi- 
cient protocols provided by the DSS [14]. The key component in this framework 
is an efficient and expressive inter-process service. As shown in Figure 1, the 
DSS is internally divided into two layers: a protocol layer that implements the 
consistency protocols and a messaging layer that implements all tasks related 
to inter process interaction, e.g., messaging. The focus of this paper is on the 
messaging layer. Hereinafter, we refer to a process that executes the DSS as a 
DSS-node. 

At any point in time a DSS-node may know other DSS-nodes, these nodes 
are refereed as the known set. During the course of computation, references to 
DSS-nodes are passed among DSS-nodes, thus the known set changes. At any 
one time a DSS-node needs to communicate with a subset of the known set, 
this subset is constantly changing. Furthermore, it is perfectly possible that a 
DSS-node will never communicate with a given node in the known set. Each DSS- 
node is assigned a globally unique identity. In addition, a DSS-node’s identity is 
separated from its address; this is an important requirement [10] for supporting 
mobile processes. 

3 DSite, Representing a Process 

The DSS represents known DSS-nodes as first-class data structures, called 
DSites. A known DSS-node is referenced from the consistency protocol mod- 
ule of the DSS. The task of the DSite is to provide two services: a seamless 
connection and communication service, and an asynchronous failure detection 
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service. DSites can be passed within messages using the communication service 
of other DSites, possibly causing the introduction of a DSite in the other DSS- 
node. Within a DSS-node there exists at most one copy of a particular DSite. 

The provided messaging service is asynchronous and guarantees reliable, in- 
order, message delivery (modulo failure of the receiving process). Failures are 
reported from the messaging layer to the protocol layer. A DSite continuously 
monitors the DSS-node it represents and classifies accessibility into one of the 
three following states: 

No-problem. The DSS-node can be reached. 

Communication-problem. The DSS-node is currently not accessible. This 
perception is local to this DSite instance. Other DSite instances, represent- 
ing the same DSS-node, located at other DSS-nodes can have different per- 
ceptions. This state is not permanent, the state of the DSite can change later 
to No-problem or Crash- failure. 

Crash-failure. The DSS-node has crashed and will never be reachable again 
from any DSS-node in the network. This is a global perception; all 
DSite instances representing the DSS-node will either be in the state 
Communication-problem or already in the state Crash- failure. 



3.1 Channel Establishment 

Within the DSS, two types of channels can be established to the node represented 
by a DSite. A direct channel, e.g., a TCP connection, or an internal indirect 
channel, called virtual circuit. A virtual circuit is constructed using a route of 
intermediary nodes (we will enter in more details in Section 5). Messages sent 
over a virtual circuit are passed over existing direct connections from one node 
to another, along the path of the route. Whether a DSite is connected directly 
or routed is transparent to the consistency-protocol module. 



3.2 DSite API 

In this section we briefly describe the interface provided to the protocol layer by a 
DSite and vice versa. For the reason of clarity, the interface is slightly simplified. 
Messages are passed as lists of appropriate data structures, e.g., integers, strings, 
DSites and application data structures. 

send (site, msg) causes the messaging layer to transport the given message to 
the node identified by the given site. The protocol layer exports the following 
interface to the messaging layer: 

receive (msg, site) called by the messaging layer when a message is received. 
The site argument identifies the sender of the message. 

siteChangedState(site, fault) called by the messaging layer when site has 
changed its fault state 2 . 

2 When specialized failure detectors are used, there are provisions for turning detection 
on and off. 
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4 Dividing the Labor 

Realizing reliable messaging for middleware requires consideration of a multitude 
of requirements. These requirements include in-order messages delivery, reliable 
transportation, opening and closing of connections, interfacing to OS-specific 
services, and channel establishment. In order to efficiently fulfill them and pro- 
vide a portable and extendable system, we have divided the functionality of the 
DSite into three separate tasks: 

Session specific tasks. Fundamental tasks for correctness of the service a 
DSite provides, i.e., end-to-end message delivery. This includes ensuring reli- 
able, in-order message delivery, (de) serialization of messages, deciding when 
to open connections and when to close connections. 

Environment specific tasks. Connection establishment and detecting DSS- 
node faults tasks. These tasks are generally subject to customization, de- 
pending on the needs of the application and what the environment offers 
and can simply be defined as external services. 

Operating system specific tasks. Link/clrannel tasks, that are closely re- 
lated to the specifics of the operating system a DSS-node executes on, e.g., 
implementing socket handling. 



4.1 DSite Subcomponents 

The three tasks defined in the previous section are reflected in the division 
of the DSS into three subcomponents (see Figure 2). Session specific tasks are 
located within the protocol layer in the Asynchronous Protocol Machine (APM). 
Application specific tasks of DSite handling is located in the Communication 
Service Component (CSC) . Operating system specifics regarding communication 
are located in the IO-factory. The APM is implemented as a C++ library that 
requires connecting to an instance of the CSC and the IO-factory. The other 
subcomponents are represented as abstract C++ classes in order to simplify 
custom implementations. 

The division of the DSS into three separate subcomponents makes the mid- 
dleware easier to maintain and extend. All three subcomponents interact over 
small, well specified, interfaces, enabling application developers to implement 
specialized CSC and IO-factory subcomponents independently. Furthermore, the 
design is in the line of separating names from addresses: the APM is responsible 
for the identity (the name), while the CSC is responsible for addressing, i.e., for 
actually establishing connections. 



4.2 A Layered Approach 

A DSite is realized as an extendable structure of five sub-objects, located in 
APM, CSC, and IO-factory (see Figure 2). Each object within the structure 
represents a certain task related to remote process interaction. 
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Fig. 2. To the left, the layout of the DSS and its three separate software subcompo- 
nents. The protocol layer and parts of the messaging layer are located in the same 
software subcomponent, the APM. The figure also depicts the location of the sub- 
objects that represent the DSite structure. The APM does abstract messaging and 
the CSC/IO-factory does the actual messaging. The figure to the right, depicts how a 
DSite A uses DSite B to construct a virtual circuit. 



There are three objects located within the APM. First, the DssSite that 
provides the protocol layer interface and acts as the internal DSite reference. 
Second, the Session Object that maintains communication sessions and ensure 
reliable, in-order delivery even in the case of volatile connections. Third, the 
Transport Object is responsible for serializing messages 3 , according to the 
channel type, and put serialized representations onto the channel. 

Establishing connections to, and monitoring the status of, a DSS-node is 
assigned to the CscSite, located in the CSC. Establishing connections is done 
upon request from the DssSite. When a connection is established, it is passed 
to the DssSite. The actual connection has the form of a channel in the case 
of a direct connection, whereas in the case of an indirect connection it has the 
form of a route, or virtual circuit, i.e., a sequence of DssSites describing the 
path to the target process. The CscSite is also responsible for monitoring the 
status of the target process; a continuous task. Detected errors are reported to 
the DssSite. 

A direct connection to another process (in the form of a TCP socket, or 
another transport medium) is represented by a Channel object, located in the 
IO-factory. It is allocated and linked to a Transport object when a connection 
is established and removed when the channel is lost or closed. 



4.3 Maintaining a Dynamic DSite Structure 

A DSite is always represented by at least a DssSite connected to a CscSite. 
The other objects exist on a by-need basis, allocated when needed and deallo- 
cated when no longer needed. The Session object is allocated when the DSite is 
needed for actual communication, and lazily removed when there is no further 



3 in cooperation with the application, running on top of the DSS 
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communication needed 4 . A Transport object is allocated by the session object 
when a direct or an indirect connection to a DSS-node exists. 

This design allows for a compact representation of a DSite. A DSite used 
only for identification is represented by a simple DssSite object. A disconnected 
DSite object with unsent messages is represented by a DssSite object together 
with a Session object. 

The DSS creates DSites from descriptions commonly received along with 
consistency-protocol messages. DSites are automatically created when received, 
and automatically removed when no longer needed. Detecting obsolete DSites 
is done during periodic checks by a mark-and-sweep algorithm. Consequently, a 
DSS-node closes non-used connections automatically. 



4.4 API Between Subcomponents 

The interfaces that a DSite object’s subcomponent interact through represent 
both synchronous and asynchronous functions. For simplicity basic functional- 
ity regarding identity/address serialization or connection of two objects is not 
described. The APM exports the following interface to the CSC, through the 

DssSite: 

directConnectionEstablished (Channel), called when a direct connection 
has been established for the DssSite. 

routeFound(DssSites[]) is used to inform a DSite that it should set up a vir- 
tual circuit through the sites in DssSites[]. 

stateChange(newState), the CSC has deduced that the fault state has change 
and that affected protocols should be informed. 

The following interface is provided to the APM by the CSC (CscSite): 
establishConnection(), is called when a DssSite needs to communicate. Later 
on, the CSC will call either directConnectionEstablished or routeFound. 
closeConnection (Channel), is called by the DssSite when no communication 
is needed. 

disposeCssSite(), tells the CSC that the DssSite has been reclaimed within 
the APM and so should the CscSite. 

A detailed description of the IO-factory interface toward the CSC and the 
APM is intentionally left out due to space limitations. In short, the interface can 
be described as a high-level socket abstraction. 



5 A Peer-to-Peer Approach 

P2P overlay networks implicitly offer name-based communication and rout- 
ing [11,12,15]. The organization of the overlay network is fully decentralized. 
To structure the network, each participating process is required to connect to 
a certain number of so-called neighbor processes. As long as each participant 

4 Removal is partly controlled by the amount of communication needs of other DSites, 
i.e., resource management. 
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maintains the connections it is assigned, the algorithm guarantees connectiv- 
ity within the group. A P2P lookup algorithm (here we are looking for nodes 
rather than data) can be used to find routes between participants of the overlay 
network. 

In this section we give a description of how the CSC is extended in our Oz- 
DSS 5 implementation with a P2P module to enhance connectivity, followed by 
a discussion. 



5.1 Adding a P2P Module to CSC 

The “P2P module” acts as a service for the CscSite, providing name-to-address 
resolution and name-to-valid-route discovery functionality. The module is re- 
sponsible with the node management in the P2P system, and with the organi- 
zation of the corresponding overlay structure for the chosen P2P protocol. The 
P2P module is to be used when direct connections cannot be established due to 
connection asymmetry in the network, or outdated addresses, e.g., in the case 
of mobile hosts. The resulting system provides an illusion of a symmetric and 
quasi-static network over a highly asymmetric and dynamic network. The P2P 
module has access to all the channels opened for the APM and is allowed to 
open channels on its own. 



5.2 A Flooding-Based P2P Module 

In order to verify our approach, we implemented a simple P2P-based connection 
establishment schema based on flooding, similar to Gnutella (gnutella.wego.com). 
More efficient P2P algorithms, based on DHTs, could also be used. However, the 
point here is to validate the interface between the APM and the CSC. 

When a DssSite asks its CscSite to establish a connection, the CscSite 
first tries to open a direct connection using the last known address. Only if that 
fails will the P2P module be asked for a route-and-address discovery. 

The P2P module, in this flooding approach, then broadcasts a request to the 
neighbor set. Subsequently, they forward it to all their neighbor processes. The 
request forwarding ends when either the message time-to-live (TTL) expires or 
the target process is found. When reached, if that is the case, the target process 
sends its current address together with a path list along the reverse path. Upon 
successful return, the CscSite compares the received address with the one locally 
cached. If the address has changed (this could be the case for a mobile host), 
the CscSite tries to connect directly to the new address. If that fails, or if the 
address has not changed, it sets up a virtual circuit using the returned path. 
Thus, connectivity can be improved both in case of mobility and in case of 
asymmetric connectivity, e.g., hosts behind firewalls, NATs or physical network 
limitations in ad-hoc networks. The CSC can also try to shorten the route before 
handing it to the APM. 

5 Oz-DSS is a prototype that extends the programming language Oz with distribution 
support, using our DSS middleware. It is available for download at http://dss.sics.se 
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establishConnection(cLsite) 
c_site — getCsSite(d_site) 
addr = c_site.getAddr() 
if ioFactory. connect (addr, channel) 

apm.directConEstablished(d_site, channel) 
else 

route = p2pMod.pathDiscovery(c_site, addr) 
if ioFactory.connect(addr, channel) 
c_site. set Address (addr) 

apm.directConEstablished(d_site, channel) 
else 

apm.routeFound(d_site, route) 



B 




Fig. 3. Overcome asymmetric connectivity by using the name-to-valid-route discovery 
service. Since node A cannot connect directly to node C, it looks for a path through 
node B. On the left hand side we show pseudo-code representing the steps at node A. 



In Figure 3 we show a simple example of three nodes, where the name- 
to-valid-route discovery service is used. The DSS-nodes are denoted by circles, 
whereas the machines they run on to are denoted by rectangles. In this example, 
node A receives, through the action of some consistency protocol, a reference to 
the target node C and tries to connect to it. As node A can not connect directly 
to node C, it makes use of the name-to-valid-route service provided by the P2P 
module, and thus it obtains a route to node C through node B which will be 
used to create a virtual circuit between A to C through B. We also show the 
pseudo-code representing the steps at node A. 



5.3 Routing for Scalability 

We have seen how the use of name based routing can extend the DSS function- 
ality to cater for firewalls, NATs and mobility. In addition the P2P module can 
also extend the DSS with respect to scalability. 

There is an appreciable cost with each direct connection in terms of memory 
and system resources. Thus large known sets are not, within reason, a problem, 
rather keeping a large number of direct connections might be. A DSS-node may 
be at the limits of its available resources and unable to accept additional incom- 
ing connections without serious performance degradation. With the P2P routing 
available as backup, the loaded node can now deliberately refuse additional con- 
nections requests, thus indirectly forcing the communication to take place over 
the already existing connections. 



6 Evaluation of the DSS 

The functionality provided by the DSite structure simplifies interprocess com- 
munication for the protocol layer of the DSS. However, this functionality does 
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not come for free; it imposes a certain overhead compared to raw socket use. 
In this section we show that the overhead is relatively small, especially when 
considering Internet communication. 



Table 1. The time it takes to send sequences of 1000 request-reply messages for three 
different applications on two different network configurations. The times normalized to 
the time of the socket application are shown in parentheses. 



Process-Configuration 


Socket 


DSS - channel 


DSS - virtual circuit 


100Mbit LAN (ping 0.096ms) 


92ms (1.0) 


116ms (1.26) 


287ms (2.51) 


Internet (ping 51.504ms) 


51073ms (1.0) 


51137ms (1.0) 


53404ms (1.04) 



We compared a small socket application against the DSS in two settings. 
First, using a TCP channel for interprocess communication. Second, using a 
virtual circuit (over established TCP channels). All applications send a request 
from one process, the source, to another process, the target. Upon receiving the 
request, the target process sends a reply message back to the source. The recep- 
tion of the reply message finishes a request-reply call. This sequence is repeated 
1000 times. The tests were conducted over two network configurations: a fast 
LAN (0.096 ms) at SICS, and Internet (51.5 ms) setting with computers located 
in Sweden and Belgium. For the virtual circuit test we used one intermediary 
node, also in Sweden, 80km (ping 4ms) away from the source node. 

The results are shown in Table 1. The socket application can be seen as the 
practical maximum communication speed that could be obtained (the IO-factory 
used by the DSS uses TCP). The overhead imposed by the DSite structure 
is surprisingly small, only 26%. When considering WAN settings with higher 
latency, the overhead is negligible. Maintenance of the virtual circuit introduces 
an extra 50% overhead added to the extra network hop in the LAN setting, 
resulting in a 250% overhead compared to raw socket communication. However, 
the difference is only 4% when communicating over the Internet. 



7 Related Work 

The JXTA specifications (www.jxta.org) define a set of basic protocols for a 
number of P2P services such as discovery, communication, and peer monitoring. 
JXTA only provides unreliable communication using the notion of pipes. Con- 
trary to JXTA, the DSS implements reliable communication. Furthermore, the 
DSS is much more than a data-storage system; it is a generic middleware library 
supporting a wide variety of abstract entity types. 

The Intentional Naming System - INS [16] provides resource discovery and 
service location for dynamic and mobile networks. The so-called resolvers in INS 
form an overlay network used to discover new services and perform late binding, 
i.e., a mechanism that integrates name resolution and message routing. The idea 
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of using the lookup procedure of the P2P algorithms for routing messages in 
our system is very close to the late binding mechanism. However, the overlay 
network in INS is organized into a spanning tree and is intended for relatively 
small systems. INS is focused on service location, rather than process location, 
as is our approach. In our approach, we take advantage of the P2P lookup 
algorithms to extend, improve and scale up our middleware to be able to deal 
with asymmetric networks, mobility, firewalls, and NATs. 

The research in [13] (Internet Indirection Infrastructure - i3) is focused on 
the idea of employing a P2P based overlay network to support host mobility and 
to provide a rendezvous-based communication abstraction. In our approach we 
also organize the system into a P2P overlay network. However, whereas in z3 
the rendezvous points are used for indirection, and thus, storing extra routing 
state, in our proposal we use the P2P lookup algorithms for process location, 
directly, and message routing, indirectly. Moreover, whereas z3 is an independent 
infrastructure that has to be deployed explicitly, in our solution we propose that 
the very nodes of a given distributed system dynamically organize themselves to 
maintain communication in asymmetric networks. 

8 Future Work 

Currently, the DSS design is built on the assumption of a non-hostile envi- 
ronment. We are currently working on making the DSS a secure platform, by 
adding encrypted channels based on public key negotiated session keys, and 
unforgeable DSS-node/DSite identifiers and adresses. Furthermore, we plan to 
investigate and experiment more with DHT-based algorithms in our prototype 
P2P component. The properties of the structured P2P algorithms, the scalability 
robustness, full decentralization and self-organizing make them prime candidates 
for our middleware system. 

9 Conclusion 

We described a messaging model based on a first class notion of a remote pro- 
cess, a DSite. The DSite abstraction hides details of the underlying network, 
and provides a simple to use asynchronous messaging interface. The DSS, the 
middleware library that implements the DSites, is designed to be both efficient 
and extendable. The efficiency of the design is shown in our evaluations. 

The DSS matched with a suitable P2P module extends the usefulness of the 
DSS to asymmetric networks. The P2P algorithms work as a connection fall- 
back when direct connections are either impossible or resource inefficient. Direct 
connection establishment is not possible when dealing with mobility (mobile 
processes), firewalls, and NATs. 

Previously our middleware (as well as other shared state systems), incorpo- 
rating many state-of-the-art consistency protocols, required symmetric networks 
to work. In this paper we show how this limitation can be overcome by incorpo- 
rating suitable P2P algorithms, greatly extending the application domain. 
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Abstract. Recent developments in the area of peer-to-peer computing 
show that structured overlay networks implementing distributed hash 
tables scale well and can serve as infrastructures for Internet scale appli- 
cations. 

We are developing a family of infrastructures, TKS(N, k, /), for the con- 
struction of peer-to-peer applications. An instance of TKS(N , k, f ) is an 
overlay network that implements a distributed hash table and which has 
a number of desirable properties: low cost of communication, scalabil- 
ity, logarithmic lookup length, fault-tolerance and strong guarantees of 
locating any data item that was inserted in the system. 

In this paper, we show how multicast is achieved in T)KS(N , k , /) overlay 
networks. The design presented here is attractive in three main respects. 
First, members of a multicast group self-organize in an instance of 
VKS{N ,k, f) in a way that allows co-existence of groups of different 
sizes, degree of fault-tolerance, and maintenance cost, thereby, providing 
flexibility. Second, each member of a group can multicast, rather than 
having single source multicast. Third, within a group, dissemination 
of a multicast message is optimal under normal system operation in 
the sense that there are no redundant messages despite the presence of 
outdated routing information. 

Keywords: Peer-to-Peer Computing, Distributed Algorithms, Multi- 
cast, Distributed Hash Tables. 



1 Introduction 

The need for making effective use of the huge amount of computing resources 
attached to large scale networks such as the Internet is driving research in peer- 
to-peer (P2P) computing. Recent developments in this area show that structured 
overlay networks implementing distributed hash tables scale well and can serve 
as infrastructures for P2P applications. [1,9, 8, 2]. 

In an effort to contribute to this new trend, we are designing and devel- 
oping a family of infrastructures termed T>KS(N, k, /) [1], for constructing P2P 

* This work was funded by the European project IST-2001-32234, PEPITO and Vin- 
nova PPC project in Sweden. 
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applications. Each instance of UKS(N,k, f) is an overlay network that imple- 
ments a distributed hash table and which has a number of desirable properties 
including low cost of communication due to a novel technique for maintaining 
routing information, scalability, logarithmic lookup length, fault-tolerance and 
high guarantees of locating any data item that was inserted in the system. 



1.1 Motivations and Contributions 

Multicast is an important primitive for many distributed applications, such as 
content distribution and video conferencing. Traditional approaches for multicast 
work well in small scale systems. For large scale systems with extreme dynamism, 
such as P2P systems, the multicast problem must be addressed in a different 
fashion that enables creation of scalable, fault-tolerant groups in which multicast 
messages are delivered to all group members without any redundant messages. 
How to achieve this in the TKS(N, k , /) family is the main contribution of this 
paper. 

Multicast in large scale and highly dynamic environments such as peer-to- 
peer environments has been addressed according to two main approaches. In the 
first approach exemplified by [3] , the idea is to construct a multicast dissemina- 
tion tree. However, this approach has at least two drawbacks. First, non-member 
nodes of a multicast group maintain information about the multicast dissemina- 
tion tree. Furthermore, the number of messages sent for a given multicast is, in 
the worst case, in the order of the actual size of the underlying overlay network 
(i.e., Pastry). In the second approach exemplified by [6] a new CAN is created 
for the multicast group. But the dissemination of multicast messages does not 
ensure zero redundancy, because of the possibility of imperfect partitioning of 
the coordinate space. 

The design presented in this paper follows the second approach as in [6], 
although it differs in some respects significantly. The main contributions of our 
design are: (i) Members of a multicast group self-organize in an instance of 
TKS(N,k, f) in a way that allows co-existence of groups of different sizes, de- 
gree of fault-tolerance, and maintenance cost, thereby, providing flexibility, (ii) 
As in [6], each member of a group can multicast, rather than having single source 
multicast like in [3]. (in) In contrast to [6], within a group, dissemination of a 
multicast message is optimal under normal system operation in the sense that 
there are no redundant messages despite the presence of outdated routing infor- 
mation. This is achieved thanks to a “correcting broadcast” algorithm inspired 
by our previous work [4]. 



1.2 Roadmap 

The rest of the paper is structured as follows. In Section 2, we give an overview 
of the preliminary design of the VKS(N, k, /) family. In section 3, we discuss how 
multicast groups are created, how nodes join a multicast group and present the 
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algorithm used to transmit a multicast message to all members of a group with- 
out any redundancy. Thereafter we validate and evaluate our multicast scheme 
in section 4. Finally, Section 5 summarizes the paper. 

2 Overview of T>KS(N, k, f ) Design 

In this section, we recall the key ideas behind the preliminary design of the 
TKS(N,k, f) family [1], 



2.1 Underlying Assumptions 

For the design of the TKS{N,k, f), we model a distributed system as a set 
of processes linked together through a communication network. Processes com- 
municate by message passing. The communication network is assumed to be 
connected, asynchronous, reliable, and FIFO. By reliable, we mean that every 
message injected into the communication network eventually is delivered to its 
destination, provided that the latter remains connected to the communication 
network. 

To set up a TKS(N, k, /) system, it is assumed that: k is an integer greater 
or equal 2. The maximum number of nodes that can be in the system is N = k L 
where L is assumed to be large enough to achieve very large distributed systems. 
/ is the fault-tolerance parameter. Each peer knows the parameters N, k and /, 
thus can compute L. 



2.2 The Identifier Space and Notations 

In designing VKS(N, k, f) systems, we assume, like in most P2P infrastructures 
[9,8], that nodes of a TKS(N,k, /) and objects managed by these nodes are 
uniquely identified by identifiers taken from the same logical space. 

In this paper, we assume that the identifier space, denoted X = (0,1, • • • , N — 
1} is organized as a ring. We use for a, b € 1, a © b for ( a + b) modulo N. 

Next in the paper, we shall need to determine whether a given identifier 
belongs, going in the clockwise direction, to a part (or interval) of the identifier 
space. For this reason, we use an appropriate boolean function G, which will 
serve that purpose. For simplicity of notation, we shall use infix notation for the 
function G. 



2.3 Key/Value Pairs Management 

A TKS(N, k, /) overlay network implements a distributed hash table that serves 
for efficient storage and retrieval of key/value pairs. Let (t,v) be a key/value 
pair, where t is a key and v is the value associated with t. When inserted in a 
TKS{N,k, f) network, this pair is stored at the first node met moving on the 
identifier space starting from the hashed identifier of t, in the clockwise direction. 
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2.4 Levels and Views 

Any VKjS(N, k, f) network is built in a manner that allows each lookup to 
be resolved by following a path of a virtual k-ary spanning tree of height 
log k(N) ensuring logarithmic lookup path length. To achieve this, each node 
in a VKjS(N, k, f) network has log fc (iV) levels numbered from 1 to L, where 
L = log k(N). From now on, we shall use C for {1, 2, • • • , L}. 

When at level l £ C, a node n has a view V 1 of the identifier space. The view 
V 1 consists of k equal parts, denoted l\, 0 < i < k — 1, and defined below level 
by level. Next, we use K, for {0, 1, • • • , k — 1}. 

At level 1: V 1 = U /{ U 4 U ■ • • U l\_ i, where /q = [xj, a:} [, l\ = 

• • •, l]~-i = [ x k-ii x o[i x i = n © *T’ for 0 < i < k - 1. 

At level 2 < l < L: V 1 = I l 0 U l[ U I 2 U • ■ • U /(_ 1 , where I l 0 — [a^a;^, 
l[ = [x\,x l 2 [, /[_! = [x[., i, x , 1 " 1 [, x\ = n®i§;, for 0 < i < k - 1. 

2.5 Responsibilities 

Let n be an arbitrary TKS(N,k, f) node. Let l, 1 < l < L, and let V 1 = 
Uo<j<fc-i I l j be the view that node n has at level l. With respect to node n, for 
each Ij, 0 < j < k — 1, there is a node that node n considers responsible 

for Ij. Intuitively, the responsible for /j represents the node that n will contact, 
for example, when trying to resolve a key identifier that belongs to /j . 

We denote by S(x), for an identifier x, the successor 1 of x. 

For an arbitrary node n and an arbitrary level l £ C, the responsible for l\, 
i £ K. is S(xl). Each node is itself responsible for /q for any 1 < l < log k (N). 

2.6 Routing Information 

To ensure logarithmic (log fc (iV)) lookup length, each node n of a TKS(N,k, f) 
system maintains a routing table RT , which is of type RT:C — >■ (1C — > I) Hence, 
( RT(l )) ( i ) denotes the responsible for the interval l\. Sometimes, for the sake of 
clarity, we write RT n , to emphasize that the routing table under consideration 
is that of node n. 

In addition to the above routing table, each node n maintains a pointer 
denoted p, to its predecessor on the ring. The predecessor of a node n is the first 
node met when moving in the counterclockwise direction starting from n. So, in 
total, each node needs only ( k — 1) log fc (iV) + 1 for the purpose of the lookup. 

2.7 X9GS(7V, k, f) Networks Construction and Maintenance 

A TKS{N,k 1 f) is built as described in [1]. The core idea is that the join and 
leave operations are handled by local atomic actions that ensure a consistent 

1 The successor of an identifier t is the first node encountered, moving in the clockwise 
direction, starting at t. 
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interleaving of concurrent joins, leaves and other operations, such as multicast 
and broadcast. Typically, these local atomic operations involve very few nodes. 

Given that concurrent joins at different parts of the circle can take place by 
the same time, and that when a node joins it obtains an approximate routing 
table, it is possible that routing entries can be out of date. 

Handling such out of date information is the distinguishing property of the 
T0CS(N,k, f) infrastructures. Indeed, rather than using separate stabilization 
mechanism to be run periodically, the V)CS(N, k, f) design adopts another ap- 
proach in which erroneous or out-of-date routing entries are detected and cor- 
rected on-the-fly. We intuitively present the technique used in the next subsec- 
tion. 

We refer the reader to [1] for the handling of failures. 



2.8 Correction-on-Use 

The correction-on-use technique builds on two simple observations. 

Observation 1: By piggybacking the level and the interval information in 
lookup or insert messages, a remote node n' can determine upon receipt of 
a message from n, whether the routing entry used by n to send the received 
message was correct. 

Observation 2: Upon receipt of a message from a remote node n' , a node n 
becomes aware of the existence of n / , and can therefore determine whether 
it should consider n' as responsible some of its routing entries. 

To exploit the first observation, each node n maintains a back list 2 , which consists 
of at most the first / nodes encountered in the counter-clockwise direction, 
starting at node n. We recall by the definition of responsibilities, that at a node 
n, for any l (1 < l < log fc (iV)), and any i € 1C, (. RT n (l))(i ) = S(n ® ijj)- 
This invariant will hold in any configuration of the system where each node has 
correct routing information. Therefore, if a node n sends the level (i.e., 1) and 
the interval information (i.e., i) while sending message to a node n' , then node 
n' upon receipt of the message can determine whether the entry used by n was 
correct. With respect to node n! , the entry used by n to send a message carrying 

1 and i, is correct only if node n' is the successor of So, node n' , using its 

back list, can determine whether a node in its back list is a better approximate 
successor for n © iff. 

When a node n' detects that there is a better approximate successor for 
n © irr, node n' sends a BadPointer message to node n. This message serves 
to inform node n that the entry it used to contact n' is outdated. In addition, the 
BadPointer message carries the address of a node C, that node n' believes is 
the best candidate for correcting the routing entry used by n. The best candidate 
C is selected from the back list of n' . 

2 The back list component is one of the enhancements we have made on the preliminary 
design. 
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When node n receives such a BadPointer message, it updates its routing 
table and repeats the operation (e.g., lookup request, key/value pair insertion 
request, broadcast) that led it to contact n', but now the message is sent to C. 

The exploitation of the second observation is immediate. Indeed, when a node 
n receives a message from a remote node n\ node n checks its routing table to 
determine whether it should have n' in its routing table. If this is the case, node 
n updates its routing table accordingly. 



2.9 Lookup in a TfcS(N, k, f) 

The protocol for resolving keys in a VKjS(N , k, l ) overlay network is an interval 
routing protocol that serves not only for resolving keys, but also for correcting 
outdated routing entries. As we have already sketched the idea of detection and 
correction of outdated routing entries, in this section, we only present briefly 
how keys are resolved. 

When a node n receives a lookup request for key identifier t, from its user, 
node n checks if t is between its predecessor, p, and itself. If this is the case, node 
n does a local lookup to find the value associated to t. The result is returned 
to the user. Otherwise, node n triggers a forwarding process that goes level by 
level, and that consists in routing lookup messages toward the successor of t. Each 
lookup message carries necessary information (level and interval) for detection 
and correction of outdated routing entries. When the node n ' , successor of t is 
reached, node n' performs a local lookup to retrieve the value associated to t. 
The result is forwarded backward on the reverse path to the origin of the lookup. 

Inserting key/value pairs in the system is similar to the lookup. In addition, 
messages induced by key/ value pairs insertion are also used for detection and 
correction of routing entries. 



3 Multicast in ZVGS(iV, k, f ) 

In this section, we show how groups are created and managed in VKjS(N, k, f) 
overlay networks. We first give the underlying principle in Subsection 3.1. Then 
in Subsection 3.2 we explain the creation of groups. Subsection 3.3 gives an 
explanation of how nodes join a given group. Finally in Subsection 3.5, we present 
a “correcting broadcast” that serves to forward multicast messages in an optimal 
way within a group. 



3.1 The Principle 

The multicast in UKS(N,k, f) is inspired from [7]. However, our design differs 
from the one given in [7] in many aspects. First, in [7], the identifier space 
is a d-dimensional space while in TKS(N, k, /), the identifier space is a ring. 
Second, CAN relies on active correction for maintaining routing information 
while TKS(N,k, f) uses correction-on-use. Third, the broadcast algorithm used 
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for multicast message forwarding in CAN is not optimal, as it does not eliminate 
redundant messages under normal system operation. 

Our design borrows from [7], the idea of creating new instances of 
DKS(N,k, f) overlay networks for multicast groups. The idea is as follows. Let 
O be an instance of TKS{N,k, f). A node in O can decide to create a mul- 
ticast group identified by g. Members of g self-organize in an instance Gg of 
T0CS(N,k, f). The instance Gg is created and maintained as the underlying 
overlay network O. Information about group membership is distributed over 
the members of the group, as each group is represented by a specific instance of 

a ms. 

To multicast a message within a group g from a member node n, the multicast 
message is handed out to n. Then node n simply starts a “correcting broadcast” 
process that serves to forward the message only to members of g. The challenging 
part is to design the “correcting broadcast” for forwarding multicast messages 
while ensuring that under normal system operation, there are no redundant 
messages. The broadcast must be “correcting” , because in a TKS(N , k, /) overlay 
network representing a group, members can have erroneous routing information 
due to the way nodes are inserted in the group, and also because of leave or 
failure of group members. 

3.2 Group Creation 

Let O be an instance of TKS(N,k, f). We write No, ko and fo the values of 
the parameters N, k and / for the creation of the overlay network O. Let n be a 
node of O and assume that node n wants to create a new group identified by g. 
Then, node n first determines the characteristics of the group g. These include: 

— kg', the arity parameter within the group. This parameter serves for the 
construction of the topology of the overlay representing the group g. 

— N g : a power of k g that denotes the maximum number of members that the 
group g can have. This number serves to determine the ring onto which 
group members are mapped. 

— f g : the fault-tolerance parameter within the group g. This parameter serves 
also to determine the size of the back list. 

— H g \ the hash function used to map nodes in O onto the ring of maximum 
size N g . 

Then, once these parameters are set up, node n inserts itself as the first node 
of the group. The characteristics of the group, g, and the address of node n are 
made available such that other nodes of O interested in g can join the group 
g. The joining of a group deserves some explanations that we give in the next 
subsection. 

3.3 Joining a Group 

A node rij that wants to join the group g must know the characteristics of g and 
at least one node that belongs to g. 
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Assume node nj knows the characteristics of a group g and some node n, 
member of g. Then, using H g , node rij computes its potential position, a number 
in {0,..,^ — 1}, in the overlay network associated to group g. Then node, re- 
starts a join process similar to the one used to insert nodes in O , except that 
now, because N g can be small compared to No, we must resolve collisions during 
insertion. In the current design, we adopt the “first come first in” policy. As a 
consequence, it is possible for some nodes to continuously be rejected due to 
collisions when they want to join a group g. Addressing this issue is the subject 
of a future work. 

Once a node n g is inserted in a group g, node rij makes available the char- 
acteristics of g and the addresses of some nodes it knows are in g. This way, the 
group information diffuses. 

3.4 Illustration 

The principle of the multicast group in TKS(N,k, f) overlay networks is illus- 
trated in Figure 1. In this figure, panel a) shows a TKS{N = 32, k = 2, / = 3) 
instance in which only nodes with identifiers 4, 11, 15, 19, 25 and 28 are present. 
Let us call this instance O. Panel b) shows a TKS(N — 16, k = 4, / = 2) rep- 
resenting a multicast group with identifier g = 4, in which nodes 28, 25, 19 
and 15 of O are members. Note that because of the hashing function for the 
multicast group g = 4, denoted H 4 , each of the nodes 28, 25, 19 and 15 re- 
ceives a new identifier relatively to this multicast group. For example, node 
28 receives 1 as its identifier in the multicast group g = 4. Panel c) shows a 
TKS(N = 8, k = 2, / = 1) representing a multicast group with identifier g = 2 
in which nodes 4, 11 and 15 of O are members. Note that each node of O that is 
member of the multicast group g = 2 receives a new identifier relatively to this 
group. 



3.5 Correcting Broadcast 

The main difficult part of multicasting to groups in TKS(N ,k, /) is to achieve 
optimal forwarding of messages. To overcome this difficulty, we build on our 
previous work on broadcasts [4], which we adapt to fit our need for multicast. 
The proposed algorithm allows multicast messages to be delivered to all members 
of a group without any redundant messages. In addition, it allows members of a 
group to correct their routing information on-tlre-fly, leading to efficient use of 
the bandwidth. From this on-the-fly correction of erroneous routing information 
comes the name “correcting broadcast” . 

We shall proceed in two steps. First, we give the principle of the correct- 
ing broadcast in Subsection 3.5. Next, we present a formal description of the 
algorithm in Subsection 3. 



The principle. Each node n maintains a mapping GT n that takes a group 
identifier, g, then returns N g , k g , f g and the routing table, RT g , of n for the 
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Fig. 1 . Two groups based on a TKS{ 32, 2, 3). 



overlay network associated to g. For practical reasons, we assume that each 
node can be in at most MaxGroup groups. 

Let u be the application layer at a node n, member of a group g. When u 
wants to multicast an information x, u sends a BcastRequest(x, g) message 
to n. 

Upon receipt of BcastRequest(x, g), node n starts a broadcast pro- 
cess using the routing table associated to group g. In this broadcast process, 
node n conceptually moves in the counter clockwise direction to deliver a 
Bcast (x, g,l,i, Limit) to each node node n' considers responsible by n. The 
parameters of the Bcast message are: x , the information to be multicast. I and 
i serve for the correction-on-use. Actually, l and i represent the interval for which 
node n considers n' responsible for. The Limit parameter, serves the receiving 
node n! for determining which part of the ring associated to g , node n' should 
cover during the broadcast process. 

When a node n receives a Bcast (x, g,l 7 i, L) from a node n' : node n first 
adjusts (if necessary) its routing table for the group g to reflect the presence of 
n! in the overlay network associated to g 3 . Second, node n checks whether it is 
actually the node that n! should consider responsible for the interval represented 
by l and i. If this is the case, node n delivers the information x to its application 

3 This action is performed for correction-on-use. 
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layer. Then, node n conceptually moves in the counter clockwise direction to 
deliver a Bcast (x, g,l,i, Limit x ) to each node x that n considers responsible 
within the interval ]n, L[. The Limit x sent to a node x is computed such as to 
guarantee that the intervals covered by two arbitrary nodes are disjoint. This is 
the key to avoid redundant messages. 

If node node n finds out that it shouldn’t be considered responsible by node 
nf , then node n sends an BadPointer(Bcast(2;, g, l, i, L), C) message to n! . 
This message serves as a notification to n! that the information it has about 
interval represented by l and i is erroneous. In addition, the parameter C in the 
message BadPointer(Bcast(2;, g, l, i, L), C) denotes a node that n knows and 
believes is the successor of n' ® irj. 

When a node nf receives a BadPointer(Bcast(;t, g , l , i, L), C) from another 
node n, node nf adjusts its routing information to reflect the presence of node 
C, thereafter it re-sends the message Bcast (x, g,l,i, L) to the new responsible 
for its interval i at the level l. 



The formal description. This subsection gives the formal description of the 
“correcting broadcast” under the assumption on the communication network 
made in Subsection 2.1. The algorithm is specified as a set of rules of the form 

Event 

Action 

where Event is the reception of a message and Action is a sequence of state- 
ments that is executed atomically upon receipt of Event. For a node n to 
send a message Msg (param) to another node n' , node n executes the statement 
send(n : n' : Msg (param)). 

We assume that each node n has a mapping GT that takes a group identifier 
g and returns a 4-tuple ( RT g , N g , k g , f g ) where RT g is the routing table of n for 
the multicast group g, N g is the maximum size of this group, k g is the search 
arity within this group and f g is the fault-tolerance degree in this group. We call 
GT the group table of the node. Note that in addition to GT, each node has the 
routing table for the underlying TKS(N, k , /) instance. 



4 Simulation Results 

To validate our multicasting scheme we have simulated the algorithm in our 
stochastic discrete event simulator developed by our team using the Mozart [5] 
programming system. We focused on the following metrics: 

Redundancy, the percentage of redundant messages. Coverage, the percentage 
of those nodes that received each multicast message. Average Lookup Length, 
the average number of hops a multicast message takes from the source to each 
destination. Badpointer Traffic, the number of BadPointer messages induced 
by the correction-on- use. 
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Algorithm 3.1 Correcting Broadcast 

Message types: 

BcastRequest(x, g) 

Bcast (x,g,l,i,L) 

BadPointer(Bcast(:e, g, l, i, L), C) 

Variables: 

GT 

Rules: 

Ri :: receive(w : n : BcastRequest(;e, g)) 

(RT g ,Ng,kg,fg) := G T(g) 

Limit := n 

for l = 1 to log kg (N g ) do 

for i = k g — 1 downto 1 do 

if ( RT g (l))(i ) £ ]n, Limit[ then 

send(n : ( RT g {l)){i ) : Bcast (x, g,l,i, Limit)) 
Limit := n © i ,, 9 . , 

( k g)‘ 

fi 

od 

od 

D 



R.2 :: receive(n / : n : Bcast (x, g,l,i, L)) 

(RT g , N g , k g , f g ) := GT(g) 

Adjust RTg with n' 
if n(Bi €]p, n] then 

deliver x to application layer 
Limit := L 

for t = 1 to log kg (N g ) do 

for j = k g — 1 downto 1 do 

if ( RT g (r))(j ) £ }n, Limit[ then 
send(n : ( RT g (r))(j ) : Bcast (x, g,r,j, Limit)) 
Limit := n © j 

fi 

od 

od 

else 

C := best approximate successor from back list 
send(n : n' : BadPointer(Bcast(s;, g, l, i, L)), C) 

fi 

D 



R.3 :: receive(n : n' : BadPointer(Bcast(:e, g, l, i, L)), C) 
Let RTg be the routing table of n for g 
Adjust RTg with C 
send(n : C : Bcast(x, g, l, i, L)) 
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Fig. 2. Average Lookup Length 



Fig. 3. Number of BadPointer mes- 
sages 



The results from all the experiments showed that the multicast messages 
were received by every node in the group. Furthermore, no redundant messages 
were sent in any of these experiments. 

Figures 2 and 3 compare two multicast groups, TKS(N = 8 3 ,k = 8,/ = 
5) and TKS(N = 2 9 ,k = 2,/ = 5). Each group is initiated with 100 joining 
members, and thereafter 900 broadcasts are interleaved with 100 additional joins 
over time. 

Figure 2 shows that the TKS(N, k, f) system can be instantiated with a larger 
value for k to obtain a lower average lookup length. However, as Figure 3 shows, 
this will come at the cost of higher number of BadPointer messages. 

5 Concluding Remarks and Future Work 

We shown how multicast is achieved in TKS(N, k, f) overlay networks. The main 
idea lies on the fact that for each new group, a specific instance of TKS(N, k, f) 
is created and maintained exactly as for the underlying overlay network. Very 
large groups can be created at the cost of large amount of data for multicast 
group. Interestingly, each group is created with specific characteristics, such that 
smaller and bigger groups can co-exist. For example, powerful nodes can be in 
many or larger groups while less powerful node restrict themselves to smaller 
groups. 

With a given group, each multicast message is transmitted in an optimal 
way under normal operation, i.e. there is no redundant message. Because of the 
dynamism (join, leave and failure), members of a group can have outdated rout- 
ing information relatively to groups, the proposed “correcting broadcast” fixes 
outdated routing information on-the-fly, thus avoiding unnecessary bandwidth 
consumption. The proposed multicast scheme has been validated by simulations. 
We performed preliminary experiments that confirmed our expectations: no re- 
dundant messages are sent, and any multicast message sent to a group is received 
by every member. The simulations showed that the correcting broadcast effec- 
tively updates incorrect routing information. Moreover, each group can be tuned 
to adjust the trade-off between the efficiency and the cost of multicasting. 
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Abstract. This paper presents a software framework called SCOOT-R 1 that was 
developed in our laboratory to design and implement real-time distributed 
applications. This architecture allows the exchange of objects between 
processes running on interconnected computers. It is based on client/server 
model with real-time extensions. The paper describes the possibilities of our 
approach to allow the integration of independently designed modules in a 
coherent real-time system. Finally, we present a typical automotive application 
involving our system: real-time accurate vehicle positioning on a digital map. 



1 Introduction 

Real-time systems differ from other software systems by a stricter criterion of 
correctness of their applications. The correctness of a real-time application not only 
depends on the delivered result but also on the time when it is produced [1], Examples 
include highly complex systems such as flight controllers, automotive applications 
and industrial automation systems, etc. 

The increased complexity of embedded real-time systems leads to increasing 
demands with respect to engineering requirements: high-level design, early error 
detection, reusability, integration, verification and maintenance. The embedded 
computing hardware resources in real-time systems must usually meet stringent 
specifications for safety, reliability, limited hardware capacity, etc. 

The context of our research works depicted in this paper is the automotive field. In 
fact, the embedded applications in a vehicle are complex. Components are supplied 
by various industrial sub-contractors. Some applications are critical for the security of 
people. Furthermore, a vehicle can contain several tens of processors and a complex 
interconnection structure 2 . 



1 SCOOT-R stands for Server Client Object Oriented for the Real-Time. This Work was 
supported in part by the European Project ROADSENSE (ROad Awareness for Driving via a 
Strategy that Evaluates Numerous Systems; http://www.eu-proiects.eom/roadsense/ l. 

2 Recent Renault Laguna: 20 processors, BMW Series 7: up to 60 processors. 
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The objective of this paper is to present our software framework SCOOT-R, its 
main features and services to design and implement distributed real-time applications. 
SCOOT-R is the acronym for “Server and Client Object Oriented for the Real-Time”. 

The rest of this paper is organized as follows: Section 2 describes the requirements 
that led to the development of this system. Section 3 describes the features of 
SCOOT-R that make it a good framework for prototyping multi-sensor automotive 
applications. Section 4 presents the main services provided by the system. A typical 
application involving our solution is given in Section 5: real-time accurate vehicle 
positioning on a digital map. 



2 SCOOT-R Architecture 



Our solution presents a framework for software development; resting on a set of basic 
services built as a middleware layer above a real-time kernel. SCOOT-R offers a 
framework for distributing tasks on multi-processing unit architecture, along with 
communication and synchronization services. 




Fig. 1. Overview of SCOOT-R environment 

The architecture includes also additional support to verify real-time constraints and 
to implement fault-tolerant strategies. 

The whole system is conceived so that it is possible to prove, before launching, that 
all deadlines of applications will be respected including in the worst case of load and 
of tolerated faults. All these features have been implemented in our prototype. 

2.1 Component Oriented Architecture 

It is now recognized that object-oriented techniques are well suited to the design and 
implementation of distributed real-time applications [8], Objects may be used to 
encapsulate a great variety of hardware devices used in such applications and to make 
abstraction of the low-level interfaces details. 

The modular architecture concept has been widely used in SCOOT-R: nearly each 
element of the system, including the core, is a module (or a set of modules). At the 
programming level, it means that nearly all the classes inherit from the same common 
class. 

The integration of intelligent sensors in a distributed system encourages the 
request-based model. Moreover, the use of a client/server model facilitates the object 
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modeling of the system. Each client and server of the system is modeled by an object. 
One can easily make his own custom modules in C/C++, and SCOOT-R provides the 
interface to the other modules (sensors, display systems, etc). 

A real-time system will be constituted by interconnected hardware components 
(Fig. 2). Each of these hardware components supporting one or several software 
components, each one corresponds to an application implemented by a set of servers, 
of clients and possibly of other tasks. 




Fig. 2. Component oriented architecture 

In classic engineering fields, a component is a self-contained subsystem that can be 
used as a building block in the design of a larger system. The component provides the 
specified service to its environment across the well-specified component interfaces. 

The development of standard real-time components that can be run on different 
hardware platforms is complex. The components have different timing characteristics 
on different platforms. Thus a component must be adapted and re-verified for each 
HW-platform to which it is ported, especially in safety-critical systems. Hence, we 
need to perform a timing analysis for each platform to which the system is ported. 

The basic requirements when designing real-time components for efficient reuse 
are to create components that are memory efficient, fulfill the requirement on the 
worst case execution time, and are easy to use and reuse. 

In SCOOT-R, servers and clients are implemented as descendants of generic 
classes of the SCOOT-R API while writing a minimum of code and while expressing 
the temporal terms to which clients and servers subscribe. A component in our system 
can contain several clients and/or servers SCOOT-R that cooperate between them to 
provide the results expected by the component interfaces. Using SCOOT-R API, the 
clients and servers stubs are written as very classical and human readable C++ 
classes. 

2.2 Client/Server Model 

The integration of intelligent sensors in our applications has led us to consider the 
communications between components on a transactional basis. The sensor delivers its 
data not only when it is solicited but also when it’s processing is achieved. So, the 
communication is best implemented on a request based client/server model. This 
approach allows sensor dependent and independent code to be implemented by 
independent programmers teams. 
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SCOOT-R communication layers cover from network to presentation layers and 
lies on the physical layer of the used network (IEEE-1394). The presentation layer 
encapsulates the full set of communication features in an object oriented API. 

2.3 Distributed and Real-Time Approaches 

SCOOT-R clients and servers exchange data while respecting a real-time contract, 
which is specified as a set of standardized constraints. Table 1 illustrates these 
temporal contracts and the results in case of non-respect of the rules. 

Table 1 . Real-time contracts 



Constraint 

attribute 


Client side comments 


Server side comments 


Response time 
in worst case. 


This time includes the response time and 
the communication time in the worst case. 
If it expires, the transaction fails with 
“timeout” error. The server is considered 
defective and may be replaced by a 
redundant server. 


Response time of the server in worst 
case. The non-respect of this time 
indicates a software misconception 
rather than hardware or network 
error. 


Recovery time 
on simple error 


This clause is an engagement of the server 
and a request of the client. 


Maximum time of registering of the 
server in the case of deactivation of 
the server or some incidents such as 
a reset on the FireWire bus. 


Min_Period 


Maximum rate of request to be respected by 
the client. It must be compatible with the 
server constraint. 


Maximum rate of requests for each 
client. This value multiplied with 
Max_clients limits the processor 
resources needed by the server. 


Max_clients 


N/A 


Maximum number of clients 
supported by the server. 



Transaction 

cost 




Min_Period 



Fig. 3. Transactions chronogramme. 

As each transaction consumes some CPU time, the total server activity is 
calculated using “Min_Period” and “Max_clients”. The load distribution on the 
processing units is thus validated (Fig. 3 ). 

The SCOOT-R extension for the client/server model consist of these temporal 
clauses. This extension is decisive to achieve the SCOOT-R goals. 

2.4 Dynamic Reconfiguration and Redundancy Management 

Fault-tolerance may be implemented by different ways [3]. We decided to use partial 
replication of the critical system modules. We consider either software or hardware 
replication or both. 
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In fact, we focused on the server redundancy. In Fig. 4, a replication of a GPS 
server is illustrated. A specific algorithm will permit the activation of the better server 
registered in the services database replicated in each node of the network (§ 3.2). 

For the application to be fault tolerant, the restoration time of the service should be 
compatible with the temporal constraints announced by the application. 




Fig. 4. Redundancy approach. 

Another aspect of redundancy is the selection of the best component providing a 
given information. Let's consider an accurate positioning system of a vehicle 
functioning by fusion of inertial and GPS data. Another server yields position using 
GPS and Odometer data. A quality indicator is associated with each server. 

This quality may depend on the vehicle physical environment (adherence, 
speed...). Each fusion module evaluates its quality. When the positioning data is 
needed, SCOOT-R provides the value having the best quality indicator. Let’s assume 
that “GPS-inertial fusion” module will be providing the best value. In case of 
“Inertial” module failure, the quality indicator of the “GPS-inertial fusion” module 
decreases significantly. Hence, SCOOT-R selects dynamically the “GPS-odometer 
fusion” module. 



3 SCOOT-R Services Operation 

SCOOT-R needs a communication media providing a deterministic access time and 
transmission delay in order to provide the real-time services presented hereafter. 

3.1 Network Time Stamping 

The provision of a system-wide global time base with sufficient accuracy is a 
fundamental prerequisite for the design of a distributed real-time system [7]. To get 
round the problem of broadcasting the global time, we used double time -reference 
techniques based on network and local time stamping. The IEEE- 1394 bus offers a 
service of high rate synchronization (8 KHz) that permits to obtain a global time 
between two bus reconfigurations (node added or removed). 

The application should manage the transition between these independent global 
times (before and after reconfiguration) using the local time of the local node. 

3.2 Servers Registration and Access to Services by Clients 

In SCOOT-R API, upon setting up a server, a server object is created. As soon as the 
server quality indicator becomes non-zero, the server launches a procedure to 
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introduce itself to all the nodes on the bus (registration procedure). If the service role 
(same service name) is already taken by another server, it will wait until the quality of 
the current server becomes less than its own quality to win the arbitration. So, the 
server that has the best quality will provide the service. 

This registration procedure needs a safe broadcast protocol and a decision 
algorithm to elect the winner among the registration submissions for a given service. 

This broadcast protocol should guaranty that all nodes will receive all the emitted 
messages through a custom acknowledge mechanism. The decision algorithm selects 
the most recent request based on the common network time stamping. 

In case of adding a new node on the bus, it should be informed of all the previously 
registered services of the other nodes. For FireWire bus [4] or for MOST bus [5], a 
global reconfiguration is made whose over-cost is lumped and may be bounded. The 
same procedure is used for the node suppression or other major network incidents. 

At the client side, a transaction is performed by sending a request message and 
getting back a reply message within the specified time. If this specified delay has 
expired, the server will be overwhelmed. Its quality is lowered for a period of 
purgatory during which it will lose all arbitrations. So the nuisance capacity of a 
failed server is limited. 

In order to explain the philosophy of our client/server model, the Fig. 5 illustrates 
two statecharts of a normal behavior of our system. 





Fig. 5. Statechart of a SCOOT-R server and client 

At the server side, one server leaves state “off” and can be registered as soon as its 
quality becomes greater than zero. It will be registered if it has the highest quality of 
all others servers of the network for the same service. 

The ”remote_server” object (client side network interface) has two steady states: 
the state “on” and the state “off’. The application starts the transaction by invoking of 
the cal\() method of the “remote_server” object. 

Every node maintains a table of services containing their description, including the 
node address, the port associated to the server, the size of data, names of data types 
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and parameters of the temporal contract. All the services are identified by their names. 
This table is updated by the servers registration algorithm and is reset at each global 
reconfiguration. 

In order to provide a distributed real-time communication service, SCOOT-R 
communication stack integrate both the synchronization and client/server 
communication management services. 



4 Automotive Application Using SCOOT-R 

Our lab is involved in the European project ROADSENSE whose goal is to provide a 
framework for establishing robust Human Machine Interface requirements that will 
drive technology change. 

Part of our contribution is the design of a distributed real-time architecture (Driver 
Behavior Interface Test Equipment). For this purpose, we use SCOOT-R as a 
development framework for distribution and communication techniques. 

4.1 Application Context 

This modular application (Fig. 6a) is a small sub-set of the ROADSENSE application. 
It permits the accurate positioning in real-time of a car on a digital cartography GIS 
(Geographical Information System) [10]. 

In our application, GPS, Odometer sensors are necessary for the vehicle 
localization. These sensors and other tasks like the fusion and GIS are encapsulated in 
SCOOT-R modules. 

The GPS module permits to acquire GPS data frames through the serial bus and to 
provide them in real-time on the network as a SCOOT-R server. We use a differential 
GPS with a precision about 4-5 meters at 1 Hz. 

The odometer module acquires through a PC-card the speed and the distance 
flowed by each wheel. 

The GIS module searches in a circle of radius R and center C (measured by the 
GPS) all linear road segments and provides them in SCOOT-R format (Fig. 6b). 

The first fusion module combines GPS and Odometer data. So the accurate 
position is kept between the GPS 1 Hz messages and during the GPS masking that can 
still for several seconds. In order to improve the precision, the vehicle position is 
projected on the GIS map by the second fusion module. Furthermore, using the 
accurate position, the GIS module sends pertinent information to the display module. 

The commutation from fusion 1 to fusion2 module is done in a bounded time 
without disturbing the clients invocations on fusionl module. So, when the fusion2 
module is ready to operate, the client access it and continue its transactions. 

On the other hand, when the fusionl server doesn’t respond at time to the client 
requests, it will be considered as defective and the client transaction will fail. The 
server will be replaced by the server of fusion2 module. The client should wait until 
this replacement process has been completed before initiating another transaction. 
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(a) 



(b) 



Fig. 6. (a) General architecture of the accurate positioning, (b) Communications client/server, 
GPS - GIS 



4.2 Real-Time Application Constraints 

In this sub-section, we explain the real-time requirements of the application that led to 
use SCOOT-R. The precision of the positioning resides on the data quality, on the 
dating precision and on the communications and processing delays. 

Furthermore, we need that the global imprecision degradation to be less than one 
meter (GPS imprecision + 1 meter). Let’s consider a vehicle with a nominal speed of 
30 m/s; note that one-meter corresponds to 3/100 seconds at this speed. This precision 
should be preserved between the GPS messages and during GPS masking. 

Using the SCOOT-R time-stamping mechanism for a distributed environment, the 
degradation does not exceed 10 ps. 

The access by the fusion modules to the odometer data and for the “fusion2” 
module to the data produced by the “fusion 1” module should be done in a strictly 
bounded delay for the application to operate properly. More critical even is the access 
to the «display» server, as unexpected delay can’t be taken into account by a 
predictive algorithm. If each of these data communication is less than 1/100 second, 
our application delivers correct results (if the other aspects of it’s design are correct). 

In Fig. 7, a uniform speed is represented by the oblique dashed line (45°). GPS data 
are acquired at 1 Hz while the odometer data are acquired at 100 Hz. We present at 
the Y-axis the imprecision intervals. Between the GPS acquisition time (tgp S ) and the 
odometer acquisition time (t tod ), we have the real value of the vehicle position. After 
t 0 d, we do not have a real measure of the position, and the vehicle model changes 
dynamically (region between upward and downward curved dashed lines). 

The dynamic model of the vehicle uses odometer data to compute its position at 
instant t od . We add the imprecision of the GPS data acquisition time to the 
imprecision of the GPS module (~ 5 meters). Imprecision of odometer data and of 
data acquisition time degrade the results quality. These computations are achieved 
and displayed slightly later; so predictive model is used to provide results at the 
display time rather than at the acquisition time. 
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4.3 GPS Client and Server Using SCOOT-R 

Implementing a SCOOT-R client/server service is done by defining new C++ classes 
for exchanged data, server and client sides stubs. These classes inherit from base 
classes of the SCOOT-R library. 



Server definition 

To create a “GPS” server, a descendant class “server_gps” is created from the generic 
class “scooter_server”. The method get_buffer_in() defines the object type received 
from the client and get_buffer_out() defines the object type returned by the server. 
The “accept” method is called at every transaction initiated by any client of the 
“GPS” service. In this example it consists in providing to the client, the information 
on the actual position and speed of the vehicle. 

The server definition also includes needed functions to supply the constraints listed 
in table 1 . For the “gps_server” implementation, “worst_case” will be set to 20 ms, 
“max_at_once_clients” to 10, “min_period” to 100 ms and “max_recover” to 200 m 



Server invocation 

At the application level, an instance of the previously defined server class is created, 
then one has to manage properly the quality of the server using the set_quality() 
method. 

In order to use the server defined previously, a new class is defined by inheritance 
from the basic client class. 

For the “gps_client” side, “worst_case” will be set to 50 ms, “min_period”” to 100 
ms and “max_recover” to 200 ms. 




Client application accessing the server 

Once a local object is created as an instance of the previous “remote_server_gps” 
class, the “fusion” or “GIS” applications use the callQ method from this object to get 
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back the GPS data from the “gps” server. In the case of GPS masking, the quality of 
the “gps” server becomes zero and the “SERVER_DOWN” error will occurred. 

4.4 Worst Case Time Analysis for the Distributed Application 

For each computer, a local RMA (Rate Monotonic Analysis) [11] is performed to 
determine the worst-case behavior for each activity. We take into consideration the 
maximum number of clients for each server. So, each computer is validated as a 
hardware component. In table 2, we present only the results for computer 1. 



Table 2. RMA for computer 1 





Worst delay 


CPU time per activity 


ISR (Interrupt Service Routine) for timer, IEEE-1394, serial 
line and high priority task 


0 


500 ps at 100 Hz 


Odometer server 


500 ps 


100 ps+50 ps(per transaction) * 8 clients = 500 ps 


Fusion 1 computation & server 


1 ms 


1ms + 50 ps* (8 clients) = 1,4 ms 


SCOOT-R overhead 


2,4 ms 


200 ps 


GPS server 


2.6 ms 


60 ps * 8 clients < 500 ps 



Knowing the list of clients and servers and the size of messages sent on the 
network, we can compute the worst time for each node to send a message. 



Table 3. Clients and servers per computer 



Computer name 


Clients 


Servers 


Computer 1 


GIS, Display 


GPS, Odometer, Fusion 1 


Computer 2 


GPS, Odometer, Display, Fusionl 


GIS, Fusion 2 


Computer 3 (display) 


No clients 


Display 



In order to simplify the computation, we estimate that: 



MAT<nb_nodes*MET ( 1 ) 

Where MAT = Media Access Time, and MET = Maximum Emission Time. 

In our example, we have four calculators in the network. So, from the previous: 

MAT<4*MET ( 2 ) 

Where, MET= 1 0 p s+M ax_L eng th spec d 

- MaxJLength = Maximum size of messages in bytes. 

- Speed = Transmission speed on the IEEE-1394 bus in Mb/s. 

In case of messages with maximum size of 8000 bytes and a bus speed of 400 
Mb/s, we obtain: 

MET =30 [is, MAT = 120 ps. 

Let’s note that the lOps in the last formula corresponds to the arbitration period on 
the IEEE- 1394 bus. 






106 



K. Chaaban, P. Crubille, and M. Shawky 



Table 4. Computation and network delays 





Number of Modules 


Clients 


Data size per message 


Server response time (load) 


Transaction time 


Computer 1 


6 


GIS 


1 Kbytes 


2 seconds 


(6 + 7) *MAT 


Display 






(6 + 3) *MAT 


Computer 2 


7 


GPS 


2000 bytes 


30 ms 


(7 + 6) *MAT 


Odometer 






(7 + 6) *MAT 


Display 






(7 + 3) *MAT 


Computer 3 


3 


Display 









Moreover, the arbitration mechanism on the IEEE- 13 94 bus is guaranteed by a 
fairness interval for asynchronous transactions. The fairness interval ensures that each 
node wishing to initiate a transaction gets fair access to the bus [4]. Table 4 
recapitulates these metrics. 



5 Conclusion 

This paper has given a presentation of the architecture and current status of the 
SCOOT-R project, aiming at building a distributed run-time support for applications 
with hard real-time and fault-tolerance constraints. Our solution rests on a set of basic 
services built as a middleware layer above a real-time kernel. Essential protocols for 
the fault-tolerance, like synchronization of clocks, replication and reliable diffusion 
are implemented. Special attention was given to the communication subsystem since 
it is a common resource to middleware services developed. 

Our existing vehicle positioning application benefit from the SCOOT-R 
middleware. The application requires bounded end-to-end communication delays 
guaranteed by our communication subsystem, as well as fault-tolerant replication. 

The temporal specifications of components consist of specify some deadlines 
values. Static and dynamic verifications permit to assure the deadlock and the respect 
of the temporal constraints of the system. 

The redundancy management in the system doesn't require specific efforts of 
design and development to dynamically replace a server or to activate a redundant 
function. This enables an evolution of the services without interruption. 
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Abstract. Locating contents is an essential function, but it presents a 
very difficult and challenging problem for large-scale Peer-to-Peer (P2P) 
systems. Many P2P systems, protocols, architectures, and search strate- 
gies are proposed for this problem. In this paper, we focus on the self- 
organization of a community structure based on user preferences for P2P 
systems. We propose these methods to improve P2P search performance: 
1) Extended Pong, 2) Pong Proxy, 3) QRP with Firework 4) Backward 
Learning, and 5) Community Self-Organization Algorithm. We evaluate 
the performance of the self-organized community network through sim- 
ulations. These results show that the self-organized community network 
maintains a high query hit rate without overflow. 



1 Introduction 

Peer-to-Peer (P2P) protocols and applications such as Gnutella[l] and Freenet[2] 
extend the power of Internet users. The current major P2P application is sharing 
of multimedia content. In the future, P2P systems will be applied to distributed 
search engines, knowledge management, and myriad Internet applications. How- 
ever, P2P systems present many problems, one of which is Locating Contents. 

In Gnutella protocol v0.4, a flooding algorithm is used to locate contents as 
shown in Fig. 1(a). Peer A sends a Query tagged with a maximum Time-To- 
Live (TTL) to its all neighbors on the overlay network. Each peer forwards the 
Query to its neighbors. When the Query string partially or exactly matches a file 
name stored locally, the peer replies with the Query Hit. Though this algorithm 
is very simple and robust even when peers are joining or leaving the system, 
it lacks scalability. A system comprising a large number of peers is inundated 
with Queries even if peers do not forward Queries that they have forwarded 
previously. 

This paper proposes an approach to locating contents, a self-organization of 
communities based on the user’s preferences. It is very natural to introduce a 
structure of community into P2P systems. Communities in the real world and 
cyberspace are formed by people who have similar preferences. For example, they 
form mailing lists, chat rooms, and Bulletin Board Systems (BBSs). Information 
required by members is propagated efficiently into the community, so that it is 
expected that the query hit performance improves without overflow. In Fig. 1, 
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(a) Gnutella v0.4. (b) Self-Organized Community Network. 



Fig. 1. Network topologies of Gnutella and the Self-Organized Community Network. In 
these figures, Peers A and B, and Peers C and D have identical preferences. Solid arrows 
represent message X € {Ping, Query} and broken arrows represent reply message Y £ 
{Pong, QueryHit}. The thickness of the broken arrows represents the number of reply 
Pong messages for a Ping. 



a) Gnutella Header. 


Descriptor ID 


Payload 

Descriptor 


TTL 


Hop 


Payload Length 


0 15 16 17 18 

(b) Pong. 


19 22 


port 


IP Address 


Number of Files 
Shared 


Number of 
<ilobytes Shared 




0 12 56 10 11 13 

c) Extended Pong. 




port 


IP Address 


PeerDigest 


0 12 56 32005 



Fig. 2. Structure of message: (a), (b), and (c) are the Gnutella header, Pong, and 
proposed extended Pong, respectively, (a) In Ping, the Payload Length is 0. That is, 
Ping comprises only a header, (c) The proposed extended Pong includes a PeerDigest. 



an example of the Gnutella network and the self-organized community P2P 
systems are shown, respectively. It is assumed that Peers A and B have the 
same preferences; similarly, Peers C and D do also. In the Gnutella network, if 
Peer A sends a Query to the Gnutella network, Peers C and D must receive and 
forward the Query as shown in Fig. 1(a). Hence, Peers C and D are troubled with 
that trivial Query message. In self-organized community P2P systems, Peer A 
sends a Query to Peer B directly because it has the same preferences, as shown 
in Fig. 1(b), thereby decreasing the load on Peers C and D. 

The remainder of this paper proceeds as follows: Section 2 presents a Com- 
munity Self-Organization Algorithm based on users’ preferences; Section 3 shows 
through simulations that a self-organized community network maintains a high 
query hit rate without overflow; Section 4 addresses related work; and Section 5 
concludes the discussion and proposes future work. 
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2 Improvement of P2P Protocols 

There are evident communities in some conventional client-server web applica- 
tions such as mailing lists, chat rooms, and BBSs. These communities are main- 
tained by centralized servers. On the other hand, decentralized and distributed 
P2P systems have no such servers. In a social network, a so-called acquaintance 
network [3], communities are frequently self-organized by local interactions. This 
study implements local interactions to a decentralized P2P system using 1) Ping- 
Pong and 2) Bloom filters. [4] Next, we briefly explain these key technologies. 



2.1 Key Technologies 

Ping-Pong. In Gnutella protocol v0.4, a peer uses Ping to probe the network 
actively for other peers. Gnutella protocol messages comprise a header and 
payload. A Ping has only a header portion, as shown in Fig. 2(a). A peer 
receiving a Ping forwards it to its neighbors and responds with a Pong, which 
contains its own IP address and the Port number and the amount of data it is 
sharing on the Gnutella network. The payload part of a Pong message is shown 
in Fig. 2(b). The number of Pings increases exponentially through replication 
and forwarding, thereby flooding the network with Ping-Pongs. 



Bloom Filter and QRP. A Bloom filter [4] is a quick and space-efficient data 
structure for representing a set of N elements to support membership queries. 
An array of M bits and K independent hash functions is used for a Bloom filter. 
A Bloom filter may generate false positives. According to the analysis in [5] , the 
false positive rate is given as 




where r represents the number of bits per element, M/N. Some exemplary values 
of false positive rates are 

M/N = 6 K = lf = 0.0561 M/N = 8 K = 6 / = 0.0215 

M/N = 12 K = 8 / = 0.00314 M/N = 16 K = 11 / = 0.000458 

We can choose a reasonable value of M/N and K by considering the expected 
false positive rate. 

Rohrs proposed a Query Routing Protocol (QRP) [6] for Gnutella networks. 
In QRP, keywords are hashed and embedded in a Bloom filter. The Bloom filter 
of each peer is sent and forwarded to its neighbors so that the Bloom filter is 
propagated throughout the network. Queries are routed according to the QRP 
without a flooding algorithm. 
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2.2 Improvements 

The above subsection briefly explained Ping-Pong, Bloom filters, and QRP. We 
extend these important elements to improve the P2P system performance. 



Extended Pong. We extend a Pong message so that we can use Bloom filters 
to self-organize communities. The Extended Pong (ExPong) includes a Bloom 
filter as shown in Fig. 2(c). In web cache systems [7], a Bloom filter is called 
a Summary Cache[ 8] or Cache Digests[ 9]. In this paper, a Bloom filter of the 
ExPong is called a PeerDigest. The PeerDigest of Peer i is represented as digesti. 

We restrict the shared contents within such document files having extensions 
as .html, .ps, and .pdf. Shared .pdf or .ps files are transformed into text files 
by pdftotext or ps2text. Keywords are extracted from these text files using 
text mining techniques. [10] Moreover, users can choose additional keywords 
independently. It is considered that digesti shows the preference of the Peer i 
because these keywords are embedded into the PeerDigest. 



PeerDigest Cache and Pong Proxy. In Gnutella protocol v0.6[l], a hierar- 
chical structure is defined as Ultra Peer and Leaf Peer. The Gnutella backbone is 
dominated by connections of Ultra Peers because Leaf Peer connects only to Ul- 
tra Peers. Ultra Peer serves as a proxy or server like Clip2 Reflector or Napster, 
thereby reducing redundant Pings and Queries. 

In this paper, we propose a Pong Proxy instead of a hierarchical structure to 
reduce Ping-Pongs. Each peer has two PeerDigest Caches: cachei(l = 1,2). Pairs 
(address j , digest j) are cached into the cachei, where address j is ipjiportj of Peer 
j. The first and second neighbors of Peer i are represented as nbr lt i(l = 1,2). 
The index l of cachei and nbri,i indicates the degree of neighbors. If Peer j 
receives a Ping from Peer i, Peer j responds with an ExPong including digest j. 
Moreover, Peer j responds with ExPongs including digestk(k £ nbrji). Peer 
i caches digest j and digestkS into cachei ,i and cachei, 2 , respectively. In this 
manner, Peer j plays the role of Pong Proxy. 

If each peer sends Pings to all first neighbor peers, as in Gnutella v0.4, 
the network load will increase as a result of the ExPongs because the ExPong 
size is usually very large. We also improve the Ping- ExPong protocol in the 
following respect. Each peer sends Pings to MaxCon peers that are selected 
randomly from cachei. The peer responds with MaxCon ExPongs that are 
selected randomly from cachei . Hence, the upper bound for the total size of 
ExPongs that a peer will receive is given as 

upper bound = MaxCon x (1 + MaxCon ) 

X jS’IZCExPong- (2) 

It is fair to add that the Gnutella peer also sends and forwards Pings to 
MaxCon peers in simulations of Section 3. 
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Fig. 3. QRP with Firework and Backward Learning. Peer A sends the Query to Peer 
B. Query routing is decided by check(digestj , q)(j £ nbrg, 1 ) at Peer B. q, qh, and qe 
show the Query, QueryHit, and Query Error, respectively. 



QRP with Firework. According to the Pong Proxy, each peer has information 
about the contents shared by its neighbors. We use the PeerDigests for query 
routing. 

In Fig. 3, Peer A sends a Query: q , including search keywords, to Peer B. If 
Peer B has no content for the Query, Peer B must forward the Query. Routing 
of the Query is implemented as follows: Peer B checks whether keywords of q 
are in digest £ nbrB.i) or not. It is given as 

check {digestj,q) = {true, false}. (3) 

If keywords exist in digestj(j £ nbrs . 1 ), Peer B forwards the Query to Peer j. 
In Fig. 3, Peer B forwards the Query to Peers C, D, and F. If check(digestj, q) 
is false for all first neighbors, the Query is forwarded to Peer j{£ nbr\), which 
is selected randomly. This process is equivalent to a Random Walk Search. 



Backward Learning. In Fig. 3, Peer B forwards the Query to Peers C, D, and 
F. If Peer F has no content for the Query and is in Dead Lock, Peer F returns 
QueryError: qe to Peer B. According to the QueryError, Peer B modifies digestF 
as 

digest ^ =0, m = h^{q) (k = 1, ■ • • , K), 

where digest is the m-th bit of digest and h is a hash function. On the other 
hand, if Peer C has content sought by the Query, Peer C replies to Peer B with 
QueryHit: qh. The QueryHit: qh is backwarded to the Peer A by way of Peer B. 
According to the QueryHit, each mediate peer and originator routed by random 
walk strategy modifies digest as 

digest = 1, m = h k {q) (k = 1, • • • , K), 

where j(£ nbri^i) shows the next or last mediate peer. 
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procedure .Self-Organization (Peer i) 

calculate sirriij for all Peers j £ nbri ,2 

nbri ,2 = sort nbr-i j according to sirriij 

Peer j =top of 

connect to Peer j 

add Peer j to n&r;, i and cachets 

remove Peer j from nbrij and cachet ,2 

if( Coni > MaxCon-i) 

Peer k = select from nbrij at random 
disconnect Peer k 

remove Peer k from nbrtj and cachet ,i 



Fig. 4. Pseudo code of the proposed Community Self-Organization Algorithm. In the 
following simulations of Section 3, MaxCon = 4. 



2.3 Community Self-Organization Algorithm 

This subsection presents the Community Self-Organization Algorithm (CSOA). 
The above section mentioned that the PeerDigest shows the respective prefer- 
ences of peers. Therefore, we can use PeerDigest to self-organize communities 
based on respective users’ preferences. 

We must define the similarity of the preference between Peer i and Peer j, 
sirriij. That similarity is defined as 

sirriij = count(digesti A digest j), (4) 

where A is an AND operator and count(-) is a function that counts bits with 1. 

Self-organization is implemented as follows. Firstly, Peer i calculates the sim- 
ilarity sirriij between itself and the second neighboring Peers j(€ nbr i 2 ). Sec- 
ondly, Peer i selects the Peer j that has the largest value of siniij. Thirdly, if the 
number of current connections Coiii is greater than the maximum connections 
MaxConi, then Peer i randomly selects Peer fc(£ n&r,p) to disconnect. Finally, 
Peer i disconnects Peer k and connects to Peer j. The pseudo-code of this self- 
organization algorithm is shown in Fig. 4. This algorithm is very simple and 
requires only local information, that is, the PeerDigests of the first and second 
neighbor peers. Moreover, this local information is obtained by local interactions: 
Ping-ExPong and Pong Proxy. 



3 Simulations 

Simulator of complex systems such as Gnutella is not an easy task. We provided 
a simple setup for the following simulations. 
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— Initial Topology 

The initial topology of a network is given as a random network, as shown 
in Fig. 10(a). The network comprises 500 peers. Each peer has four random 
outgoing links; therefore MaxConi = 4. The number of peers is constant in 
the following simulations. We also simulated cases wherein the network is 
growing, but identical results to these were obtained. 

— Community 

All peers are classified into five communities. Each peer is assigned randomly 
to one of these communities. There are no explicit community structures in 
the initial network topology as shown in Fig. 10(a). 

— Contents and Keywords 

Each keyword is an integer value for simplicity. [2] The number of keywords, 
N, is 500. The keywords are divided to five classes: KCi{i = 0, • • • , 4). Class 
KCi comprises the inherent 100 keywords and 20 keywords which belong to 
the class KC i+ i(KC 5 = KC 0 ). The content associated with each keyword 
is an integer equal to the keyword. 

— PeerDigest 

The hash functions are built by first calculating the MD5 signature of the 
keyword string, which yields 128 bits, then dividing the 128 bits into four 
32-bit unsigned integer values, then finally taking the modulus of each 32-bit 
unsigned integer value by the PeerDigest size M[ 8]. MD5 is a cryptographic 
message digest algorithm that hashes arbitrary length strings to 128 bits. The 
bits per element M/N is set to four in the following simulations; therefore, 
the theoretical false positive rate is 0.160. 

— Local Storage 

In real P2P systems, most users have no shared local storage; they are called 
Free Riders[ 11]. However, in simulations, peers have the same local storage 
capacity for simplicity. We define the local storage capacity factor as 



a = 



LSC 
NC ' 



( 5 ) 



where LSC and NC are the local storage capacity and the number of con- 
tents assigned to a community, respectively. If a > 1, each peer can store all 
contents shared by its own community on the local storage. If a < 1, LRU 
cache replacement is used for stored content. 

— Uploader and Downloader 

All local storage locations are initially empty. Contents are provided by spe- 
cific peers called Upload-Only Members (UOMs). The remaining peers are 
Download-Only Members (DOMs). We assumed that the number of UOMs 
is 10% of all peers. In Fig. 10(a), UOM and DOM peers are shown as big 
and small circles, respectively. 

— Message Size and Buffer 

The TTL of Ping and Query are set to five. We define the size of each mes- 
sage as shown in Table 1. According to the above assumption, MaxConi = 4, 
the upper bound eq.(2) is 0.64 M-byte. The message buffer, that is, the num- 
ber of messages that Peer i can process in a single time step, is represented 
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Table 1 . Message size. 



Message Type 


Message Size [byte] 


Ping 


22 


Pong 


35 


ExPong 


32027 


Query 


50 


QueryHit 


100 


QueryError 


50 



as mbi . Each peer has the same size mb. If the number of messages received 
is greater than the size of mb , the overflowed messages are dropped. 

— Time Step 

Each peer generates a Query and Ping every 10 and 1000 time steps. CSOA 
is applied every 1000 time steps. 



3.1 Performance 

We compared the performance of the proposed method with Gnutella protocol 
v0.4. Respective performances were evaluated by the success rate of search, net- 
work load, average HOP of the successful Query, and the average number of 
Query Hit. We implemented several simulations under various parameter values, 
that is, the local storage capacity factor a and the message buffer mb. This paper 
describes results of simulations under a = 1.0 or 0.25 and mb = 100 or 20. 

Results represent an average of 10 simulations; they are shown in Figs. 5-8. In 
those figures, results of Gnutella v0.4 and the proposed method are shown by the 
broken line with open squares and the solid line with filled squares, respectively. 

The success rates converge to 1.0 for Gnutella v0.4 and the proposed method 
with a = 1.0, mb = 100, as shown in Fig. 5(a). Moreover, the average HOP 
converges to 0, as shown in Fig. 7(a) because each peer has local storage of 
sufficient capacity to store the contents and a message buffer that is sufficient 
to receive the messages. However, Gnutella v0.4 induces a flood of Ping-Pongs 
and Queries in an early time step as shown in Fig. 6(a). The network load of 
Gnutella v0.4 converges to the lower value after the peak. When the size of the 
local storage is limited, the network load of Gnutella v0.4 converges to the higher 
value, as shown in Fig. 6(b). When the size of the message buffer is also limited, 
as many Queries are dropped out; the average number of QueryHit decreases 
and the success rate converges to the lower value of 0.68, as shown in Fig. 8(c) 
and Fig. 5(c). 

The proposed method does not engender a rapid increase of the network load. 
Network loads of the proposed method converge to the lower value, as shown in 
Fig. 6. In Fig. 5, even though the size of local storage and message buffer are 
limited, the success rate of the proposed method converges to 1.0. 

We also simulated the proposed method without the CSOA to clarify the 
reason why the self-organized community network retains the high success rate 
value: the network retains the initial topology, as shown in Fig. 10(a) and the 





116 K. Kojima 



cc 0.6 
CD 

§0.4 

co 

0.2 

0 



°T"~ 










" " " ■■■■■■ 


0.8 


•7 


0.8 


■ /' 




i 


■2 


. 


2 


r D ° aD 


□ n o □ o-ii □ 


i 


IT 0.6 




IT 0.6 




1 


§0.4 




§0.4 








CO 




CO 








0.2 




0.2 


| 




f Gnutella ° 




1 Gnutella ° 




:j 


Gnutella ° 


/ Proposed Method — ■ — 


0 


Proposed Method — ■ — 


0 




Proposed Method — ■ — 



0 10000 20000 30000 0 10000 20000 30000 0 10000 20000 30000 



Time Steps Time Steps Time Steps 

(a) a = 1.0, mb = 100. (b) a = 0.25, mb = 100. (c) a = 0.25, mb = 20. 



Fig. 5. Performance: success rate. 
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Fig. 6. Performance: network load. 



routing of Queries is implemented by QRP with Firework. Results of the success 
rate, network load and average number of QueryHit are shown in Fig. 9. These 
three values of the proposed method without the CSOA are lower than the values 
of the original proposed method. 

According to these results, we inferred the following answer to the question 
above. In the proposed method without the CSOA, the probability that the first 
neighbors have the same preference is a low value; thereby, the routing strategy 
is equivalent to a Random Walk Search. If a > 1, the search strategy is improved 
gradually to QRP with Firework by backward learning based on QueryError and 
QueryHit. However, if a < 1, as the contents on the local storage are replaced by 
the LR.U replacement policy, the PeerDigest will be inconsistent with the current 
contents shared by the distant peers. Many Queries are dropped out according 
to the TTL limitation. 

On the other hand, in the self-organized community network shown in Fig. 
10(b), each peer has several first neighbors that have identical preferences. As 
QRP with Firework replicates and forwards a Query based on eq.(3), the proba- 
bility that the Query is replicated is higher than in the random network. Hence, 
the probability of locating contents will be a high value. This effect that is 
induced by the community structure and replication of Query is called the Com- 
munity Effect. 
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4 Related Work 

Freenet [2] uses a slightly more sophisticated method than Gnutella. All contents 
are labeled with a Global Unique IDentiher (GUID) obtained by a hash function. 
Each peer maintains a routing table comprising (GUID, Peer’s IP Address) pairs; 
queries are forwarded according to this table. This method is equivalent to a 
steepest ascent hill climbing algorithm (with backtracking) in one-dimensional 
GUID space. 

A more elegant approach is a protocol based on the Distributed Hash Ta- 
ble (DHT) [13]-[16] . In DHT systems, peers are organized into a well-defined 
structure based on content GUID and peer GUID. 

In both systems, network topology is self-organized based on GUID such that 
the local storage of each peer is expended by its own unneeded contents. 

5 Conclusion 

This paper introduced the self-organization approach of community structure 
into P2P systems and proposed methods. Simulation results show that the self- 
organized community network maintains a high query hit rate without overflow. 
However, we did not consider that peers often go offline in the above simulations. 
Therefore, future work will address simulations under such dynamic conditions. 
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(a) Initial topology. 



(b) After self-organization. 



Fig. 10. Network topology (a) Initial and (b) after self-organization (30 CSOAs were 
applied). Network topology is illustrated using the spring embedded model[12]. All 
peers are classified into five communities. The gray scale of each circle represents each 
community. Big and small circles represent UOMs and DOMs, respectively. In this 
figure, the number of UOMs is 50 peers and the number of DOMs is 450 peers. 



We are developing software that uses methods proposed in this paper: the 
peer servant is TellaGate and the browser is TellaScope. 

The proposed Community Self-Organization Algorithm is based on local in- 
teractions. Recently, Davidsen and co-workers proposed a model of acquain- 
tance networks. [19] In their model, the network is self-organized from an initial 
random network to a Small World network [17] [18] characterized as having: 1) 
short path length, 2) high clustering [17], and 3) scale-free or exponential link 
distributions [18]. The proposed CSOA in this paper and Davidsen’s algorithm 
are based on similar local interactions; indeed, the Self-Organized Community 
Network has short path length ( L ~ 3.0) and a high clustering ( C ~ 0.14) prop- 
erty. However, in Davidsen’s model, not every node has an internal state such 
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as PeerDigest. How do Small World properties influence the self-organization 
processes? Future works will address this question. 
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Abstract. Middleware has emerged as an important architectural 
component in modern distributed systems. It provides many solutions 
allowing to hide the management of the distribution of services and 
computations to the developers. However, its configuration becomes 
more and more complex, since it must fit application requirements, while 
adapting to the underlying system capacities. In this paper we propose 
a customization tool to automate the configuration of the ScalAgent 
message-oriented middleware. The tool uses the application description 
(into an Architecture Description Language) to determine and configure 
the set of middleware modules required to ensure non-functional prop- 
erties required by the application. It is controlled by an algorithm that 
tries to minimize some non-functional property management costs. Our 
performance measurements clearly show the customization advantages. 

Keywords: Middleware, architecture description languages, configura- 
tion, components. 



1 Introduction 

The use of the Internet and the increasing number of equipments embedding 
increasing intelligence leads to the development of new services. Developing 
these services raises numerous problems both from the development and run- 
time points of view: flexibility since already deployed applications must coop- 
erate; scalability since thousands of devices may be involved, thus raising the 
problem of controlling the exchange of large volumes of information; extensi- 
bility since new devices join and leave the services dynamically; configurability 
since the application should support simultaneously a wide spectrum of devices 
with different requirements. 

The ScalAgent platform has been designed to support the construction, de- 
ployment and operation of such services. It is composed of: (1) an asynchronous 
component model, (2) a message-oriented middleware (MOM) that provides 
components with an execution infrastructure and an asynchronous messaging 
service, and (3) a set of tools for the various users involved in the application 
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life-cycle (designers, programmers, integrators, administrators). These tools are 
centered around an architecture description language (ADL) that allows the 
description of the application as an assembly of interacting components. 

In its current form, the ScalAgent infrastructure allows component-based ap- 
plications to be constructed, deployed and operated on large-scale distributed 
systems. Available ADL-based tools allow a high level of customization and con- 
figurability at the application level. However, a difficult task that remains to be 
done is the MOM configuration. Indeed, the MOM is made of several modules 
that provide various non- functional properties: component and/or message per- 
sistency, execution atomicity, causal ordering of messages, etc. Required modules 
and their attributes are described in configuration files (one per site). 

Providing these configuration files may be a challenge, especially for large- 
scale distributed applications involving a large number of components with dif- 
ferent non-functional requirements. This often results in a similar configuration 
of the different nodes hosting the application: each non-functional property is 
enforced on each node. For performance reasons, it is not desirable (sometimes 
even not possible) that the MOM systematically provides support for all the 
non- functional properties. 

Many techniques have been proposed to build (dynamically) configurable 
middleware: reflection [1,2], components [3,4], aspects [5,6], etc. Nevertheless, 
they do not provide tools to systematically configure the middleware. This pa- 
per presents the work we have done to fill this gap. It describes a middleware 
configuration tool that has been implemented within the ScalAgent platform. 
The originality of this tool is that it uses the ADL description of the appli- 
cation to determine the required middleware configuration. For that purpose, 
the ADL has been extended in order to enable application developers to specify 
non-functional properties required by the application. The main contribution of 
this paper is to show that with very simple extensions to an existing ADL and 
by implementing appropriate algorithms, middleware configuration can be both 
simplified and optimized. As a proof of concept, we present the configuration 
algorithm used to configure the causal ordering property and we show that the 
performance gain brought by the configuration is significant. 

The paper is organized as follows: related work is surveyed in section 2. The 
ScalAgent platform is described in section 3. Section 4 describes the configura- 
tion tool. It presents the extensions brought to the ADL and the customization 
algorithm. Section 5 details the algorithm used to configure the causal ordering 
property and section 6 concludes the paper. 

2 Related Work 

Over the past decade, system customization has become an increasing area of 
interest. This is mainly due to the growing weight of non- functional proper- 
ties in the overall system behavior. Many research projects have thus addressed 
this issue. The Aster project [7] proposes a formal method for reasoning about 
matching of a customized software bus with some application requirements. The 
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problem raised by this approach is that formal specification of software compo- 
nents and application requirements is a complex task, especially for large-scale 
distributed applications. The Lasagne project [5] proposes to compose aspects [8] 
at run-time to enable dynamic customization of systems. Composition is achieved 
by a run-time weaving mechanism that uses reflective techniques to perform a 
context-sensitive selection of aspects. According to Lasagne designers, the main 
drawback of this method is the run-time performance overhead. QuO [9] aims at 
providing a quality of service (QoS) support for CORBA applications. It defines 
a QoS description language, a runtime kernel and libraries of system condition 
objects for measuring and controlling QoS. This approach is interesting but only 
targets client-server interactions. 

The software architecture community also addressed some configuration is- 
sues for component-based applications. For that purpose, ADLs have been de- 
velopped. ADLs have in common the objective of providing the structural view 
of a software system. They are based on the commonly accepted concepts of an 
architecture: components that define computational units, connectors that de- 
fine types of interactions between components, and the configuration that defines 
an application structure in terms of the interconnection of components through 
connectors. Existing ADLs differ on the exploitation of the application descrip- 
tion: UniCon [10], Olan [11], C2 [12] provide assistance for the construction 
of the designed system. Other ADLs, like Rapide [13] or Wright [14], provide 
assistance for the analysis of the system: they use a formal description of the 
application to generate a model on which model checking techniques are applied. 
To our knowledge, few ADLs of the first category allow the specification of non- 
functional properties associated with both the components and the connectors. 



3 The ScalAgent Platform 



The ScalAgent platform provides an asynchronous component model, an execu- 
tion infrastructure (a message-oriented middleware or MOM), and a set of tools 
easing the description, the configuration and the administration of applications 
made of components interacting via the MOM. 



3.1 The Component Model 

The ScalAgent component-based programming model has been inspired by 
the actor paradigm [15]. Components execute concurrently and communicate 
through an “event — > reaction” pattern. Similarly to other component models, a 
component is made of a functional and a control part, defined by their interfaces. 
Moreover, the component model allows hierarchical compositions: an assembly 
of components may be manipulated as a component, called composite which, can 
itself be encapsulated within another composite. 
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3.2 The MOM 

The MOM 1 [16] serves as an execution infrastructure for the above presented 
component model. It is represented by a set of servers organized in a bus archi- 
tecture (see Fig. 1). 
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Engine 
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j | Channel | \ 
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. i 
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Fig. 1. Two interconnected servers details. 



Each server is made up of three types of components implemented in the 
Java language: an engine — responsible for the creation and execution of com- 
ponents — , a channel — in charge of routing messages coming from the engine to 
the networks — , and several networks that implement the basic message-based 
communication layers: HTTP, TCP/IP, SOAP. 

These components can be extended with software modules responsible for 
non-functional properties. We distinguish properties related to components (e.g. 
persistency, atomicity, monitoring) and properties related to communication 
links (e.g. security, causal ordering). To execute correctly, each module owns 
attributes that must be configured. For example, the “persistency” module has 
two attributes for each component it persists: the first attribute gives informa- 
tion about the persistency technique (e.g. hard disk, database, etc.) while the 
second one specifies the location where the data has to be stored. 

3.3 The ADL-Based Tools 

The ScalAgent platform provides several tools centered around the Olan 
ADL [11]. A description tool is used to specify the application architecture as 
an assembly of interacting components. A deployment tool is used to install the 
actual components into their target environment and to set up the links between 
them. An administration tool is used to monitor and reconfigure the application. 

4 Middleware Configuration 

The ADL-based tools described in the previous section allow fine-grained con- 
figuration of applications. Nevertheless, they do not provide any assistance for 

1 The ScalAgent MOM is developed by the ScalAgent Distributed Technologies com- 
pany and is freely available on the Web. http://www.objectweb.org/joram/ 
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the middleware configuration. This latter task is very difficult since applications 
may involve a large number of components, with various non functional require- 
ments. This often results in either a bad configuration or no configuration at all. 
This causes the middleware to be homogeneous: nodes enforce non functional 
properties for application components that do not necessarily require them. This 
is a major drawback for applications involving devices with limited resources. 

Our proposal is to generate a middleware that meets application require- 
ments. This is achieved by extending the ADL specification capacity so as to 
enable the programmer to explicitly specify non-functional properties required 
by the application. Given this extended application description, a configuration 
algorithm is in charge of the middleware configuration. The goal of the algorithm 
is to determine the set of middleware modules required on each node to ensure 
properties required by the application. 



4.1 The Extended ADL 

The ADL syntax is extended to allow the application developer to specify non- 
functional properties required by components and connectors. Using Olan, these 
latters are described as XML elements [11]. Non-functional properties are ex- 
pressed as sub-elements of these elements: 

Ccomponent name=" . . . "> 

<property_name attr_l=" value" . . . attr_n="value"/> 

</ component> 

To illustrate this syntax, we consider below an example where the application 
developer wants to specify that message exchanges between the client interface 
“send” of component Cl and the server interface “receive” of component C2 have 
to be causally ordered: 



<connector clientltf ="C1 . send" serverltf ="C2 ,receive"> 

<causality/> 

</ connector> 

The specification of application component locations has also been extended. 
According to the Olan syntax, each application component location has to be 
specified by the application designer at configuration time. We allow the appli- 
cation designer to specify, for each application component, a (possibly empty) 
set of nodes that may host the application component. Note that specifying an 
empty set of nodes means that the application component may be located on 
any node. 



4.2 The Configuration Algorithm 

The customization algorithm determines the set of middleware modules — and 
their associated attributes — required by each server to meet the application 
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non- functional requirements. As we want the customized middleware to be as ef- 
ficient as possible, the customization algorithm also determines (when required) 
the location of application components that optimizes the middleware perfor- 
mances. For that purpose, assessments for the management cost of each non- 
functional property are required. By management cost, we mean the execution 
time overhead caused by non- functional property enforcement. Each middle- 
ware component responsible for a non- functional property implements a function 
whose goal is to determine the corresponding property management cost. This 
function has the following signature: 

int managementCost ( deviceHWCaract , applicationConf ig ); 

The first parameter characterizes the device hosting the server. Therefore 
the management costs differ from an embedded device to a workstation or a 
server. The second parameter is the configuration of the application (i.e. its ADL 
description) . The function returns an integer which evaluates the non- functional 
property management cost. 

Given all the non-functional properties management costs, the customiza- 
tion algorithm is able to determine the location of all application components 
that minimizes the overall cost. Note that the application designer can spec- 
ify coefficients in order to change the weight of a property in the overall cost 
computation. 



5 The Causal Ordering Example 

We illustrate the middleware configuration tool with the causal ordering prop- 
erty. We have chosen this property for two reasons: (1) it is difficult to configure 
since this is a distributed property that involves several application components; 
(2) usual causal ordering mechanisms raise scalability problems, since increas- 
ing the number of nodes degrades their performances. Indeed, causal ordering 
protocols cause both network overload - due to timestamp data exchange for 
clock updates — , and high disk I/O activity to maintain a persistent image of 
the logical clocks used by the protocol. 

The ScalAgent MOM provides two causal ordering modules. The first module 
implements the traditional matrix-clock based protocol, proposed by Fischer 
and Michael in 1982 [17]. Matrix-clocks are used to represent time. For a n- 
components application, each component Ci owns a n x n matrix. Configuring 
this module is easy and does not require a configuration tool. 

Nevertheless, this module induces a very high overhead, since it considers that 
each component potentially communicates with all other components. We now 
propose another module that implements a protocol based on the knowledge 
of the application communication pattern, thus allowing a restriction of the 
causal ordering restricted to the components that actually communicate with 
each other. After its presentation, we will describe how this module is configured 
by the configuration algorithm. Finally, we present experiments and results that 
show the gain brought by the use of this module. 
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5.1 The Topology-Based Causal Ordering Module 

This module implements a protocol that uses the application topology. This 
topology can be seen as a directed graph in which vertices represent applica- 
tion components, and directed edges represent directed communication channels 
between them. This graph is built using the ADL description of the application. 
The operating principle of the topology-based protocol is to group components 
into (possibly) overlapping domains. Each domain encompasses a set of compo- 
nents whose communication topology induces causal ordering problems. These 
domains are built from the directed graph mapping the architecture of the ap- 
plication, according to the following definition: 

Definition: There exists 

a domain associated with a 
(cl, c2) directed edge iff there 
exists an elementary (directed) 
path from cl to c2 which is 
not (cl,c2) itself. If so, the 
domain associated with the 
(cl, c2) directed edge is defined 
as the 2?(cl,c2) components set 
containing cl, c2 and all others 
components c such that there exists an elementary (directed) path from cl to 
c2 including c. 



C4 



C3 



C2 



domain associated with 
the (C2,C3) directed edge 



C5 



.Cl 



domain associated with 
the (C1,C4) directed edge 



For each domain 2?(cl, c2) it belongs to, a component c owns a clock , noted 
C(cl, c2), which is an integer that represents c’s knowledge about messages sent 
on the directed edge (cl,c2). The (possibly empty) set of clocks owned by a 
component c is noted C c . Each message m carries a S m (possibly empty) set 
of stamps defined as a subset of the sender’s clocks set. The stamp associated 
to the C(cl,c2) clock is noted 5(cl,c2). Figure 2 depicts the protocol that a 
component c must follow while sending or receiving messages in order to ensure 
causal delivery. 

5.2 The Causal Ordering Configuration Algorithm 

A causal ordering module only has to know the domains containing the compo- 
nents it manages. Except for applications involving very few components, this 
task cannot be performed by the application developer. The configuration al- 
gorithm implements a very simple Prolog program (sslOO lines of code) that 
automatically computes these domains from the ADL description of the appli- 
cation. This is done in two steps: 1. construction of the directed graph using the 
ADL description of the application, then 2. computation of causality domains 
from the directed graph. 

The current implementation of the module provides a very ba- 
sic managementCost function. It does not take into account the 
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Initialization 
// Set all clocks to 0 
- VC(cl, c2) £ C c C(c 1, c2) = 0 



Sending message m to component c' 

// Add the relevant stamps for component 

- Sm = {C(cl, c2) £ Cc I c' £ X>(cl, c2)} 

// Send the message 

- Send m 

// Increment C(c,c') clock if it exists 

- C(c, c') £ C c =>■ C(c, c ' ) = C(c, c') + 1 



> atomically 



Reception of message m from component c' 

// Extract the TS m subset of m’s stamps to 
// be tested by c before delivering m 

- TS m = (5(cl,c2) £ S m | C 2 = c} 

// Wait for messages m causally depends on to arrive 

- Delay delivery until V<S(cl,c2) £ TS m <S(cl,c2) < C(cl,c2) 
// Deliver the message 

- Deliver m 

// Increment C(c , ,c) clock if it exists 

- C(c' , c) £ C c => C(c' , c) = C(c' , c) + 1 

// Update c’s clocks according to m’s stamps 

- VS (cl, c2) £ § m 5(cl, c2) > C(cl, c2) => C(cl, c2) = 5(cl, c2) 



Fig. 2. The topology-based causal ordering protocol 



deviceHWCharacteristics parameter. The cost returned by the function 
is equal to the number of clocks that the module owns (recall that for each 
component it manages, a module owns as much clocks as the number of domains 
the component belongs to). Let M be a module, its managementCost function 
returns: 

managementCost = E Card( C c ) 

cgM 

Component locations are chosen so as to balance the number of clocks owned 
by each module. Consider the very simple example depicted on picture 3. 



c(Cl,C4) (C4>* C3 c(Cl,C4) 



c(Cl,C4) (cT) -CC2) c(Cl,C4) 



Fig. 3. An example of application with one domain. 
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According to the definition of domains, each component only belongs to 
the domain associated with the directed edge (cl,c4). As a consequence, each 
component only requires one clock. Consider that there are two nodes (i.e. two 
modules) and component locations have to be determined. Regarding the causal 
ordering property, the best choice is to deploy two components per node. 

5.3 Experiments and Results 

Measurements have been performed on applications involving various numbers 
of components. The execution time has been compared for the same application 
running on the ScalAgent middleware in two scenarios: in the first case, messages 
are causally ordered using the first module (the matrix clock based algorithm); 
in the second case, messages are causally ordered using the second module (the 
topology-based protocol) . 

For the experiments, we have deployed a component on each server, which 
sends back received messages (ping-pong) . Messages are sent by a main compo- 
nent on server 1, which computes the round-trip average time for 100 sends. We 
did three series of tests: application with sparsely, strongly and totally connected 
components. We setup a network of 30 hosts in order to increase the number of 
servers. We used a set of PC Pentium III 700MHz with 256 MB, connected by 
a lOOMb/s Ethernet adapter, running Linux kernel 2.4.6. 

Measurements have been performed on different kinds of applications dif- 
fering by the coupling degree of components. For each kind of application, a 
pattern has been designed. By reproducing this pattern, as depicted on figure 4, 
the number of application components may be increased. 




Fig. 4. Application construction by reproduction of a pattern. 



Figure 5 presents performance results obtained for applications with sparsely- 
connected components. The pattern that has been reproduced is the one depicted 
in figure 4. We have done 4 tests that differ in the number of involved compo- 
nents: 15 (5x pattern), 30 (lOx), 45 (15 x) and 60 (20x). Figure 5 clearly shows 
the performance gain brought by the use of the protocol. The measurements 
made with a matrix-based causal ordering show the quadratic increase of the 
message ordering cost with the number of servers. This quadratic increase is 
the direct consequence of the quadratic increase of the matrix size. Our proto- 
col allows the reduction of the message ordering costs since all components do 
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not have to store and send/receive a matrix clock. In application with sparsely- 
connected components, servers do not have as much data to send/receive and 
store, which explains the observed gain. 
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Fig. 5. Comparison of the cost with matrix based and protocol based causal ordering 
for applications with sparsely-coupled components. 




Fig. 6. Comparison of the cost with matrix based and protocol based causal ordering 
for applications with strongly-coupled components. 



Figure 6 shows that there is still a gain for applications with strongly- 
connected components. However, this gain is lower since the average number of 
domains each component belongs to is higher than for applications with sparsely- 
connected components. A last result we observed that for an application with 
totally-connected components, the gain is almost null (but still positive) since 
each component exactly belongs to n * (n — 1) domains (from itself to all other 
component and vice versa), n being the number of component involved in the 
application. This number is close to the matrix-clock size (n 2 ) but each server 
has still less data to handle, which explains the gain. 

6 Conclusion 

Today application designers are facing the problem of building complex dis- 
tributed applications involving a large number of computing equipments ranging 
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from traditional servers to mobile devices. The ScalAgent infrastructure aims 
at providing a coherent set of solutions based on an asynchronous messaging 
middleware and on a component-based approach of distributed software devel- 
opment. The ADL approach adopted in the ScalAgent infrastructure provides a 
first level of customization at the application level. Nevertheless, it does not pro- 
vide support for middleware configuration, which is very important to face the 
lack of resources on some devices and to meet various application requirements. 

This paper has shown how the ScalAgent infrastructure has been extended 
with a tool that allows middleware configuration according to hardware limita- 
tions and application needs. The approach we have taken can be viewed as a joint 
development of the distributed application and its operational run-time support 
based on a common ADL philosophy. The ADL used to describe the applica- 
tion has been extended to allow the specification of non-functional requirements. 
From this overall description, a customized runtime execution platform is auto- 
matically built. The configuration tool is controlled by an algorithm that tries 
to minimize the non- functional property management costs. 

In our future work, we plan to study the conjunction of different types of 
non- functional properties that may interfere. At this time, all the available mid- 
dleware modules provide compatible non-functional properties. Nevertheless two 
non-functional properties can be incompatible. We plan to examine detailed con- 
sequences of such interferences upon our approach. Our premise is that the in- 
terdependency among non-functional properties can be made explicit through 
the definition of a relation over properties. 
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Abstract. We present and motivate the definition and use of the 
language and environment qSL, an imperative and event driven lan- 
guage designed to program distributed industrial control systems. qSL 
provides transparent code distribution using simple mechanisms. Its 
use allows the industrial control system’s designer to concentrate on 
the sequences of control required; the qSL compiler-distributer taking 
into account the distribution aspects. We show the advantages of our 
approach compared to others proposed using e.g. shared memory or 
synchronous languages like Esterel, Lustre or Signal. 

Keywords: Industrial process control, transparent code distribution, 
execution migration 



1 Introduction 

An industrial control system is generally safety critical, event-driven, physi- 
cally distributed and controls heterogeneous equipments whose response time 
can range from milliseconds to minutes. To be of any use in a real industrial 
environment, a control system must be reliable, efficient, robust and simple. Ef- 
ficiency is needed to ensure that the controller is not overtaken by the system 
it controls. Robustness allows a maximal control even in case of hardware fail- 
ure (sensor, actuator or processor). Simplicity is of main importance to allow a 
strong monitoring of the system and in case of maintenance or upgrade, to be 
able to easily update it without stopping the industrial system controlled. 

The burden of combining the physical complexity of the process, the com- 
munication schemes of the distributed parts, the need to provide simple and 
fast control and the extreme reliability and robustness requirements make the 
development of such systems hard. 

To simplify the work of the distributed systems designer, it is beneficial to 
design a development environment which handles the communication aspects 
and allows the programmer to concentrate on the functional aspects of the sys- 
tem. Classical solutions based on this idea exist (CORBA, DCOM, EJB). Un- 
fortunately, due to the genericness of these solutions, they are quite heavy and 
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completely hide all of the communication process, making the monitoring of such 
systems difficult. 

More dedicated solutions to the problem of distributed execution of a system 
with transparent distribution mechanism, have been proposed. Examples of such 
solutions are distributed shared memory [19], or more specifically in the domain 
of control systems, synchronous languages like Esterel, Lustre or Signal (e.g. [1] 
and [11]). 

Unfortunately, even if shared memory solutions are generally lighter than the 
distributed objects one, due to the cache coherence protocol, the time to access 
the memory can vary greatly and is not predictable. We also motivate why in 
our opinion, the latter solutions have, in practice, some drawbacks. 

This leads us to the definition of dSL 1 , a new environment and language de- 
signed to program distributed industrial control systems, providing transparent 
code distribution using low level mechanisms adapted for the industrial environ- 
ments. dSL has been developed by the verification group of ULB 2 in collaboration 
with the company Macq Electronique 3 . 

dSL offers both advantages to allow, most of the time, dSL programmers 
to ignore all the communication aspects between controllers of the distributed 
systems and, by the simplicity of the distribution mechanisms, to easily monitor 
the behavior of the synthesized distributed system. dSL can also be formally 
modeled and therefore allows links with the world of formal model-checking to 
verify the correctness of the systems. Another advantage of this approach is the 
ability to debug and verify the centralized program before its distribution. 

In the remaining part of this paper, we first, in section 2, detail related 
proposals and justify the advantages of our solutions. In section 3 we present 
the c iSL syntax and in section 4, outline its semantics. In section 5, we describe 
the distribution procedure and dSL environment. Finally in section 6, we discuss 
our future work. 



2 Other Approaches and Motivations 

The problem of distributing applications that control reactive systems has been 
studied for many years now and several interesting observations on these works 
shaped the design of dSL. I n particular, this problem has been studied concep- 
tually in the world of process algebra and defined as a correctness preserving 
transformation of a centralized specification into a semantically equivalent dis- 
tributed one. (e.g. for bisimulation equivalence [17], see [16]). It has also been 
studied on various types of labelled transition systems ([6] [20]). 

These works solved part of the problem. However, contrary to other program- 
ming languages, the notion of variable does not exist in process algebra and these 
solutions had therefore to be extended. Work has also been done in the domain 

1 qSL is the successor of the language SL (Supervision Language, based on ST, an 
industrial standard defined in IEC1131-3) developed at Macq Electronique company 

2 http:/ /www.ulb.ac.be/di/ssd/groupverif.html 

3 a leading company in industrial process control, http://www.macqel.be 
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of synchronous languages such as Esterel [4], Lustre [5] and Signal [15], which 
answered questions on how to specify controllers in a natural and semantically 
well defined way. Unfortunately, in our opinion, the distribution of synchronous 
languages while preserving the semantics, suffer from a performance problem 
which, in practice, may not be acceptable. 

Indeed, the synchronous programming scheme found in the synchronous lan- 
guages supposes that time is defined as a sequence of instants. To preserve de- 
terminism, these languages use the concept of synchronous broadcast [3] when 
several processes are composed in parallel. This implies that parallel branches in 
the high level description can be transformed into sequential deterministic code. 
The distribution of such programs, for example in Esterel [11], may suffer from 
severe performance penalties 1. because the instants must be respected, requir- 
ing a strong resynchronization scheme, and 2. because the distribution is applied 
on the determinized sequential code. The distribution of Esterel described in [11] 
can be summarized in 4 steps : (1) the centralized program (after being compiled 
in a single threaded sequential code) is duplicated on all participating sites; (2) 
the instructions that are not relevant to a given site are removed; (3) for data that 
is accessed on one site, but calculated on another, communication messages are 
inserted, and (4) synchronization messages are inserted to preserve the global 
instants. Remark that since the initial code is sequential, this solution suffers 
from the lack of parallelism (there are some ways to achieve higher concurrency 
such as weak synchronization but that does not preserve safety properties [11]). 
For Signal, the situation is very similar [1], 

This strong synchronization has several undesirable drawbacks in an indus- 
trial environment. First of all, to keep all processes in pace, numerous messages 
need to be exchanged at each global instant. Secondly, all participating processes 
have to advance at the speed of the slowest process. Finally, the failure of one of 
the processes makes the whole system deadlock. To the best of our knowledge, 
the synchronous approach has no answer to these shortcomings. 

These observations make us believe that, although perfectly suitable for 
tightly coupled homogeneous systems and having the benefit of simplicity when 
it comes to specifying a controller, the simplicity of the synchronous approach is 
too costly in terms of performance when applied to loosely coupled heterogeneous 
systems. Moreover, from the experience of our industrial partner specialized in 
process control, the strong synchronization of all processes is only rarely needed 
and must therefore not be used by default, but made available when needed. 

To avoid these drawbacks, ^SL rejects the synchronous product used in the 
above languages at the detriment of indeterminism, and adopts an asynchronous 
composition of instantaneous ( atomic ) code and asynchronous ( sequential ) code. 
Asynchronous composition is therefore the keyword in jSL’s design. The instan- 
taneous code uses an event driven scheme and, for a given component, must 
be able to run without any synchronization that would make it wait on other 
components. This asynchronous composition has the advantage that the failure 
of one site does not introduce deadlocks in atomic code on other sites. More- 
over, as we detail later on, jSL offers a way to detect and handle network or 
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hardware failures. The sequential code, on the other hand, can be executed in a 
totally distributed and cooperative manner. These assumptions, of course, im- 
ply some restrictions on code and have consequences on the way data values are 
transmitted between distributed processes, as explained in section 5. 

For the distributed execution of the sequential code, several models are pro- 
posed in the literature. These models can be divided into two sets based on the 
way they achieve data locality : either move data, or move the execution. Many 
systems have been studied that use the first solution, such as Distributed Shared 
Memory systems [19]. These systems, although offering a transparent distributed 
environment, suffer from undesirable border effects that make them unusable in 
an industrial environment. The need to replicate data to make such systems work 
in a performance responsible way [12], may cause thrashing 4 or false sharing 5 
and these systems therefore do not guarantee stable performance as observed 
in [19]. Secondly, since data moves around, the supervision of such systems and 
its error-recovery - both indispensable features in industrial applications - may 
become too complicated [18] on jSL’s target hardware. 

For these reasons, dSL uses the second solution, which consists of moving the 
execution to the data, a concept known as process or thread migration [10]. In 
this concept, a thread of execution is halted on one site, its context (local vari- 
ables and program counter) is sent to another site, where its context is restored 
and execution continues. Thread migration is known to enable dynamic load 
distribution, fault tolerance, eased system administration, data access locality 
and mobile computing [14]. In our system, all instructions and global variables 
are statically assigned to the participating sites and thread migration, decided 
at compile time, is used to obtain data access locality. The benefits are twofold: 
(1) following the state of the system is very easy, and (2) all communication and 
synchronization messages can statically be calculated, resulting in a predictable 
execution. However, we lose the benefits of dynamic load balancing and fault 
tolerance since the migration policy used in c jSL is static. 

The design of dSL can thus be synthesized as a hybrid execution scheme com- 
posed of two types of code : local or atomic instantaneous code, and distributed 
sequential code that executes using statically calculated thread migration. 



3 The dSL Concept 

dSL is an imperative language with static variables. Each variable can be either 
(1) internal to a program, (2) linked to an input (sensor), or (3) linked to an 
output (actuator). ^SL is event driven. This allows to specify that when the 
value of a boolean expression switches from false to true, some code must be ex- 
ecuted. For instance, when x >= 0 then runjnotorl () ; end_when will trigger 

4 The effect of two (or more) processes competing for exclusive access to a given 
variable, resulting in high communication traffic and almost no productiveness 

5 Caused when two (or more) variables, used by different processes, are in the same 
page causing unnecessary communication traffic 
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the method ruiunotorl () every time the variable x switches from a negative to 
a positive value. dSL also offers limited Object Oriented features. 

Moreover, the domains of all dSL primitive types are extended with the 
special value unknown. A variable linked to an I/O may take this special value in 
case of hardware failure. The unknown value propagates in expression evaluation 
and can be tested for with the builtin is_unknown statement. As shown in figure 
1, this allows to construct more robust programs. In this figure, a sensor is 
duplicated in order to ensure correct behavior in case of hardware failure. Note 
that the body of a when whose condition evaluates to unknown is not executed. 



WHEN tempi > 30 AND WHEN temp2 > 30 AND WHEN IS_UNKNOWN(templ) AND 

NOT handled THEN NOT handled THEN IS_UNKN0WN(temp2) THEN 

handled := TRUE; handled := TRUE; alarm := TRUE; 

END_WHEN END_WHEN END _ WHEN 



Fig. 1 . Fault tolerance in qSL with unknown. 



A program in C }SL is written in a centralized manner, as if every input or 
output can be accessed without the need for explicit communication or synchro- 
nization (we shall see that some restrictions are imposed to apply this principle) . 
The designer must then fill in a localization table to specify the physical localiza- 
tion (execution sites) of each I/O. Other (internal) variables are either global in 
which case their localization will statically be fixed by the distributer, or local in 
which case they can move during execution. Since global variables do not move 
during execution, the distributer has to ensure that an instruction accessing a 
global variable is executed on the site of that variable. An execution site can be 
either a supervisor (typically a computer, possibly with a user interface) or a 
programmable controller (called automata from here on, which are connected to 
the industrial equipment through the sensors and actuators). 

The dSL compiler/distributer automatically distributes the code among the 
execution sites, trying to minimize communications, and compiles the distributed 
code to an assembler-like language. This assembler- like code is interpreted by a 
C ]SL Virtual Machine. A C ]SL virtual machine is available for both supervisors 
and automata. This is illustrated in figure 2. 

This approach has many benefits such as (1) maintainability (only one lan- 
guage is used to program both the supervisors and automata) (2) flexibility (any 
change of an actuator or a sensor does not imply changes in the program), (3) 
simplicity (since communication / distribution is done implicitly, the program- 
mer does not need to come up with synchronization schemes to handle particular 
tasks). 

A C ]SL program contains several parts. (1) class declarations, (2) global vari- 
ables declarations - including all I/O variables (3) method definitions (4) when 
definitions (5) sequence definitions and (6) a program initialization. Each Input 
(resp. Output) variable V{ n (resp. v ou t) is linked to a hardware sensor v* n (resp. 
actuator Kut) ■ 
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Fig. 2. dSL 



Atomic and sequential code. The design of ^SL has been dictated by the 
execution paradigm requiring an immediate reaction to events and their instan- 
taneous treatment. In practice this forbids any implicit synchronization during 
the execution which implies inter-site communications (through a relatively slow 
network) . A clear way must therefore exist to express that inter-site synchroniza- 
tion is allowed. Hence, in dSL, there is a distinction between: 

— atomic code which must be executed in an atomic manner and therefore 
cannot be distributed, 

— sequential code which can be distributed and use inter-site communications 
to synchronize or transfer values between sites. 

Code inside a WHEN (the instruction inside its body and the condition) is 
forced atomic , and must therefore be local to a given site. Sequential code is 
defined through the use of the SEQUENCE construct. The code inside a METHOD 
can be either atomic or sequential depending on the context in which it is called. 
If a METHOD can be reached from a WHEN, then the body of this METHOD is assumed 
to be atomic. It is assumed sequential otherwise. To relax the atomic constraints 
in a WHEN, two mechanisms have been defined (see figure 3) : 

— The LAUNCH keyword allowing to call a SEQUENCE or a METHOD asynchronously 
(i.e without waiting for the control to return from the SEQUENCE or the 
METHOD), and possibly on a distant site. Note that a SEQUENCE can only be 
called asynchronously (using LAUNCH) and that it cannot have more than one 
instance executed simultaneously. 

— The operator allowing to reference the last locally known value of a 
variable possibly on a distant site. When the value of a variable is changed 
on the site governing it, its new value is sent to all necessary sites. One must 
be careful with tilded variables since it is never guaranteed that the value 
of the tilded variables corresponds to the real value of the variable. It can 
be interesting to use if the exact value is not imperative (e.g. temperature 
which evolves slowly), or if the program is built such that it is known that 
the tilded value is equal to the real one (e.g. using a procedure for explicit 
synchronization). A site that has a tilded copy of x , regularly checks if the 
site owning x is still alive. If not, the copy is set to unknown, indicating 
hardware or network failure. 
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CLASS Heater 

control , state : INT ; 
maintenance : BOOL; 

END.CLASS 

GLOBAL.VAR 

heater : Heater; 

temperature, fuel_cost : INT; 
alarm, led : BOOL; 

END _ VAR 

SEQUENCE set_heater (new_state : INT) 

heater . control := heater . control + 1; 
heater. state := new_state; 

IF (heater .state == 1) THEN 
led := TRUE; 

fuel_cost := fuel_cost + 10; 

ELSE 

led := FALSE; 

END_IF 

END.SEQUENCE 

WHEN IN Heater (control==1000) THEN // W1 
control := 0; 
maintenance := TRUE; 

END _ WHEN 



WHEN heater .maintenance THEN 
alarm : = TRUE ; 

END_WHEN 

WHEN "temperature < 0 THEN 

IF (NOT heater .maintenance) 

LAUNCH set_heater (1) ; 

END_IF 
END _ WHEN 

WHEN "temperature > 20 THEN 

IF (NOT heater .maintenance) 

LAUNCH set_heater (0) ; 

END_IF 
END.WHEN 

PROGRAM 

heater . control := 0; 
heater .maintenance := FALSE; 
LAUNCH set_heater (temperature<0) ; 
END_PROGRAM 



// W2 



// W3 

THEN 



// W4 

THEN 



Fig. 3. A temperature control system in fiSL 



dSL example. To illustrate the dSL concepts, let us examine a small example 
of a temperature control system. In this system, a temperature sensor is linked to 
an input variable temperature. A heater is turned on (off) if the temperature 
is below 0° (above 20°). The state of the heater (on/off) is controlled by the 
output variable heater . state. Moreover, there are two indicators on a control 
panel. The first indicator, (linked to the output variable led) is used to indicate 
the state of the heater, and the second (linked to the input variable alarm) is 
updated when the heater has been turned on a certain number of times. An 
additional variable fuel_cost estimates the amount of fuel consumed by the 
heater. The C ]SL program is presented in figure 3. 



4 The (jSL Semantics 

In this section, we introduce the dSL semantics, concentrating on the distributed 
aspect of the language. We therefore skip a complete and formal review of well 
known program issues like method call, control flow, expression evaluation and 
the limited object oriented features. 

The behavior of a dSL program depends on the localization of its variables. 
Our goal is to describe the semantics of a ^SL program independently from any 
localization information. For that, we introduce the notion of maximal distri- 
bution, which expresses the most permissive way to distribute a c iSL program. 
The semantics of a c iSL program is then defined by the set of all behaviors of its 
maximal distribution. 



Maximal distribution. The maximal distribution is deduced from the locality 
constraints imposed on global variables by the atomic code, e.g (1) two global 
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variables appearing in the same instruction and (2) two global variables accessed 
by the same WHEN must be governed by the same site. This defines a partition of 
the set of variables where each subset of the partition corresponds to an execution 
site. A formal description of how to find the maximal distribution can be found 
in [21]. 



Process behavior. The behavior of a dSL program P in its maximal distribu- 
tion is given by 

Pi || || Pn 

where each P t is an independent process executing the part of code of P handling 
all the variables local to site i. These processes communicate through Fifo- 
channels between each pair of processes. We will note F h j the FlFO-channels 
used from a process P,; to another process Pj. 

Every process Pi is an infinite loop. Each cycle (i.e iteration) is composed 
of three phases: (1) the input phase, where each physical input is sampled and 
where the variables linked to those inputs are updated, (2) the process phase 
where the necessary WHENs are triggered and where the messages from other 
execution site are processed and (3) the output phase where the physical outputs 
are updated according to the variable they are linked to. The pseudo-code for 
this input-process- output cycle is given by : 

//input phase: 

for each Vi n £ Pi linked to an input do Vi„ <— v* n done 

//process phase: 

for each w £ W ■ V ary\>(w) C P, do process w done 

for each j € {1, 2..., * — 1, i + 1, ..., n} do process messages from Fj ,, done 

//output phase: 

for each v 0 ut £ Pi linked to an output do Vo U t <— v ou t done 

where v* n {v* ut ) denotes the hardware value of the variable Vi n (v ou t), VV the 
set of WHENs, and Varw(w) the set of variables accessed by when w (for more 
details see [21]). 

Processing WHENs. To each WHEN, we associate a hidden variable v w keeping the 
previous value of the condition. This allows to trigger w of the form “when” 
cond “then” instruction-list “END.when” only when the condition switched 
from false to true. Note that the WHENs are processed in their order of appearance 
in the dSL program. The pseudo code for the execution of w is : 

if cond A ->v w then v w <— true; execute instruction-list else v w ■£- cond fi 

Processing Messages. Conceptually, there are two types of messages: (1) mes- 
sages concerning the update of tilded variables and (2) messages concerning 
the remote execution of sequential code. The first kind of message is of the 
form ( v , new -value). Processing such a message simply consists in assigning this 
new -Value to the local copy of v (see Assignment hereafter). The second kind 
of message, corresponding to the LAUNCH or continuation of sequential code, is 
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simply a label. Indeed, when a process must execute remote code, it posts a 
message with the label corresponding to the first instruction of that code to the 
governing site. Processing such a message consists of the execution of the code 
associated with that label , until it reaches the end of that code or is migrated 
to another site. 

Assignment. An assignment of the form v e executed by the site Si 
( v £ Si) has the usual result (the variable v is set to value of the expression 
e), but dSL adds two features to that. First of all, all WHENs w are processed, 
as explained previously. Secondly, if v has asynchronous distant copies (i.e. ~v), 
then these must be updated. Therefore, for all sites Sj governing a ~v, a message 
is posted in F l : j with v and its new value (i.e. the value of e). Note that the 
special behavior for assignment may cause infinite recursion in the processing of 
whens. A simple static check allows us to reject programs that may contain this 
unacceptable infinite recursion. 



5 Static Distribution Process of (jSL 

In this section, we discuss dSL’s distribution algorithms and the t jSL virtual 
machine. First, for atomic code, the distributer has to assign a unique localiza- 
tion to each instruction and each global variable such that the constraints on 
atomic code are met. Next, for the sequential code, the instructions that were 
not previously dealt with must be localized, taking into account the localization 
already imposed on the global variables at the level of the distribution of the 
atomic code. A second algorithm is introduced to solve this problem. Finally, 
we show how, from the computed information on localization, the distribution 
is actually achieved. 



Satisfying the constraints on atomic code. In order to calculate indepen- 
dent components, and to satisfy the localization constraints on atomic code, a 
dependency graph is constructed whose purpose is to take into account the depen- 
dencies between all instructions and global variables involved in the WHEN-part 
of the dSL program. 

Before we can formalize the construction of this dependency graph, we need 
to introduce the following notation: (1) GlobalVar(P) denotes the set of global 
variables of a program P; (2) Instr(w) denotes the set of instructions appearing 
in or reachable through synchronous call from a WHEN w; (3) V ar(i) denotes the 
set of non-tilded variable appearing in an instruction i: (4) Flow(i\,i 2 ) is true 
if control may flow from instruction i\ to instruction * 2 - 

The dependency graph of a dSL program P, noted Gp, is an undirected 
graph ( Vp,Ep ) where Vp = GlobalVar(P) U {Instr(w)\w £ When(P)} and 
Ep = {(*, u)|u £ Var(i)} U {(b, i?)\Flow(ii, * 2 )}- Informally, an edge in this 
dependency graph Gp states that both vertices (either an instruction or a global 
variable) must be localized on the same site in order to keep the atomic code 
local to that site. Therefore, by computing the connected components of this 
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graph, we can identify the different independent components of P. Each of these 
components can be localized on a different site. 

Finally, the localization of each of the independent components is provided 
by the localization table. If a global variable must be localized on a certain 
site according to the localization table, then the whole independent component 
containing that variable must be localized on that site. If inside one of the 
components, two global variable are supposed to be localized on different sites 
according to the given localization table, the program cannot be distributed. In 
this case, the designer must relax the atomic constraints by introducing LAUNCH, 
or SEQUENCE. 

In our example, given the following localization table : 



temperature 


Site 2 


heater . state 


Site 2 


alarm 


Site 1 


heater . control 


Not imposed 


led 


Site 1 


heater .maintenance 


Not imposed 


fuel_cost 


Not imposed 







the dependency graph, obtained by applying the previous method on the ex- 
ample of figure 3 is represented in figure 4. a (the vertices W t correspond to all 
instructions in Wi of figure 3) . 

Note that in this example, all variables but fuel_cost are localized once the 
atomic constraints are fulfilled and that imposing heater . control on a different 
site than heater .maintenance would make the program not distributable. Also 
remark that fields from a same class do not necessarily need to be localized on 
the same site. The ~ in W3 and W4 relaxes the atomic constraints, and allows 
temperature and heater .maintenance to be localized on different sites. 



Localizing remaining sequential instructions. Now that the atomic in- 
structions are localized, the sequential instructions remains. The localization 
of some of these instructions is already imposed. Indeed some global variables 
have been localized by the previous algorithm. The rest of them can be local- 
ized anywhere. However, it is important to find a good, and if possible, optimal 
localization. Indeed, as we show further on, if two consecutive instructions in 
a sequence are localized on different sites, the distributer inserts a migration 
point in order to stop the execution on the first site and to continue it on the 
second site. A bad localization may result in a program containing unnecessary 
migration points lowering the performance of the program at runtime. 

To evaluate the performance of a particular localization, we introduced the 
notion of weighted colored control flow graph in [7] : a control flow graph with 
weights on the edges expressing the mean number of times control will flow 
following each edge during execution. In the case of an IF, these weights are 
based on the estimated probability of the test being satisfied. For a WHILE, 
they are based on an estimation of the mean number of times the body will be 
executed. The weights are then obtained by recursively combining these values 
for nested control structures (e.g. an IF branch with probability .3 nested in a 
loop executing 5 times results in a weight of 1.5). The colors on the vertices model 
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the localization of each instruction (vertices with the same color are localized 
on the same site). We then define the communication load as the sum of the 
weights of the edges between vertices of different colors, which corresponds to 
the mean number of migrations during execution. 

The problem of finding the localization minimizing the communication load 
can be defined as an instance of the NP-complete Colored Multiterminal Cut 
problem which finds the optimal coloring for the uncolored vertices [2]. For a 
formal definition of the problem and efficient heuristics, which are implemented 
in our system, see [7]. 

The figure 4.b illustrates this algorithm based on the example in figure 3 and 
the results of the previous algorithm. Remark that the algorithm should localize 
fuel_cost on site 1 in order to minimize the communication load. 




Fig. 4. a. Satisfying constraints on atomic code, b. Localizing sequential instructions. 



Executable distributed code. Once every variable and instruction is uniquely 
assigned to a certain site, the distributer inserts migration points between in- 
structions localized on different sites. The migration of the local context is based 
on extensive use of def-use chains (definition-use, a classical data-flow analysis 
technique) . Since we have complete knowledge of live variables, the distributer 
can insert code that migrates only those local variables that are updated on 
the current site and read elsewhere. Technically, context migrating code builds 
messages to ask the remote update of either register or stack entries on distant 
sites. A valuable point of our migration method is that in contrast to many 
systems where the complete stack is migrated [9,13], dSL can use the informa- 
tion provided by the compiler to migrate only what is needed, saving valuable 
bandwidth. However, more instructions have to be interpreted to migrate the 
context than would be needed if the complete stack was migrated. Since in our 
target platform bandwidth is crucial because network speeds may be of very low 
quality, our solution yields higher performance. 
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Execution environment. t |SL uses virtual machines. This is clearly indispens- 
able since dSL’s heterogeneous target platform consists of servers with a graphi- 
cal user environment developed for Linux, UNIX, Windows on Intel or Power-PC 
processors and PLCs (16 bit Motorola 68340 @ 25Mhz with 4MB RAM of which 
2MB is flash, no OS) interfaced to the environment. The ^SL Virtual Machine, 
implemented for both server platforms and for the PLC hardware, can be clas- 
sified as a CISC (i.e. Complex Instruction Set Computing) architecture, inter- 
preting low level three-operand code, is single threaded and has a fixed amount 
of allocated memory. Simplicity and performance are essential in its design. The 
instruction set is very rich to optimize the interpretation/execution time ratio. In 
particular the instruction set contains specific instructions handling execution- 
and context-passing. Communications are guaranteed to respect message order- 
ing and to be error free. In our implementation we use a simplified TCP/IP 
protocol stack. 

The absence of a scheduler aud preempted code is a design choice that aims 
at simplicity. Code is simply executed until it ends or migrates to another site. 
There is therefore no performance penalty for context switching and no need for 
a multi-threaded operating system. 

An important feature of c jSL’s execution environment is that the memory size 
is bounded. Two reasons ensure this property : first, there is uo dynamic memory 
allocation in ^SL, so global memory can statically be allocated. Secondly, only 
a bounded number of processes with a local context coexist during execution. 
Indeed, each site has one process that handles uninterruptible synchronous code 
and remotely LAUNCHecl methods. Finally, we can remark that since sequences 
have only one running instance at a time and that stacks are limited to a certain 
size, resulting in a statically known amount of memory. 

In its current state, the c jSL compiler/distributer and VM have been im- 
plemented in 20k+7k lines of C/C++ code as a proof of concept. The present 
implementation of the VM fits into 1MB of memory, including the dynamic 
program loader, debugger and interpreter. Further development, separate com- 
pilation, dynamic types, user interface, etc. is taken over by Macq Electronique. 
The introduction of pointers makes the static distribution process of jSL hard. 
We are working on a solution that uses extensive pointer analysis. Since (jSL is 
integrated into Macq Electronique ’s OBviews, a commercial development envi- 
ronment and toolkit for the programming and supervision of PLCs, it benefits 
from a high number of existing utilities. The localization table as well as the 
description of types and global variables uses the graphical user interface of OB- 
Views’ database subsystem. The ^SL Virtual Machine is compatible with the 
OBViews’ supervision subsystem that allows, amongst others, to create graphi- 
cal representations of the controlled system, stimulated by the state of the con- 
trolling dSL program. In [8] we studied a controller, specified by a 200 lines dSL 
program, for the locks of a canal where various distributed constraints have to 
be respected (e.g. not to open both gates of the same lock). The resulting VM 
code was distributed on 3 PLCs. As a proof of concept, we actually built a small 
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scale model of the locks using Lego Mindstorms Tm and interfaced the PLCs to 
the engines and sensors 6 . 

6 Future Work 

The main research we are conducting now and will pursue in the future is to en- 
able the formal verification of dSL. A first experiment has been conducted on the 
canal locks example of [8], where the c iSL source code is translated into Promela, 
and verified for the correctness of safety properties by the Spin model checker. 
We are working on the automatic translation of C ]SL to Promela and more gener- 
ally on an efficient way to verify dSL programs avoiding the state space explosion 
problem. The indeterminism in c jSL is caused by the asynchronous composition 
and communications but not by the dSL code itself. We hope to be able to use 
this fact to reduce the state space in addition to the classical methods like ab- 
straction, symmetry and partial order reduction. We are also investigating how 
lightweight verification can offer a solution between testing and exhaustive veri- 
fication. In order to achieve this validation, we developed a prototype debugger 
capable of generating traces. The model checker is used to explore the state 
space within a certain diameter of those traces. 

In the case of exhaustive verification, we need to obtain a closed system. In 
order to do so, we must build a sufficiently detailed specification of the envi- 
ronment (i.e. the industrial process to control). This problem can be simplified 
by offering the user a verified library of pre-constructed and parameterizable 
common environments. 

Further topics include efficiency (real-time behavior) and robustness issues. 
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Abstract. We study the problem of finding a safe and tight lower-bound 
on the load-balancing objective often found in real-time systems. Our ap- 
proach involves the formulation of the Multiple Bounded Change-Making 
Problem which we efficiently solve by using a new symmetry-breaking 
algorithm. An experimental evaluation shows that the computed lower- 
bound is optimal in more than 70% of the cases and is able to find more 
than four times as many decidedly optimal solutions. 



1 Introduction 

The problem of load balancing is how to assign software tasks to processors in 
a distributed system such that the total execution time (i.e., load) on each pro- 
cessor is as similar as possible (i.e., balanced). In distributed computing, load 
balancing is an important objective since it increases the utilization of the sys- 
tem’s resources and contributes to a higher throughput. In contrast, for real-time 
systems the primary concern is not throughput but rather predictability in meet- 
ing computational deadlines. However, load balancing is still desired to increase 
the likelihood of scheduling the tasks safely. Moreover, a balanced load increases 
the possibility of handling unexpected events such as aperiodic requests or task 
failure. Unfortunately, finding an optimal load-balance is an NP-lrard problem. 
This means that (unless P=NP) the problem can only be solved either by using 
a suboptimal polynomial-time algorithm or an optimal exponential-time algo- 
rithm. In this work, we assume that the load balancing is to be performed as 
a part in the design of an embedded real-time system. Hence, algorithm run- 
time is not as crucial as in for example high-performance computing since the 
computation is performed off-line (at design time) rather than on-line (at run 
time). Furthermore, embedded real-time systems contain constraints on the ex- 
ecution of tasks (e.g., deadlines) that must be respected by the load-balancing 
algorithm. It is well known that the time spent by a search algorithm on verify- 
ing that a solution is optimal, typically is much longer than the time finding the 
solution. The reason is that for feasibility it is not always necessary to search all 
branches in the search tree. In contrast, to determine optimality (or infeasibility) 
all branches must be considered. However, given an objective function / (e.g., 
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for load balancing) it is possible to conservatively estimate the least (best) value 
this function may assume, also known as the lower bound which can then be used 
to prune the search space. In particular, if the objective value of a solution equals 
the lower bound, the solution is decidedly optimal. Since the main purpose of the 
lower bound is merely to boost the performance of the optimization algorithm, 
it is not crucial that the lower bound is exact. Hence, it is possible to base the 
lower-bound estimate on a simpler problem model, that is, a relaxation of the 
original problem. The advantage of addressing the relaxed problem is that the 
computational complexity can be significantly reduced. In this paper, we have 
devised a lower-bound algorithm for the load-balancing objective which is based 
on a relaxation to a certain kind of knapsack problem which we call the Multiple 
Bounded Change-Making Problem. We present a new algorithm to address this 
problem and also demonstrate the usefulness of our lower-bound algorithm by 
evaluating its performance impact in a number of experiments. 



2 Related Work 

The load-balancing problem closely resembles the bin-packing problem although 
they have been studied in different contexts. However, (in their abstract form) 
the only difference is that in the load-balancing problem the number of bins 
(processors) are fixed and the capacity is to be minimized whereas in the bin- 
packing problem this relationship is reversed. 

Optimal algorithms for these problems are usually based on the Branch-and- 
Bound principle [14,11]. However, the fact that the problems are all NP-hard 
has led to the development of heuristic algorithms that produce sub-optimal so- 
lutions [5,16,10]. In an optimization (minimization) context, solutions computed 
by these algorithms can be said to be upper-bound estimates of the optimum. 
That is, if f* is the optimal value they compute that /* < f UB (where f UB is 
the upper bound). In contrast, a lower-bound estimate computes that f* > f LB 
(where f LB is the lower bound). It is well known that dynamic lower-bounds 
are essential for the performance of Branch-and-Bouncl algorithms (e.g., [4,1]). 
This means that during search, the algorithm repeatedly estimate the potential 
of partial solutions. However, the static counterpart, that we consider, is equally 
important [3,15]. In this case the estimate is only computed once before the 
search begins. The advantage of a static lower-bound is that the relaxed prob- 
lem model can be more accurate since a higher computational complexity can be 
tolerated. In our case, the relaxed problem is a kind of knapsack problem (Mul- 
tiple Bounded Change-Making Problem) whose exact formulation has not been 
previously presented. Previous work on the (single) change-making problem can 
be found in [14,12], 

3 Problem Description 

We study the load-balancing problem within the context of real-time systems 
which means that we want to assign n tasks (t,) to to processors (or nodes) and 




148 



C. Ekelin and J. Jonsson 



also schedule the tasks on the nodes. It is assumed that a task can be assigned 
to any of the nodes (no locality constraints). Tasks are periodic meaning that 
they are invoked at regular time intervals. Invocation k of task 77 is denoted rf . 
The schedule has to consider all task invocations in the time span dictated by 
the least common multiple of {period(i)} also referred to as the least common 
period (Icp). It is assumed that all task invocations execute on the same node 
(no migration) and that the (worst-case) execution time (execution -time (i)) of 
a task is constant (identical processor speeds). The processor to which a task 
is assigned is denoted node (77) and the actual start time of a task invocation is 
denoted start (t f). In addition, tasks may communicate through message passing 
over a bus (if they are located on different nodes) or through shared memory 
(if they are located on the same node). The communication delay (delay (77,77)) 
for a message between tasks 77 and 77 is the size of the message for inter-node 
communication and zero for intra-node communication. The actual transmit 
time of a message is denoted mess ag e start (rf Note that, since tasks are 

periodic, a message may be sent several times during the lep but the delay is the 
same every time due to that migration cannot occur. Tasks also have deadlines 
( deadline(i ) < period(i)) that restrict their finish time. 

This model implies that the following constraints should hold in a feasible 
schedule: 

— Periodicity: Vrf : start(r, f) > period(i) ■ (k — 1) and start(r f) + 
execution -time (i) < period(i) • (k — 1) + deadline(i ) 

— Non-preemptiveness: Vr^rj,* j : ~>(node(Ti ) = node(Tj ) A starter, f) < 
siart(rj) < start(r^) + execution _time(i)) 

— Communication 1 : start (rf) + execution -time(i) < message start (rf ,Tj) and 
message start(T^,Tj) + delay(i,j ) < start (rj) 

The stated real-time assignment and scheduling problem will be modeled 
and solved using a constraint programming approach. In [6,7], we have shown 
how to devise such a scheduling algorithm that is also capable of performing 
optimization in a Branch-and-Bound fashion. The load-balancing objective is 
formally expressed as: 



minimize f 



subject to 



/ > load(j) j = 1, ..., m 

load(j) = £Hi p Jiod(i) ■ execution -time(i) ■ h j = 1, ...,m 
bi (node(Ti) = j ) j = 1, ..., m 

integer node(ri) € [l,m],6, € [0,1] 



1 For communication we also require the non-preemptiveness constraint on the mes- 
sage transmission. 
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Fig. 1. Load-balancing example. 



The problem we address is how to estimate a lower bound on /. From the def- 
inition it can be seen that only the task assignment (node(ri) variables) directly 
contributes to the objective value. However, the constraints on the task and 
message scheduling (start (rf)/ message start (t^Tj) variables) affect which task 
assignment that will be allowed. This implies that we can speed up the search by 
only considering the scheduling constraints once we have found a promising task 
assignment. This property is in fact what we exploit to obtain a lower-bound 
estimate for /. 

4 Algorithm Implementation 

4.1 Motivational Example 

Consider a system with four processors and a set of tasks with the following ex- 
ecution times: {36, 24, 24, 24, 20, 18, 15, 12, 12, 12, 9, 8, 8, 6, 6}. We can then view 
the processors as bins and the tasks as items to put in the bins where the execu- 
tion time represent the size of an item. The objective function / can be viewed 
as a lid that is supposed to be pushed as far as possible down the bins. Fig. 1 
shows one solution to this load-balancing problem where / = 60. The question 
now is whether it is possible to re-arrange the items such that / < 60. In theory, 
f = 59 could be possible since |~ 56 +S9+60+59 -| _ |-2|4j _ gg j n f act) this is the 
least possible value for / which is why we call it a lower bound (lb). We also 
know that the relationship / > lb always holds. Hence, if we would know that 
there is no solution for / = lb(= 59) we would also know that lb = 60 which 
would make the solution in Fig. 1 optimal. So how can we test whether / = 59 
is feasible? The first thing we can do is to look at only one bin. Since 59 is the 
lower bound we know that at least one bin has to be filled exactly to the lid for 
all items to be accommodated. Hence, if it is not possible to fill even one bin 
exactly we know that the lid (lb) has to be increased. In this example, however, 
one bin can be filled exactly so we have to move on to the next step and consider 
all the bins again. We can now recognize that only filling one bin exactly may 
not imply that the problem is feasible since the remaining items must also fit 
into the remaining bins. In our example we would have to fill either two or three 
bins exactly since 234 = 2 • 59 + 2 • 58 = 3-59 + 57. (There are not enough 
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items to fill all four bins exactly.) We proceed by finding the maximum number 
of bins that can be filled exactly when / = 59. In this example, it is in fact only 
possible to fill two bins which means that the three bin possibility is out of the 
question. So is it possible then to fill two bins exactly with / = 58? It turns out 
that there is only one such solution and therefore we know that the lid has to 
be increased to lb = 60 and thus the solution in Fig. 1 is decidedly optimal. 



4.2 Basic Idea 

From the example we see that a trivial lower-bound is obtained as lb = 

r /^ n _ execution _time (i) .. o ^ 

| Z=1 | . We then want to test whether we can assign the tasks 

to the nodes such that load(j) < lb. This is done by relaxing the real-time as- 
signment and scheduling problem into a (multiple) knapsack problem. That is, 
given a number of knapsacks (processors) with a certain capacity (the lower 
bound) how should we stuff a collection of items (tasks) into these such that 
all items fit. Unfortunately, this problem is also NP-complete even in the case 
of only one knapsack [14]. However, the knapsack problem may still be easier 
to solve than the original scheduling problem for a particular instance, mainly 
because fewer variables are involved. Furthermore, since we select the capac- 
ity to be the smallest possible it means that at least one node (the highest 
loaded) must have load(j) = lb. Hence, we can focus our attention to this sin- 
gle node case since if a fit for this node is not possible we know that /* > lb 
and can try to solve the problem with lb + 1 instead. However, when a fit is 
found we do not know whether there also exist any fits for the rest of the pro- 
cessors. In particular, we want to know the maximum number of processors, 
mib, that can be filled with tasks such that load(j) = lb still holds. (In the 
following paragraphs we will show how mib is computed through the multiple 
knapsack problem.) Thus, the lower-bound iteration continues until the con- 
straint rtiib ■ lb + X^=i mib m ib-s • (lb — <5) > i execution Jime(i) is satisfied. 
That is, when all tasks have a chance of being fitted, either to one of the highest 
loaded processors (with load lb) or one of the remaining processors (with load 
lb — S). Our lower-bounci algorithm operates in two similar stages where first 
the lb — 6 and mib-s values are determined and then the lb and mib values. 
Prior to presenting the lower-bound algorithm in detail we describe the different 
knapsack problems that are solved as part of the computation. 



4.3 The Bounded Change-Making Problem 

Following the previous reasoning, our lower-bound algorithm for the objective 
function for load balancing require us to solve a knapsack problem that is defined 
as: 

2 In the rest of this paper execution-time(i) will denote the total execution time of a 
task during the Icp. 
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X)i=i size(i) ■ Xi = lb 
integer £ [0, bounded (i)] 

Here, v denotes the number of distinct item sizes where size(i) and bounded (i) 
denotes the size and availability of item i respectively. It is assumed that 
size( 1) > size( 2) > ... > size(v). In our case, the sizes are derived as the total 
execution times of the task during the Icp. Similarly, the availability is given by 
the number of tasks that have the same total execution time. Hence, v < n and 
1 < bounded (i) < n. 

This problem formulation is known as the Bounded Change-Making Problem 
(BCMP) [14,12]. Usually it is also assumed that the number of items is 

to be minimized but our primary concern is the feasibility problem. The problem 
is very straight-forward to implement in CLP(FD) [2,13] which our optimization 
framework is based on. Although the problem is known to be NP-complete [14], it 
is usually quite easy to solve in short time even for large instances (v > 1000) [12] . 



4.4 The Multiple Bounded Change-Making Problem 

The method described in the previous paragraph finds one solution to the prob- 
lem. However, since we actually deal with m problems (m processors), we need 
to know if there are any more ways to solve the problem. In particular, we want 
to know the maximum number of simidtaneous solutions there are (without vi- 
olating the availability constraints), since this number equals mib . Hence, we 
formulate the Multiple Bounded Change-Making Problem (MBCMP) as: 

£i’= i size(i) ■ x it j = lb j = 1, ..., m w 

i x i,j < bounded(i ) i = 1, ...,v 

integer Xij € [0, bounded (i)\ 

Compared to the BCMP this problem is significantly harder to solve in our 
context. Firstly, since we actually want to determine (the maximum) mib we 
would have to solve the problem for increasing mib until we have found an 
infeasible problem instance. Secondly, (as mention earlier) determining infea- 
sibility usually requires a large search effort which in many cases is caused by 
the presence of symmetries in the problem. For instance, the first constraint 
of the MBCMP formulation is a v x rn, /b-constraint matrix where each row 
corresponds to a solution to the BCMP. By reordering the rows it is possi- 
ble to get several solutions to the MBCMP that in reality only count as one 
solution since we are not interested in the ordering of the individual BCMP 
solutions. These kind of symmetric solutions can be restricted by introducing 
lexicographic ordering constraints [9]. For the MBCMP, two vectors U and V 
are said to be lexicographically ordered, U >i ex V , when the following holds: 

3 In reality we start with the expected m ib and decrease it if no feasible solution is 
found. 
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3i\/j<ij : U(j) = V(j),U(i ) > V(i). The reason for not using strict ordering is 
that we do not want to exclude those solutions where the availability constraint 
allows two (or more) equal BCMP solutions to exist together. Unfortunately, 
imposing this kind of ordering constraints does not break all the symmetries in 
the problem. Consider the following example: 

size(i): 40 20 10 5 2 

bounded (i): 1 2 1 2 25 

lb: 50 



si 

52 

53 

54 

55 



10 10 0 

1 0 0 2 0 

0 2 10 0 

0 2 0 2 0 

0 0 0 0 25 



These five solutions (to the BCMP) are lexicographically ordered such that 
si >iex S 2 >iex--->iex S 5 . If we attempt to combine these BCMP solutions 
into a solution for the MBCMP (with mib = 3) and use lexicographic-ordering 
constraints on the row constraints, the only combinations that will be allowed 
are (si,S4, S5) and (s 2 ,S 3 ,Ss). Hence, the combinations (si, . 85 , 54 ), (S 4 , Si, S 5 ), 
(S 4 ,S 5 ,Si), (s 5 ,S 4 ,Si), (S 5 , Si, S 4 ), (s 2 ,s 5 ,s 3 ), (s 3 ,S 2 ,S 5 ), (s 3 , S5, S 2 ), (S5i s 2,S 3 ), 
(ss, S3, s 2) are rejected because of symmetries which leads to a substantial com- 
plexity reduction. However, if solutions to the MBCMP are found by consecu- 
tively solving the BCMPs, the partial solutions (si,S 4 ) and (s 2 ,s 3 ) both result 
in the same subproblem to solve since the total amount of selected items are the 
same in both cases. Hence, the search for S5 will be carried out twice. Clearly, for 
larger instances it is quite likely that several partial solutions to the MBCMP 
will result in the same subproblem. This property is particularly unfortunate 
when the subproblem is infeasible which, as mentioned, may very well be the 
case. 



4.5 Symmetry Breaking by Enumeration 

It can be argued that the unbroken symmetries in the MBCMP are a result of 
the solution method and could be avoided by solving the MBCMP as a single 
problem rather than through consecutive BCMPs. However, preliminary exper- 
iments indicate that the BCMP approach is indeed the faster method since a 
single BCMP is easy to solve. In fact, it is even easy to find all solutions to a 
single BCMP through backtracking which is why we can exploit this property 
to achieve a more efficient solution algorithm for the MBCMP. The pseudo-code 
for this general symmetry-breaking method which we call Symmetry Breaking 
by Enumeration is shown in Fig. 2. 

The expression (V, s) denotes that the partial solution V is extended with 
the single solution s. If this extension fails, it is (sometimes) possible to identify 
exactly which subset sa of the solution that caused the failure. This identifi- 
cation procedure is illustrated with the o-symbol. A key part in reducing the 




A Lower-Bound Algorithm for Load Balancing 153 



PROCEDURE: symmetry-breaking- by-enumeration 
Input: A partial solution Pi — i (to the problem P consisting of symmetric 
subproblems pi ), i G [1 ,mib], the set Si containing all possible solutions to Pi 
Output: A solution to P or 0 if failure 



a) 

( 2 ) 

(3) 

(4) 

(5) 

(6) 

(7) 

(8) 
0 ) 
(10) 
( 11 ) 
( 12 ) 

( 13 ) 

( 14 ) 

( 15 ) 

( 16 ) 

( 17 ) 

( 18 ) 

(19) 

(20) 
(21) 
(22) 

( 23 ) 

( 24 ) 

( 25 ) 



IF i > mib THEN 
RETURN Vi-i 
ELSE 

FOR each Si E Si DO 
Vi := ( Vi-i,Si ) 

Si — Si - Si 

S i+ 1 := Si 

FOR each Sj+i E .Si+i DO 
IF not (Vi,s i+ 1 ) THEN 
:= 

1 := Vi o Si+i 

FOR each s E Si DO 
IF sa |= s THEN 
Si — Si- s 
END IF 
END FOR 
END IF 
END FOR 

V symmetry-breaking-by-enumeration("Pi ,i + l,,Sj_|_i) 
IF V A 0 THEN 
RETURN V 
END IF 
END FOR 
RETURN 0 
END IF 



Fig. 2. Our symmetry-breaking algorithm. 

computational complexity of this algorithm are lines (9)-(17). The test on line 
(9) implies that single solutions (sj+i) that cannot extend the partial solution 
(Vi) will not be considered on the next level of the search tree. Furthermore, 
since Sa expresses which part of V t that prevented the extension, we also know 
that any single solution Sj that complies with sa will result in the same failure. 
Hence, we can remove those single solutions as candidates for extending V t -\ 
(lines (12)-(16)). 

In our case, the o-operation means calculating which item sizes that become 
overused and by what amount. That is, for each item size we can compute its 
remaining availability in (Vi,Si- |_i). If this measure is less than zero, the usage 
of the item caused the constraint violation. We can then compute the minimum 
amount used of this item (s^) that will result in a remaining availability of zero 
in Vi- From this information we know that, if Vi contains a single solution s that 
use at least sa of the considered item, a constraint violation will occur when 
extending Vi. Hence, Vi- 1 may not be extended by solutions s containing sa- 

Example. The BCMP for our previous example (shown in Fig. 1) with lb = 58 
has the following solutions: Si = {(36,8,8,6), (24,20,8,6), (24,18,8,8), 
(24,12,8,8,6), (20,18,12,8), (20,18,8,6,6), (20,15,9,8,6), (20,12,12,8,6), 
(18,15,9,8,8), (18,12,12,8,8), (18,12,8,8,6,6), (15,12,9,8,8,6), (12,12,12, 
8,8,6)}. If we then select .54 = (36,8,8,6) we will discover that there is no 
S2 that can exist together with our selected si. The reason is that either the 
number of 8:s or 6:s are over-used. That is, sa = {(2,6), (2,8)} (where (#,i) is 
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the maximum allowed usage of an item). This means that selecting any si that 
contains either two 8:s or two 6:s will result in S -2 = 0. Hence, we can remove 
these solutions which gives us Si = {(24,20,8,6), (20,18,12,8), (20,15,9,8,6), 
(20,12,12, 8,6)}. We then select si = (24,20,8,6) instead and again find that 
no extension is possible since sa = {(1)20)}. This implies that <Si = 0 and the 
algorithm terminates. (Note that the finial result will be the same regardless of 
which solution that is selected in each iteration.) 

In summary, our algorithm MBCMP-sym for solving the MBCMP using 
symmetry breaking by enumeration consists of two steps: (i) the generation 
of Si which contains all solutions to the BCMP and (ii) the call symmetry- 
breaking-by-enumeration(0, 1, Si). Here it is assumed that symmetry- 
breaking-by-enumeration is extended to record the largest partial solution 
(with size m' lb ) in case the problem is infeasible. Note that when solving a single 
BCMP any duplicate solutions will only be found once. Hence, such solutions 
must be explicitly added to Si. (Thus, with strict mathematic notation S, is 
not really a set.) The procedure runs in 0(|Si| mii> ) and breaks all symmetries 
in the problem. Furthermore, an item size selection that is identified to cause 
a failure will never be considered again as it would in a normal backtracking 
scheme. For comparison, we have also implemented MBCMP-lex which solves 
the MBCMP problem formulation using lexicographic-ordering constraints. 



4.6 The Lower-Bound Algorithm 

We have now presented the different parts of our lower-bound algorithm and are 
able to outline its pseudo-code in Fig. 3. Similar to the case of our previously 
developed lower bound [8] we can use the solution to the MBCMP as a suggestion 
for how to co-assign the tasks in order to find the optimal solution sooner. 

Our algorithm has a certain similarity with dynamic programming in the 
sense that we divide the problem into smaller ones and then combine their so- 
lutions. However, in our approach we only solve one subproblem in isolation 
and we therefore do not know how to solve it such that the overall problem 
is guaranteed to be feasible. In general, the main arguments against dynamic- 
programming algorithms are that they require a lot of space and scale poorly. 
These properties also applies to our algorithm since the number of BCMP solu- 
tions may be extremly large. For instance, when most items have different size 
and the difference in size is only minor. However, since we address the MBCMP 
as derived from embedded real-time systems, the experienced run-time will in 
most cases be acceptable (as will be shown in the next section) when considering 
the overall performance gain. For example, since the item sizes correspond to 
task execution-times (over all invocations), the variation in size is likely to be 
rather large. Interesting enough, when the items have very similar (different) 
sizes it is in general easy (hard) to find near-optimal solutions but hard (easy) 
to verify optimality. 
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PROCEDURE: lower-bound 

Input: Number of processors m, C = { execution -time (i)} 
Output: Lower-bound on / 



c 

a) ">■■= r^H-i 

(2) a,j 0, ( 1 < ;y < m)t 

(3) WHILE Bo, = 0 DO 

(4) V MBCMP(m, lb. sizes(i). bounded^)) 

(5) IF \V\ > 0 THEN 

(6) <replace [P\ zero tt, with lb > 

(7) END IF 

(8) lb:=lb- 1 

(9) END WHILE 

y c 

(10) ;b: =r%-i 

(11) WHILE ^ Uj < y C DO 

(12) V MBCMP(m, lb, sizes(i), bounded(i)) 

(13) IF \V\ > 0 THEN 

(14) <replace \V\ least a :! with lb > 

(15) END IF 

(16) lb:=lb+l 

(17) END WHILE 

(18) RETURN max(aj) 



f The vector a is used to store mib—s , lb — 5 and lb. 

Fig. 3. Our lower-bound algorithm. 



5 Evaluation 

The purpose of our evaluation is to investigate the quality of our lower-bound 
concerning reduction in run-time and deviation from optimum. 

5.1 Experimental Setup 

In our evaluation we have made five studies labeled A, B, C, D and E. Each 
study consists of 100 randomly generated task sets using the parameters in 
Table 1. Values indicated using ranges or sets were chosen randomly from a 
uniform distribution. The deadline of a task equals its period. Cyclic or mutual 
communication was avoided by only allowing a task T t to communicate with a 
task Tj if j < i. The properties shown in italics are derived from the generated 
task sets and are thus not input parameters. Note that with this setup there is 
no guarantee that a task set is feasible. 

We examined three different versions of the optimization algorithm: BB, 
which is plain B&B without a (static) lower-bound estimate, BB+sym which 
uses our lower-bound algorithm with MBCMP-sym (symmetry breaking by 
enumeration) , and BB+lex which also uses our lower-bound algorithm but with 
MBCMP-lex (lexicographic-ordering constraints). To avoid too long runtimes, 
we had a time limit of one hour when the runs were terminated. In such cases, 
the best found solution so far was reported. 

The purpose of the A and B studies is to investigate how the algorithms scale 
with the size of the problem. Similarly, studies C and D are made to illustrate 
how the algorithms are affected by the variation in the task execution-times. 
Study E is made to show the effect of communication constraints. 
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Table 1. Configuration parameters for the task sets. 



Parameter 


Study 1 


A 


B 


C 


D 


E 


Period 


{20, 30,40} 


{20,30,40} 


300 


200 


{40,60} 


Number of tasks 


15 


30 


30 


30 


30 


Average number of task invoca- 
tions 


65 


128 


30 


30 


74 


Execution times 


2-6 


1-10 


{11,22,33,44,55} 


20-30 


{3,6,9,12,15} 


Average utilization 


0.53 


0.74 


0.82 


0.94 


0.91 


Communication probability 


0 


0 


0 


0 


0.125 


Average number of communica- 
tion relations 


0 


0 


0 


0 


15 


Message sizes 


0-0 


0-0 


0-0 


0-0 


1-5 


Number of processors 


4 


8 


4 


4 


6 



5.2 Experimental Results 

The results of running the different algorithm configurations, in terms of number 
of optimal solution, average load balance and average runtimes, are show in 
Table 2. Due to the potentially large variation in runtimes for the experiments 
we display both the arithmetic and geometric means for the runtimes. 

As can be seen in the table, using the lower bound significantly increases the 
number of instances where optimality can be verified within the one hour time- 
limit, and at shorter runtimes. For instance, in study A the average runtime was 
decreased from 56 seconds to 2 seconds and in study C the number of optimal 
solutions increased over four times. We can also see that BB+lex/sym improve 
the quality of the solutions (study D and E), which is probably due to the 
suggested solution given by the lower-bound algorithm. In addition, we can see 
that BB+sym and BB+lex perform rather similarly for small problems whereas 
for larger problems (in terms of BCMP solutions) BB+sym outperforms BB+lex 
by at least an order of magnitude (studies B and D). 

We also investigated how tight the computed lower-bounds are. This is done 
by simply adding the constraint / = lb. It turns out that more than 85% of 
the lower bounds were optimal when there were no communication constraints. 
In the presence of such constraints the figure drops to 72% due to that heavy 
communication tasks often have to be assigned to the same processor which is 
not recognized in the relaxed problem formulation. It could also be noted that 
it was only in study A that non-optimal lower-bounds was actually detected 
(within the one-hour time-limit). 

6 Conclusions 

We have presented a lower-bound algorithm for the load-balancing objective in 
the context of real-time systems. In experiments we found that over 70% of 
the computed lower-bounds were optimal and that they significantly reduced 
the search time. The lower-bound computation involves efficient solving of the 
Multiple Bounded Change-Making Problem which we achieve by introducing a 
new way of breaking symmetries in this problem. In our experimental evaluation, 
this Symmetry Breaking by Enumeration is shown to outperform the state-of-art 
approach of introducing lexicographic-ordering constraints. 
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Table 2. Algorithm performance, f For the remaining percentage, optimality was 
undecided. 



Algorithm 


Result 


| Study 


£ 


B 


C 


D 


E 


BB 


optimal solutions 


100/100 


31/100 


22/98 


26/100 


9/67 


average / 


65 


90 


251 


191 


113 


runtime (geo) 


56 s 


27 s 


0.4 s 


17 s 


10 s 


runtime (arith) 


5 min 


4 min 


0.4 s 


4 min 


55 s 


BB+lex 


optimal solutions 


100/100 


60/100 


98/98 


100/100 


38/67 


average / 


65 


90 


251 


188 


111 


runtime (geo) 


2 s 


8 min 


0.6 s 


1 min 


20 s 


runtime (arith) 


49 s 


15 min 


0.6 s 


2 min 


2 min 


BB+sym 


optimal solutions 


100/100 


77/100 


98/98 


100/100 


38/67 


average / 


65 


90 


251 


188 


111 


runtime (geo) 


2 s 


18 s 


0.9 s 


6 s 


19 s 


runtime (arith) 


48 s 


2 min 


0.9 s 


7 s 


53 s 


sym/lex 


optimal lower-bounds 


93% 


85% t 


100% 


100% 


72% T 
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Abstract. Embedded systems are constrained and critical. They need 
to be validated before their development. They handle time constraints 
to model important aspects (delays, timeouts). This issue has to be taken 
into account in every step during its development life cycle, in particular 
in the testing step. This paper presents a methodology for the develop- 
ment of reliable embedded systems. A system is described as a timed 
automaton. It details an efficient derivation algorithm of test sequences 
able to identify controllable states on the system. Most of known errors 
of such systems are collected. They are automatically integrated on the 
derived sequences which are submitted to the implementation. If the sys- 
tem behaves correctly after this submission, the system is considered as 
robust. 



1 Introduction 

In software or hardware development, testing is highly needed in order to avoid 
catastrophic errors and to tackle industrial development of the product with 
confidence. Since few years, time is considered as a crucial feature of many 
sensitive systems as multimedia protocols, embedded systems, air traffic systems. 
Then it should be seriously considered by designers and developers. 

This study deals with embedded systems described as Input Output Timed 
Automata [LV92,AD94] (defined as automata where each transition can bear 
either an input action or output action with timing constraints in some cases). 
An embedded system (it is a reactive system too) is a system which reacts 
permanently with its environment, and which is subject to high time constraints. 
Here the whole system is seen as a graph where edges express actions or reactions 
of the system. On edges, we may have also some timing constraints which are 
related to the action execution. 

In this paper, we suggest a methodology for robustness testing of embedded 
systems. First, we suggest a test derivation algorithm which extracts (from the 
specification) for each controllable state a sequence of actions starting with an 
input action and ends with an output one. If this sequence is not recognized 
by any other state, then this state is considered as identified. We will operate 
with a similar way for all other states with sequences containing at maximum 
a limited number of input actions. Then, test sequences are submitted to the 
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IUT (assumed to be modelled also as a timed automaton) . Its responses analysis 
allows us to check if every controllable state is correctly implemented. 

Then, we intend to test, in addition to the conformance testing, the robust- 
ness of the system in a controlled way. We define formally the possible set of 
different faults that any system can perform. We show how to integrate these 
errors in test sequences in such a way to check reactions of the system when it 
performs faulty actions. 

This paper is structured as follows: Section 2 contains related works to the 
timed testing field. In section 3, we present the robustness testing issues and 
some solutions to this aspect. In section 4, we discuss the observability and the 
controllability of such models, we detail also the assumptions we require for sys- 
tems we study and then, we present an algorithm which produces, for controllable 
states, sequences of actions able to distinguish them from all others. Section 5 
explains our technique on robustness testing. We first collect all possible errors 
and we show how to integrate them in test sequences. Section 6, illustrates our 
technique with a simple example. Section 7 gives the conclusion and some ideas 
about future works. 



2 Related Work 

There are many works and tools dedicated to timed automata verification. There 
are also other studies which proposed various testing techniques for timed sys- 
tems. We will give an overview of them in the following section. But we will 
detail only one study about formal embedded system testing since the literature 
about this issue is quite unusual. 

In [CL97], the authors derive test cases from specifications described in the 
form of a constraint graph. They only consider the minimum and the maximum 
allowable delays between input/output events. [COG98] presents a specific test- 
ing technique which suggests a practical algorithm for test generation. They have 
used a timed transition system model. The test selection is performed without 
considering time constraints. [RNHW98] gives a particular method for the deriva- 
tion of the more relevant inputs of the systems. [PF99] suggests a technique for 
translating a region graph into a graph where timing constraints are expressed by 
specific labels using clock zones. [NS01] suggests a selection technique of timed 
tests from a restricted class of dense timed automata specifications. It is based 
on the well known testing theory proposed by Hennessy in [DNH84]. [HNTC01] 
derives test cases from Timed Input Output Automata extended with data. Au- 
tomata are transformed in a kind of Input Output Finite State Machine in order 
to apply classical test generation technique. [SVD01] gives a general outline and 
a theoretical framework for timed testing. The study [AENK02] differs from the 
previous one by using discretization step size depending only on the number of 
clocks which reduces the timing precision of the action execution. [Cas02], an 
unique study on formal embedded systems testing, suggests to consider all pos- 
sible faults that a system can execute. The designer has to insert them into the 
specification and finally derives test sequences from this modified specification. 
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As we notice, there are different ways to tackle the problem of timed and 
embedded testing. All of these studies focus on the reduction of the specification 
formalism in order to be able to derive test cases feasible in practice. In contrast 
to these studies, we use the timed automata model without neither translation 
nor transformation of labels on transitions. 



3 Robustness Testing Issues 

To tackle robustness testing, we need to answer the following questions: what are 
the (possible) differences between conformance testing and robustness testing? 
How to tackle the input domain of the test? How to interpret the output domain? 
How to model the system? And finally what testing architecture will we use? 

We define the robustness notion as: a system is considered as robust if it is 
able to operate correctly in the presence of invalid inputs or stressful environment 
(IEEE definition) . We will measure the ability of the system to have a “correct” 
or “acceptable” behavior in the presence of hazards (random errors) . That means 
the IUT may accept unexpected (in the specification) actions without being 
blocked. 

So, we can make out an idea to test the robustness of a system: we will 
use sequences obtained for the conformance testing as the basis of our method. 
We will apply them to the system, and in case of error (internal hazard, not 
provoked), we measure the ability of the system to deal with this error. Indeed, 
it is possible to insert some well chosen hazards in the test sequences, and apply 
the previous step again (we should simulate the external hazards). In this case, 
we should consider again the oracle and modify the verdicts. Then, the verdicts 
considered in robustness testing should be much more detailed than the notions 
of success or failure. We can add for example a robustness measure, or we can 
model robustness properties in some logics. Formally, we say that we have to 
extend the test input domain with hazards. Then, the input domain extension 
implies sometimes an output domain extension (moreover, even if the input 
domain is not extended, it is possible to extend the output domain). 

We will investigate the case where the hazards are considered in the model. 
This case will bring us closer to the conformance testing process. We seperate in 
this model the aspects of “nominal” functioning from the “degraded” functioning 
(Fig. 1). In this case, it is possible to develop an approach where inputs are: a 
specification S, a fault model M, and a robustness property P and output are 
test sequences. 




Fig. 1. Nominal, degraded modes 
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4 Test Sequence Generation 

4.1 Input Output Timed Automata 

In this section, we will recall the definitions of timed input output automaton 
TIOA. Timed input output automata have been proposed to model finite-state 
real-time systems. Each automaton has a finite set of states and a finite set 
of clocks which are real- valued variables. All clocks proceed at the same rate 
and measure the amount of time that has elapsed since they were started or 
reset. Each transition of the system might reset some of the clocks, and has an 
associated enabling condition which is a constraint on the values of the clocks. 
A transition can be taken only if the current clock values satisfy its enabling 
condition. The following definitions are mainly identical to those given in [AD94]. 



Definition 1 (Clock constraints and clock guard). A clock constraint over 
a set C of clocks is a boolean expression of the form x oprel z where x £ C, oprel 
is a classical relational operator (<, <, =, >, >), and z is an integer constant n. 
A clock guard over C is a conjunction of clock constraints over C. 

Definition 2 (Timed Input Output Automata). A timed input output au- 
tomaton [AD9j] A is defined as a tuple (Ea, La, l^i Ca, Ea), where : 

— Ea is a finite alphabet, split in two sets : 0 (input actions) beginning with a 

and 0 (output actions) beginning with a 

— La is a finite set of states, 

— I a £ S is the initial state, 

— Ca is a finite set of clocks, 

— Ea C La x La x Ea x 2 Ca x <L(Ca) is the set of transitions. 

A transition (1,1' ,a, X,G) goes from state l to state V on input or output symbol 
a. The subset A C Ca allows the clocks to be reset within this transition, and G 
is a clock guard over Ca- &(Ca) is the set clock guards over Ca 

4.2 Test Case Derivation Algorithm 

We consider a TIOA 7 A = (A,S,so,C, T). § is the set of states. 6 is the set of 
clocks. S is the set of guards over G. E is the set of actions, E = 0 U 0 where 
J is the set of input actions and 0 is the set of output actions, T is the set of 
transitions, T= {t\, ...Am} where ti = (a*, c/j, Rsetf) (1 < i < N ) and o, £ E, 
gi £ S and Rseti £ C. 

The basis of our test sequence generation algorithm is to identify specification 
states on the implementation. The specification timed automaton is denoted 
X4g and the implementation timed automaton is denoted 7Aj. We are able to 
identify only states having outgoing transitions with input actions. These states 
are called controllable states where the system waits for input actions from 
the environment under the control of the tester. We denote CS this set, CS= 
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{csi, cscsn} ( CSN length set). The set denoted NCS contain non controllable 
states (they have outgoing transitions labelled by output actions). 

For each state s, we need to define the set of outgoing transitions, denoted 
Out(s). It will be used in many definitions. 

Definition 3 (Output transitions). For a state s, Out(s) is the set of all 
transitions going from s. 

The notion of controllability is expressed as: some states can be controlled 
by the user (they wait for an input action). 

Definition 4 (Controllable state), cs is a controllable state if cs £ § and, if 
Out(cs) = {ti, £ Out(cs),tj = (aj,Gj, Rsetj) and aj £ 3 

Our testing technique is based on the characterization of a controllable state 
by a specific sequence, if it exists. This sequence should start with an input 
action and should end with an output action. Between these actions, any action 
is possible. 

Definition 5 (Possible identification sequence), seqi is a Possible identi- 
fication sequence for a state s if seqf is defined as 

{(s,ti 1 ,Sj 1 ),(si 1 ,ti 2 ,Si 2 ),...,(si n _ 1 ,tj n ,Sj n )} where 3s' £ § ,(s,t,s') £ T and 
Vj, 1 < j < n, £ T and tq = (a.q , G j 1 , Rset j 1 ) where a.q £ 3 and t in = 
(ai n ,Gi n , Rseti n ) where ai n £ 0. 

A recognized sequence having a depth d is an identification sequence con- 
taining d input actions. 

Definition 6 (Recognized sequence), rsf is defined as a recognized sequence 
(with depth d) from a controllable state csi if rsf is a possible identification 
sequence of cs^ and if rsf contains d input actions. 

We need to collect all the recognized sequences of a state having at maximum 
D input actions where D is fixed in advance. 

Definition 7 (Recognised sequence set). Let csi a controllable state, let D 
the maximum number of input actions required in an identification sequence. 
RSSi (Recognized Sequence Set) is the set of all recognized sequences of csi 
having at maximum D input actions. RSSff 1 = RSSi i U...U RSSi D where RSSi ,■ 
is a recognized sequence of state csi with a depth of j. 

We will be able to identify a controllable state if we are able to find a recog- 
nised sequence which is not recognized by any other state. 

Definition 8 (Identification sequence). Idi is the identification sequence for 
the controllable state csi if Idi £ RSSff and\/cSj £ CS, Idi ^ RSS® 

A state is identified if it has an identification sequence. 

Definition 9 (Identified state), cs, is an identified state if 3 seqi £ RSSf 
and seqi is an identification sequence for csi. 
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Algorithm. This algorithm will produce a set JT>= {idi, ...,id>K} of identifica- 
tion sequences for some controllable states and having at maximum MaxD input 
actions. But we may be able to identify all controllable states with sequences 
having less than MaxD input actions. K is the number of identified states by 
this algorithm, idi is an identification sequence for a state i. CS will contain the 
remaining states which have not been identified. 



Data : e§, CS1 

Result : JD.GS 

d 4 1; 

while GS ^ 0 and d < MaxD do 

CurrentC S 4 N extN onl dcs(G S); 

// CurrentC S contains the next non identified state of CS ; 
while CurrentCS ^ NULL do 

// there are still unrecognized states ; 

RSS 4 RecognizedSeqSet(CurrentC S, d); 

// RSS contains the set of sequences of depth d ; 

// that can potentially identify CurrentC S ; 

Identified t FALSE-, 

Count 4 1; 

while notl dentif ied and Count < length(RS S) do 

OtherCS 4 FirstCS(CSl); 

II OtherCS contains the first state of CS 1 ; 

Currents eq 4 RSS [Count] ; 

// CurrentSeq contains the count sequence of RSS ; 

Recognized 4 FALSE; 

while notRecognized and OtherC S ^ NULL do 
if CurrentCS # OtherCS then 

if RecognizedS eq(OtherC S , CurrentSeq ) then 

j Recognized 4 TRUE ; 

end 

OtherCS 4 NextCS(CSl ) ; 

// OtherC S contains the next state of CS1 ; 

end 

end 

if not Recognized then 

I dentif ied 4 TRUE; 

CS •< CS \ CurrentCS; 

1T)[CurrentC S\ 4 CurrentSeq; 

/ / we add the sequence CurrentSeq into the set of UIO sequences; 

end 

Count 4 Count + 1 ; 

// Computing with next sequence of RSS ; 

end 

CurrentCS 4 NextNonldCS(CS); 

end 

d 4 d + 1; 



Algorithm 1: Test sequence generation algorithm 



Comments 

1. We start with CS containing all controllable states. We will remove from 
CS all identified states. CS1 contains all controllable states during the whole 
algorithm. It will be needed to check each time if a sequence is not recognized 
by all other states. 

2. We will first handle sequences having only one input action ( d equal to 1). 

3. For each state csi of CS, we select one by one sequences starting from csi. 

4. If the current sequence is recognized by any other state of CS, then we deal 
with the next sequence going from cSj. 

5. If it is not recognized by any state, then cs,; is retrieved from CS and the 
selected sequence will be saved as the identification of cs,. 
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6. If all sequences of csi do not discriminate it from others, we select the next 
state and apply the same process. 

7. When all states have been handled, if CS is empty we stop the algorithm 
since all states are identified. 

8. If CS is not empty, and If d is less than Maxd then increment d by one and 
we repeat the algorithm from the 3. 

9. If d has reached the value MaxD, then we stop the algorithm without total 
identification of all states. 

10. Complexity of this algorithm: let e the number of states of the TIOA, l-\ = 
maXi{card (RSSi)),l2 = card(CSl),t max the maximum number of outgoing 
transitions for a state of the TIOA, then we have C(RecognizedSeqSet) = 
0(e * (tmaxY) an d the whole complexity is 0{e * (C(RecognizedSeqSet) + 

(h*h)))- 

11. When the algorithm checks if a sequence seqi is recognized by a state csj, it 
compares the labels of transitions going from csj . If it compares a transition 
(a,i,Gi, Rseti) to a part of seqi defined as (a(, G\^ Rseti) , this part will be 
recognized if and only if a, = a\ and Rseti = Rseti and Gt fl G[ = 0. 

12. Notice that the real test sequences are longer than the UIO sequences, since 
every sequence is preceded by a preambule (in order to reach the state to 
identify) and followed by a postambule. The handled states in the algorithm 
will not appear in the test sequences, we only consider events in the test 
sequences. 

5 Robustness Testing Method 

In this technique, we will only handle external hazards, inserted in the test 
sequences. They are modelled as actions received by the system or incorrect 
timing constraints. 

We consider that the system is described by two specifications written in the 
timed automata formalism (TIOA): a nominal specification S = (17, S, so, C, 7) 
which describes the behavior of the system, and a degraded specification Sdegr 
={S degr ,§, degr ,s odegri G degr ,7 degr ) which describes the system in a degraded 
mode, i.e., it describes the vital functionalities and the minimum required be- 
havior. 

For example for a robot, we could require that it has to send its position 
at least every 10 seconds (in the degraded specification) whereas it sends its 
position every one second in the nominal specification. 

We generate test sequences from the nominal specification. Then, we insert 
some hazards to these sequences. We can use a set of chosen events introduced 
randomly. 

The tester has to send stimuli at the right moment respecting the timing 
constraints, and has to check the response validity. As soon as a fault is detected 
by the tester, we only record the system responses, and we continue to send the 
sequence inputs (of the nominal behavior). At the end of the sequence, if we 
have some unexpected responses, we check if the obtained execution trace (see 
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the definitions below) is accepted by the degraded specification Sdegr- If no fault 
has been detected by the tester, then the system is considered as robust enough 
regarding the considered hazards and the desired robustness level. 

Furthermore, to measure the system robustness in case of internal hazards, 
we proceed as before without any insertion of hazards in sequences. In fact, each 
time we find an error during the execution step, we record the event and we 
continue testing. In fact, we observe the ability of the system to react to one 
of its own error. Notice that we do not use the degraded specification as a test 
sequence generation basis since we consider that the environment still sends the 
same inputs, and is not influenced by the system mode (normal or degraded). 

In the following, we present some definitions needed to explain our test ro- 
bustness algorithm. 

We consider that we have at our disposal a set of test sequences produced 
by any derivation algorithm on Input Output timed automata. 

Definition 10 (Set of test sequences). Let S = (A, §, so, C, T) a timed au- 
tomaton of the nominal specification, we denote TSS (Test Sequences Set)= 
{seqi , ..., seq n }, where Vi £ [1 ..n],seq t =< t h ,...,t im > and £ T,m = 
card(seqi) . 



Definition 11 (Event). An event ( a,t ) is the execution of an action a £ £ at 
the time valuation t. In our case, each action is considered observable (no e in 
our alphabet). 

A timed trace is a sequence of actions (with their execution valuations) start- 
ing at the initial state. 

Definition 12 (Timed trace). A timed trace is a sequence 
a = (a\,ti)(a2 1 t2)-.-(a n ,t n ) of observable events going from the initial state. 
From this initial state, a allows us to know that the action a\ is observed at the 
time valuation t\, a2 at. O? etc ... Vj , tj are time valuations. 

Here, we define a relation between a sequence of actions and its possible clock 
valuations. 

Definition 13 (Execute). Let a a timed trace of the TIOA A, going from the 
initial state, and ending at a state considered as final. Let L = U lo° a i tlie Set 
of all timed traces. As each path p in the automaton can lead to a different 
observation, we define the relation execute(p, A, a) which unifies a path p of an 
automaton A and its timed trace a (a £ L). A path contains only action labels 
(without timing constraints). 

Definition 14 (Observation set). Every possible observation of a path p for 
an automaton A is in: Observations et(p, A) = {er £ L, execute(p, A, a)} 

ObservationSet(p , A) is the union of all the timed traces obtained by going 
through the path p, and instead to handle an infinity of consecutive instants 
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for a precise event, we gather them in an interval. This union allows us, in the 
following, to use an interval instead of a set of consecutive instants. For every 
path p in A , we denote Observations et(p, A) = with Tj a 

time interval, we have: Vj £ [l..(n — 1)], 3k so that a' = a*,, £ Tj and 3k' > k 

so that a' +1 = a*,/ ,tk' £ Tj +1 . In other words, each action of a timed trace of 
spec has to be in exec, respecting the timing constraints, and of course in the 
same order than the actions of spec. 

We will present below our robustness testing algorithm (Algorithm 2). We con- 
sider TSS = {seqo , ..., seq n } and Vi £ [1 ..n\,seqi = {tj 1 , with t ij £ T. 

n = card(TSS) and ?n = card(seqj) . 



Data 



TSS , 



3 degr 



Result : trace , robusteEnough 

robusteEnough < true ; 

while there are hazards left to insert in TSS and robustEn 
i < 1; 

while i < n and robust Enoug h do 
3 * — i; 

trace ■< NULL; 

error Found < faux; 

while j < m do 

if tj . £ 0 then 
3 

apply tj . to the system; 

3 

if error F ound then 
I add tj . to trace; 



ugh do 



if tj . GO then 



f not(errorF ound) then 

verify that tj . is correct ; 

3 

if incorrectftj . ) then 

I err or F ound < true 

add tj . to trace; 



add tj . to trace; 



end 

end 

end 

3 < — 3 + i; 

end 

if error F ound then 

if inclusionTYace(S ( j e g r , trace) then 

System robust enough in comparison to S^ e g r 

else 

System not robust enough in comparison to S 
robustEnough < false; 

end 

end 

System robust enough for seq j; 

i < i + 1; 

end 

if there are hazards left to insert to TSS then 
insert new hazards in TSS; 

end 



for seqj ; 
pnr for se 



Algorithm 2: Robustness testing algorithm 



Then, we experiment all generated test sequences on the implementation and 
check their response validity. In case of error, we continue to experiment the rest 
of the test sequence (we assume that the system is not blocked after an incorrect 
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action). Before staring any new test sequence, the tester checks if the obtained 
trace is conform to the degraded specification Sdegr, by using the conformance 
relation defined below. At the end, if one sequence gives a non conform trace, 
then we consider that the system is not robust enough in comparison with the 
wanted robustnes 

Notice that in order to check the validity of an output transition, the tester 
only checks the sent action is correct, and its time interval is also correct. More- 
over, when an error is detected, we check that the execution trace is conform to 
Sdegr- Complexity of this algorithm: let h the number of different scenari of in- 
sertion of hazards, n = ccn'd(TSS) and m = maxi(card(seqi ))) , the complexity 
is 0{h *n* m). 

6 Example 

Suppose we have a robot in an hostile environment. The nominal specification of 
this robot describes that it sends its position after a position request (?position- 
Req), or the temperature after a temperature request (?temperatureReq). But 
the system must send its position and the temperature with regularity (the limit 
is 120s for temperature and 60s for position). The robot has a moving mode: it 
is able to turn or to go forward during a certain amount of time, interrupted by 
a stop signal (TstopTurn or TstopForward). Fig. 2 (a) shows this specification, 
which is the specification in a “normal” mode. 

An example of a degraded specification of this system could be the obligation 
for him to send its position at least every 300s, and to send the temperature at 
least every 600s. Then, the degraded specification is shown in Fig. 2(b). 

An example of test sequences generated with our conformance testing 
method, using the nominal specification is : 

— SI: (?temperatureReq,:r < 120),(!temperature,a: := 0); 

— S2: Non Controllable; 

— S3: Non Controllable; 

— S4: (?endMove),(?positionReq,y < 60),(!position,y := 0); 

— S5: (?stopTurn),(?endMove),(?positionReq, 2 / < 60), ([position , y := 0); 

— S6: (?stopForward),(?endMove),(?positionReq,y < 60),(!position,y := 0); 



7 Conclusion 

In this paper we introduced a simple approach for robustness testing. We have 
chosen the timed automata formalism as a specification model since it deals with 
time constraints with accuracy. 

Then we have suggested a test case derivation algorithm for timed automata 
where on each transition we can have an input action or output action (it is 
different from the Input/Output FSM model). This algorithm derives test cases 
for controllable states only. Other states do not work under user control, we can 
not ensure a test sequence for them. 
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(a) 



(b) 



Fig. 2. (a) nominal specification (si initial location), (b) degraded specification 



We have also suggested an approach to test robustness of critical systems. We 
first consider that we have two system specifications: one which contains all func- 
tionalities, denoted the nominal specification and a second one which contains 
the most important functionalities denoted as the degraded specification. 

The robustness testing technique is based on the generation of test cases 
from the nominal specification. Then after the execution of these test cases on 
the implementation, we check if the implementation responses are valid on the 
degraded specification. In fact we test if the crucial behavior is ensured by the 
implementation. 

The main limitation of this methodology is that we cannot guarantee an 
entire fault coverage since we are not able to generate test cases for all specifica- 
tion states. The fault coverage has to be improved. For the next future, we will 
iomprove our hazards insertion. 

We have undertaken the implementation of our methodology in an integrated 
tool, then we will be able to experiment it on some real cases as a robot func- 
tioning or a multimedia protocol. 

A long version of the paper is available on (www.univ-reims.fr/Labos/resycom). 
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Abstract. Detecting whether a finite execution trace (or a computation) of a dis- 
tributed program satisfies a given predicate, called predicate detection , is a fun- 
damental problem in distributed systems. To solve this problem, we generalize an 
effective abstraction technique called computation slicing. We present polynomial- 
time algorithms to compute slices with respect to temporal logic predicates from 
a “regular” subset of CTL, that contains temporal operators EF, EG, and AG. Fur- 
thermore, we show that these slices contain precisely those global states of the 
original computation that satisfy the predicate. Using temporal predicate slices, 
we give an efficient (polynomial in the number of processes) predicate detection 
algorithm for a subset of CTL that we call regular CTL. Regular CTL contains 
nested temporal predicates for which, to the best of our knowledge, there did not 
previously exist efficient predicate detection algorithms. Then we show that we 
can enlarge the subset of CTL and still obtain effective results. Our algorithm has 
been implemented as part of a tool for analysis of distributed programs. We illus- 
trate the effectiveness of our techniques on several protocols achieving speedups 
of over three orders of magnitude in one example, compared to partial order state- 
space search of SPIN. Furthermore, we were able to complete the verification for 
250 processes for a partial order trace. 



1 Introduction 

A fundamental problem in distributed systems is that of predicate detection - detecting 
whether a finite execution trace of a distributed program satisfies a given predicate. There 
are applications of predicate detection in many domains such as testing, debugging, and 
monitoring of distributed programs. For example, when debugging a distributed mutual 
exclusion algorithm, it is useful to monitor the system to detect concurrent accesses to 
the shared resources. We can model a finite trace in two ways. The first model imposes a 
partial order between events, for example Lamport’s happened-before relation [12], The 
second model imposes a total order (interleaving) of events. We use the former approach 
in this paper, which is a more faithful representation of concurrency [12]. Furthermore we 
can obtain better coverage in terms of testing and debugging by capturing all interleavings 
in a partial order. This coverage may translate into finding bugs that are not found using 
a single interleaving. 

* supported in part by the NSF Grants ECS-9907213, CCR-9988225, Texas Education Board 
Grant ARP-320, an Engineering Foundation Fellowship, and an IBM grant 



M. Papatriantafilou and P. Hunel (Eds.): OPODIS 2003, LNCS 3144, pp. 171-183, 2004. 
(c) Springer- Verlag Berlin Heidelberg 2004 
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The main problem in predicate detection in the partial order model is the state explo- 
sion problem — the set of possible global states of a distributed program with n individual 
processes can be of size exponential in n. A variety of strategies for ameliorating the 
state explosion problem, including symbolic representation of states and partial order 
reduction have been explored [ 14,6,23]. 

In this paper, we present a provably efficient predicate detection algorithm using a 
technique called computation slicing. Computation slicing was introduced in [5, 1 5] as an 
abstraction technique for analyzing distributed computations (finite execution traces). 
A computation slice, defined with respect to a global predicate, is the computation 
with the least number of global states that contains all global states of the original 
computation for which the predicate evaluates to true. This is in contrast to traditional 
slicing techniques which either work at the program level or do slicing with respect to 
variables. Computation slicing can be used to throw away the extraneous global states 
of the original computation in an efficient manner, and focus on only those that are 
currently relevant for our purpose. 

The concept of slicing is useful for detecting temporal logic predicates since it enables 
us to reason only on the part of the global state space that could potentially affect the 
predicate. Many specifications of distributed programs are temporal in nature because 
we are interested in properties related to the sequence of states during an execution 
rather than just the initial and final states. For example, the liveness property in dining 
philosophers problem, “a philosopher, whenever gets hungry, eventually gets to eat”, 
is a temporal property. We use the temporal logic CTL [1] to write specifications of 
distributed programs and interpret it on a finite distributive lattice of global states. Basic 
temporal operators of this logic include EF, AF, EG, AG, the rest may be found 
elsewhere [19]. We say that temporal predicate EF(p) (resp. EG(p)) holds at a global 
state G if and only if for some path starting from G and ending at the final state, the 
predicate p eventually (resp. always) holds on the path. We say that temporal predicate 
AF(p) (resp. AG(p)) holds at a global state G if and only if for all paths starting from 
G, the predicate p eventually (resp. always) holds on all the paths. For example a nested 
temporal predicate AG(EF(resef)) states that reset is possible from every state. 

With the results of this paper, we can efficiently use computation slicing for predicate 
detection in the subset of CTL with the following three properties. First, temporal oper- 
ators are EF, EG, and AG. Second, atomic propositions are regular predicates, which 
we will define later. Third, negation operator has been pushed onto atomic propositions. 
We call this logic Regular CTL plus (RCTL+), where plus denotes that the disjunction 
and negation operators are included in the logic. We also consider a disjunction and 
negation free subset of RCTL+ and denote this by Regular CTL (RCTL). In RCTL+, 
we use the class of predicates, called regular predicates , that was introduced in [5]. The 
slice with respect to a regular predicate contains precisely those global states for which 
the predicate evaluates to true. Regular predicates widely occur in practice during veri- 
fication. Some examples of regular predicates are conjunction of local predicates [4,9] 
such as “all processes are in red state”, certain channel predicates [4] such as “at most 
k messages are in transit from process Pi to Pj”, and some relational predicates [4]. 
We show that temporal predicates EF(p), EG(p), and AG(p) are regular when p is 
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regular and present polynomial-time algorithms to compute slices with respect to these 
temporal predicates. 

We show that the complexity of predicate detection for a predicate p in RCTL is 
0(\p\ ■ n 2 \E\), where \p\ is the number of boolean and temporal operators in p, n is 
the number of processes and \E \ is the number of events in the trace. To the best of our 
knowledge, there did not previously exist efficient algorithms (polynomial in the number 
of processes) to detect predicates that contain nested temporal logic predicates such as 
AG (EF (reset)). Furthermore, we validate with experiments that even for RCTL+ 
predicates our computation slicing based technique is very effective. 

We implemented our predicate detection algorithms for RCTL and RCTL+, which 
use computation slicing, in a prototype tool called Partial Order Trace Analyzer (POTA) 
[21]. We performed experiments using POTA on several protocols such as the Asyn- 
chronous Transfer Mode Ring (ATMR) [10]. In all cases, our technique completes fast 
and uses state space efficiently. 

Due to space limitations, further experimental results and the formal proof of cor- 
rectness of the algorithms are given in the extended version of the paper in [19]. 



2 Related Work 

Predicate detection is a hard problem. Detecting even a 2-CNF predicate under EF 
modality has been shown to be NP-complete, in general [16]. Some examples of the 
predicates for which the predicate detection can be solved efficiently are: conjunctive 
[4,9], disjunctive [4], linear [4,18], and non-temporal regular [5,15] predicates. These 
predicate classes have been so far detected under some or all of the temporal operators 
EF, EG, AG, AF and under the until operator of CTL [18], but not under any nesting of 
these operators. For example, a predicate EF(pAEG(qj), where p and q are conjunctive 
predicates, cannot be efficiently detected using only the efficient algorithms for conjunc- 
tive predicates. With the results of this paper, we can detect such nested temporal logic 
predicates efficiently. The idea of using temporal logic for analyzing execution traces 
(also referred to as runtime verification) has recently been attracting a lot of attention. 
We first presented a temporal logic framework for partially ordered execution traces in 
[18] and gave efficient algorithms for predicates of the form EG(p) and AG(p) when 
p is a linear predicate. The efficiency of those algorithms depended on the fact that p 
was a state predicate and therefore we could efficiently evaluate the satisfiability of p at 
a global state. However, in this paper we present implementation of efficient algorithms 
even when p is a temporal predicate. 

Some other examples of using temporal logic for checking execution traces are 
the MaC tool [11], the JPaX tool [7], and the JMPaX tool [22], The MaC and JPaX 
tools consider a totally ordered view of an execution trace and therefore can potentially 
miss bugs that can be deduced from the trace. JMPaX tool is closer to our tool POTA 
[21] because of the partial order trace model. JMPaX uses a subset of temporal logic 
with safety where atomic propositions can be arbitrary. Whereas we use a subset of 
temporal logic with both safety and liveness where atomic propositions are restricted. 
The complexity of the predicate detection algorithm in our approach is polynomial-time 
whereas the complexity is exponential-time in JMPaX. 
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3 Model 

A distributed program consists of n sequential processes denoted by f\ , /A , . . . , P n 
communicating via asynchronous messages. In this paper, we are concerned with a 
single computation ( execution ) of a distributed program. Traditionally, a distributed 
computation is modeled as a partial order on a set of events, called happened-before 
relation [12], In this paper we relax the restriction that the order on events must be a 
partial order. More precisely, we use directed graphs to model distributed computations 
as well as slices. Directed graphs allow us to handle both of them in a uniform and 
convenient manner. 

Given a directed graph G , let V(G) and E(G) denote the set of vertices and edges, 
respectively. We define a consistent cut (global state) on directed graphs as a subset 
of vertices such that if the subset contains a vertex then it contains all its incoming 
neighbours. Formally, G is a consistent cut of G, ifVe, / £ V(G) : (e, /) £ E (G) A 
(/ £ C) => (e £ G). We say that a strongly connected component is non-trivial if it 
has more than one vertex. We denote the set of consistent cuts of a directed graph G 
by C(G). Observe that the empty set 0 and the set of vertices V(G) trivially belong to 
C(G). We call them trivial consistent cuts. 

We model a distributed computation (or simply a computation), denoted by (E, —»), 
as a directed graph with vertices as the set of events E and edges as -A. We use event and 
vertex interchangeably. A distributed computation in our model can contain cycles. This 
is because whereas a computation in the happened-before model captures the obsetyable 
order of execution of events, a computation in our model captures the set of possible 
consistent cuts. Intuitively, each strongly connected component of a computation can be 
viewed as a meta-event: a meta-event consists of one or more primitive events, which 
are send, receive, or internal events. 

We assume the presence of a fictitious global initial and a global final event, denoted 
by _L and T, respectively. The global initial event occurs before any other event on 
the processes and initializes the state of the processes. The global final event occurs 
after all other events on the processes. Any non-trivial consistent cut will contain the 
global initial event and not the global final event. Therefore, every consistent cut of a 
computation in traditional model (happened-before model) is a non-trivial consistent cut 
of the computation in our model and vice versa. Note that the empty consistent cut, 0, in 
the traditional model corresponds to {_!_} in our model and the final consistent cut, E, in 
the traditional model corresponds to E — {T } in our model and we denote this by £. We 
use uppercase letters G, D, H, V, and W to represent consistent cuts. Figure 1 shows a 
computation and its lattice of (non-trivial) consistent cuts. A consistent cut in the figure 
is represented by its frontier. A frontier of a consistent cut is the set of those events of 
the cut whose successors, if they exist, are not contained in the cut. For example, the 
consistent cut G = { e 3 , e 2 , ei, / 2 , / 1 , _L} is represented by {e 3 , ./g}. 

Given a consistent cut, a predicate is evaluated with respect to the values of variables 
resulting after executing all events in the cut. If a predicate p evaluates to true for a 
consistent cut G, we say that G satisfies p. We leave the predicate undefined for the 
trivial consistent cuts. A global predicate is local if it depends on variables of a single 
process. We interpret predicates in our logic over the consistent cuts of a computation. We 
say that a consistent cut G satisfies AG(p) (resp. EG(p)) if every cut on all sequences 
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Fig. 1. (a) A computation (E, — »), (b) its lattice corresponding to C(G) 



of consistent cuts (resp. on some sequence of consistent cuts) from C to the final cut 
satisfies p. Similarly, we say that C satisfies EF(p) if there exists a consistent cut that 
satisfies p on some sequence from C to the final cut. The predicate detection problem 
is to decide whether the initial consistent cut of a distributed computation satisfies a 
predicate. In this paper we assume that atomic propositions are non-temporal regular 
predicates and their negations (which we will define in the next section). The formal 
syntax of RCTL+ is as follows. Every atomic proposition is an RCTL+ formula. If p 
and q are RCTL+ formulas, then so are pV q, p A q, EF(p), EG(p), and AG (p). We 
define RCTL as the subset of RCTL+ where disjunction and negation operators are not 
allowed. Note that full CTL contains X and U operators, to denote next-time and until 
modalities. 



4 Background on Slicing and Regular Predicates 

The notion of computation slice is based on the Birkhoff’s Representation Theorem for 
Finite Distributive Lattices [2], The readers who are not familiar with earlier papers on 
slicing in [5,15] are urged to read [19]. Roughly speaking, a computation slice (or simply 
a slice) is a concise representation of all those consistent cuts of the computation that 
satisfy the predicate. More precisely. 

Definition 1 (slice [15]). A slice of a computation with respect to a predicate is a directed 
graph with the least number of consistent cuts that contains all consistent cuts of the 
given computation for which the predicate evaluates to true. 

We denote the slice of a computation (E, -a) with respect to a predicate p by 
slic e((E,—>),p). Note that (E,—>) = slice((E, — >-),true). Every slice derived from 
the computation (E, — >) has the trivial consistent cuts (0 and E) among its set of con- 
sistent cuts. A slice is empty if it has no non-trivial consistent cuts [15]. In the rest of 
the paper, unless otherwise stated, a consistent cut refers to a non-trivial consistent cut. 
In general, a slice will contain consistent cuts that do not satisfy the predicate (besides 
trivial consistent cuts). In case a slice does not contain any such cut, it is called lean. We 
next give the regular class of predicates for which the slice is lean. 
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Given a computation, the set of consistent cuts satisfying a regular predicate forms 
a sublattice of the set of consistent cuts of the computation [5]. Equivalently, 

Definition 2 (regular predicate [5]). A predicate is regular if given two consistent 
cuts that satisfy the predicate, the consistent cuts obtained by their set union and set 
intersection also satisfy the predicate. Formally, given a regular predicate p, 

( C satisfies p) A (D satisfies p) => (C D D satisfies p) A (C U D satisfies p) 

We say that a regular predicate is non-temporal if it does not contain temporal 
operators such as EF, AG, and EG, otherwise it is a temporal regular predicate. 

Some examples of non-temporal regular predicates are monotonic channel predicates 
such as “there are at least k messages in transit from Pi to Pf\ conjunction of local 
predicates such as “ P t and Pj are in critical section”, and relational predicates such as 
Xi — X 2 < 5, where X{ is a monotonically non-decreasing integer variable on process i. 
From the definition of a regular predicate we deduce that a regular predicate has a least 
satisfying cut and a greatest satisfying cut. Furthermore, the class of regular predicates 
is closed under conjunction. 

Also in [15] polynomial-time algorithms are given to compute slices with respect to 
boolean combination of regular predicates. Given the slices with respect to two regular 
predicates, the complexity of computing the slice for the conjunction and disjunction 
of these regular predicates is 0(n 2 \E\). The complexity of computing the slice for 
the negation of a regular predicate is 0(n 2 \E\ 2 ). Note that regular predicates are not 
closed under disjunction and negation operators therefore slices obtained with respect 
to predicates that contain these operators may not be lean. 

Temporal Regular Predicates 

Now, we study regularity of a predicate p when temporal operators EF, AG, and EG are 
applied to it. Our results enable us to compute lean slices for these temporal predicates. 

Lemma 1. When p is regular, EF(p), AG(p), and EG(p) are regular. 

However, the regularity does not follow in the case of AF(p), EX(p), AX(p), 
EU(p. q) and AU(p, q). We now give an example in Figure 2 where consistent cuts 
D and H satisfy AF(p) but their intersection (D D H) does not. This is because there 
exists a path starting from ( D fl H) and ending at the final cut £ where p never holds on 
the path. We present examples for the other temporal predicates in the extended version 
of the paper [19]. 




£ : denotes consistent cuts where p holds 



Fig. 2. AF(p) may not be regular 
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5 Computation Slices for Temporal Predicates 

In this section, we describe computation slicing algorithms for temporal regular predi- 
cates to enable efficient predicate detection for RCTL+. Earlier, Mittal and Garg [5,15] 
presented computation slicing algorithms for non-temporal regular predicates, which 
they use to detect predicates such as EF (p) , EG(p) and AG(p). We present algorithms 
for temporal regular predicates, which we use to detect nested temporal predicates such 
as EG(p A EF(g)), and which is a much larger predicate class. 

Since the consistent cuts of the slice of a computation is a subset of consistent cuts of 
the computation, the slice can be obtained by adding edges to the computation. In other 
words, the slice contains additional edges that do not exist in the computation. These 
additional edges may generate strongly connected components in the slice. For example, 
consider Figure 5(a) that displays the slice of the computation in Figure 1 with respect to 
-i((x = 5) A (y = 2)). The only consistent cut in the computation that does not satisfy 
the predicate is {e 3 , f±}. By adding the edge (/ 2 , 63 ), we disallow this consistent cut 
from the slice. Similarly, since the consistent cuts of the slice for AG(p) is a subset of 
consistent cuts of the slice for p, the slice for AG(p) can be obtained by adding edges 
to the slice for p. Below, we will show which edges we should add to a computation 
(resp. to the slice forp ) for computing slices for EF(p) (resp. for computing slices for 
AG (p) ). 

Slicing Algorithms 

Now we explain Algorithm A 1 in Figure 4 for generating the slice of a computation 
with respect to EF(p). From the definition of EF(p), all consistent cuts of the compu- 
tation that can reach the greatest consistent cut that satisfy p, say W, will also satisfy 
EF(p) and furthermore these are the only cuts that satisfy EF(p). We can find the cut 
W using slice((E, — >) , p) when it is nonempty. We construct the slice for EF(p) from 
the computation so that the slice has the same consistent cuts as the computation upto 
the final cut of the slice W. To ensure that all cuts that cannot reach W do not belong 
to the slice, we add edges from T to the successors of events in the frontier of W in 
the computation. Adding an edge from T to an event makes any cut that contains the 
event trivial, therefore not of interest to us. Figure 3 shows the application of Algorithm 
Al. Given the slice of the computation in Figure 1(a) for some predicate p as shown in 
Figure 3(a), first we compute the final cut of the slice for p. that is, {e 2 , /a } . Then, on 
the computation, we add an edge from T to the successor of e 2 , that is e 3 . The successor 
of ffi does not exist so we do not add any other edges. The resulting slice for EF(p) is 
displayed in Figure 3(c). 

The complexity analysis is as follows. In Step 1 we can find the final cut of 
slice((£', ->•},) p using the strongly connected components in 0(n\E\). Steps 2 to 4 
take 0(n ) time. The overall complexity is 0(n\E\). 

Algorithm A2 in Figure 4 generates the slice for AG(p). We explained above that to 
obtain the slice for AG(p) we will add edges to the slice for p and therefore eliminate 
consistent cuts that do not belong to the slice for AG(p). We claim that consistent cuts 
of slice for p that do not include vertex e of each additional edge (e, /) in slice for p do 
not satisfy AG(p). For simplicity, let the slice((E, — >) ,p) have a single additional edge 
(e, /). Consider consistent cuts {_L }, {/ 1 }, {ei, / 1 }, and {e 2 , / 1 } of the slice in Figure 
5(a) that do not include vertex fi of the additional edge (/ 2 , 63 ). It is easy to see that 




178 



A. Sen and V.K. Garg 




Fig. 3. (a) A slice of (E, — >) in Fig. 1 (b) the corresponding sublattice (c) The application of the 
temporal operator EF on the slice in (a) (dj the corresponding sublattice 



these four consistent cuts do not satisfy AG (p) . This is because there exists a consistent 
cut {e 3 , /i } in the computation that does not satisfy p, yet which is reachable from these 
four consistent cuts. 

For example, the slice in Figure 5(a) has an additional edge (/ 2 , 63 ) so we add the 
edge (/ 2 , _L) and obtain the slice for AG(p) as in Figure 5(c). 

In Step 2 we can add edges for each additional edge in slice((.E, — >),p)- From 
[15], there are 0(n\E\) such edges when the skeletal representation of a slice is used. 
Therefore, the overall complexity is 0(n\E\). 

The algorithm for EG(p) slicing displayed in Figure 4 is similar to the AG (p) 
slicing algorithm. However in this case, for each additional edge (e, /) that generates 
a non-trivial strongly connected component in slice((£', — >) ,p), we add an edge from 
the vertex e to the vertex _L. Intuitively, due to such a strongly connected component on 
all paths from the initial to the final state in the computation there exists a cut that does 
not satisfy p. 

We give the formal proof of correctness of the algorithms in [19] . 

Predicate Detection using Slicing 

Given an execution trace and a predicate in RCTL+, we can compute the slice for the 
predicate recursively from inside-out by applying the appropriate temporal or boolean 
operator on the slices. The computation slice may contain more states than the ones that 
satisfy the predicate when slices are not lean. Therefore, we use the following strategy 
in POTA to decide whether the predicate is satisfied or not. Case 1, if the slice and the 
input trace have different initial states then the predicate is not satisfied. In this case a 
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Algorithm A1 

Input: A computation )/?, ->) and slice))/?, -t),p) 

Output: slice))/?, ->}, EF(p)) 

1 . Let G be )/?,->) and let W be the final cut of slice))/?, — >} , p) 

2. If W exists then 

3. V e e frontier(W): add an edge from the vertex T to succ(e) in G 

4. return G 

5. else return empty slice 

Algorithm A2 

Input: A computation )/?, ->) and slice) (E, -y),/j) 

Output: slice))/?, — ►), AG(p)) 

1. Let G be slice))/?, -»),p) 

2. For each pair of vertices (e. /) in slice))/?, -t),p) such that, 

0) -'(e -> /) in (E, ->), and (ii) (e /) in slice))/?, ->},/>) 
add an edge from vertex e to the vertex 1 in G 

3. return G 

Algorithm A3 

Input: A computation ) E , -►) and slice))/?, -+),p) 

Output: slice))/?, — ►), EG (p)) 

1. Let G be slice))#, -t),p) 

2. For each pair of vertices (e, /) in slice))/?, ->) , p) such that, 

(i) ->(e -+ /) in (£,->), and (ii) (e /) and (/ -> e) in slice) {£, ->),p) 
add an edge from vertex e to the vertex JL in G 

3. return G 



Fig. 4. Algorithm for generating a slice with respect to EF(p), AG(p) and EG(p) 



counterexample is generated. Case 2, if the predicate is from RCTL and if the slice and 
the input trace have the same initial states then the predicate is satisfied. 

The complexity of predicate detection for RCTL is dominated by the complexity 
of computing the slice with respect to a non-temporal regular predicates, which has 
0(n 2 \E\) complexity [5,15]. Therefore, the overall complexity of predicate detection 
for RCTL is 0(\p\ ■ n 2 \E\), where \p\ is the number of boolean and temporal operators 
in p. 

When the predicate does not belong to RCTL (that is, it contains disjunction or 
negation operators) the slice may not be lean. In this case, we may have to take an extra 
step. This is because the initial state of the slice may not satisfy the predicate. Therefore, 
we employ the translator module of POTA and translate the slice into Promela [8] . Then 
we use SPIN to check the trace assuming that there are equivalent specifications in LTL. 
Using SPIN may lead to exponential-time complexity for RCTL+. However, the slice 
is in general much smaller than the computation and therefore we still have efficient 
verification, which we validate with experiments in the next section. 
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Fig.5.(a)The slice of (E, — ») inFig. 1 with respect to -<((x = 5)A (y = 0)) (b) the corresponding 
sublattice (c) The slice of (E, — ») in Fig. 1 with respect to AG -i((x = 5) A (y = 0)) (d) the 
corresponding sublattice 



6 Experimental Results 

We implemented our algorithms using Java in a prototype tool called Partial Order Tem- 
poral Analyzer (POTA) [21], POTA consists of analyzer, translator and instrumentor 
modules. We have implemented slicing based predicate detection algorithms in the ana- 
lyzer module . In order to evaluate the effectiveness of POTA, we performed experiments 
with scalable protocols, comparing our computation slicing based approach with partial 
order reduction based approach of SPIN [8]. Intuitively, when searching the state-space, 
at each consistent cut, partial order reduction approach allows only a small subset of 
enabled transitions to be explored. The translator module takes an execution trace and 
generates SPIN code. Currently, the instrumentation is being done manually. The in- 
strumented program is such that when run every process outputs its local state where 
a local state contains the values of variables relevant to the predicate in question and a 
vector clock that is updated for each internal, send and receive event according to the 
Fidge/Mattern [3,13] algorithm. Vector clocks enable us to obtain a partial order repre- 
sentation of traces. All experiments were performed on a 1.4 Ghz Pentium 4 machine 
running Linux. We restricted the memory usage to 5 12MB, but did not set a time limit. 
The two performance metrics we measured are running time and memory usage. We 
run the programs for 20 seconds and our measurements are averaged over 20 traces for 
each program. Further experimental results can be obtained from POTA website [20] for 
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protocols such as General Inter-ORB Protocol (GIOP), distributed dining philosophers 
and leader election. 

We present experimental results for the Asynchronous Transfer Mode Ring (ATMR) 
protocol which was verified in [17] using SPIN. ATMR protocol [10] is an ISO standard 
based on a high-speed shared medium connecting a number of access nodes by channels 
in a ring topology. For controlling access to this type of shared medium, the ring is 
first initialized with a fixed number of ATM cells continuously circulating around the 
channel from one node to another. Within each access node there is an access unit which 
performs both the physical layer convergence function and the access control function. 
Access to the ring is requested by the client and controlled by a combination of a window 
mechanism and a reset procedure. The client can issue a sending request to the access 
unit and receive a data cell. The window mechanism limits the number of cells a node 
can transmit at a time, called the “credits” of this node. The reset procedure reinitializes 
the window in all access units to a predefined credit value. 




Fig. 6. ATMR verification results, SPIN runs out of memory for > 3 processes 

We conducted experiments for several predicates used in [17]. Due to space limita- 
tions, we present two of them here. 

1 . Once an access unit exhausts its window size credit, the credit will eventually be 
renewed. EF((credifj == 0) A EG (^(crediti == 6))) , for all access units i, 
where credit stands for the number of credits which is being held by an access unit 
and 6 is the preset maximum value. 

2. A client’s request will be eventually acknowledged. EF(re(?i A EG(-iac/ci)) , for 
all clients i, where req is a cell sending request signal from a client to an access 
unit. If the requested cell has been sent out, the access unit will return an ack signal 
to the client. 

The full state space verification of ATMR by Peng et al. [17] even for a configuration 
with 3 nodes was not completed due to state explosion. To enable verification for larger 
number of processes, they used an approximation technique in SPIN called bit-state 
hashing where two bits of memory are used to store a reachable state and they could 
verify upto 6 nodes on a 2GB memory machine with less than 98 percent coverage. In 
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Figure 6, we present experimental results for the two properties of ATMR. We generated 
execution traces for upto 250 nodes and completed full state space verification of these 
traces. Whereas, SPIN failed to complete full state space verification for more than 3 
nodes even when the input were traces rather than the protocol. 

7 Conclusion 

We have presented an approach for detecting temporal logic predicates based on compu- 
tation slicing. Application of our algorithms for detecting safety and liveness properties 
of distributed programs was presented. The experimental work proves that for large prob- 
lem sizes, computation slicing is an effective technique. As a future work, we would like 
to apply our theory to multi-threaded Java programs. 
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Abstract. In this paper, we consider a new atomicity model, write all 
with collision (WAC), and compare it with existing models considered 
in the literature. This model captures the computations in sensor 
networks. We show that it is possible to transform a program from WAC 
model into a program in read/write model, and vice versa. Further, we 
show that the transformation from WAC model to read/write model is 
stabilization preserving, and the transformation from read/write model 
to WAC model is stabilization preserving for timed systems. In the 
transformation from read/write model to WAC model, if the system 
is untimed (asynchronous) and processes are deterministic then under 
reasonable assumptions, we show that (1) the resulting program in WAC 
model can allow at most one process to execute, and (2) the resulting 
program in WAC model cannot be stabilizing. In other words, if a de- 
terministic program cannot read then it is important that it can tell time. 

Keywords: Model conversions, Preserving stabilization, Atomicity re- 
finement, Write-all- with-collision model, Read/ Write model 



1 Introduction 

The ability of modeling abstract distributed programs and transforming them 
into concrete programs that preserve the properties of interest is one of the 
important problems in distributed systems. Such transformation allows one to 
write a program in one (typically a simpler/restrictive) model and run it on 
another (typically a general/less restrictive) model. Hence, several algorithms 
(e.g., [1,2, 3,4, 5]) have been proposed for enabling such transformation. 

In this paper, we are interested in a new model of computation that occurs in 
sensor networks. These sensors are resource constrained and can typically com- 
municate with other (neighboring) sensors over a radio network. One of the im- 
portant issues in these networks is message collision: Due to the shared medium, 
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OSURS01-C-1901, ONR Grant N00014-0T1-0744, NSF Equipment Grant EIA- 
0130724, and a grant from Michigan State University 
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if a sensor simultaneously receives two messages then they collide and, hence, 
both messages become incomprehensible. However, if a message communication 
does not suffer from a collision then the message is written in the memory of all 
neighbors of the sender. 

Based on the above description, we can view the model of computation in 
sensor networks as a write all with collision (WAC) model. Intuitively, in this 
model, in one atomic action, a sensor (process) can update its own state and the 
state of all its neighbors. However, if two sensors (processes) simultaneously try 
to update the state of a sensor (process), say k, then the state of k is unchanged. 
(For precise definition, we refer the reader to Section 2.) 

Moreover, in sensor networks, detecting such collisions is difficult due to 
several reasons. For example, it is possible that a sensor succeeds in updating 
the state of one of its neighbors even though its update causes collision at another 
neighbor. Hence, in this paper, we assume that collisions are not detectable. We 
would like to note that most of our results are also applicable for the case where 
collisions can be detected. We discuss this issue in Section 6. 

While previous literature has focused on transformations among other models 
of computation (e.g., [1,2, 3, 4, 5]), the issue of transformation from (respectively, 
to) WAC model to (respectively, from) other models has not been considered. To 
redress this deficiency, we focus on the problem of identifying the transformations 
that will allow us to transform programs in WAC model into read/ write model 
(where a process can either read the state of one of its neighbors or write its 
own state, but not both), and vice versa. 

Contributions of the paper. In this paper, we focus on transformation from 
WAC model under power-set semantics (where any subset of enabled actions 
can be executed concurrently) into read/write model, and vice versa. We show 
that concepts such as graph coloring (e.g., [6,7,8]), local mutual exclusion (e.g., 
[4]) and collision- free diffusion [9] can be effectively used for obtaining these 
transformations. The main contributions of the paper are as follows: 

— For untimed (asynchronous) systems, we present an algorithm for the trans- 
formation of programs in read/write model into programs in WAC model. 
We also show the optimality of this transformation; specifically, we show 
that if the transformed program is deterministic, cannot use time and can- 
not perform redundant writes (see Section 3 for definition) then at most 
one process can execute at a time. Also, we argue that this transformation 
cannot be made stabilization preserving. 

— For timed systems, we present an algorithm for the transformation of pro- 
grams in read/write model into programs in WAC model. This transforma- 
tion permits concurrent execution of multiple processes. We also show that 
if the given program in read/write model is stabilizing fault-tolerant [10,11], 
i.e. , starting from an arbitrary state, it recovers to states from where its 
specification is satisfied, then, for a fixed topology, the transformed program 
in WAC model is also stabilizing fault-tolerant. In other words, for timed 
systems, we show that the transformation is stabilization preserving. 
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— We present an algorithm for the transformation of programs in WAC model 
into programs in read/ write model. We show that this transformation is 
also stabilization preserving. This transformation does not assume that the 
topology is fixed or known in advance. 

— We show how to transform programs in other models considered in the lit- 
erature to WAC model, and vice versa. 

Organization of the paper. The rest of the paper is organized as follows. 
In Section 2, we introduce the read/write model and the WAC model. Then, 
in Section 3, we present an approach for the transformation of programs in 
read/write model into programs in WAC model under power-set semantics for 
untimed systems. Subsequently, in Section 4, we present the transformation for 
timed systems. Then, in Section 5, we present an approach for the transforma- 
tion of programs in WAC model under power-set semantics into programs in 
read/write model. Finally, we make concluding remarks in Section 7. 

2 Atomicity Models, Semantics, and System Assumptions 

In this section, we first precisely specify the structure of the programs written in 
read/write model and in WAC model. Then, we present the assumptions made 
about the underlying system. 

The programs are specified in terms of guarded commands; each guarded 
command (respectively, action) is of the form: 

guard — > statement, 

where guard is a predicate over program variables, and statement updates 
program variables. An action g — > st is enabled when g evaluates to true and 
to execute that action, st is executed. A computation of this program consists of 
a sequence so, Si, . . . , where Sj+i is obtained from Sj by executing actions (one 
or more, depending upon the semantics being used) in the program. 

A computation model limits the variables that an action can read and write. 
Towards this end, we split the program actions into a set of processes. Each 
action is associated with one of the processes in the program. We now describe 
how we model the restrictions imposed by the read/ write model and the WAC 
model. 

Read/Write model. In read/write model, a process consists of a set of public 
variables and a set of private variables. In the read action, a process reads (one 
or more) public variables of one of its neighbors. For simplicity, we assume that 
each process j has only one public variable v.j that captures the values of all 
variables that any neighbor of j can read. 

Furthermore, in a read action, a process could read the public variables of its 
neighbor and write a different value in its private variable. For example, consider 
a case where each process has a variable x and j wants to compute the sum of the 
x values of its neighbors. In this case, j could read the x values of its neighbors 
in sequence. Whenever j reads x.k, it can update a private variable sum.j to be 
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suin.j + x.k. Once again, for simplicity, we assume that in the read action where 
process j reads the state of k, j simply copies the public variables of k. In other 
words, in the above case, we require j to copy the x values of all its neighbors 
and then use them to compute the sum. 

Based on the above discussion, we assume that each process j has one public 
variable, v.j. It also maintains copy.j.k for each neighbor k of j ; copy.j.k captures 
the value of v.k when j read it last. Now, a read action by which process j reads 
the state of k is represented as follows: 

true — > copy.j.k=v.k 

And, the write action at j uses v.j and copy.j (i.e., copy variables for each 
neighbor) and any other private variables that j maintains to update v.j. Thus, 
the write action at j is as follows: 

predicate^ .j , copy.j , other -private-variables .j) 

— ► update v.j, other vprivatewariables .j\ 

WAC model. In the WAC model, each process consists of write actions (to 
be precise, write-all actions). Each write action at j writes the state of j and 
the state of its neighbors. Similar to the case in read/write model, we assume 
that each process j has a variable v.j that captures all the variables that j can 
potentially write to any of its neighbors. Likewise, process j maintains l.j.k for 
each neighbor k; l.j.k denotes the value of v.k when k wrote it last. Thus, an 
action in WAC model is as follows: 

predicate(v.j, l.j, other -private -variables .j) 

— > update v.j , other -private-variables .j ; 

\/k : k is a neighbor of j : l.k.j = v.j ; 

Remark. In the rest of the paper, we leave the additional private variables 
considered above implicit. 

Semantics. For the WAC model considered in this paper, there are different 
types of semantics that can be used. Some of the commonly encountered seman- 
tics include, interleaving (also known as central daemon), maximum-parallelism 
and power-set semantics (also known as distributed daemon). In interleaving se- 
mantics, given a set of enabled actions, i.e., actions whose execution will change 
the state of some process, one of those actions is non-deterministically chosen for 
execution. In maximum-parallelism, all enabled actions (one from each process) 
are executed concurrently. And, in power-set semantics, any non-empty subset 
of enabled actions (at most one from each process) is executed concurrently. In 
this paper, unless stated otherwise, we assume that the program in WAC model 
is executed under power-set semantics. 

System assumptions. We assume that the set of processes in the system 
are connected. If the set of processes are partitioned then the algorithms in this 
paper can be executed for each partition. Further, we assume that in the given 
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program in read/ write model, for any pair of neighbors j and k, j can never 
conclude that k does not need to read the state of k. In other words, we require 
that the transformation should be correct even if each process executes infinitely 
often. Further, in our transformation from read/write model to WAC model, 
we assume that the topology remains fixed during the program execution, i.e. , 
failure or repair of processes does not occur. Thus, while proving stabilization, we 
disallow corruption of topology related information. This assumption is similar 
to assumptions in previous stabilizing algorithms where the process IDs are 
considered to be incorruptible. We note that our transformation from WAC 
model to read/ write model does not assume that the topology is known up front 
and the topology can change at run time. 

We consider two types of systems, timed and untimed. In a timed system, 
each process has a clock variable. We assume that the rate of increase of clock is 
same for all the processes. In an untimed (asynchronous) system, processes do 
not have the notion of time or the speed of processes. In both these systems, we 
assume that the execution of an action is instantaneous. The time is consumed 
between successive actions. Additionally, in an untimed system, we assume that 
the delay between successive actions is unpredictable. 



3 Read/Write Model to WAC Model in Untimed Systems 

In this section, we discuss the first of our transformations where we transform 
a program in read/ write model into a program in WAC model. In the WAC 
model, there is no equivalent of a read action. Hence, an action by which process 
j reads the state of k in the read/write model needs to be modeled in the WAC 
model by requiring process k to write the appropriate value at process j. Of 
course, when k writes the state of j in this manner, it is necessary that no other 
neighbor of j is writing the state of j at the same time. Finally, a write action 
in read/write model can be executed in WAC model as is. 

To obtain the transformed program that is correct in WAC model, we orga- 
nize the processes in the given program (in read/write model) in a ring. Such 
a ring can be statically embedded in any arbitrary graph by first embedding a 
spanning tree in it and then using an appropriate traversal mechanism to ensure 
that each process appears at least once in the ring (cf. Figure 1). 




J / 

\ D i F 

Communication graph for 
given program 



y> 6 * a 

e V 

F E 

Ring for transformed program 



Legend 

Edges used by the program in WAC 

Additional edges in the given graph 



Fig. 1. In the transformed program, ‘A’ will execute actions of processes 0 and 
6, ‘B’ will execute actions of processes 1, 3 and 5, and so on. 
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Let the processes in this ring be numbered 0 . . . n— 1; note that if a process 
from the original graph is repeated in the ring then that process gets multi- 
ple numbers in this ring. Now, in the transformed program, process 0 executes 
first. When process 0 executes and writes the state of process 1 (and any other 
processes that are neighbors of process 0 in the original communication graph) , 
process 1 is enabled and permitted to execute. When process 1 executes, it allows 
process 2 to execute, and so on. Figure 2 shows the actions of process j in the 
transformed program. If a process in the original graph has multiple numbers in 
the ring, it executes the actions corresponding to all those values. 



process j 

const n; // number of processes in the ring 

var v.j, l.j , counter. j', 

initially 

set v.j according to the initial value of v.j in read/write model; 
set l.j according to the initial value of copy.j in read/write model; 
counter, j — 0; 

begin 

counter. j =j — > if (predicate(v.j, l.j)) update v.j ; 

counter. j = (j + 1) mod n; 

Vfc : k is a neighbor of j : l.k.j, counter. k — v.j , ( j + 1 )mod n; 
/ / this write action will enable process numbered j + 1 

end 



Fig. 2. Read/write model to WAC model 



Theorem 3.1 For every computation of the transformed program in WAC 
model under power-set semantics there is an equivalent computation of the given 
program in read/write model. 

For reasons of space, we refer the reader to [12] for the proofs of all the 
theorems in this paper. □ 

Optimality issues. Now, we discuss the optimality of the transformation 
algorithm presented in Figure 2. Towards this end, we first identify the notion 
of redundant writes. Based on the definition of WAC model, the guard of any 
action, say of process j, in WAC model depends only on the local variables of j. 
Now, consider the case where process j executes its action (and writes its state 
as well as the state of its neighbors). If an action of j is still enabled after this 
execution, it follows that j can again execute and write the state of its neighbors. 
In this scenario, one of the writes of j is redundant if the system was untimed and 
no collision had occurred. To show the optimality of the above transformation, 
we assume that processes do not perform such redundant writes. 

Redundant writes. We say that process j does not perform redundant writes 
if after the execution of any action by j, all actions of j are disabled until a 
neighbor of j executes and writes the state of j. 

Theorem 3.2 In an untimed system where processes cannot detect collisions, 
any algorithm that (1) transforms a given program in read/ write model into an 
equivalent program in WAC model under power-set semantics, and (2) ensures 
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that the processes in the generated program in WAC model are deterministic 
and do not perform redundant writes, must produce programs in WAC model 
in which at most one process executes at a time. □ 

There are several ways to improve the performance of the transformation if 
we weaken some of the assumptions made above. Specifically, we can remove the 
assumption that processes cannot perform redundant writes in order to allow 
concurrency in the programs in WAC model. In [12], we present a solution that 
provides potential concurrency if processes are allowed to perform redundant 
writes. Another approach would be to remove the assumption about untimed 
systems. If the processes are allowed to use time, we can design transformation 
algorithms that allow more concurrency. In Section 4, we present such algo- 
rithms. 

Stabilization issues. Now, under the assumptions stated in the above theo- 
rem, we show that the transformation shown in Figure 2 cannot be stabilization 
preserving. Based on the assumption that processes do not perform redundant 
writes, for each process, say j, there exists a local state of that process where 
none of its actions are enabled. Also, since the guard of an action at process j 
depends only on local variables of j, we can perturb the given program to states 
where none of the actions are enabled. It follows that it will not be possible for 
the program to reach legitimate states from such a state. 

In the context of the above result, a reader may wonder if a stabilizing token 
ring circulation algorithm (e.g., [11]) could be used to achieve stabilization in 
the transformation shown in Figure 2. To add stabilization to the program in 
Figure 2, we need a stabilizing token ring circulation algorithm that is correct 
under the WAC model. By contrast, existing stabilizing token ring circulation 
algorithms are correct under read/ write model. 

The above impossibility result depends on the assumption that the system 
is untimed and processes are deterministic, cannot detect collisions, and cannot 
perform redundant writes. If the assumption about untimed system is removed 
then it is possible to preserve stabilizing fault-tolerance. We present such stabi- 
lization preserving algorithms in Section 4. 



4 Read/ Write Model to WAC Model in Timed Systems 

In this section, we present an algorithm for the transformation of a program in 
read/write model into a program in WAC model for timed systems. Specifically, 
we present a transformation for an arbitrary topology using graph coloring. Also, 
this transformation can be achieved using a collision-free time-slot based protocol 
like time-division multiple access (TDMA) [9,13]. In these transformations, we 
initially assume that the clocks of the processes are initialized to 0 and the rate 
of increase of the clocks is same for all processes. Subsequently, we also present 
an approach to deal with uninitialized clocks; this approach enables us to ensure 
that if the given program in read/ write model is stabilizing fault-tolerant then 
the transformed program in WAC model is also stabilizing fault-tolerant. 
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Transformation algorithm. The main idea behind this algorithm is graph 
coloring. Let the communication graph in the given program in read/write 
model be G = (V,E). We transform this graph into G' = (V,E r ) such that 
E’ = {(x,y) |0 ± y) A ((x,y) £ E V (3z :: (x,z) £ E A (z,y) £ E))} (cf. Figure 
3). In other words, two distinct vertices x and y are connected in G' if distance 
between x and y in G is at most 2. Let / : V — > [0 . . . K — 1] be the color assign- 
ments such that (Vj, k : k is a neighbor of j in G' : f(j) ^ f(k )), where K is any 
number that is sufficient for coloring G' . 



\ 



Fig. 3. Transformation using graph coloring. The number associated with each 
process denotes the color of the process. 





Let f.j denote the color of process j. Now, process j can execute at clock. j = 
f.j. Moreover, process j can execute at time slots Vc : c > 0 : f.j + c * K. When 
j executes, it writes its own state and the state of its neighbors in G. Based on 
the color assignment, it follows that two write actions do not collide. Figure 4 
shows the actions of process j. 



process j 

const f.j , K-, 

var v.j, l.j, clock. j] 

initially 

set v.j according to the initial value of v.j in read/write model; 
set l.j according to the initial value of copy.j in read/write model; 
clock, j = 0; 

begin 

(3c : clock. j = f.j + c * K) — ¥ if (predicate(v.j, l.j)) update v.j-, 

Vfc : k is a neighbor of j in the original graph : 
l.k.j=v.j\ 

end 



Fig. 4. Transformation for arbitrary topology 



Theorem 4.1 For every computation of the transformed program in WAC 
model under power-set semantics there is an equivalent computation of the given 
program in read/write model. □ 
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Theorem 4.2 If the maximum degree of G is d, then the period between 
successive executions of a process is at most d 2 + 1. □ 

Remark. The above theorem presents the upper bound on the performance 
of the transformation. For sensor networks (e.g., [14,15]), maximum degree d is 
usually small. Hence, the period between successive executions of a process is 
small. Moreover, d 2 + 1 is the upper bound for the period and the period can be 
smaller than d 2 + 1. For example, for a grid topology, maximum degree, d= 4, 
and period = K = 5 . 

Preserving stabilization during transformation. To show that stabiliza- 
tion is preserved during transformation, we first present how we deal with the 
case where the clocks are not initialized or clocks of processes are corrupted. 
Note that the rate of increase of the clocks is still the same for all processes. 
To recover from uninitialized clocks, we proceed as follows: Initially, we con- 
struct a spanning tree of processes. Let p.j denote the parent of process j in 
this spanning tree. Process j is initialized with a constant c.j which captures the 
difference between the initial slot assignment of j and p.j. 

If clocks are not synchronized, the action by which p.j writes the state of j 
may collide with other write actions in the system. Process j uses the absence of 
this write to stop and wait for synchronizing its clock. Process j waits for K * n 
slots, where K is the period between successive slots and n is the number of 
processes in the system. This ensures that process j starts executing only when 
all its descendants have stopped in order to synchronize their clocks. When j 
later observes the write action performed by p.j, it can use c.j to determine 
the next slot in which it should execute. Since the root process continues to 
execute in the slots assigned to it, eventually, its children will synchronize with 
the root. Subsequently, the grandchildren of the root will synchronize, and so 
on. Continuing thus, the clocks of all processes will be synchronized and hence, 
further computation will be collision-free. 

In the absence of topology changes, the spanning tree constructed above and 
the values of f.j and c.j are constants. Hence, for a fixed topology, we assume 
that these values are not corrupted. Once the clocks are synchronized, from 
Theorem 4.1, for the subsequent computation of the transformed program, there 
is an equivalent computation of the given program in read/write model. Also, 
if the given program is stabilizing fault-tolerant then every computation of that 
program reaches legitimate states. Combining these two results, it follows that 
every computation of the transformed program eventually reaches legitimate 
states. Thus, we have 

Theorem 4.3 If the given program in read/write model is stabilizing fault- 
tolerant then transformed program (with the modifications discussed above) in 
WAC model is also stabilizing fault-tolerant. □ 

Remark. The above modification is meant to illustrate the feasibility of pre- 
serving stabilization while transforming a program in read/ write model into a 
program in WAC model. The time for which a process waits, K * n slots, after 
failing to observe the write action of its parent is an overestimate. The optimal 
time for which a process should wait is outside the scope of the paper. 
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5 WAC Model to Read/ Write Model 

In this section, we focus on the transformation of a program that is correct in 
the WAC model under power-set semantics into a program in read/ write model. 
During this transformation, an action by which j writes its own state and the 
state of its neighbors in WAC model is split so that j writes its own state and 
then allows each of its neighbors to read its state. 

However, if multiple fragmented WAC actions are executed simultaneously 
in the read/ write model, their execution may not correspond to the sequential 
(respectively, parallel) execution of those actions in the WAC model. For exam- 
ple, consider the execution of two actions, a.j and a.k, at neighboring processes 
j and k in the WAC model. In a fragmented execution of these two actions, the 
following execution scenario is feasible: j writes its own state as prescribed by 
action a.j, k writes its own state as prescribed by a.k, j reads the state of k, and 
k reads the state of j. However, such a scenario is not possible in WAC model. 
Specifically, if a.j and a.k are executed simultaneously then, due to collision, j 
(respectively, k) will not be able to write the state of k (respectively, j). And, 
in a sequential execution where a.k is executed after a.j, k will be aware of the 
new state of j and use that in the execution of a.k. By contrast, in the above 
fragmented execution, this property was not true. Thus, the fragmented execu- 
tion of two actions in the WAC model may not correspond to their sequential 
or parallel execution. Hence, to transform the given program in WAC model, 
we ensure that two neighboring processes do not simultaneously execute their 
fragmented WAC actions. 

The problem of ensuring that neighboring processes do not execute simulta- 
neously is a well-known problem in distributed computing. It has been studied in 
the context of local mutual exclusion (e.g., [4]), dining philosophers (e.g., [3,16]) 
and drinking philosophers (e.g., [3,16]). Since either of these solutions suffices 
for our purpose, we simply describe the features of these solutions that are of 
importance here. 

Each of the solutions in [4,3, 16] has the following two actions: enter CS and 
exit-CS. These solutions further guarantee that when a process is in its critical 
section (i.e. , it has executed enterCS but not exitCS) none of its neighbors are 
in its critical section. Using these two actions, in Figure 5, we demonstrate how 
one can transform a program in WAC model into a program in read/write model. 
Note that the last action in Figure 5 appears to allow j to read the state of all 
its neighbors; this action can be slowly executed so that j reads the counters of 
its neighbors one at a time. 

Remark. For reasons of space, we refer the reader to [17], for an approach to 
bound counter.j in the transformation shown in Figure 5. 

Theorem 5.1 For every computation of the transformed program in read/ write 
model there is an equivalent computation of the given program in WAC model 
under power-set semantics. □ 

Preserving stabilization during transformation. Now, we show that if 
we use a local mutual exclusion algorithm that is stabilizing (e.g., [3,4]) then 
the transformation shown in Figure 5 is stabilization preserving. To show this, 
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process j 

var v.j, copy.j , counter. j; 

initially 

set v.j according to the initial value of v.j in WAC model; 
set copy.j according to the initial value of l.j in WAC model; 
Vfc :: counter. j.k = 0; 

begin 

upon executing enterCS 

counter. j.k < counter. k.k 
(Vfc : counter. k.j > counter. j.j) 



counter. j.j := counter. j.j + 1; 
execute ‘write part’ of the program 
in WAC model to update v.j ; 
counter. j.k, copy, j.k := counter.k.k,v.k\ 
execute exitCS; 
request for CS again; 



end 



Fig. 5. WAC model to read/ write model 



we first observe that any stabilizing solution for local mutual exclusion must 
ensure that eventually some process enters its critical section. Consider the case 
where process j is in critical section. If there exists a neighbor, say k, of j such 
that counter. k.j < counter. j.j then k will copy counter. j. j . Thus, eventually, 
j will be able to exit critical section. Based on the above discussion, it follows 
that the stabilization property of local mutual exclusion is preserved. Hence, 
the program will recover to states from where no two neighboring processes are 
in their critical sections. Once every process enters CS sufficiently many times 
(equal to the maximum counter value in the initial state), the counter values 
will be restored, i.e. , V), k : counter. k.j < counter. j.j will be true. Once counter 
values are restored, based on Theorem 5.1, for the subsequent computation of the 
transformed program in read/ write model there is an equivalent computation of 
the given program in WAC model. Thus, we have 

Theorem 5.2 If the given program in WAC model is stabilizing fault-tolerant 
then the transformed program in read/write model is also stabilizing fault- 
tolerant. □ 

6 Discussion 

Our transformations from (respectively, to) WAC model to (respectively, from) 
read/write model raises several questions. We discuss some of these questions 
and their answers, next. 

In this paper, we considered transformations of programs in read/write model 
to WAC model, and vice versa. Are similar transformations possible for other 
models considered in the literature? 

Yes. It is possible to transform a program in shared memory model (where, 
in an atomic step, a process can read its local state as well as the state of 
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its neighbors and write its own state) or message passing model (where, in an 
atomic step, a process can either send a message, receive a message, or perform an 
internal computation) to WAC model, and vice versa. Given a program in shared 
memory model, first, we can transform it to obtain a corresponding program in 
read/write model (e.g., [4,3]). Then, we can use the algorithms in Sections 3 
or 4 to transform it into a program that is correct under the WAC model. 
Moreover, given a program in WAC model, we can use the algorithm in Section 
5 to transform it into an algorithm that is correct in read/ write model. By 
definition, it is correct under shared memory model. 

Regarding transformation from WAC model to message passing model, we 
can first use our algorithm from Section 5. Then, we can use the approach in [3] to 
transform it to a program in message passing model. Likewise, given a program 
in message passing model, we can first obtain a program in read/write model 
and then transform it into a program in WAC model. 

How efficient are these transformations? 

First, we compute the efficiency of the transformation from read/write model 
to WAC model. For untimed systems, according to Theorem 3.2, at most one 
process can execute at a time, if processes are deterministic, cannot detect col- 
lisions, and cannot perform redundant writes. Hence, the one enabled process 
may take up to O(N) time before it can execute next, where N is the number 
of processes in the system. Thus, in untimed systems, the transformation from 
read/write model to WAC model can slow down the algorithm in WAC model. 
However, for this model this delay is inevitable (cf. Theorem 3.2). For timed sys- 
tems, a process executes once in K slots where K is the number of colors used 
to color the extended communication graph. Thus, in timed systems, the trans- 
formation can slow down the given algorithm by a factor of K that is bounded 
by d 2 , where d is the maximum degree of any node in the graph. This slow down 
is reasonable in sensor networks where topology is typically geometric and value 
of K is small (e.g., K = 5 for grid-based topology). 

Likewise, in the transformation from WAC model to read/write model, the 
local mutual exclusion algorithm prevents two neighboring processes from exe- 
cuting concurrently. The slow down caused by this is 0{d) where d is the maxi- 
mum degree in the given communication graph. 

Are the transformations discussed in this paper possible if the processes can detect 
collisions? 

Yes. The transformations proposed in Sections 3 and 4 are correct even if the 
processes can detect collisions. However, the optimality of the transformation 
for untimed systems may not hold. Specifically, in Theorem 3.2, we assume that 
a process can go from being disabled to being enabled only if its neighbor writes 
its state. In an algorithm where collision detection is possible, a process can also 
go from being disabled to being enabled when it detects a collision. 
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7 Conclusion and Future Work 

In this paper, we considered a novel model of computation, write all with colli- 
sion (WAC), and compared it with existing models of computation. The WAC 
model captures the computation in sensor networks where in an atomic step, a 
sensor can write its state and the state of its neighbors. However, if two sensors 
try to write the state of a sensor then none of the writes occur due to collision. 
Although, our transformation algorithms are designed for the case where col- 
lisions are undetectable, as discussed in Section 6, they can be easily used in 
contexts where collisions are detectable. 

We compared the WAC model of computation with other models consid- 
ered in the literature. We showed that it is possible to transform a program in 
read/write model into a program in WAC model, and vice versa. However, while 
transforming a program in read/ write model into a program in WAC model, if 
the transformed program is deterministic and cannot use time then the trans- 
formed program is considerably slow; at most one process can execute at a time. 
We showed that this is optimal for an untimed, deterministic system where pro- 
cesses cannot detect collisions and cannot perform redundant writes (cf. Theorem 
3.2). Also, we showed that, in a timed model, it is possible to allow processes 
to execute concurrently (cf. Section 4). Thus, we find that if the processes do 
not have the ability to read then the ability to determine time consistently is 
important. 

For timed model, if the topology is fixed, our transformation preserves the 
stabilization property of the given program in read/write model. Further, the 
transformation of programs in WAC model to read/write model is also stabiliza- 
tion preserving. This transformation does not assume a fixed topology. 

There are several open problems raised by our work. One of these problems 
is to develop fault-tolerance preserving transformations for WAC model. Since 
our algorithms require some offline setup (e.g., graph coloring), they cannot deal 
with topology changes. Based on the results in Section 3, we expect that such 
transformations would not be possible in untimed, deterministic systems. How- 
ever, we expect that such transformations could be obtained for timed systems. 
One of the interesting extension to this work is to design primitives that would 
allow us to identify transformations where concurrent executions are possible. In 
this paper, we identified two such primitives, time and redundant writes. Another 
interesting extension of this work is to develop programs in WAC model that 
permit concurrent execution for untimed systems using the knowledge about the 
speed of processes. Another extension of this work is to design transformations 
for timed systems that allow clock drifts among processes. 
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Abstract. Jackson networks have been very successful in so many areas in 
modeling parallel and distributed systems. However, the ability of Jackson 
networks to predict performance with system changes remains an open 
question, since they do not apply to systems where there are population size 
constraints. Also, the product-form solution of Jackson networks assumes 
steady state systems with exponential service centers and FCFS queueing 
discipline. In this paper, we present a transient model for Jackson networks. 
The model is applicable under any population size. This model can be used to 
study the transient behavior of Jackson networks and if the number of tasks to 
be executed is large enough, the model accurately approaches the product-form 
solution (steady state solution). Finally, an approximation to the transient model 
using the steady state solution is presented. 



1 Introduction 

Since the early 1970s, networks of queues have been studied and applied to numerous 
areas in computer science and engineering with a high degree of success. General 
exponential queueing network models were first solved by Jackson [10] and by 
Gordon and Newell [9] who showed that certain classes of steady state queueing 
networks with any number of service centers could be solved using a product-form 
solution. A substantial contribution to the theory was made by Buzen [5,6] who 
showed that the ominous-looking formulas the previous researchers had derived were 
actually computationally manageable. Basket et al [13] summarized under what 
generalizations the product form solution could be used (e.g., processor sharing, 

multiple classes, ). Thereafter the performance analysis of queueing networks 

began to be considered as a research field of its own. Chandy et. al [14] and others 
developed many of the basic notions concerning several job streams, as well as some 
notions concerning non-exponential holding times. 

Jackson networks have been so successful in so many areas that it is hard to 
see where they do not apply. However, the ability of Jackson networks to predict 
remains an open question. It is important to state that Jackson networks do not apply 
to systems where there are population size constraints. Also, the product-form 
solution of Jackson networks assumes steady state systems (number of customers is 
much greater than number of service centers). Finally, the model assumes exponential 
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service centers with FCFS and other queueing discipline. If one of these assumptions 
is not satisfied, the steady state solution may not be valid. 

In this paper we present a transient model to study the transient behavior of 
Jackson networks. The model is applicable to any population size. If the number of 
tasks to be executed is large enough, the model matches the product-form solution. 
However, there is a computational problem in attempting to use this model for large 
systems. An approximation to the transient model using the steady state solution is 
presented to overcome such problems when dealing with large systems. 

In our analysis, we use the linear algebraic queueing theory approach. All the 
necessary background needed can be found in Lipsky [11], The rest of the paper is 
organized as follows: In Section 2, we summarize the product-form solution of 
Jackson networks. A brief theoretical background is presented in Section 3. In Section 
4, we introduce our transient model. In Section 5, we show how to use the model to 
analyze the performance of parallel and distributed systems. In Section 6, we show 
how the steady-state (product form) solution can be used to approximate the more 
accurate transient model. 



2 Product-Form Solution 

It has been shown by Jackson [9], Gordon and Newell [8] and Buzen [5] that for any 
network of K service centers with exponentially distributed service times , and serving 

a total of N customers the probability of being in the state n = {n h n 2 n k ) where 

nj + n 2 + + n k = N is 



P(n) 



1 



m 



xr 



G{N) L j3(n.) 



-] 



n t is the number of customers at service center i, Xi is the fraction of time a 
customer spends at each visit service center i when there is no one else in the system 
and \ii(n) is the load function of service center i. The function G (TV) normalizes the 
probabilities so that their sum is 1 , so 



gw=i n 

all i = 1 
n 



Xi 

pun,) 



One then can compute G (TV) using Buzen’ s algorithm to compute various performance 
parameters such as system throughput, which is given by, 



Qk(A0 = G(7V- 7) / G(N) 

In the model, the average time to complete an application of N tasks running on a 
cluster of K Workstations is given by, 



E(T w (A)) = N! Q k (N) 

The above is what we call the steady state prediction model. 
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3 Theoretical Background 

In the following section, we introduce some definitions that are important for our 
analysis. The reader is referred to [11] for more complete description. 



3.1 Definitions 

- Matrices used if only one customer in the system 

S is a system consisting of a set of service centers. The service rate of each server is 
exponential. 

5 is the set of all internal states of S. 

p is the entrance row vector where p t is the probability that upon entering S, a 
customer will go directly to server i. 

q’ is the exit vector where q t is the probability of leaving the system when service 
completed at server i. 

M is the completion rate matrix whose diagonal elements are the completion rates of 
the individual servers in S. 

P is the transition matrix where Pj is the probability that a customer will go from 
server i to server j when service is completed at i. 

B is the service rate matrix, B = M (1 - P). 

x’ is a column vector where n is the mean time until a customer leaves S, given that 
he started at server i. 

V is the service time matrix where Vy is the mean time a customer spends at j from 
the time it first visits i until it leaves the system. V = B" 1 
e’ is a column vector all of whose components are ones. 

- Matrices used if K > 1 task in the system 

E k is the set of all internal states of S when there are k active customers there. There 
are D(A') such states. 

M k is the completion rate matrix where [M k ]„ the service rate of leaving state i. The 
rest of the elements are zeros. 

P k is the transition matrix where [P k ],y i,j e S k , is the probability that the system will 
go from state i to state j when service is completed at i. 

Qi is the exit matrix where [Q k ]// is the probability of a customer leaving S when the 
system was in state ie E k , leaves the system in state j e E k _,. 

R* entrance matrix where [R*],y is the probability that a customer upon entering S 
finding it in state i e E k . t will go to server that puts the system in state ye E k . 
x’i is a column vector of dimension D(Ar) where [xk]/ is the mean time until a 
customer leaves S, given that the system started in state ie E k . 



3.2 Matrix Representation of Distribution Functions 

Every distribution function can be approximated closely as needed by some m- 
dimensional vector-matrix pair < p, B > in the following way. The PDF is given by 
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F(t) =: Pr(X < t) = 1 - p exp (-t B) e’ 

Where p e’ = 1. The matrix function exp(-t B) is defined by its Taylor expansion. 
Any m x m matrix X when multiplied from the left by a row /w-vector and from the 
right by an m-column vector, yields a scalar. Since this function appears often in 
LAQT, it’s been defined as [1 1], 

T'tX] := p X e’ 

So, F(t) is a scalar function of t. It follows that the pdf is given by, 

dF{t ) 

b(t) = — = p exp (-t B) B e’ = ¥[ exp (-t B) B] 

dt 

and the reliability function is given by 

R(t) := Pr(X > t) = 1 - F(t) = p exp (-t B) 8’= M'[ exp (-t B) ] 

It can also be shown that, 

E (T) = n! ^[V"] 

For more detailed description please see [11], 



4 The Transient Model 

Suppose we have a computer system made up of K workstations and we wish to 
compute a job made of N tasks where N > K. The first K tasks are assigned to the 
system and the rest are queued up waiting for service. Once a task finishes it is 
immediately replaced by another task from the execution queue. Assume that the 
system initially opens up and K tasks flow in. The first task enters and put the system 
in state p e 5,. The second task enters and takes the system from that state to state 
pRt-e E : and so on. The state of the system after the X th task enters is: 

= pR^ Rj R* 

It can be shown that the mean time until the first task finishes and leaves the 
system is [15], 

TV = M*- 1 Z\ + P k T\= (I A - P a)- 1 M*- 1 8’a = V* E\ 

The mean time until someone leaves is equal to the sum of two terms; the time until 
something happens, [1/[M*],-,- = (M k _1 £’*),], and if the event is not a departure the 
system goes to another state, [PJ, and leaves from there. The mean time is given by, 

t*= Pa Va 8’a - M'[ VJ 

Next, we discuss how long does it take for the next task to finish?. There are two 
possibilities, either N = K or N > K. 
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4.1 Case 1. (N = K) 

The case when N < K is ignored here because if N < K wc run the application in a 
smaller size cluster where N=K. First, define matrix Y k where [Y*], ; is the probability 
the S will be in state j e E*_; immediately after a departure, given that the system was 
in state i e E k and no other customers have entered. An equation for Y k can be 
obtained from the following argument. When an event occurs in S, either someone 
leaves, [Q*], or the internal state of the system changes, [P A ], and eventually 
somebody leaves, [Ya]. Mathematically, 

Y* = Q* + P* Y* 

Y, = (I* - P*)- 1 Q k = (I* - P*)- 1 M k 1 M* Q k = V, M, Q k \<k<K 
Then we can consider how long it takes for the second task to finish after the first one. 

Pa Y k (V k .j e’a-/ ) = p* Y k (x’*./) 

Where [p*], is the probability that the system was in state i when the epoch (epoch 
is the time between two successive departure)began. 

This means, after the first task leaves, the system is in state p A Y k with k - 1, tasks. 
The second task takes (t’a-/) to leave next. The time between the second and third 
departure is, 

Pa Ya Ya„ ( Y a-2 e’k-2 ) = Pa Y* Y w (t’*j) 
and so on. In general the mean time to finish executing all tasks is given by, 

E(T) = P A [t’ a + Ya tY, + Y k Y K .jX' K . 2 + + Y k Y K _,... Y/t’J 



4.2 Case 2. (N> K) 

The first K tasks are assigned to the system and the rest are queued up waiting for 
service. When a task leaves the system, another one immediately takes its place, 
putting the system in state 

Y*Ra= V a MaQ a Ra 

The mean time until the second task finishes is given by, 

Pa Ya R a (Y k e’ a ) = p A Y k R A (tY) 

Now, another tasks enters the system, putting the system in state, 

Ya Ra Y a R a - = (Y k M a Q a R a ) 2 
The mean time until the third task finishes is given by, 

Pa ( Ya R a ) 2 (V a e’ A ) = P a (Y* R a ) 2 (t’ a ) 

Eventually we will reach case 1 again, where there will be only K tasks remaining but 
with here with initial state p t (Y a R a ) w ‘. In general the mean time to finish executing 
all tasks is, 
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N-K 

E(T) = p* [ £ < Y a- r a-)‘] (x’jt) 

f=0 

+ Pa (Y* Y a . [x’a + Y* X AW + Y* Y,jxYa + + Y* Y*j. . . Y/c’i] 

Each term of the above equation helps describe the transient behavior. When 
i is small the term (Y* R A -)' gives different values for different values of i which gives 
different departure times for different epochs(transient region). Once i becomes large 
the term becomes constant which gives the steady state solution for Jackson networks. 
Once the number of tasks remaining becomes less than the number of processors, we 
have different values of k (k < K) for different system sizes, which leads to the other 
transient region (draining region). 

5 Modeling Parallel and Distributed Systems 

It is often assumed that tasks in parallel systems are independent and run 
independently using separate hardware (e.g. Fork/Join type applications). In this case 
the problem reduces to order statistics [16,17,18,19]. Flowever, in many applications 
tasks must interact through shared resources (e.g. shared disks, communication 
channels). In this case order statistics analysis is not adequate and one must apply 
more general models. In our work, we focus on modeling clusters of workstations 
type systems [4,8]. We used the product-form solution for Jackson networks before to 
model clusters of workstations [1,3]. This model is satisfactory if the steady state 
region is much larger than the transient and draining region i.e. if N » K. However, if 
this is not the case, the transient model should be employed. For more details on how 
to use the transient model to analyze the performance of such systems, please see [2], 




Fig. 1 . Performance behavior of an application of 20 tasks running on a 5 workstation 
distributed cluster for both steady state and transient models 

In Figure 1, 2 and 3, we use the transient and steady state models to calculate the 
performance behavior of an application running on distributed system of 5, and 
central system of 8 and 10 workstations. The application we use consists of 20 tasks. 
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Each tasks spends in average 11.33 at its local workstation, 1 units of time at the 
remote disk and 1 units of time at the communication channel. We use N = 20 to be 
able to show clearly the three performance regions. 




Fig. 2. Performance behavior of an application of 20 tasks running on an 8-workstation central 
cluster for both steady state and transient models 




Fig. 3. Performance behavior of an application of 20 tasks running on an 10-workstation central 
cluster for both steady state and transient models 

As mentioned earlier, there are three different regions in the performance 
characteristic of any system. At the beginning the system begins its transient region 
and stays there for some time. After a number of tasks are processed the system 
approaches the steady state region. The system continues to execute tasks as they are 
available in the execution queue. Once the number of tasks remaining in the execution 
queue becomes comparable to the number of nodes in the systems, the draining region 
starts. In all the cases shown here, the region where the inter-departure time appears 
to be constant is the steady state region. 
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6 An Approximation to the Transient Model 

The transient model described earlier captures the performance behavior of the system 
more accurately than the steady state model. Also, it can be used where the steady 
state model can’t be used. The problem with this model is that it can’t be used for 
large system since the state space gets bigger as the system size increases. As shown 
in Table 1, for a distributed cluster of size 8 we need our matrices to be of size 24310 
X 24310, which can’t be achieved, in this section, we describe an approximation to 
the transient model using steady state values. 

We have to approximate two performance regions, the transient and the 
draining. The transient region starts at the beginning of the execution where small 
tasks tend to finish first. The time needed for those tasks to finish depends on the 
service distribution. For the exponential distribution, the time for the first few to 
finish is less than the steady state time but close. So, the transient region can be 
approximated by the steady state value. On the other hand, where large tasks tend to 
finish at the end, the time needed per task is much more than steady state value due to 
large task and reduced parallelism. Assume we have the last K tasks from a given 
application that needed to be executed on K workstations. After the first one finishes, 
we only have K - 1 tasks left running on K - 1 workstations. According to the 
memoryless property of the exponential distribution, to calculate when the next task 
will finish, it is assumed like the K - 1 tasks just start execution. Thus it is reasonable 
to assume that the steady state time for a K - 1 workstation cluster would approximate 
the draining time for the second task to leave and so on. We continued doing that for 
each task until the last task in the execution queue. Based on the above argument, the 
transient approximation is given by, 

Model approximation 



K 

E(T app (N)) = '£t, + (N-K)* t K 

i=i 

where, N is the number of tasks to be executed. 

K is the number on workstations in the cluster. 

tj is the steady state service time per task in a cluster of i workstations. 

To evaluate the accuracy of our approximation, we applied the approximation for 
many other system configurations and different system sizes and the percentage error 
between the approximation and the transient model did not exceed 3 %. We show 
some of our results in Figures 4, 5, 6, and 7. 

The percentage error for the steady state model calculated as follows, 

E K (T app ( N )) tr — E K (T app ( N )) SS 
E K (Tapp ( N )) tr 

where, 

E K (T W (/V)) lr is the mean service time for an application of N tasks on K 
workstation calculated using the transient model. 

Ek(T w (/V))ss is mean service time for an application of N tasks on K 
workstation calculated using the steady state model. 

The percentage error for the approximation model calculated the same way. 
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Central Storage Cluster (K = 5) 




N 



Fig. 4. The percentage error of the steady state and the approximation 

In Fig. 4, we have a central cluster of 5 nodes. The application sizes is between 5 and 
20. Each task spends 70% of its time with a high speed communication channel. The 
steady state error ranges from 44% to 18% while it is 2 % for the approximation 
model. 



Central Storage Cluster (K = 5) 




Fig. 5. The percentage error of the steady state and the approximation model 

In fig. 5, we have a central cluster of five nodes. The application size is 
between 5 and 20. The steady state error ranges from 49% to 20% while it does not 
exceed 2 % for the approximation model. Same parameters have been used in Figures 
6 and 7 but with a distributed cluster. 

In the distributed clusters, the percentage error never reaches 1% while it 
ranges between 54% and 22% for the steady state. As the number of tasks to be 
executed gets bigger, the percentage error for both cases will get smaller. In figures 
8,9 and 10, we show the same figures 1,2 and 3 but with the approximation model 
added. 
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Fig. 6. The percentage error of the steady state and the approximation model 



Distributed Storage Cluster (K = 5) 




Fig. 7. The percentage error of the steady state and the approximation model 



7 Conclusion 

Since the early 1970s, networks of queues have been studied and applied to numerous 
areas in computer science and engineering with a high degree of success. Jackson 
networks do not apply to systems where there are population size constraints. Also, 
the product form solution of Jackson networks assumes steady state systems and 
exponential service centers with FCFS queueing discipline. In this paper, we 
presented a transient model for Jackson networks. This model can be used to study 
the transient behavior of Jackson networks. The model is applicable under any 
population size. We also compared steady state model with the more accurate but 
more complex transient model introduced in [2]. Finally, an approximation to the 
transient model using the steady state solution is presented. We also showed to what 
extent the steady state model can be used as an approximation to the transient model. 
In our future work we will investigate other probability distributions. Our preliminary 
results show that if the CPU time is not exponential, the transient results deviate 
greatly from the steady state. 
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Fig. 8. Performance behavior of an application of 20 tasks running on an 5-workstation 
distributed cluster both steady state transient and the approximate models 



N = 20, K = 8 




Fig. 9. Performance behavior of an application of 20 tasks running on an 8-workstation central 
cluster for steady state transient and the approximate models 




Fig. 10. Performance behavior of an application of 20 tasks running on a 8 workstation central 
cluster for steady state, transient and the approximate models 
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Table 1 . The maximum dimension of matrices needed for different distributed cluster sizes 



K 


1 


2 


3 


4 


5 


6 


7 


8 


D(K) 


3 


10 


35 


126 


462 


1716 


6435 


24310 
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Abstract. A fundamental problem in distributed computing is performing a set 
of tasks despite failures and delays. Stated abstractly, the problem is to perform 
N tasks using P failure-prone processors. This paper studies the efficiency 
of emulating shared-memory task-performing algorithms on asynchronous 
message-passing processors with quantifiable message latency. Efficiency is 
measured in terms of work and communication, and the challenge is to obtain 
subquadratic work and message complexity. While prior solutions assumed 
synchrony and constant delays, the solutions given here yields subquadratic 
efficiency with asynchronous processors when the delays and failures is suitably 
constrained. The solutions replicate shared objects using a quorum system, 
provided it is not disabled. One algorithm has subquadratic work and communi- 
cation when the delays and the number of processors, K, owning object replicas, 
are O(P 0A1 ). It tolerates |~ crashes. It is also shown that there exists an 
algorithm that has subquadratic work and communication and that tolerates o(P) 
failures, provided message delays are sublinear. 

Keywords: Distributed algorithm, fault-tolerance, work, communication, quo- 
rums. 



1 Introduction 

A fundamental problem in distributed computing is performing N tasks in a distributed 
system consisting of P processors, and despite the presence of failures. The abstract 
problem is called Do-All when processors communicate by exchanging messages and 
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the tasks are similar in size and independent. Examples of such tasks include searching a 
collection of data, applying a function to the elements of a matrix, copying a large array, 
or solving a partial differential equation by applying shifting method. This problem has 
been studied in different settings, such as the message-passing model [5,6,8], and in the 
shared-memory model [1,11,12], where the problem is called Write- All. Depending on 
the model of computation, algorithmic efficiency is evaluated in terms of time, work, 
and message complexity. Work is defined as either the total number of steps taken by the 
available processors [ 1 1 ] , or the total number of tasks performed [6] . Message complexity 
is expressed as the total number of point-to-point messages. 

It has been observed that maintaining synchrony in real systems is expensive and 
models incorporating some form of asynchrony are considered to be more realistic. The 
Do-All problem has been substantially studied for synchronous failure-prone proces- 
sors [4,6,5, 8], however there is a dearth of asynchronous algorithms. This is not that 
surprising as it was shown by Kowalski and Shvartsman [13]. With the standard as- 
sumption that initially all tasks are known to all processors, the problem can be solved 
by a communication-oblivious algorithm where each processor performs all tasks. Such 
a solution has work S = 0(N ■ P), and requires no communication. For an algorithm 
to be interesting, it must be better than the oblivious algorithm, in particular, it must 
have subquadratic work complexity. However, if messages can be delayed for a “long 
time’’ (e.g., 0(N) time), then the processors cannot coordinate their activities, leading 
to an immediate lower bound on work of 17(P • N) . With this in mind, a delay-sensitive 
study of Do-All in [13] yields asynchronous algorithms achieving subquadratic 1 work 
as long as the message delay d is o(N). The message complexity is somewhat higher 
than quadratic in some executions. The question was posed whether it is possible to 
construct asynchronous algorithms that simultaneously achieve subquadratic work and 
communication. It appears that in order to do so, one must strengthen the model assump- 
tions, e.g., impose upper bounds on delays and constrain the failure patterns that may 
occur during the execution. 

Contributions. We study emulation of shared-memory task-performing algorithms in 
asynchronous message-passing systems. Our goal is to obtain subquadratic bounds on 
work and communication for the Do-All problem: 

Given N similar tasks, perform the tasks using P message-passing processors. 

We consider an adversary that interferes with the progress of the computation by intro- 
ducing delays and causing processors to crash. In order to obtain subquadratic work and 
message complexity, we restrict the power of the adversary. The best previous algorithm 
that achieves subquadratic work and message complexity [4,9] assumed synchronous 
processors and constant message latency. In this paper we present the first algorithms for 
Do-All that meet our efficiency criteria while allowing non-trivial processor asynchrony 
and message latency. 

Let d be the worst case message latency, and e be the worst case time required for a 
processor to respond to a message (d and e are unknown to the processors). The summary 
of our results, for P < N and a parameter K, is as follows. 

1 That is, the work complexity is o(P 2 + PN), with the usual assumption that P < N. 
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1. We show that Do-All can be solved with work S = 0(max{A', d, e}NP log 2 ) and 
message complexity M = ()( K N I >u> " i ). The algorithm can be parameterized to 
have subquadratic work and message complexity of 0(NP s ) with log | < S < 1, 
when the parameter K is 0(P s ~ los i) (this is about O(P 0A1 )) and when d, e = 
O(K). The algorithm tolerates |~ 1 ] crashes. 

2. We show the existence of an algorithm that solves the Do-All problem with work 
S = 0(max{AT, d, e}NP e ), and with message complexity S = 0(KNP e ), for 
any £ > 0. The algorithm can be parameterized to have subquadratic work and 
message complexity of 0(NP s ) with 0 < e < 5 < 1, when the parameter K is 
0(P s ~ e ), and when d, e = O(K). The algorithm tolerates [ ^4=4] crashes. 

3. We show a lower bound on work of S = N + f2(P log P) for the asynchronous 
Do-All problem that involves delays, but no processor crashes. (This matches the 
lower bound [12] for synchronous crash-prone processors, and the lower bound [11] 
for fail-stop/restartable processors.) 

The results ( 1 ) and (2) are obtained by analyzing the emulations of shared-memory 
algorithms X [3] and AWT [1], respectively, in message-passing systems. We use the 
atomic memory service based on [14]. We replicate certain memory locations needed 
by the algorithms at K processors for fault-tolerance, with the atomic memory service 
maintaining replica consistency. The analysis of the algorithms is parameterized in terms 
of d , e, and K. The adversary is constrained not to disable the quorum configurations 
used by the atomic memory service, and to respect the bounds d and e. 

Related work. The Do-All problem for the message-passing systems was introduced 
by Dwork, Halpern and Waarts [6]. There is a number of algorithms for the problem in 
the synchronous message-passing settings [6, 5, 8,9]. The algorithmic techniques in these 
papers rely on processor synchrony. Anderson and Woll gave an asynchronous shared- 
memory algorithm [ 1 ] that generalizes the algorithm of Buss et al. [3]. We convert these 
algorithms to run in message-passing systems with the help of atomic memory emulation. 
Attiya, Bar-Noy, and Dolev [2] showed how to emulate atomic shared-memory robustly 
in message-passing systems using processor majorities. Recently Lynch and Shvarts- 
man [14] developed atomic multi-reader/multi- writer memory service for dynamic net- 
works, allowing arbitrary new quorum configuration installations. We use a simplified 
version of the algorithm [ 14] . A quorum system is a collection of sets (quorums), where 
every pair of sets intersect. Quorums can be seen as generalized majorities [10,16], 
whose intersection property can be used to provide data consistency. 

Structure of the document. Section 2 presents the model of computation and a lower 
bound. In Section 3 we review the shared-memory Write-All algorithms and a shared- 
memory emulation algorithm. In Sections 4 and 5 we present our message-passing 
algorithm and its analysis. Conclusions are in Section 6. 

2 Model, Definitions, and a Lower Bound 

We now define the model of computation, formalize the Do-All problem, define the 
complexity measures, and present a Do-All lower bound. 
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Processors. Our distributed system consists of P (asynchronous) processors with unique 
processor identifiers (pid) from the set V = {0, ... , P — 1}. P is fixed and is known 
to all processors. Processors communicate by passing messages (discussed later in this 
section) and have no access to shared memory. 

Quorums. We are going to provide a shared-memory abstraction in message-passing 
systems using quorum configurations. 

Definition 1 Let 7Z = {f?j} and VV = { W , } be collections of subsets of processor 
identifiers, such that for all Ri £ 1Z and for all IV) , Wj € W, we have Ri fl Wj ^ 
0, and Wj fl Wi 0. Then C = ( 1Z , W) is a quorum configuration, where 1Z is read 
quorums and W is write quorums. We use mem{C) to denote the set of processors 
identifiers appearing in read and write quorums, and size(C ) to denote the total number 
of identifiers, that is, size(C ) = |me?n(C)|. 

Tasks. We consider N tasks, known to all processors. The tasks are similar, i.e., we 
assume that any task can be performed in one local time step. Task executions do not 
depend on each other and the tasks are idempotent, i.e., executing a task many times or 
concurrently has the same effect as executing the task once. 

Communication. We assume a message-passing system. The network is fully connected 
and the processors communicate via point-to-point (asynchronous) channels. The de- 
livery is unreliable and unordered, but messages are not corrupted. If a system delivers 
multiple messages to a processor, it can process these messages in one local time step. 
Similarly if a processor has several messages to send, the messages can be sent during 
a single local time step. 

Given the motivation in [13] as discussed in the introduction, we are interested in 
settings where processors are asynchronous, but where there is an upper bound d on 
message delay (cf. [7]). We also assume that when a processor receives a message 
requiring a reply, it can send the reply in at most e time units. The bounds d and e need 
not be constant, and are unknown to the processors — the algorithms must be correct 
for any d and e. 

Adversary Model. A processor’s activity is governed by its local clock. We model asyn- 
chrony as an adversary that introduces delays between local time steps. The adversary 
may also cause message loss or delay, and processor crash failures. We use the term 
adversary pattern F to denote the set of events caused by the adversary in a specific 
execution and the term adversely model F to indicate the set of all adversary patterns 
for a given adversary. 

The adversary is constrained in two ways: (1) the adversary must respect the bounds 
d and e (defined above), we call it ( d , e)-adversary, and (2) when an algorithm uses a 
quorum configuration C = (TZ, VV), the adversary can cause any processor crashes as 
long as the processors of at least one read quorum and at least one write quorum remain 
operational and are able to communicate. 

Let Q = {Ci} be the set of all quorum configurations C, used by an algorithm. We 
denote by Fg the adversary that respects the above constraints with respect to each Ci. 
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Remark. Our definition of the adversary is somewhat involved for several reasons. If the 
adversary is allowed to cause arbitrary message delays, then communication is impossi- 
ble and work complexity of any algorithm becomes quadratic. Hence we posit an upper 
bound on message delays. If the adversary is allowed to prevent processors from sending 
replies expediently, then a similar situation results. Hence we posit an upper bound on 
the time it takes a processor to send a reply. Lastly, our approach relies on the use of 
quorum systems. If the adversary is allowed to cause failures that disable the quorum 
systems used by the algorithms, then shared memory cannot be emulated, again leading 
to processors acting in isolation and performing quadratic work. Hence we assume that 
quorum systems are not disabled. Kramer. 

The Problem. Now we define the Do-All problem. 

Definition 2 Do-All: Given P processors and N tasks, perform all tasks for any adver- 
sary pattern F in a specific adversary model. 

While processors have no access to a global clock, we assume that the time of the 
local events can be measured on a discrete global clock. 

Definition 3 Given a Do-All algorithm for P processors and N tasks, and an adversary 
model F Q, the algorithm solves the problem at step r when all tasks are complete and 
at least one non-faulty processor has this completion knowledge. 

Note that for correctness we do not require that every processor is aware of comple- 
tion, since the bounds on delays are unknown to the processors. 

Complexity Measures. In order to characterize the efficiency of our algorithms, we 
define two complexity measurements: work and message complexity. We assume that it 
takes a unit of time for a processor to perform a unit of work according to its local clock, 
and that a single task corresponds to a unit of work. By this definition the processors are 
charged for idling or waiting for messages. 

Definition 4 Given a problem of size N and a P-processor algorithm that solves the 
problem at step t(F) in the presence of the adversary pattern F in the model Fq, let 
Pt(F) denote the number of processors completing a unit of work at global time t, then 
the work complexity S of the algorithm is: Sm.p = maxp e F a {^Ctc-rfA) -P t (F)}. 

For message-passing settings, message complexity is defined as follows. 

Definition 5 Given a problem of size N and a P-processor algorithm that solves the 
problem at step r(P) in the presence of the adversary pattern F in the model Fq, let 
M t (F) be the number of messages sent at global time t, then the message complexity 
M of the algorithm is: Mm.p = max f^Fq {X]t<T(F) M t (F)}. 

A Lower Bound. A lower bound fi{ N + P log P) on work for pram Write-All algo- 
rithms with crashes was shown by Kedem, Palem, Ragunathan, and Spirakis [12]. The 
same lower bound was later shown to apply to algorithms in the presence of processor 
crashes and restarts [3]. These results require the possibility of crashes. Here we show 
that the same bound holds for the asynchronous setting where no processor fails. 
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Theorem 1 Any asynchronous P -processor Do-All algorithm on input of size N has 
Sn,p = N + f?(Plog P). 

Proof: We present a strategy for the adversary that results in the worst case behavior. Let 
A be the best possible algorithm that solves the Do-All problem. The adversary imposes 
delays as described bellow: 

Stage 1: Let U > 1 be the number of remaining tasks. Initially U = N . The adversary 
induces no delays as long as the number of remaining tasks, U, is more than P. The 
work needed to perform N — P tasks when there are no delays is at least N — P. 
Stage 2: As soon as a processor is about to perform some task N — P + 1 making 
U < P, the adversary uses the following strategy. For the upcoming iteration, the 
adversary examines the algorithm to determine how the processors are assigned to the 
remaining tasks. The adversary then lists the remaining tasks with respect to the number 
of processors assigned to them. The adversary delays the processors assigned to the first 
half remaining tasks (L^rJ) with the least number of processors assigned to them. By 
an averaging argument, there are no more than [ ] processors assigned to these |_^rj 
tasks. Hence at least processors will complete this iteration having performed no 
more than half of the remaining tasks. 

The adversary continues this strategy which results in performing at most half of the 
remaining tasks at each iteration. Since initially U = P in this stage, the adversary can 
continue this strategy for at least log P iterations. Considering these two stages the work 
performed by the algorithm is: Sm.p > N — P + [P/ 2J logP = N + i7(PlogP). □ 

Stage 1 Stage 2 

In the above strategy the adversary causes at most logP delays, where the 
processor assigned to the last remaining task is delayed for log P iterations. 



3 Algorithms X, AWT, and Shared Memory Emulation 

We now overview two shared-memory algorithms for Write-All, called algorithm X [3] 
and algorithm AWT [ 1 ] , and conclude with the shared memory emulation algorithm [14]. 

Algorithm X. This algorithm has subquadratic work of S = 0(A'P log i ) using P < N 
processors. It uses a full binary “progress" tree with P leaves. We assume that the N 
fixed-size tasks are associated with the leaves, where a “chunk" of \N/P~\ tasks is 
positioned at each leaf. The boolean values at the vertices of the progress tree indicate 
whether or not all work below the current note is complete. 

The algorithms proceeds as follows. Acting independently, each processor searches 
for work in the smallest immediate subtree that has work that needs to be done. The 
processor performs the work and when all work within the subtree is completed, it 
marks the root of the subtree as done and moves out of the subtree. The algorithm is 
presented in detail in [3,11]; its work for any pattern of asynchrony is as follows. 



Theorem 2 [3] Algorithm X solves Write-All of size N with P processors with work 
Sn,p = 0(NP loe 5 ), for P < N. 
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Algorithm AWT. In the algorithm [3], each processor traverses the unvisited subtrees 
of a vertex within the progress tree according to the permutation (1,2), i.e., first left, 
then right, if the bit of its pid at that tree level is 0, and according to the permutation 
(2, 1), i.e., first right, then left, if the bit of its pid at that tree level is 1. This approach can 
be generalized to q- ary progress tree algorithms. Here the processors are equipped with 
q permutations of {1, . . . , q}, and each processor traverses the q subtrees at a vertex 
according to the permutation that corresponds to the q- ary digit of its pid. It is possible 
to construct a set of q permutations so that the following result holds. 

Theorem 3 [1] Algorithm AWT solves Write-All of size N with P processors with work 
Sn,p = 0(NP e ), for any e > 0 when P < N. 

Algorithm AWT requires the set of q permutations of {1, . . . , q}. The algorithm 
is correct for any q permutations, however the complexity result holds for a set of q 
permutations with certain combinatorial properties. These permutations can be found 
by searching the space of all sets of q permutations, and this space is very large even for 
moderately small s. Since we do not show how to construct such permutations, in the 
rest of the paper we state results depending on algorithm AWT as existential results. 

Shared Memory Emulation. We now present the algorithm implementing an atomic 
memory service based on [ 1 4] (the simplified version described here uses a single quorum 
configuration to access a data object and does not use reconfiguration). We call this 
atomic memory service AM. The algorithm implements read/write shared memory in 
asynchronous message-passing systems that are prone to message loss and processor 
crashes. In order to achieve fault-tolerance and availability, AM replicates objects at 
several network locations. In order to maintain memory consistency in the presence 
of failures, the algorithm uses a quorum configuration, consisting of a set of members 
(i.e., the set of processors “owning" a replica) plus sets of read quorums and write 
quorums. The quorum intersection property requires that every read-quorum intersect 
every write-quorum. 

Every active node in the system maintains a tag and a value for each data object. 
Each new write assigns a unique tag, with ties broken by processor ids. These tags are 
used to determine an ordering of the write operations, and therefore determine the values 
that subsequent read operations return. 

Read and write operations require two phases, a query phase and a propagation 
phase, each of which accesses certain quorums of replicas. Assume the operation is 
initiated at node i. First, in the query phase, node i contacts read quorums to determine 
the most recent available tag and its associated value. Then, in the propagation phase, 
node i contacts write quorums. The second phase of a read operation propagates the 
latest tag discovered in the query phase and its associated value. If the operation is a 
write operation, node i chooses a new tag, strictly larger than every tag discovered in the 
query phase. Node i then propagates the new tag, along with the new value, to the write 
quorums. Note that every operation accesses both read and write quorums. The protocol 
of each phase is formulated in terms of point-to-point messages. First the messages are 
sent to the members of the quorum configuration, then the replies are collected until a 
complete quorum responds. 
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Each of the two phases of the read or write operations, accesses quorums of proces- 
sors, incurring a round-trip message delay. Assuming that there is an upper bound d on 
message delays and that local processing is negligible, this means that each phase can 
take at most 2d time. Given that all operations consist of two phases, each operation 
takes at most 4 d time. (The full algorithm that includes a reconfiguration service, and 
its analysis, is given in [14].) 

4 The Message-Passing Algorithm 

We now present the emulation of the shared-memory algorithm X in the message-passing 
model. We call this algorithm Xmp. The shared data used in the algorithm is replicated 
among the processors. Each processor has a local progress tree containing the replicas 
of the vertices used by the shared-memory algorithm. Specific vertices are owned by 
certain designated processors as described below (each processor has a replica of each 
vertex, but not all processors are owners). 

Memory Management. The progress tree is stored in the array d[l, . . . , 2 P — 1], This 
array is replicated at each processor. We use the index x to denote the vertex d[x] of the 
progress tree. For each x, let p(x) be some non-empty subset of processor identifiers. 
We call the processors in each p(x) the owners of the vertex d[x}. These processors are 
responsible for maintaining consistent (atomic) replicas of the vertex. We assume that 
all owner sets in the system have the same size (this is done for simplicity only — both 
the algorithms and the analysis readily extend to quorum configurations with owner 
sets of different sizes). For a set Y containing some indices of the progress tree, we let 
p(Y) = U X £YH{x). 

When a processor needs to read or write a vertex x in its local progress tree, it uses the 
atomic memory service AM, which accesses the owners of the vertex, i.e, processors in 
p(x), until it obtains responses from the necessary quorums (as described in the previous 
section). 

Algorithm Description. Algorithm Xmp for each processor has the structure identical 
to algorithm X, except that each processor has a local copy of the progress tree and may 
use AM to access the vertices of the tree. The processors access the progress tree vertices 
as follows: 

- If a processor needs to read vertex x, and its local value is 0, it uses AM to obtain a 
fresh copy of x. 

- If a processor needs to read vertex x , and its local value is 1, the processor uses this 
value — this is safe because once a progress tree vertex is marked done, it is never 
unmarked. 

- If a processor needs to write (always value 1 according to the algorithm) to vertex 
x, and its local value is 0, it uses AM to write to x and it updates the local value 
accordingly. 

- If a processor needs to write vertex x, and its local value is already 1, the processor 
does not need to write — once a progress tree vertex is marked done, it is never 
unmarked. 
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The tasks are known to all processors and are associated with the leaves of the tree 
(as in algorithm X ). Initially the values stored in each local tree are all zeros. Each 
processor starts at the leaf of its local tree according to its pid and it continues executing 
the algorithm until the root of its local tree is set to 1. 

Algorithm AWT [ 1 ] can also be emulated in the message-passing system considered 
here using the memory service AM. Recall that the main distinction is that algorithm X 
uses a binary tree, while algorithm AWT uses a q-aiy tree. 

Correctness. We claim that algorithm Xmp (as well as the g-ary tree algorithm based on 
algorithm AWT) correctly solves the Do-All problem. This follows from the following 
observations: (1) The correctness of the memory service AM (shown in [14]) implies 
that if a vertex of the progress tree is ever read to be 1 , it must be previously set to 1 . (2) A 
processor sets a vertex of the progress tree to 1 if and if only it verifies that its children 
(if any) are set to 1, or the processor performed the task(s) associated with the vertex 
when it is a leaf. (3) A processor leaves a subtree if and only if the subtree contains no 
unfinished work and its root is marked accordingly. 

Quorum Configuration Parameterization. We use the size of the owner sets, |/z(-) |, to 
parameterize algorithm Xmp. This will allow us later to study the trade-off of algorithm 
efficiency and fault-tolerance. 

Definition 6 For each data object x we define a quorum configuration C x = (1Z X . V/ x ) , 
where mem(C x ) = and 1Z X ,W X C 2^ x \ We define I\ to be the size of the 

largest quorum configuration, that is, K = max a ,{|/x(:r)|}. We define Q to be the set of 
all quorum configurations, that is Q = {C, x } . 

We now discuss the assignment of vertices to owners. Each vertex of the progress tree 
is owned by K processors. This results in (^) 2Ar_1 combinations of “owned" replica 
placements. Examples 1 and 2 illustrate two possible placements, when N = P. 

Example 1 Let N and K be powers of 2. The processors are divided into N/ K segments 
with contiguous pids. Each segment owns the leaves of the progress tree corresponding to 
its processors’ pids along with the vertices in the subtree of the owned leaves. Moreover, 
each vertex at the height greater than log K is owned by the owner of its left child. It is 
not hard to show that the processors with pid = 0, . . . , K — 1 (the first segment) own 
2 K — 1 + log (N/K) vertices but processors with pid = N — K, . . . ,7V — 1 (the last 
segment) own 2 K — 1 vertices. Therefore the first segment processors are more likely to 
be busier than other processors responding to messages as owners. Figure 4 illustrates this 
example where 7V=16 and K= 4: Here, p({l, 2, 4,8,9, 16,17,18,19})= {P 0 , P u P 2 , P 3 }, 
/i({5, 10, 11, 20, 21, 22, 23}) = {Pa, P 5 , P&, P 7 }, etc. (to avoid confusion between tree 
indices and pids we use Pi to denote the processor with pid i). 

Example 2 The processors are divided into N/K segments and each segment has K 
processors with contiguous pids. Vertex i of the progress tree is owned by the j + 1 th 

segment, where i = j. Since there are 27V — 1 vertices in the progress tree, each processor 
owns either [K(2N — 1)/7VJ or \K[2N — 1)/7V"| vertices. Hence there is an almost 
uniform distribution of vertices among the owners. 
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Fig. 1. Owners for N = 16 and A' = 4 (Example 1). 

5 Algorithm Analysis 

We assess the efficiency of our algorithm against the (d, e) -adversary Fq (that respects 
the delays d and e, and that does not disable the quorum system Q). We start with the 
following lemma about the cost of reads and writes. 

Lemma 4 Using the atomic memory sendee AM, each read or write operation con- 
tributes at most 4 (AT + d) + 2e to the work complexity and at most 4A' to the total 
number of messages. 

Proof: The processor performing a read or a write operation uses the service AM with 
quorum configurations of size at most K. Thus each quorum consists of no more than 
K processors. In a single phase (see the overview of the service AM in Section 3), it 
takes no more than K units of work to send messages to K processors. After sending the 
last message, the processor may have to wait additional 2 d + e time steps to receive the 
responses. If some K' responses are received, then it it takes at most K units of work 
to process them (since K' < A'). Thus it takes time 2K + 2d + e to process a single 
phase. The second phase similarly takes time 2K + 2d + e. Thus the two phases of an 
operation take time 4(A' + d) + 2e. 

Each stage involves sending K messages and receiving no more than K responses. 
The total number of messages is no more than 4AT. □ 

Now we present the work and communication analysis. 

Theorem 5 Algorithm Xmp solves Do-All of size N with P < N processors, for ( d , e)- 
adversary Fq, with work Sn,p — 0(max{A', d, e]NP log 2 ) and message complexity 
M n , p = 0(KNP l °si). 

Proof: Using Theorem 2, the work of algorithm X is S x = 0(NP l ° s i), counting 
local operations, and shared-memory read/write operations. In algorithm Xmp, each 
local operation takes one local time step, and each read or write operation takes time 
4(A' + d) + 2e by Lemma 4. Thus the total work is 5 jv,p = (4(AT + d) + 2e) ■ S x = 
(4(AT + d) + 2e) ■ 0(NP log i) = 0(max{AT, d, e}PN log §). 
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Using Theorem 2 again, we note that the vertices of the progress tree will be updated 
by the processors a total of 0(NP log 2 ) times. In algorithm Xmp, by Lemma 4, each 
update contributes 4A' messages to the message complexity. Thus the total number of 
messages is M jv,p = 4 K ■ S x = 0(KNP log 2 ). □ 

By using algorithm AWT [1] as the basis, and following the identical emulation 
approach, we obtain the following result with the help of Theorem 3. 

Theorem 6 There exists an algorithm that solves Do-All of size N with P < N pro- 
cessors, for ( d , e)-adversary Fg, with work Sn,p = 0(max{A', d , e} • NP £ ), and with 
message complexity = 0{K N P s ), for any e > 0. 

Given K, we use quorum systems with all majorities of size [(A' + l)/2j , so that 
we can tolerate the crash of any minority of processors in a configuration. 

Theorem 7 Algorithm Xmp tolerates any pattern of f failures, for f < [(AT — 1)/2J . 

The algorithm is most efficient when K = 1, that is when the shared memory has a 
single owner; unfortunately this is not fault-tolerant at all. Thus we are interested in pa- 
rameterizations that achieve subquadratic work and communication, while maximizing 
the fault-tolerance of the algorithm. 

Theorem 8 Algorithm Xmp solves Do-All of size N, with P < N processors, and 
for any adversary pattern in Fg, with (subquadratic in N and P) work and message 
complexity ofO(NP 5 ) with log | < S < 1, when the parameter K is 0(P s ~ log 2 ) and 
when d,e = O(K). 

Note that if 5 is chosen to be close to log 3/2 (» 0.59), the algorithm tolerates only a 
constant number of failures, but it is as work-efficient as its shared-memory counterpart. 
As S approaches 1, the complexity remains subquadratic, while the fault-tolerance of the 
algorithm improves. In particular, when 6 is close to 1, the algorithm is able to tolerate 
about O(P 0A1 ) crashes. 

Theorem 9 There exists an algorithm that solves Do-All of size N, with P < N pro- 
cessors, and for any adversary pattern in Fg, with ( subquadratic in N and P) work 
and message complexity of 0(NP s ) with 0 < £ < 5 < 1, when the parameter K is 
0(P s ~ e ), and when d,e = 0{K). 

Remark. One may be interested in measuring the impact of using our emulation on the 
performance (work) of the original shared-memory algorithms. It is difficult to do this 
directly, given that in message-passing systems there exists a natural interdependence 
between the efficiency and fault-tolerance in the emulation. In order to lower the cost 
of the emulation one needs to assume fewer failures. On the other hand, tolerating a 
linear number of processor failures causes the emulation to impose a linear overhead, 
resulting in worse-than-quadratic work. This is in contrast with the shared-memory 
solutions where a large number of failures may not necessarily degrade performance: 
consider a situation where after the initial failures only a constant number of processors 
remains — in this case work can be optimally linear in the size of the input. Kramer. 
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6 Conclusion and Future Work 

We presented and analyzed emulation of asynchronous shared-memory Do-All algo- 
rithms in the message-passing model. We focused on the trade-offs between efficiency 
and fault-tolerance in our algorithms as we examined how the replication of resources 
affects efficiency. We also presented a lower bound for the asynchronous Do-All prob- 
lem that involves delays, but no failures. Several aspects of our work are open for future 
exploration, not the least of which is the narrowing if the existing gap between the up- 
per and lower bounds. Another direction is to characterize the impact of the emulation 
efficiency, and the reconfiguration of memory replication, on the upper bounds. 
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Abstract. A radio network is a collection of transmitter-receiver de- 
vices (referred to as nodes). ARB (Acknowledged Radio Broadcasting) 
means transmitting a message from one special node called source 
to all the nodes and informing the source about its completion. In 
our model each node takes a synchronization per round and performs 
transmission or reception at one round. Each node does not have a 
collision detection capability and knows only own ID. In [1], it is proved 
that no ARB algorithm exists in the model without collision detection. 
In this paper, we show that if n > 2, where n is the number of nodes 
in the network, we can construct algorithms which solve ARB in 0(n) 
rounds for bidirectional graphs and in 0(n 3 ^ 2 ) rounds for strongly 
connected graphs and solve ARG (Acknowledged Radio Gossiping) in 
0(nlog 3 n) rounds for bidirectional graphs and in 0(n 3//2 ) rounds for 
strongly connected graphs without collision detection. 

Keywords: broadcasting, gossiping, distributed, deterministic, radio 
network 



1 Introduction 

A radio network is a collection of transmitter-receiver devices (denoted as nodes) . 
Each node can transmit data to the nodes that exist within its transmitting 
capability region. A radio network can be modeled by a directed graph (we 
simply call it graph) G = ( V , E) called reachability graph , where V denotes 
a set of nodes and when a node u can transmit to a node v, there exists an 
edge (it, v ) € E. If (it, v) € E, u is called an in-neighbor of v, and v is called 
an out-neighbor of u. If the power of every transmitter is the same, then the 
reachability graph is bidirectional 4 , that is, if there is an edge from node u to 
node v, then there exists the edge from v to u, and vice versa. We assume that 
all nodes in a radio network have access to a global clock (like GPS) and work 
synchronously in discrete time steps called rounds. At every round, each node 
transmits data or receives data. A node acting as a receiver in a given round gets 

4 bidirectional is called symmetric in [1], 
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a message iff exactly one of its in-neighbors transmits in this round. If at least 
two in-neighbors v and v' of u transmit simultaneously in a given round, none 
of the messages is received by u in this round. In this case we say that a conflict 
or a collision occurred at u. When collision occurs, two cases are considered: u 
notices the occurrence of a collision (i.e. it has collision detection), and u cannot 
distinguish between the background noise and the interference noise. It depends 
on the capability whether a node can detect a collision or not. 

One of the fundamental tasks in network communication is radio broadcast- 
ing (RB). Its goal is to transmit a message from one node of the network, called 
the source, to all other nodes. The message which is disseminated is called source 
message. Remote nodes get the source message via intermediate nodes, along di- 
rected paths in the network. In an acknowledged radio broadcasting (ARB) the 
goal is not only to achieve RB but also to inform the source about the comple- 
tion of RB. This may be essential, e.g., when the source has several messages to 
disseminate, none of the nodes should receive the next message until all nodes 
get the previous one [1] . Another task is radio gossiping (RG) which broadcasts 
the message of each node to all other nodes. We also consider the task acknowl- 
edged radio gossiping (ARG) which achieves RG and inform every node about 
the completion of RG. 

In this paper, we consider the standard model of unknown radio networks, 
called the ad-hoc radio network model. We assume that each node does not 
know any information of the network (e.g. its neighbor, the number of nodes 
and the topology). The network is assumed to have a fix topology during the 
execution of algorithms. However, since no information of the network is used in 
our algorithms, they can be applied to networks with any topology. We evaluate 
algorithms with the number of rounds used to complete the tasks. 



1.1 Previous Results 

The standard collision-free communication procedure for ad hoc radio networks 
is called Round Robin [2]. Round Robin contains n rounds. In the i-th round the 
node with identifier i transmits its whole knowledge to all its out-neiglrbors. In 
every round at most one node acts as a transmitter, hence collisions are avoided. 
Round Robin is used as a subroutine in many RB and RG algorithms. An RG 
completes in 0(n 2 ) rounds, where n is the number of nodes. 

There are two situations for communication procedures in radio networks: one 
is that nodes have full knowledge of the network (such as the topology of the 
network, the number of the nodes in the network, IDs of the neighbors etc.), the 
other is that nodes are ignorant of the network information. Various algorithms 
are studied in radio networks, e.g. the centralized algorithms with the mechanism 
in which all nodes are concentrated and managed, and the distributed algorithms 
without such a mechanism; the deterministic algorithms whose process become 
settled uniquely, and randomized algorithms which are not so [3,4, 5, 6, 1, 7, 8, 9, 
2 , 10 ]. 

Under the assumption that the nodes have full knowledge of the network, 
in [3] the authors proved the existence of a family of n-node networks of radius 
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2, for which any broadcast requires i7(log 2 n) time, while in [4] it was proved 
that broadcasting can be done in 0(D + log 5 n) time, for any n-node network of 
diameter D. 

Hereafter, we assume that the nodes have neither the knowledge of the net- 
work nor the knowledge of their neighborhood. 

For randomized algorithms, the lower bound of fZ{D log (n/D)) for bidirec- 
tional graphs is shown by Kushilevitz and Mansour [6], and the lower bound of 
i?(log 2 n) for constant diameter networks is obtained by Alon et al. [3]. 

For deterministic distributed algorithms, on the model without collision de- 
tection, Chlebus et al. have presented an optimal linear-time broadcasting proto- 
col for bidirectional ad hoc radio networks [1], Also, on the model with collision 
detection, they presented an 0(n-ecc)-time RB algorithm for strongly connected 
graphs, an 0(r-ecc)-time RB algorithm for arbitrary graphs, an 0(n)-time ARB 
algorithm for bidirectional graphs, and an 0{n ■ ecc)-time ARB algorithm for 
strongly connected graphs, where ecc is the maximum distance from the source. 
Note that on the model without collision detection there does not exist any algo- 
rithm for ARB, even for bidirectional graphs [1], The best 0(n 15 ) time gossiping 
algorithm for strongly connected graphs is shown in [10]. 

About the lower bounds of deterministic RB, the lower bound of I7(n) for 
bidirectional graphs [5] and the lower bound of fi (n log n) for arbitrary graphs [9] 
are shown. 

Table 1 shows the results of these deterministic algorithms. 

Table 1 . Previous results(Deterministic and Distributed) 



Problem 


Collision detection 


Graphs 


Computation time 


RB 


without 


bidirectional 


O(n) [1] 


Q (n) [5] 


arbitrary 


O(nlog^n) [8] 


f2(nlogn) [9] 


with 


bidirectional 


0(r + ecc) [7] 


strongly connected 


0(n • ecc) [1] 


arbitrary 


0(r ■ ecc) [1] 


RG 


without 


strongly connected 


0(n 3/2 ) [10] 


ARB 


without 


bidirectional 


algorithm does not exist [1] 


with 


bidirectional 


0(n) [1] 


0(r + ecc) [7] 


strongly connected 


0(n • ecc) [1] 



(renumber of nodes, eccdargest distance from the source, rdength of the source mes- 
sage) 
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1.2 Our Results 

In this paper, we consider the ARB and the ARG algorithms on the model of ad 
hoc radio networks without collision detection. As we mentioned on the model 
without collision detection, there does not exist any ARB algorithm even for 
bidirectional graphs [1], which is proved by using a special case: when the source 
does not receive any message about the completion of the RB, the source can 
not distinguish between the situations that the network has only the source node 
(thus the source does not receive any message) and that at least two in-neiglrbors 
of the source transmit some messages (thus collision occurs). 

If we assume that the network contains at least one node other than the 
source node and each node knows the number of nodes or its in-neighbors, RB 
algorithms can be easily modified to ARB ones. It is interesting to know the 
weakest conditions needed for performing an ARB. In this paper, we show that 
if the network contains at least two nodes, we can construct algorithms which 
solve ARB for bidirectional graphs and strongly connected graphs under the 
assumption that the network has no collision detection and each node knows 
only its ID. 

The computation time of our ARB algorithm for bidirectional graphs is 
the same as the existing best RB algorithm which uses O(n) rounds. The 
computation time of our ARB algorithm for strongly connected graphs is 
0(6n + 2-RB{2 1 ) + RG{2 1 )}), where RB{n) and RG(n) is the num- 

ber of rounds which an RB and an RG requires for n-node strongly connected 
graphs, respectively. It becomes 0(n 3 / 2 ) when using the 0(n 3 / 2 )- time gossiping 
algorithm from [10]. 

In addition, we consider acknowledged radio gossiping (ARG) algorithms. 
We show that our ARB algorithms can be extended to ARG algorithms for both 
of bidirectional graphs and strongly connected graphs. Our ARB algorithm for 
bidirectional graphs needs a leader, and we use the source node to be the leader 
in the algorithm. In ARG, since no source node is given, we need to elect a leader 
for ARG when we extend the ARB algorithm to an ARG algorithm. For strongly 
connected graphs our ARB algorithm does not need a leader, therefore , in this 
case, the ARB algorithm can be extended to an ARG algorithm directly. The 
computation time of the extended ARG algorithms is 0(n + {LE(2 1 )}) 

for bidirectional graphs and 0(6n + X^[=i {RB{2 1 ) + 2-RG(2 1 )}) for strongly 

connected graphs, respectively, where LE{n) denotes the number of the rounds 
needed to elect a leader for n-node bidirectional graphs. The computation times 
of ARG algorithms become 0(nlog 3 n) and 0(n 3 / 2 ), respectively, by using the 
0(nlog 3 n)-time leader election algorithm from [8] and the 0(?r 3 / 2 )-time gossip- 
ing algorithm from [10]. 

2 Model and Definitions 

In this paper, we consider the radio networks without a collision detection. We 
describe the model of radio networks we consider : 
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— The knowledge of every node is limited to its own ID. 

— Each node knows whether itself is a source or not in broadcasting. 

— Nodes in a radio network work per round synchronized by a global clock. 

— In every round, each node acts either as a transmitter or as a receiver. 

— A node acting as a receiver in a given round gets a message iff exactly one 
of its in-neighbors transmits in this round. 

— If more than one in-neiglrbor transmits simultaneously in a given round, 
collision occurs and none of the messages is received in this round. 

— A node cannot notice the occurrence of a collision (i.e. without collision 
detection) . 

For simplicity we assume that each node is labeled with distinct integers 
between 1 and n in an n-node network. But all the arguments hold if the labels 
are distinct integers between 1 and Z = 0(n), and we do not use the property 
that the labels are in { 1 , 2 ,..., n}. 

3 ARB and ARG in Bidirectional Graphs 

In this section, we describe ARB and ARG algorithms for bidirectional graphs 
where the number of nodes in the network is at least 2. First, we describe the 
overview of our algorithms, secondly we show an ARB algorithm and then modify 
it to an ARG algorithm. 

3.1 Overview of Our Algorithm 

The main idea of our algorithm is that each node confirms all of its in-neiglrbors 
in every phase, where in the fc-th phase nodes with ID at most 2 k works. In the 
fc-tlr phase, first the in-neighbors of any node v whose IDs are no more than 2 k 
send their own IDs, thus the node v can recognize its in-neighbors’ IDs that are 
no more than 2 k . Then in the same phase the node whose ID is the minimum 
one among the in-neighbors with IDs no more than 2 k , and nodes whose IDs are 
more than 2 k send their IDs simultaneously. If the uode v receives the minimum 
ID (i.e. collision does not occur), it recognizes that it knows all of the in-neiglrbor 
in this phase. It is easy to perform the ARB if every node knows all of its in- 
neiglrbors. If the node v does not receive the minimum ID (i.e. collision occurs), 
v recognizes that it does not know all of the in-neiglrbors and the algorithm 
performs the next phase. 

3.2 Algorithm bi-ARB 

We show an ARB algorithm named bi-ARB for bidirectional graphs in an n node 
radio network, where n > 2. 

Algorithm bi-ARB works phase by phase, numbered by consecutive positive 
integers. Phase k lasts 9 • 2 fc_1 rounds divided into four stages. Stage A consists 
of 2 fc ” 1 rounds, Stage B consists of 2 k rounds, Stage C consists of 2 k rounds, 
and Stage D consists of 2 k+1 rounds. We denote the ID of node v as ID(u). We 
define the following notations. 
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— Lk : the set of nodes with IDs 1, . . . , and 2 k . 

— Gk '■ the connected component containing the source of the network induced 
by Lk- Gk — 4> if the ID of the source node is larger than 2 k . 

— N k : the set of IDs smaller than or equal to 2 k from the in-neighbors of node 

v. 

— min(iV^) : the minimum ID in N k . If N k = <j>, min(N k ) = _L. 

Note that in bidirectional graphs the in-neiglrbors of each node v are the 
same as the out-neiglrbors of v. 

Informally we show the algorithm of phase k. Stage A is a Round Robin which 
intends to let each node v know its in-neiglrbors (and out-neighbors) whose IDs 
are at most 2 k (N k ). In Stage B each node v in Lk sends rnin(N k ), which will 
be the only node in in-neiglrbors of v can transmit to v in the next stage C. 
Stage C is used to judge whether the node v of Gk knows all of its in-neiglrbors 
or not. In Stage C the node whose ID is rriin(7V*) and nodes not in Lk send 
their IDs, then according to whether receiving min (iVy) or not every node v 
in Gk recognizes whether it knows all its in-neiglrbors or not. In Stage D the 
source node in Gk broadcasts the source message to every node of Gk- The 
stage also collects the information that whether each node in Gk knows all its 
in-neiglrbors. Thereby the source node can confirm the completion of RB. We 
use the broadcast algorithm shown in [1] in this stage. 

bi-ARB. Phase 0 consists of one round, the node with ID 1 acts as transmitter 
and sends its ID in this phase. The other nodes act as receivers. 

Hereafter, we explain phase k > 0, of bi-ARB. We assume that every node is 
either a transmitter or a receiver in each round. 

Stage A. The rounds in Stage A of phase k are numbered by integers 2 k ~ 1 + 
1, . . . , 2 k ~ 1 + 2 k ~ 1 . In round number i of Stage A only the node v with ID i acts 
as a transmitter and sends a message ID(y). 

Stage B. The rounds of this stage are numbered by integers 1, . . . , 2 k . In round 
i of Stage B only the node v with ID i acts as a transmitter and sends a message 
min (Ay). If min(Ay) = _L, the node v sends no message. The node w that 
receives min(Ay) stores it if ID(w)=min(Ay). 

Stage C. The rounds in Stage C of phase k are numbered by integers 1, . . . , 2 k . 
In round i of Stage C, the node v with ID i acts as a receiver. The node with 
ID=min(Ay) acts as transmitter and sends its ID (if min(Ay) min()), and all 
the nodes whose IDs are larger than 2 k (not only in-neiglrbors of v) also send 
their own IDs in the round. 

Every node v not receiving min(A^) in the round ID(u), is set to the state 
warned which means that v does not know all its in-neighbors, or in other 
words, v has the in-neighbors whose IDs are larger than 2 k . 

Stage D. The rounds in Stage D of phase k are numbered by integers 1, . . . , 2 k+1 . 
The source initiates Stage D if its ID is less than or equal to 2 k . Otherwise all 
nodes do nothing in these 2 fc+1 rounds. We use a message called token. At the 
beginning of this stage every node v £ Gk knows its out-neighbor N k in Gk and 
maintains a list Q v containing the set of its out-neiglrbors in Gk which were not 
yet visited by the token. Q v is initialized to N k . 
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When a warned node sends the token to an out-neighbor, it appends a 
warning message to the token, and the out-neiglrbor getting the token becomes 

warned. 

When node v gets the token, it acts as follows: 

step 1. Node v sends the message <ID(v) , visited>. If a node u receives the 
message, it removes v from the list Q u . 

step 2. Node v sends the token <source message, ID(w) , (warning) > to the 
following node w: 

• (i) If Q v = <j>, w is the node from which v got the message in step 1 for 
the first time. 

• (ii) If Q v ^ (f>, w is the node with the smallest ID in the list Q v . 



the messages are concatenated and are sent in a single round. Node w which 
gets the token repeats the procedure of step 1 and step 2. 

If, at the end of phase k, the source is warned , it knows that the RB has 
not been completed, and shifts to the next phase. Otherwise the algorithm ter- 
minates. 



Correctness of Algorithm bi-ARB 

Lemma 1. The following invariants are maintained after phase k of bi-ARB, 
for any positive integer k. 

— Every node v knows the N k , the set of IDs at most 2 k from the in- 
neighbors (and out-neighbors) ofv. 

— Every node in Gk knows the source message, if Gk contains the source node. 
Proof. See [11]. 



Theorem 1. Algorithm bi-ARB performs an ARB in time 0(n ) , for any n-node 
bidirectional graph with n > 2. 

Proof. See [11]. 

Message size. Let S be the maximum length of the message transmitted each 
time and let r be the length of the source message. In Stage A,B and C each 
node transmits at most one ID respectively, thus S'= 0(log n). In Stage D each 
node transmits message <ID(v), visited> and the token <source message, 
ID(w) , (warning) >, thus S' = 0(r + log?i). Hence the maximum message size is 
at most 0(r + log n) for algorithm bi-ARB. 
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3.3 Algorithm bi-ARG 

The ARG algorithm bi-ARG for bidirectional graphs is obtained by changing a 
part of bi-ARB. 

Algorithm bi-ARG works in phases, numbered by consecutive positive inte- 
gers similar to bi-ARB. Each phase consists of four stages A,B,C and D. Stage 
A,B,C are the same as these of algorithm bi-ARB but Stage D is different. It 
needs a leader election procedure and an extra token patrolling. Recall that in 
bi-ARB, the source node is used to be the starting point of the token patrolling. 
Furthermore, each node knows whether itself is a source or not. But the source 
node does not exist for ARG. We have to elect one leader for each connected 
component induced by Lt~ so that the token patrolling can be performed in each 
component. We use a leader election procedure. The leader of each connected 
component acts as initiator and makes the token patrol twice in its connected 
component in Stage D. In the first patrol the leader of each connected compo- 
nent collects the messages which each node has and warning messages from 
the nodes to the leader (the same as that in bi-ARB), then in the second patrol 
it disseminates the messages which were collected in the first patrol to all the 
nodes in the component. Thereby any node knows whether RG have completed 
or not. 

In order to use an leader election algorithm, each node must know the com- 
pletion time of the algorithm, since the leader election procedure must finish in 
each phase of bi-ARG. 

Theorem 2. Algorithm bi-ARG performs an ARG in time 0{n + 
X^-=i "1 {LE(2 r )}), for any bidirectional graph with n > 2, where LE(k) 
denotes the number of the rounds of any leader election algorithm for k-node 
bidirectional graphs in which each node knows the completion time. 

We use the algorithm FIND MAX shown in [8] as a leader election procedure. 
The algorithm FIND MAX elects a leader by calculating the maximum ID on a 
strongly connected graph under the assumption that each node knows the upper 
bound of IDs of nodes in the network. Moreover, if each node knows (the upper 
bound of) the number of nodes n in the network, it can compute the completion 
time of FIND MAX, which is cnlog 3 n for some known constant c. Algorithm 
FIND MAX finds the leader based on binary search. At each step, all nodes know 
that the minimum ID (the node having this ID is elected as a leader) among all 
nodes is between a and b by broadcasting a message, where a < b. Initially a = 0 
and b = n. If a = 6, then the minimum ID is equal to a, and the computation of 
minimum ID is complete. In each phase we use this algorithm to elect a leader 
for each connected component. In phase k, the upper bound of IDs and that of 
the number of nodes in the connected components induced by L k is known to be 
2 k . We obtain the following corollary from Theorem 2 using the 0(?rlog 3 ?r)-time 
leader election algorithm FIND MAX. 

Corollary 1. Algorithm bi-ARG performs ARG in time 0(n log 3 ?x), for any 
bidirectional graph with n > 2 . 
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V 2Uog 3 2 i < 2(2r iogIl T -l)-(logn+l) 3 <2(2?i-2)-(logn + l) 3 

»= 1 

Our algorithm bi-ARG is improvable if more efficient leader election algo- 
rithms can be designed for bidirectional graphs under the condition that each 
node knows the maximum of IDs and n. 

Message size. Let S be the maximum length of the message transmitted each 
time and let r be the length of the message each node has. In Stage A,B and C, 
5 = 0(logn) which are the same as that of bi-ARB. In Stage D first 5 = 0(logn) 
for the leader election procedure FIND MAX [8]. Next each node adds its own 
message to the token, S = 0(rn + log n). Hence the maximum message size is at 
most 0(rn + log n) for algorithm bi-ARG. 

4 ARB and ARG in Strongly Connected Graphs 

4.1 Algorithm st-ARB 

The ARB algorithm st-ARB for strongly connected graphs is obtained by chang- 
ing a part of bi-ARB. Algorithm st-ARB works in phases, numbered by consec- 
utive positive integers. Every phase starts in the round following the end of the 
previous phase. Phase k(> 0) lasts 3-2 fe_1 + 2-I?.B(2 fc )-|-.RG(2 fc ) rounds divided 
into four stages. Stage A consists of 2 fc_1 rounds, Stage B consists of RG(2 k ) 
rounds, Stage C consists of 2 k rounds, and Stage D consists of 2-RB(2 k ) rounds. 

Here we show the outline of this algorithm in phase k. Stage A and C of 
st-ARB are the same as those of bi-ARB, and the purpose of Stage B and D 
also does not change. Although in bidirectional graphs a node v can transmit 
min(iV^) to its in-neiglrbor w whose ID=min(A^) because the in-neighbors of 
v is also its out-neiglrbors, node v cannot do that in strongly connected graphs 
since w may not be an out-neiglrbor of v. To do this, v must gossip on the 
subgraph induced by Lk in Stage B. In Stage D each node other than the source 
node in L f. transmits the warning message and the source node broadcasts the 
source message. Thereby the source node can confirm the completion of RB. 

In st-ARB we use the RB and RG in the subgraph induced by Lk (not 
necessarily strongly connected) . In order to apply the RB algorithm for strongly 
connected graphs to our algorithm, it is sufficient to perform the task for all 
reachable nodes. About RG algorithm, it is not necessary to perform the task 
for all reachable nodes. Any algorithm of RB and RG can be applied to our 
algorithm if each node knows the completion time. We consider an extension of 
the RB that broadcasts from several source nodes with the same messages to all 
reachable nodes, and use the algorithm that performs such an extended RB in 
Stage D. Since the algorithm does not depend on the information of the source 
node, it can perform an RB in the situation such that several source nodes exist. 
st-ARB Phase 0 consists of one round, the node with ID 1 acts as transmitter 
and sends its ID in this phase. The other nodes act as receivers. 
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Hereafter, we explain phase k(> 0) of st-ARB. Stage A and C is the same as 
that of bi-ARB. Every node that is not transmitter is receiver in the explanation. 

Stage A. Rounds in Stage A of phase k are numbered by integers 2 k ~ 1 + 
1, . . . , 2 fe_1 + 2 fc_1 . In round number i of Stage A the only node v with ID i 
acts as a transmitter and sends a message ID(u). 

Stage B. Stage B consists of RG(2 k ) rounds. In Stage B each node v in Lk acts 
as a transmitter, gossiping the message <ID(v) , min(Ny) >. If min(A^) = A, the 
node v sends no message. 

Stage C. Rounds in Stage C of phase k are numbered by integers 1, . . . , 2 k . In 
round number i of Stage C the node v with ID i acts as a receiver. The node 
with ID miiifjV,, ) and the nodes whose IDs are larger than 2 k act as transmitter, 
sending their own IDs. 

Every node v not receiving minfAy ) in the round ID(r>), is set to the state 

warned. 

Stage D. Stage D consists of 2-RB(2 k ) rounds. First, each node sends a warn- 
ing message if it is warned. Next, if the source does not receive the warning 
message, it knows that there is no node in Lk whose in-neighbors with ID> 2 k 
and then broadcasts the source message, otherwise it knows that there still exist 
nodes in Lk whose in- neighbors with ID> 2 k and then it becomes warned , and 
shifts to the next phase. 



Correctness of Algorithm st-ARB 

Lemma 2. If there are warned nodes in the strongly connected graph after 
phase k of st-ARG then there is a path from at least one warned node to the 
source node that contains only nodes whose IDs are not larger than 2 k . 

Proof. Let v be some warned node. In the original graph there is a path from v 
to the source. If there are nodes with ID> 2 k in this path, let the out-neighbor 
of the last of them in the path be v' . The path from v' to the source proves the 
lemma. □ 



Theorem 3. Algorithm st-ARB performs ARB in time 0(6n + 

RB(2 l ) + RG(2 1 )}), in any strongly connected graphs with n nodes, where n> 2 
and RB(k) and RG(k ) denotes the number of the rounds of any extended RB and 
RG algorithm for k-node strongly connected graphs in which each node knows the 
completion time, respectively . 

Proof. See [11]. 

We obtain the following corollary from Theorem 3 using the 0(nlog 2 n)- 
time broadcasting algorithm from [8] and the 0(n 3 / 2 )- time gossiping algorithm 
from [10]. The broadcasting Algorithm from [8] can perform the extended RB. 
The algorithm consists of stages, with each stage having logn + 1 = O(logn) 
steps. For each j = 0, . . . , log n let Sj = (%o, Sj t i, . . . , Sj >mj - 1) be a 2 J -selector 
with nij = 0{ 2 J log n) sets, and the transmission set at the jth step of stage s 
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is Sj t s mod m,ji where w-selector is defined as follow; Given a positive integer w, 
a family S of sets is called a w-selector if it satisfies the following property: For 
any two disjoint sets X,Y £ {1, . . . , n} with w/2 < |A| < w and |Yj < w there 
exists a set in S such that \S fi X\ = 1 and S fl X = </>. Since each node does 
not use the information whether it is the source or not and does not depend 
on the message it received in the previous round, RB can be done on condition 
that several source nodes have the same message. Each node can compute the 
completion time of each algorithm under the assumption that it knows the upper 
bound of IDs of nodes in the network. 

Corollary 2. Algorithm st-ARB performs ARB in time 0(n 3 / 2 ), for any 
strongly connected graphs with n > 2. 

Message size. Let S be the maximum length of the message transmitted each 
time and let r be the length of the source message. In Stage A and C each node 
transmits at most one ID, thus S = 0(log n). In Stage B each node v gossips ID(u) 
and min (TV*), thus S = 0(n log n). In Stage D each node transmits a warning 
message, the source node transmits the source message, thus S = 0(r). Hence 
the maximum message size is at most 0(r + nlogn) for algorithm st-ARB. 



4.2 Algorithm st-ARG 

The ARG algorithm st-ARG for strongly connected graphs is obtained by chang- 
ing a part of st-ARB. 

Algorithm st-ARG works in phases, numbered by consecutive positive in- 
tegers as well as st-ARB. Stage A,B and C is the same as that of st-ARB. We 
perform ARG by changing Stage D. Stage D consists of RB(2 k )+RG(2 k ) rounds. 
First step where each node confirms whether it receives the warning message 
or not is the same as that of Stage D of st-ARB. If a node does not receive 
warning message, it knows that there is no node with ID> 2 k and gossip its 
own message, otherwise it knows that there still exist nodes with ID> 2 k and 
becomes warned , then shifts to the next phase. 

Theorem 4. Algorithm st-ARG performs ARG in time {RB(2 Z ) 

+2- RG(2 1 )}), for any strongly connected graph with n nodes, where n > 2 and 
RB(k) and RG{k ) denotes the number of the rounds of any RB and RG algo- 
rithm for k-node strongly connected graphs in which each node knows the com- 
pletion time, respectively. 

We obtain the following corollary from Theorem 4 using the 0(nlog 2 n)- 
time broadcasting algorithm from [8] and the 0(n 3 / 2 )- time gossiping algorithm 
from [10] as well as Corollary 2. 

Corollary 3. Algorithm st-ARG performs ARG in time 0(n 3 / 2 ), for any 
strongly connected graph with n nodes, where n> 2. 
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Message size. Let S be the maximum length of the message transmitted each 
time and let r be the length of the message each node has. In Stage A,B and C 
5 = 0(?rlogn) is the same as that of st-ARB. In Stage D each node v broadcasts 
a warning message and gossips its own message, thus S = 0(rn). Hence the 
maximum message size is at most 0{rn + nlogn) for algorithm st-ARG. 

5 Conclusion 

In this paper, on the model without collision detection we show that we can 
construct deterministic and distributed ARB algorithms for symmetric digraphs 
in time 0(n), and for strongly connected digraphs in time 0(6n + 

RB(2 l ) + RG(2 1 )}), where n is the number of the nodes in the graphs and n > 2. 
We also show that our each ARB algorithm can be extended to ARG algorithm. 
Our algorithms can be improved if we can find more efficient leader election 
algorithms for symmetric digraphs and if ARB can be achieved without using 
RG for strongly connected digraphs. 
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Abstract. In this paper we present a framework to formally describe 
and study the interconnection of distributed shared memory systems. In 
our models we minimize the dependencies between the original systems 
and the interconnection system (that is, they are decoupled) and consider 
systems implemented with invalidation and propagation. 

We first show that only fast memory models can be interconnected. We 
then show that causal and pRAM systems can be interconnected if they 
fulfill some restrictions, and for these cases, we present protocols to in- 
terconnect them. Finally, we present a protocol to interconnect cache 
systems. 



1 Introduction 

Distributed shared memory is an abstraction used for process communication. In 
this abstraction, processes read and write variables of a shared memory, which is 
usually implemented with distributed memory and message passing. Depending 
on the semantics of the shared memory a number of consistency models have 
been proposed in the literature [1,9]. Some of the most popular models are the 
sequential [16], causal [3], pRAM [18], and cache [12]. Informally, the sequential 
model requires that the read and write (memory) operations obtained in an 
execution of a distributed system could have been obtained if they had been 
executed in a single processor. Therefore, in this model there must be a total 
order (a view) of the operations such that they seem to have been executed in 
that sequential order. This sequential view must be the same for every process. 
The causal model relaxes the memory semantics because it allows several views 
(one for each process), where only causally related memory operations must 
be ordered. Therefore, two processes could have different causal views if there 
are operations that are not causally related. Similarly, the pRAM model is a 
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relaxation of the causal model, because it only requires that in each process all 
write operations of another process seem to have been executed in the same 
order as they were issued. Finally, the cache model is like the sequential model 
but applied on each variable independently. That is to say, there is a sequential 
view formed by all operations on variable x (for every variable x of the shared 
memory). Many protocols have been proposed in distributed shared memory 
systems that implement these consistency models. 

In this work we study the interconnection of distributed shared memory 
systems. By this we mean the adding of an interconnection system to several 
existing distributed shared memory systems that implement a given consistency 
model to obtain a single distributed shared memory system that implements 
the same consistency model. This line of work was started in [10], where the 
interconnection of causal propagation-based systems was studied. In this work 
we use much weaker assumptions on the systems to be interconnected, consider 
also invalidation-based systems, and explore other models as well. 

Our Contributions. In this work we first define a framework for the interconnec- 
tion of systems. We formalize several classes of interactions, both for propagation 
and invalidation-based protocols, between the existing systems and the intercon- 
nection system. All these classes decouple the systems from the interconnection 
system, unlike the previous model [10]. 

Then, we show that systems that implement non-fast consistency models 
cannot be interconnected in these classes. A fast consistency model is one that 
allows implementations of read and write operations that return control after 
only local computations. After that, we study the interconnection of pRAM and 
causal systems. We show that they can not be interconnected in general, but can 
under certain restrictions. We give sufficient conditions and the corresponding 
protocols to do so. Finally, we also show that systems that implement cache 
consistency can always be interconnected. 

Note that this is the first work that studies the interconnection of pRAM 
and cache systems, that considers both propagation and invalidation, and that 
shows that certain interconnections are in fact impossible. Our protocols need 
not be very useful nor efficient in practice, since all we try to do with this work 
is to define the bounds of the possibilities of interconnection. 

The rest of the paper is organized as follows. In Section 2 we introduce 
our framework for the interconnection of systems. In Section 3 we show the 
impossibility result for non-fast consistency models. In Section 4 we study the 
interconnection of pRAM systems, in Section 5 the interconnection of causal 
systems, and in Section 5 we show how to interconnect cache systems. Finally, 
in Section 7 we present concluding remarks. 



2 Definitions and Notation 

We consider distributed shared memory systems (or systems for short) formed 
by a collection of application processes that interact via a shared memory formed 
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by a set of variables. All the interactions between the application processes and 
the memory are done through read and write operations ( memory operations) 
on variables of the memory. 

Each memory operation is applied on a named variable and has an associated 
value. A write operation of the value v in the variable x, denoted w(x)v, stores 
v in the variable x. A read operation of the value v from the variable x , denoted 
r(x)v, reports to the issuing application process that the variable x holds the 
value v. To simplify the analysis, we assume that a given value is written at most 
once in any given variable and that the initial values of the variables are set by 
using fictitious write operations. 



Consistency Model of a System. An execution a of a system S is the set of 
read and write operations observed in some run R of system S. 

Definition 1 (Process Order). Let p be a process of S and op, op' £ a. Then 
op precedes op' in p's process order, denoted op ~< p op' , if op and op' are opera- 
tions issued by p, and op is issued before op' . 



Definition 2 (Execution Order). Let op, op' £ a. Then op precedes op' in 
the execution order, denoted op -< op' , if: 

1. op and op' are operations from the same process p and op -< p op' , or 

2. op = w(x)v and op' = r(x)v, or 

3. Bop" £ a : op -< op" -< op' 

We denote by a p the subset of operations obtained by removing from a all 
read operations issued by processes other than p. We also denote by a(x ) the 
subset of operations obtained by removing from a all the operations on variables 
other than x. 

Definition 3 (View). Let -<° be an order on execution a, and let a' C a. A 
view (3 of a' preserving -<° is a sequence formed by all operations of a' such that 
this sequence preserves the order -<°. 

Note that if -<° applied on a! is not a total order, there can be several views 
of a' . We use op -A- op' to denote that op precedes op' in a sequence of operations 
/ 3 . We will omit the name of the sequence when it is clear from the context. We 
will also use [3\ —> fa, where (3\ and /?2 are sequences of operations, to denote 
that all the operations in (3\ precede all the operations in /?2 - 

Definition 4 (Legal View). Let -<° be an order on execution a, and let a ' C a. 
A view [3 of a' preserving -<° is legal ifVr(x)v £ a': 

a) B w(x)v £ a 1 : w(x)v A r(x)v, and 

b) $ w(x)u £ a' : w(x)v A w(x)u A r(x)v. 

By using this definition of legal view, we can define systems satisfying the 
causal, pRAM, and cache consistency models. 




238 



E. Jimenez, A. Fernandez, and V. Cholvi 



Definition 5 (Causal, pRAM, or Cache System). A system S is causal if 
for every execution a and every process p there is a legal view /3 P of a p preserving 
-< on a. A system S is pRAM if for every execution a and every process p there 
is a legal view j3 p of a p , preserving -< q on a p , for all q. A system S is cache 
if for every execution a and every variable x there is a legal view (3 X of a(x) 
preserving -< on a(x). 



System Architecture. From a physical point of view, we consider distributed 
systems formed by a set of nodes and a network that provides communication 
among them. The essence of this model has been taken from [6]. The application 
processes of the system are actually executed in the nodes of the distributed 
system. We assume that the shared memory abstraction is implemented by a 
memory consistency system ( MCS ). The MCS is composed of MCS-processes 
that use the local memory at the various nodes and cooperate following a dis- 
tributed algorithm, or MCS-protocol, to provide the application processes with 
the impression of having a shared memory. The MCS-processes are executed at 
the nodes of the distributed system and exchange information as specified by 
the MCS-protocol. They use the communication network to interact if they are 
in different nodes. Each MCS-process can serve several application processes, 
but an application process is assigned to only one local MCS-process. For each 
application process p we use mcs(p ) to denote its MCS-process. 

An application process sequentially issues read or write operations on the 
shared variables by sending (read or write) calls to its MCS-process. After send- 
ing a call, the application process blocks until it receives the corresponding re- 
sponse from its MCS-process, which ends the operation. 

We consider MCSs implemented with propagation and invalidation. For sim- 
plicity, in both cases we consider that each MCS-process has a copy (replica) of 
the whole shared memory. In an MCS with invalidation, some of the copies of a 
variable x can be “invalid” or outdated. If an MCS-process’ copy of a variable x 
is invalid and one of its application processes tries to read x, the MCS-process 
has to obtain the current value of x from some other MCS-process (following the 
MCS-protocol). When an application process issues a write operation w(x)v, the 
local copy of x in its MCS-process is updated with the current value v, and the 
valid copies of x in the rest of MCS-processes are marked as invalid. In an MCS 
with propagation no copy is ever invalid and holds the current value (as seen by 
the MCS-process). This value is returned to an application process that issues 
a read operation. New written values are propagated among MCS-processes to 
maintain the copies up to date. 



The Interconnection System. This paper deals with the interconnection of 
systems. This means that, after the interconnection, the set of original systems 
will behave as one single system. Using the terminology defined above, intercon- 
necting systems is, in fact, interconnecting MCSs. In our model, the load of such 
an interconnection will fall on an interconnection system (IS). An IS is a set 
of processes ( IS-processes ) that execute some distributed algorithm or protocol 
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( IS-protocol ). For simplicity in the IS design, we consider one IS-process for each 
MCS to be interconnected. The IS-process of each system is at the same level 
as an application process and has its own MCS-process. The IS-process uses the 
MCS-process to read and write on the shared memory of the local system. In 
particular, the only way a value written by an application process in some sys- 
tem can be read by an application process in another system is if the IS-process 
of the latter system writes it. IS-processes exchange information among them 
(as specified by the IS-protocol) by using a communication network. Note that, 
after the interconnection, the overall system has a global MCS formed by the 
MCSs of the original systems plus the IS that interconnects them. 

For system interconnections we extend the interface between the MCS and 
the IS beyond read and write operations issued by IS-processes. We assume 
that MCS-processes are connected with its corresponding IS-process through 
a reliable FIFO channel and send messages to it with the changes on the local 
memory replicas by using these FIFO channels. We consider the following classes 
of interfaces between the MCS and the IS. 

(a) Weak decoupled class with propagation (WDP). The MCS-process of 
the IS-process sends a message to the IS-process every time a variable copy is 
updated. Each of these messages, denoted by msg(p,x,u), carries the process p 
that issued the corresponding write operation, the variable x, and the new value 

u. 

(b) Strong decoupled class with propagation (SDP). Every MCS-process 
in the system sends a message to its corresponding IS-process every time a 
variable copy is updated. Each of these messages, denoted by msg(p,m.,x,u), 
carries the application process p that issued the corresponding write operation, 
the MCS-process to that updated, the variable x, and the new value u. Trivially, 
in the SDP class, the IS-process receives at least as much information as in the 
WDP class. Thus, in this sense, SDP is stronger than WDP. 

(c) Strong decoupled class with invalidation (SDI). Every MCS-process 
in the system sends a message to its corresponding IS-process every time a 
variable copy is invalidated or updated (by a write operation issued by one of its 
application processes). Each of these messages, denoted by msg{p , q , x , u) , carries 
the process p that issued the corresponding write operation, the MCS-process 
q that updated or invalidated this replica, the variable x, and the new value 
u (if it is an update). For each write operation w(x)u issued by some process 
p, the IS-process will receive an update message msg(p,mcs(p),x,u) from p’s 
MCS-process, and an invalidation message msg(p, to, x) from each MCS-process 
to that had a valid copy of x, and has invalidated it. 



Model and Notation. In this paper we assume an asynchronous model. This 
means that there is no bound on the time instructions and message transmissions 
take. We do not assume synchronized clocks among processes. We also assume 
that no system component (processes, nodes, and networks) fails. 

In the rest of the paper we will use N to denote the number of systems 
to be interconnected. The systems to be inteconnected will be denoted by 
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S' 0 , • • • , S' Ar_1 , and the resulting interconnected system by S T . The IS-process 
for each system S k (where k £ {0, • • • ,N — 1}) is denoted by isp k . It is worth 
to remark that isp k is part of the system S k . For that reason, the MCS-process 
mcs(isp k ) has a local replica of each variable of the shared memory, and those 
replicas are updated or invalidated (depending on the method used to main- 
tain the coherence of these replicas) following the MCS-protocol implemented 
in the MCS of S k . We also assume that the IS-processes are interconnected 
among them through reliable FIFO communication channels which will be used 
to propagate write operations from one system to the other. We consider that 
the set of processes of S T includes all the processes in S°, ■ ■ ■ , S N ~ 1 except for 
isp°, ■ ■ ■ , isp N ~ x (they are only used to interconnect the systems S°, ■ ■ ■ , S N ~ 1 ). 

Regarding executions, we will use the next notation. a T will denote an exe- 
cution of S T . Similarly, a k (where k £ {0, • • • , N — 1}) will denote the execution 
of S k obtained in the same run. Note that a k and a T have in common all the 
operations issued by processes in S k . We also extend the notation used with read 
and write operations. We denote by w k (x)v the write operation w(x)v issued by 
process p of system S k . Similarly, we denote by r k (x)v the read operation r(x)v 
issued by process p of system S k . A write operation w l q (x)v in a T issued by some 
processes q in S l appears in a k , k l, as the write operation w k spk (x)v issued by 
the process isp k in S k . This is so because every write operation issued by isp k in 
a k is, from the IS-protocol, just the propagation of a write operation issued by a 
process of another system S m , m ^ k. We denote by orig(op) the original write 
operation propagated as operation op in a k by process isp k . Similarly, given a 
write operation op issued in S l , l ^ k, we denote by prop(op) the write operation 
issued by isp k as a result of propagating op to S k as defined by the IS-protocol. 

We will say that a consistency model can be interconnected if there is an IS- 
protocol that interconnects systems implementing this consistency model. The 
IS-protocol can specify the number of systems it interconnects. (However, it 
cannot restrict how applications processes are mapped to nodes.) 

3 Non-fast Consistency Models 

In this section we show that systems implementing “non-fast” consistency models 
can not be interconnected in any of the classes defined in the previous section. We 
say that a consistency model is fast if there is an MCS-protocol that implements 
it, such that memory operations only require local computations before returning 
control, even in systems with several nodes. There is a number of consistency 
models (e.g., causal or pipelined RAM) that are fast, while there are stronger 
memory models (e.g., the sequential or atomic) that are not. This implies that 
the property of being fast classifies the set of memory models in a non trivial 
way. 

The proof of the following theorem is omitted due to space limitations. 

Theorem 1. There is no IS that guarantees the interconection of systems im- 
plementing some non-fast memory model. 
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As a consequence of this theorem, we can derive that a number of popular 
memory models can not be interconnected. In [6] it is shown that the sequential 
consistency model is not fast. Hence it cannot be interconnected and neither 
can the atomic consistency model, nor its derivations, safe and regular [17]. 
Similarly, Attiya and Friedman [4] have shown that the processor consistency 
models PCG and PCD [12,2] are not fast and hence cannot be interconnected. 
Finally, in [4] Attiya and Friedman also proved that any algorithm for the mutual 
exclusion problem using fast operations must be cooperative. This implies that 
any synchronization operation that guarantees mutual exclusion must be non- 
fast. Therefore, any synchronized memory model that provides exclusive access 
cannot be interconnected. As a result, we have that memory models such as the 
eager release [11], the lazy release [15], the entry [7] or the scope [13] can not be 
interconnected. 

4 pRAM Consistency Model 

In this section we study the interconnection of pRAM systems. We first show 
that in general the interconnection is not possible. Then present IS-protocols for 
the different classes defined under different restrictions. 

Impossibility for Interconnecting pRAM Systems. In this subsection we 
show that we can not guarantee the interconnection, through some IS in any 
class, of every pair of pRAM systems. The proof of the following theorem is 
based on the fact that, when some process p in S k , k G {0, 1}, issues several 
write operations, it may update the corresponding variables in its local memory 
in a different order from p's process order. 

The proof of the following theorem is omitted due to space limitations. 

Theorem 2. There is no IS in SDP that guarantees pRAM interconnection for 
every pair of pRAM systems. 

We know, by definition, that SDP is stronger than WDP. Hence, we can also 
apply this impossibility result to I Ss interconnecting pairs of pR AM systems in 
WDP. Note also that the above proof can be easily adapted to the SDI class. 
Hence, we have that there is no IS in SDI that guarantees pRAM interconnection 
for every pair of pRAM systems. 

IS-protocols for pRAM Systems. In this section we show how to intercon- 
nect systems implementing the pRAM [18] consistency model in SDP, WDP, 
and SDI, as long as these systems satisfy certain restrictions. First, we present 
an IS-protocol in SDP, for MCSs that satisfy the following property, which is 
fulfilled by all pRAM MCSs we have found. 

Property 1. In any computation a k of system S k (k G {0, • • • , N — 1}), for each 
process p in S k , there is an MCS-process s(p) , known by isp k , such that if p issues 
two write operations w k (x)v -< p w k (y)u, then s(p) updates its local replica of x 
with the value v before updating the variable y with the value u. 
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Property 1 guarantees that each process isp k knows MCS-processes in system 
S k that locally apply the write operations in the same order as they were issued 
in S k by the application processes. Furthermore, isp k knows at least one such 
MCS-process for each application process p. With this knowledge, isp k will be 
able to propagate the write operations to other systems preserving the process 
order -< p (see Definition 1). Then, in our algorithm, each IS-process isp k , k £ 
{0, • • • , N — 1}, contains two concurrent tasks, Propagate k ut and Propagate k n . 
Propagate k ut deals with transferring write operations issued in S k to every S, 
l ^ k, while Propagate k n deals with applying within S k the write operations 
transfered from the systems S l , l ^ k. The two tasks that form the pRAM 
IS-protocol in SDP operate as follows (see Fig. 1): 

— Task Propagate k ut is activated after a message msg(p,s(p),x,v), for some 
process p, is received by isp k . Then, Propagate k ut sends the pair (x,v) to 
every isp 1 , l ^ k. From the above Property 1, the sending of the pairs 
generated from the write operations issued by p follows p's process order. 
We avoid to re-propagate write operations received from other systems, by 
checking that the write operation was not issued in S k by isp k . 

— Task Propagate k n is activated whenever a pair (x, v ) is received from some 
process isp 1 , l ^ k. As a result, it performs a write operation w k spk (x)v, thus 
propagating the value v to all the replicas of variable x within S k . 



1 


Task Propagate k ut upon 


1 


Task Propagate k n :: upon 




reception of msg{p, s(p),x, v ) 




reception of ( x , v) from isp 1 , l ^ k 


2 


begin 


2 


begin 


3 


if p ^ isp k then 


3 


w tp * ( x ) v 


4 


send ( x , v) to every isp 1 , l ^ k 


4 


end 


5 


end 







Fig. 1. The pRAM IS-protocol in isp k in SDP. 



The correctness of the IS-protocol of Fig. 1 is omitted due to space limita- 
tions. There, we show that the system S T , obtained by connecting N systems 
S' 0 , • • • , S N -' using this pRAM IS-protocol in SDP, is pRAM. 

We now consider an IS-protocol in WDP such that this IS only interconnects 
MCSs that fulfill the following Property 2. 

Property 2. In any computation a k of system S k (k £ {0, • • • , N — 1}), for 
each process p in S k , if p issues two write operations w p (x)v -< p w k (y)u, then 
mcs(isp k ) updates its local replica of x with the value v before updating its local 
replica of y with the value u. 

Property 2 guarantees that the MCS-process of isp k applies the write op- 
erations in the same order as they are issued in S k . We can observe that this 
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Property 2 is a particular case of Property 1 where process s(p ) is now mcs(isp k ) , 
for all p. Hence, we can use the same IS-protocol of Figure 1. 

Finally, to end this section, we consider an IS-protocol in SDI such that this 
IS only interconnects MCSs that fulfill the following Property 3. 

Property 3. In any computation a k of system S k (k £ {0, • • • , N — 1}), for each 
process p in S k , if p issues two write operations w k (x)v ~< p w k (y)u, then mcs(p) 
updates its local replica of x with the value v before updating its local replica 
of y with the value u. 

Now Property 3 guarantees that every MCS-process of system S k applies the 
write operations in the same order as they are issued in S k . Again, this property 
is a particular case of Property 1 where process s(p) is now mcs(p). Hence, we 
can use the same IS-protocol of Figure 1 to interconnect pRAM systems in SDI. 

5 Causal Consistency Model 

In this section we study the interconnection of causal systems. Note that the 
pRAM model is strictly weaker than causal model [3,8]. Therefore, the results 
of impossibility of Section 4 are also applicable to causal systems. 

In Section 4 we present an IS-protocol in SDP for interconnecting pRAM 
systems satisfying Property 1. We can show that there is no IS in SDP that 
interconnects every pair of causal systems satisfying Property 1. The proof is 
omitted due to space limitations. This result can be easily extended to WDP 
with Property 2 and SDI with Property 3. 

We now propose an IS-protocol in SDP for causal systems. We also show in 
this subsection that the resulting system of this interconnection is causal. For 
our IS, we will only consider MCSs that fulfill the following Property 4 (which 
is in fact satisfied by all the causal protocols we have found). 

Property 4- Consider any execution a k of the causal system S k (where k £ 
{0, • • • , N — 1}). For each two write operations w k (x)v -< w k (y)u on a k , each 
MCS-process of system S k updates its local replica of x with the value v before 
updating its local replica of y with the value u. 

Property 4 guarantees that every MCS-process of system S k applies the 
write operations preserving the execution order -< (see Definition 2). In Fig- 
ure 2 we present the causal IS-protocol we propose. This protocol requires that 
the communication among IS-processes is totally ordered. There are well-known 
message-passing protocols (e.g., [5, pp. 177-179]) to provide total ordering of 
messages. 

It can be observed that the IS-protocol is composed by two task, like the IS- 
protocol of Fig. 1. In fact, the Propagate k n task is the same. However, the key 
difference is found in task Propagate out . In this task a pair (x,v) is not sent to 
the other systems until all the MCS replicas of x have been updated. Note that, 
from Property 4, write operations are propagated to the rest of systems following 
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Task Propagate k ut :: upon reception 1 


Task Propagate k n :: upon reception 




of msg(p,q,x,v), from every 


of (x,v) from isp 1 , l ^ k 




MCS-process q 2 


begin 


2 


begin 3 


w ispk (x)v 


3 


if p ^ isp k then 4 


end 


4 


send ( x , v) to every isp 1 , l ^ k 




5 


end 





Fig. 2. The causal IS-protocol in isp k in SDP. 



the causal order in system S k . We need the communication among IS-processes 
to be totally ordered to enforce that two write operations from different systems 
and casually ordered, are applied in the rest of systems in the causal order. 

Let us now show that the system S T , obtained by connecting N systems 
5 ° r --,S N ~ 1 using the causal IS-protocol of Fig. 2 in SDP, is causal. 

Let p be some process in system S k , k € {0, • • • , N — 1}, and let mcs(p ) be 
its MCS-process. Recall that a k (resp. a p ) is the set obtained by removing from 
a k (resp. a T ) all read operations except those from process p. We define (3 k as 
a sequence with the same operations as a k that preserves the order in which 
all operations of a k are issued by process p, and the order in which every write 
operation is applied in mcsfp). Formally, 

Definition 6. Let (3 k a sequence of the operations in a k . Let op and op' in a k . 
Then op — > op' in (3 k , if any of the following happens: 

1. op and op 1 are operations from the same process p of S k and op -< p op' . 

2. op = w k (x)u, op' = u> k (y)v, and in mcs(p ) the local copy of x is updated with 
u before updating y with v. 

3. op = w k (x)u, op' = r k (y)v, and in mcs(p) the local copy of x is updated with 
u before p issues op' . 

Note that, like in a k , every write operation of process isp k in /3 k is the 
propagation of a write operation issued by a process of S l , l yf k. We define /3j 
as the sequence obtained by replacing in j3 k every write operation op from isp k 
by the write operation orig(op). The proof of the following results is omitted 
due to space limitations. 

Lemma 1. [3 p is formed by all operations of a p , preserves the execution order 
-< on a T , and is legal. 

Theorem 3. The system S T is causal. 

6 Cache Consistency Model 

In this section we study the interconnection of cache systems. We show that, 
unlike the previous models, the interconnection of cache systems is always possi- 
ble, independently of how they are implemented. The interconnection only uses 
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read and write operations, without any other consideration about the interface 
between the MCS and the IS. Hence, we can use the same IS-protocol for SDP, 
SDI and WDP classes. 

The IS-protocol we propose only works for the interconnection of two systems. 
However, it can be repeatedly used to interconnect as many systems as desired. 
Each isp k (in this case k £ {0, 1}) has one task for each variable of the shared 
memory, presented in Figure 3. Note that each IS-process maintains a copy of 



~~t Task Propagate* (x) :: upon reception of (x,v) from isp 1 ~ k 

2 begin 

3 if v “ NoData! ' then 

4 w k ispk {x)v 

5 last(x) — v 

6 r k spk (x)u 

7 if u = last(x) then 

8 u = “ NoData " 

9 send ( x,u ) to isp 1 ^ k 
10 end 



Fig. 3. The cache IS-protocol in isp k for variable x. 



the latest value propagated from the other system in last(x) for each variable x. 
That copy must be initialized with a special value (e.g., “NoData"). Note also 
that initially one of the IS-processes (for instance isp°) must send to the other a 
message with (x, NoData) for each variable x to start the interconnection. The 
proof that this cache IS-protocol interconnects two cache systems is omitted due 
to space limitations. 

7 Conclusions 

In this paper we have formalized and studied the interconnection of distributed 
shared memory systems. We have shown that non-fast, pR.AM, and causal sys- 
tems cannot be interconnected in general, while cache systems can. Then, we 
have given sufficient conditions to interconnect pR.AM and causal systems. Then, 
with the results presented in this paper we can determine, for example, whether 
several systems, that implement certain memory models, can be interconnected 
by merely looking at the properties that these systems satisfy, and independently 
of what specific protocols they use. 

Limitations of space have made impossible to include all the proofs. A com- 
plete version of this paper can be found in [14]. 



References 

1. S.V. Adve. Designing Memory Consistency Models for Shared-Memory Multipro- 
cessors. PhD thesis, University of Wisconsin-Madison, 1993. 





246 



E. Jimenez, A. Fernandez, and V. Cholvi 



2. M. Ahamad, R. Bazzi, R. John, P. Kohli, and G. Neiger. The power of processor 
consistency. In Proceedings of the 5th ACM Symposium on Parallel Algorithms and 
Architectures, pages 251-260, 1993. 

3. M. Ahamad, G. Neiger, J.E. Burns, P. Kohli, and P.W. Hutto. Causal memory: 
Definitions, implementation and programming. Distributed Computing, 9(l):37-49, 
August 1995. 

4. H. Attiya and R. Friedman. Limitations of fast consistency conditions for dis- 
tributed shared memories. Information Processing Letters, 57:243-248, 1996. 

5. H. Attiya and J. Welch. Distributed Computing: Fundamentals, Simulations, and 
Advanced Topics. McGraw-Hill, 1998. 

6. H. Attiya and J.L. Welch. Sequential consistency versus linearizability. ACM 
Transactions on Computer Systems, 12(2):91-122, 1994. 

7. B.N. Bershad, M.J. Zekauskas, and W.A. Sawdon. The Midway distributed shared 
memory system. In COMPCON, 1993. 

8. V. Cholvi. Formalizing Memory Models. PhD thesis, Department of Computer 
Science, Polytechnic University of Valencia, December 1994. 

9. V. Cholvi. Specification of the behavior of memory operations in distributed sys- 
tems. Parallel Processing Letters, 8(4):589-598, December 1998. 

10. A. Fernandez, E. Jimenez, and V. Cholvi. On the interconnection of causal memory 
systems. In Proceedings of the 19th Annual ACM Symposium on Principles of 
Distributed Computing. ACM, July 2000. 

11. K. Gharachorloo, D. Lenoski, J. Laudon, P. Gibbons, A. Gupta, and J. Hennessy. 
Memory consistency and event ordering in scalable shared-memory multiproces- 
sors. In Proceedings of the 17th Annual International Symposium on Computer 
Architecture, pages 15-26. ACM, May 1990. 

12. J.R. Goodman. Cache consistency and sequential consistency. Technical Report 61, 
IEEE Scalable Coherence Interface Working Group, March 1989. 

13. L. Iftode, J. Singh, and K. Li. Scope consistency: A bridge between release con- 
sistency and entry consistency. In Proc. of the 8th Annual ACM Symposium on 
Parallel Algorithms and Architectures, 1996. 

14. Ernesto Jimenez, Antonio Fernandez, and Vicente Cholvi. Decoupled Interconnec- 
tion of Distributed Memory Models. Technical Report TR-GSYC-2003-2, Univer- 
sidad Rey Juan Carlos, October 2003, http://gsyc.escet.urjc.es/publicaciones/tr. 

15. P. Keleher. Distributed Shared Memory Using Lazy Consistency. PhD thesis, Rice 
University, 1994. 

16. L. Lamport. How to make a multiprocessor computer that correctly executes mul- 
tiprocess programs. IEEE Transactions on Computers, 28(9):690-691, September 
1979. 

17. L. Lamport. On interprocess communication: Parts I and II. Distributed Comput- 
ing, 1(2): 77— 101 , 1986. 

18. R.J. Lipton and J.S. Sandberg. PRAM: A scalable shared memory. Technical 
Report CS-TR-180-88, Princeton University, Department of Computer Science, 
September 1988. 




Author Index 



Ammar, Reda 198 
Arumugam, Mahesh 
(Umamaheswaran) 184 
Atreya, Ranganath 20 

Brand, Per 71, 83 

Cecchet, Emmanuel 58, 120 
Chaaban, Khaled 96 
Chen, Wei 223 
Cholvi, Vicente 235 
Crubille, Paul 96 

Daliot, Ariel 7 
Dobrev, Stefan 34 
Dolev, Danny 7 

Ebergen, Jo 2 
Ekelin, Cecilia 146 
El Banna, Zacharias 71 

Fernandez, Antonio 235 
Flocchini, Paola 34 
Fouchal, Hacene 159 

Garg, Vijay K. 20, 171 
Gershenfeld, Neil 1 
Ghodsi, Ali 83 

Haridi, Seif 71, 83 
Hoepman, Jaap-Henk 47 

Jimenez, Ernesto 235 
Jonsson, Jan 146 

Klintskog, Erik 71 



Kojima, Kazuhiro 108 
Kowalski, Dariusz R. 210 
Kulkarni, Sandeep S. 184 

Lipsky, Lester 198 

Marguerite, Julie 58 
Massart, Thierry 132 
Mesaros, Valentin 71 
Meuter, Cedric 132 
Mittal, Neeraj 20 
Mohamed, Ahmed M. 198 
Momenzadeh, Mariam 210 

Onana Alima, Luc 83 

Parnas, Hanna 7 
Prencipe, Giuseppe 34 

Quema, Vivien 120 

Rollet, Antoine 159 

Santoro, Nicola 34 
Sen, Alper 171 
Shawky, Mohamed 96 
Shvartsman, Alexander A. 210 
Steen, Maarten van 3 

Uchida, Jiro 223 

Wachter, Bram Dc 132 
Wada, Koichi 223 

Zwaenepoel, Willy 58 




